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INVITATION TO TENDER NO. PS20181844 (the “ITT”) 

PROVISION OF RE-ROOFING SERVICES FOR HASTINGS LIBRARY 

 
Tenders are to be addressed to the Supply Chain Management office, 4th Floor, City of Vancouver, 
453 West 12th Avenue, Vancouver, British Columbia, Canada, V5Y 1V4, and must be received in 
the drop box at the Supply Chain Management office prior to 3:00pm, Vancouver Time (as defined 
in Note 3 below), on THURSDAY, JANUARY 10, 2019 (the “Closing Time”).  

Tenders will be not be publicly opened. Tender results can be found within 48 hours of the 
Closing Time at the following website: 

http://vancouver.ca/doing-business/unverified-tender-results.aspx 

 

NOTES: 

1. Tenders must be delivered by couriers or otherwise in person drop-box outside the Supply Chain 
Management Office on the 4th floor at the address specified above, prior to the Closing Time. 
Tenders must be in sealed envelopes or packages marked with the Tenderer’s name and the ITT 
title and number.  Tenderers should submit one copy of the Tender and one copy of each other 
document required by the Tender Documents, including the bid bond described in Part B of this 
ITT. 

2. “Vancouver Time” will be conclusively deemed to be the time shown on the computer clock at the 
Main Floor Rotunda Information Desk at Vancouver City Hall. 

3. The City of Vancouver is open on business days from 8:30 a.m. to 4:30 p.m., Vancouver Time, 
and is closed Saturdays, Sundays, and holidays. 

4. DO NOT SUBMIT TENDERS BY FAX OR E-MAIL. 

5. All queries related to this ITT should be submitted in writing to the attention of: 
 

Philip Lai, Buyer II 
Email: philip.lai@vancouver.ca 

(the “Contact Person”) 
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1.0 OVERVIEW OF PROJECT 

1.1 The City of Vancouver (the “City”) invites Tenders for the removal of the existing roof system and 
to supply and install a new roof system at the Hastings Library located at 2674 E Hastings Street. 

1.2 The Work generally includes, but is not limited to: 

 Removal of existing reinforced concrete topping; 

 Removal of existing roof system; 

 Supply and install new roof system; 

 Supply and install new reinforced concrete topping; 

 Removal of exterior enclosure for roof top units, and; 

 Supply and install new exterior enclosure for roof top units 

1.3 The Site is located at 2674 E Hastings St, Vancouver, British Columbia.  The Site is further 
described in the Tender Documents. 

1.4 The purpose of this ITT is to select a Tenderer with the capability and experience to efficiently 
and cost-effectively perform and complete the Work. 

1.5 IF A POTENTIAL TENDERER BELIEVES THAT THE CITY MAY BE UNABLE TO SELECT IT 
DUE TO A CONFLICT OF INTEREST, BUT IS UNCERTAIN ABOUT THIS, THE POTENTIAL 
TENDERER IS URGED TO CONTACT THE CONTACT PERSON AS SOON AS POSSIBLE 
WITH THE RELEVANT INFORMATION SO THAT THE CITY MAY ADVISE THE POTENTIAL 
TENDERER REGARDING THE MATTER.  SEE SCHEDULE “L” FOR AN INDICATION OF THE 
TYPES OF CONFLICTS OF INTEREST THAT OFTEN ARISE. 

2.0 SUSTAINABILITY 

2.1 The City’s Procurement Policy, Ethical Purchasing Policy and related Supplier Code of Conduct 
found at http://vancouver.ca/doing-business/selling-to-and-buying-from-the-city.aspx align the 
City’s approach to procurement with its corporate social, environmental and economic 
sustainability values and goals.  They evidence the City’s commitment to maximize benefits to the 
environment through product and service selection, and to ensure safe and healthy workplaces, 
where human and civil rights are respected.  Each Tenderer is expected to adhere to the supplier 
performance standards set forth in the Supplier Code of Conduct.   

2.2 A Contractor is to provide environmentally sensitive products or services wherever possible. 
Where there is a requirement that a Contractor supply materials, and where such materials may 
cause adverse environmental effects, each Tenderer should indicate the nature of the hazard(s) 
in its Tender. Furthermore, each Tenderer should advise the City of any known alternatives or 
substitutes for such materials that would mitigate such adverse effects. 

3.0 TENDER DOCUMENTS 

3.1 The Tender Documents are:  

(a) Part A – Introduction, and its appendices: 

(i) Appendix 1 –  Mandatory Information Meeting Attendance Form; 

(ii) Appendix 2 – Response Notification Form; 

(iii) Appendix 3 – Scope of Work/Specifications; and 
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(iv) Appendix 4 – Hazmat Reports 

(b) Part B – Terms and Conditions of ITT Process; 

(c) Part C - Form of Tender (including all schedules),  

(d) Part D – Form of Agreement (including all schedules); 

(e) the Specifications (provided separately and to be incorporated into the Contract when 
finalized); 

(f) the Drawings (provided separately and to be incorporated into the Contract when 
finalized);  

(g) all addenda or amendments to the ITT, and all questions and answers in connection with 
the ITT, issued in writing by the City prior to the Closing Time, as well as any addenda, 
amendments or questions and answers issued in writing by the City after the Closing 
Time and accepted in writing by the Tenderers. 

4.0 MANDATORY INFORMATION MEETING 

4.1 Tenderers are required to attend the mandatory information meeting (the “Mandatory 
Information Meeting”) on Tuesday, December 4, 2018 commencing at 1:00p.m. 

4.2 The location of the Mandatory Information Meeting will be: 2674 E Hastings St, Vancouver, 
Vancouver, British Columbia. 

4.3 Tenderers are asked to pre-register for the Mandatory Information Meeting by submitting the 
Mandatory Information Meeting Attendance Form (Appendix 1) to the Contact Person by email 
prior to 12:00p.m., Monday, December 3, 2018. 

5.0 ADMINISTRATIVE REQUIREMENTS 

5.1 Tenderers are asked to indicate their intentions to submit Tenders by submitting the Response 
Notification Form (Appendix 2) to the Contact Person by email on or before 3:00p.m., 
Wednesday, December 19, 2018. 

5.2 It is the sole responsibility of each Tenderer to check the City’s website at 
http://vancouver.ca/doing-business/open-bids.aspx regularly for addenda, amendments and 
questions and answers related to this ITT, which the City may issue at any time during the 
process, and for any reason, at its discretion.  

6.0 CONDUCT OF ITT – INQUIRES AND CLARIFICATIONS 

6.1 The City will have conduct of this ITT, and all communications are to be directed only to the 
Contact Person named on the cover page. 

6.2 It is the responsibility of each Tenderer to thoroughly examine the Tender Documents and satisfy 
itself as to the full requirements of this ITT and their acceptability to the Tenderer.   

6.3 The City welcomes inquiries, requests for clarification or comments from registered Tenderers.  
All inquires or comments to the City must be in written form only.  All inquiries, requests for 
clarification and comments must be e-mailed to philip.lai@vancouver.ca prior to 3:00 p.m. 
Wednesday, December 19, 2018, and must in each case be addressed to the attention of the 
Contact Person.  In response to inquiries, requests for clarification or comments, the City, in its 
sole discretion, may make amendments to this ITT or may issue questions and answers to all 
Tenderers who have submitted a Response Notification Form and post them on the City’s 
website. 
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CITY OF VANCOUVER 
Purchasing Services 

Invitation to Tender No. PS20181844 

To acknowledge your intent to attend the Mandatory Information Meeting and to ensure that you receive 
the required information, please submit this form to the person identified below in accordance with the 
ITT: 

Philip Lai  
City of Vancouver 
Email: philip.lai@vancouver.ca 

Your details: 
 

Tenderer’s Legal Name: 
 

 “Tenderer” 
Address:  

  

Telephone:  
Fax:  

Key Contact Person: 
 

E-mail: 
 

 

We will attend the Mandatory Information Meeting for:  ITT No. PS20181844, “Provision of Re-Roofing 
Services for Hastings Library”. 

 

              
Signature      Name of Authorized Signatory (Please print) 

 

              
E-mail Address (Please print)    Date 
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CITY OF VANCOUVER 
Purchasing Services 

Invitation to Tender No. PS20181844 

To acknowledge your intent to submit a Tender and to ensure that you receive the required information, 
please submit this form to the person identified below in accordance with the ITT: 

Philip Lai  
City of Vancouver 
Email: philip.lai@vancouver.ca 

Your details: 
 

Tenderer’s Legal Name: 
 

 “Tenderer” 
Address:  

  

Telephone:  
Fax:  

Key Contact Person: 
 

E-mail: 
 

 
We WILL  / WILL NOT  submit a Tender in response to ITT No. No. PS20181844, “Provision of Re-
Roofing Services for Hastings Library” on or before the Closing Time. 
 
 

              
Signature      Name of Authorized Signatory (Please print) 

 

              
E-mail Address (Please print)    Date 
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APPENDIX 3 – SPECIFICATIONS & DRAWINGS 
 

Specifications and drawings as listed below are attached: 
 

Specifications (112 pages) – MH Project No. 5170774.00; Date: November 28, 2018 
 

DIVISION 
SECTION 

NO. 
TITLE PAGES 

Div. 1 – General Conditions 00 73 19 Safety Requirements 2 

01 00 10 General Requirements 12 

01 54 23 Scaffolding 4 

Div. 2 – Sitework 02 41 00 Demolition 3 

Div.3 -  Concrete 03 10 00 Concrete Forming and Accessories 4 

03 20 00 Concrete Reinforcing 5 

03 30 00 Cast-in-Place Concrete 13 

Div. 5 – Metals 05 41 00 Metal Stud Framing 6 

Div. 6 – Wood and Plastic 06 10 10 Rough Carpentry 3 

Div. 7 – Thermal and 
Moisture Protection 

07 20 00 Insulation 4 

07 27 13 Self-Adhesive Membrane 5 

07 42 00 Formed Metal Wall Panels 7 

07 52 00 SBS Modified Bitumen Membrane 10 

07 62 00 Metal Flashing and Trim 6 

07 92 00 Sealants 6 

Div. 8 – Doors & Windows 08 44 00 Sloped Aluminum Glazing 8 

Div. 9 – Finishes 09 91 00 Painting 6 

09 96 00 Elastomeric Coating 6 

Drawings (15 pages) – Project No. 5170774.00; ISSUED FOR BP/TENDER Nov 19, 2018 
 
GENERAL ARRANGEMENT 
G0.00  DRAWINGS LIST 
G0.01  GENERAL NOTES 
G0.02  ASSEMBLIES AND LEGEND 
 
A1.01  ROOF PLAN 
 
DETAILS 
A5.400  ELEVATOR CURB 
A5.401  STAIR WATERPROOFING 
A5.402  DOOR AND WALL TRANSITION 
A5.403  SLOPED SKYLIGHT 
A5.404  BOLLARD AND FENCE WATERPROOFING 
A5.405  MECHANICAL ENCLOSURE AND RAMP TRANSITION 
A5.406  COLUMN AND BRACE LOCATIONS 
A5.407  ELECTRICAL PENETRATION AND ROOF DRAIN 
A5.408  TRENCH DRAIN AND PARAPET DETAIL 
A5.409  PARKING CAR STOP DETAIL 
A5.410  RAMP TO WALL TRANSITION 
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Div. 1 – General Conditions 00 73 19 Safety Requirements 2 
01 00 10 General Requirements 12 
01 54 23 Scaffolding 4 

Div. 2 – Sitework 02 41 00 Demolition 3 

Div.3 -  Concrete 03 10 00 Concrete Forming and Accessories 4 
03 20 00 Concrete Reinforcing 5 
03 30 00 Cast-in-Place Concrete 13 

Div. 5 – Metals 05 41 00 Metal Stud Framing 6 

Div. 6 – Wood and Plastic 06 10 00 Rough Carpentry 3 

Div. 7 – Thermal and 
Moisture Protection 

07 20 00 Insulation 4 
07 27 13 Self-Adhesive Membrane 5 
07 42 00 Formed Metal Wall Panels 7 
07 52 00 SBS Modified Bitumen Membrane 10 
07 62 00 Metal Flashing and Trim 6 
07 92 00 Sealant 6 

Div. 8 – Doors & Windows 08 44 00 Sloped Aluminum Glazing 8 

Div. 9 – Finishes 09 91 00 Painting 6 
09 96 00 Elastomeric Coating 6 
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1.0 GENERAL

1.1. DESCRIPTIONS

.1 The work in this section includes but is not limited to:

.1 Comply with the regulations of the Codes and all applicable safety guidelines.

.2 All equipment, deliveries, falsework must maintain all emergency access lanes at all 
times.

1.2. REFERENCES

.1 CSA S269.1 “Falsework for Construction Purposes”.

.2 CAN/CSA-S269.2 “Access Scaffolding for Construction Purposes”.

.3 CAN/CSA-Z271 “Safety Code for Suspended Elevating Platforms”.

.4 Occupational Health and Safety Act of British Columbia.  

.5 National Building Code of Canada.

1.3. CONSTRUCTION SAFETY MEASURES

.1 Observe construction safety measures of the Codes, Occupational Health and Safety Act of 
British Columbia, provincial authorities and municipal authorities.  In case of conflict or 
discrepancy, the more stringent requirements shall apply.

.2 Comply with the requirements of the Occupational Health and Safety Act and Regulations 
for Construction Projects.

.3 For the purpose of the Occupational Health and Safety Act, the Contractor will, with respect 
to the work, be designated the ‘constructor’ as therein defined, and the Contractor shall 
assume the responsibilities of the constructor as set out in the Act and its Regulations, 
including the implementation of such precautions and safeguards as will protect all workers 
and other persons from any adverse effects caused by designated substances and/or 
hazardous materials originating at, or brought onto the site.

.4 If the Contractor encounters any of the designated substances defined in the Occupational 
Health and Safety Act, he shall stop all work and notify the Consultant prior to undertaking 
any further work.  The Contractor will not be compensated for any work stoppage due to the 
presence of designated substances.

.5 The Contractor shall supply and maintain a health and safety plan throughout the duration of 
the Contract.  The Contractor is to train and indoctrinate all personnel who will be involved 
with the Work.  All work is to be performed in a workmanlike manner with due regard for the 
safety of workers and public.

.6 Retain on site a full-time Construction Safety Office (CSO)  
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.7 The Contractor shall provide full hoarding and enclosures as made necessary by the Work 
to protect the public, workers, and public and private property from injury or damage.  
Provide fenced enclosures to all work areas.

.8 Comply with the latest requirements of Reinstallation of Gas Appliance Vents issued by the 
Ministry of Municipal Affairs and FCC No. 301-Standard for Construction Operations issued 
by Fire Commissioner of Canada.

1.4. OVERLOADING

.1 Ensure no part of Work is subjected to loading that will endanger its safety or will cause 
permanent deformation.

1.5. FALSEWORK

.1 Design and construct falsework in accordance with CSA-S269.1 “Falsework for Construction 
Purposes”.

1.6. SCAFFOLDING

.1 Design and construct scaffolding in accordance with CAN/CSA-S269.2 “Access Scaffolding 
for Construction Purposes”.

1.7. SUSPENDED SCAFFOLDING

.1 Suspended scaffolding and their operation shall conform to CAN/CSA-Z271 “Safety Code 
for Suspended Elevating Platforms”.

1.8. WHMIS

.1 Comply with requirements of Workplace Hazardous Materials Information System (WHMIS) 
regarding use, handling, storage, and disposal of hazardous materials; and regarding 
labelling and provision of material safety data sheets (MSDS) acceptable to Labour Canada 
and Health and Welfare Canada.

.2 Deliver copies of WHMIS data sheets to Consultant on delivery of materials.

2.0 PRODUCTS (NOT APPLICABLE)

3.0 EXECUTION (NOT APPLICABLE)

END OF SECTION
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1.0 DESCRIPTION

.1

.2

Work under this Contract as detailed in the contract documents includes but is not restricted 
to, the supply of all labour, materials, services and incidentals in order to perform the work.

Except where specified otherwise, all requirements of Section 01 00 10- General 
Requirements shall apply to the Work of all other sections of the specifications.

2.0 DOCUMENTS REQUIRED AT JOB SITE

.1 Maintain at job site, one copy each of following:

.1 Drawings and Specification

.2 Addenda

.3 Change Orders

.4 Other modifications to Contract

.5 Field review reports

.6 Test reports

.7 Copy of approved, up to date, work schedule.

.8 Manufacturers' installation and application instructions

.9 Copy of the “Material Safety Data Sheet” (MSDS) for all materials and products on 
site as required by the “Workplace Hazardous Materials Information System” 
(WHMIS).

.10 A day-to-day record of all work performed, 

.11 Shop Drawings

3.0 SUBCONTRACTING

.1 The Contractor cannot subcontract the Work. 

4.0 WORK SCHEDULE

.1 Schedules required:

.1 Construction progress schedule

.2 Schedule of values of the Work

.3 Schedule for processing shop drawings, product data and samples

.4 Schedule for mock-up reviews of the key building components

.2 Provide a schedule in accordance with GC 3.5.1 showing anticipated progress stages and 
final completion of Work within time period quoted in the Bid Form.  Schedule to include 
dates for the following:

.1 Submission of shop drawings, material lists and samples
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.2 Start and completion of all major elements of Work including removals, structural 
repairs, interior fit-up, by area of Work

.3 Substantial completion and total completion

.3 Submit an updated and revised schedule with each claim for payment

.4 Format

.1 Prepare schedules in form of horizontal bar chart

.2 Provide separate bar for each trade or operation

.3 Provide horizontal time scale identifying first work day of each week

.4 Format for listings: Chronological order of start of each item of work

5.0 WORK SEQUENCE

.1 Construct Work in stages to accommodate Owner’s use of premises during construction

.2 Adhere to approved construction schedule and coordinate with owner occupancy during 
construction

.3 Construct Work in stages to provide for continuous public usage; Do not close off public 
usage of facilities until use of one stage of work will provide alternate usage.

6.0 SUBMITTALS

.1 Administrative

.1 Submit to the Consultant submittals listed for review with reasonable promptness 
and in an orderly sequence as to not cause delay in the Work.

.2 Work affected by submittal shall not proceed until review is complete.

.3 Review submittals prior to submission to Consultant.  This review represents that 
necessary requirements have been determined and verified, or will be, and that each 
submittal has been checked and coordinated with requirements of the Work and 
Contract Documents.

.4 Verify field measurements and affected adjacent Work are coordinated.

.2 Shop Drawings and Product Data

.1 "Shop drawings" means drawings, diagrams, illustrations, schedules, performance 
charts, brochures and other data which are to be provided by Contractor to illustrate 
details of a portion of the Work.

.2 Indicate materials, methods of construction and attachment or anchorage, erection 
diagrams, connection, explanatory notes and other information necessary for 
completion of Work.

.3 Mark-ups done by Consultant are not intended to change Contract Price.

.4 Make changes in shop drawings as consultant may require.

.5 Submit 4 prints of shop drawings for each component requested in specification 
Sections and as Consultant may request.
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.6 Submit 4 copies of product data sheets or brochures for requirements requested in 
specification Sections and as Consultant may request where shop drawings will not 
be prepared due to standardized manufacture of product.

.3 Samples

.1 Submit for review, samples in triplicate as requested in respective specification 
Sections.

.2 Deliver samples prepaid to Consultant's business address.

.4 Operating Maintenance Manuals

.1 Two weeks prior to Substantial Performance of the Work, submit to Consultant, 2 
copies of operating and maintenance manual/documentation upon project 
completion.

.2 Manuals to contain operational information on equipment, cleaning and lubrication 
schedules, filters, overhaul and adjustment schedules and similar maintenance 
information.

.3 Bind contents in a three-ring, hard covered, plastic jacketed binder. Organize 
contents into applicable categories of work, parallel to specifications Sections.

.5 Record Drawings

.1 After award of Contract, Consultant will provide a set of drawings for purpose of 
maintaining record drawings. Accurately and neatly record deviations from Contract 
Documents caused by site conditions and changes ordered by Consultant.

.2 Record locations of concealed components of mechanical and electrical services.

.3 Identify drawings as "Project Record Copy". Maintain in new condition and make 
available for review on site by Consultant.

.4 On completion of Work and prior to final review, submit record documents to 
Consultant.

.5 Record drawings not submitted on completion of Work will be cause for the 
Consultant to withhold a retainage amount.

.6 Progress Reports

.1 Supply for distribution a minimum of every 2 weeks a written description of the 
project status and specific information about the work that will affect the building 
occupants.  Increase the frequency of the submission as necessary to keep the 
Owners informed.  Liaise with Owner’s Representative and Consultant with respect 
to all issues impacting the building occupants’ use of the site and building.

7.0 PROGRESS CLAIMS

.1 Progress claims submitted for payment during the course of the project shall be based on 
the cost breakdown in accordance with the Schedule of Value, or modified as requested by 
the Consultant at the beginning of the project.

.2 Progress claims shall be submitted in duplicate the first week of each month for the Work 
completed the previous month.  Only one claim per month shall be submitted.
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.3 A revised and updated work schedule is to be submitted by the Contractor with each 
progress claim.

.4 All claims shall be submitted to:

Morrison Hershfield Ltd.
#310 – 4321 Still Creek Drive
Burnaby, BC (604) 454-0402  Office
V5C 6S7 (604) 454-0403  Fax

Attention: Gurveen Bath
gbath@morrisonhershfield.com

8.0 MEASUREMENT FOR PAYMENT

.1 Notify Consultant sufficiently in advance of operations to permit required measurements for 
payment.

9.0 CONTRACTOR'S USE OF SITE

.1 Due to occupancy of the existing buildings and grounds, areas of work, storage, and 
disposal bin location on site will be designated by the Consultant before commencement of 
Work.  The boundaries established thereby shall be strictly observed.  Do not unreasonably 
encumber site with materials or equipment which interfere with the Owner.

.2 Obtain and pay for use of additional storage or work areas as needed for operations at no 
additional expense to the Owner.

.3 When required for Contractor to conduct the Work, close off access to site by placing 
barricades or posting guards to prevent access to unauthorized personnel.  Unauthorized 
personnel shall mean the public and anyone not directly concerned with the execution, 
supervision or inspection of the Work.

.4 Existing or new roofs areas must be protected with plywood or suitable sheet material if they 
are to be used for the transportation of materials or equipment or excessive traffic.  Co-
ordinate use with the Owner.

.5 There is no provision for parking of private vehicles for the Contractor's work force or any 
other vehicles.  

.6 No advertisements or company signs, other than safety or warning signs, are permitted on 
the building or site.

.7 The Contractor shall be responsible for care and cleaning of areas within the building that 
are affected by the Work.

.8 Washroom Facilities

.1 Contractor to provide and maintain washroom facilities for his forces and subtrades. 
Washrooms inside the building are not to be used by contractor.

.9 Emergency Contact

.1 Provide a 24 hour emergency contact telephone number in the event that an 
emergency arises as a result of the work being undertaken.
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.2 Ensure that emergency service has a maximum response time of 3 hours and can 
accommodate all conditions that may arise from the work including water damage, 
hoarding, security, mechanical failure, electrical failure, gas service interruption, 
utility interruption, broken glass and any other related failure.

.10 Access to Interior 

.1 Co-ordinate interior access with the Owners’ Representative with a written notice a 
minimum of 72 hours prior to commencing work for anywhere work affects the 
interior public space.    

.2 All effort must be made to complete all interior work as quickly and efficiently as 
possible with a minimum amount of disruption to the occupants.

10.0 CONSTRUCTION FACILITIES AND TEMPORARY 
CONTROLS

.1 Provide construction facilities and temporary controls to execute work efficiently.  Remove 
from site all such work after use.

.2 Erect hoarding to protect public, workers, public and private property from injury or damage.

.3 Provide sufficient sanitary facilities for workers in accordance with local health authorities.  
Maintain in clean condition.  Existing facilities, if designated for the Contractor’s use, are to 
be maintained throughout the construction period.

.4 Provide temporary heating required during construction period, including attendance, 
maintenance and fuel, at no additional cost to the Owner.  Ventilate heated areas and keep 
building free of exhaust or combustion gases.

.5 The Owner will provide potable water for construction use.

.6 The Owner will pay for power required during construction for the operating of power tools, to 
a maximum supply of 120 volts 20 amps.  Arrange for connection with appropriate utility 
company.  Pay costs for installation, maintenance and removal.  Temporary power in excess 
of that provided by the Owner is the responsibility of the Contractor.

.7 Provide and pay for temporary telephone necessary for own use at no additional charge to 
the Owner.

.8 Prevent overloading of any part of the building.  Do not store or stockpile material or 
equipment on floors or roofs.  Do not cut, drill or sleeve any load-bearing structural member.

.1 Do not apply undue loads onto slab without obtaining written approval from a 
registered structural engineer.

.9 Protect existing Work or Work of other trades from damage.  Damaged Work shall be made 
good by appropriate trades at the expense of the Contractor.

.10 Provide weathertight enclosures to unfinished areas or openings, and all openings in roofs.  
Take precautions to protect openings made in the building from entry of elements and of 
persons during the Work and to protect existing structure and finishes from damage as a 
result of the Work.  Work damaged or defaced, due to a failure in providing such protection, 
is to be removed and replaced, or repaired, as directed by the Consultant at no additional 
cost to the Owner.
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.11 The Contractor shall provide tarpaulins and/or other coverings for the protection of interior 
finishes and exterior surfaces.

.12 Drips or smears of bitumen, adhesives, caulking or sealing compounds on adjacent Work, 
interior finishes, carpet or furniture, shall be removed completely without damage to the 
building

.13 Suitable platforms, wheeling stages and/or plywood shall be provided to protect the roof 
system from possible damage caused by material and equipment being moved, mounted or 
stored on the roof system.

.14 Where security has been reduced by Work of Contract, provide temporary means to 
maintain security.

.15 Provide temporary dust screens, barriers and warning signs in locations where renovation 
and alteration work is adjacent to occupied areas. 

.16 Execution of Work within occupied premises shall cause a minimum interference with the 
use of the building.  Maintain maximum safety to occupants during Work.  Take reasonable 
measures for control of noise and dust.  Dust protection measures will be judged by their 
effectiveness.  Any clean-up required is to be completed by the Contractor at no cost to the 
Owner.

.17 Provide and maintain temporary fire protection equipment during performance of Work 
required by insurance companies having jurisdiction and governing codes, regulations and 
bylaws.

.18 Do not operate any equipment or machinery, or undertake any dust generating operations, 
near or adjacent to air intakes.  Provide protection to air intakes as required to prevent the 
entry of dust or other contaminants into the building or building mechanical systems or those 
of the surrounding buildings.

.19 Dispose of rainwater off roofs and away from the buildings until the roof drains, scuppers, 
eaves troughs and downspouts are installed and connected properly.

.20 Open fires and burning of rubbish are not permitted on the site.

.21 Protect existing building, curbs, roads and lanes.  If, during work, any portion of the building, 
curbs, roads or lanes are damaged, the damage shall be repaired at no extra expense to the 
Owner.

.22 Interior Unit Protection (if required):

.1 Undertake a pre-construction survey of each unit interior prior to undertaking any 
work.  Record all observations in writing or by photographic or video record and 
notify the Consultant in writing of any pre-existing conditions prior to commencing 
work. 

.2 While working inside, all workmen must, at all times, wear either clean footwear 
used only for interior work or clean footwear guards. 

.3 All traffic paths through the unit outside the dust enclosure shall be protected by 
canvas drop cloths and protection of the floors must be maintained at all times.  
Remove the traffic paths at the end of each working day and leave the region of the 
unit outside the dust enclosure clean and suitable for occupancy.

.4 The security devices on windows and doors unaffected by the Work shall be 
protected by the Owner.  At the locations where the windows and doors are to be 
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affected by the Work, the Contractor shall disconnect the security system wiring 
carefully and leave the wires accessible for future reconnection by others.  The 
hook-up and commissioning of all alarm devices shall be the responsibility of the 
Owner.

.5 All floor regions within the dust enclosure must have canvas drop cloths, or an 
acceptable alternative, placed over all flooring and secured in a non-destructive 
manner to ensure service during all work.

.6 Clean all affected surfaces within the dust screen at the completion of the work.

.7 Repair any interior damage caused by the exterior wall or window work.  Repairs will 
be limited to preparation of the surfaces to paint-ready state (cracks and holes 
patched and primer applied).

11.0 PROJECT MEETINGS 

.1 A start-up meeting will be held prior to commencement of Work and at a suitable time and 
location, as approved by Consultant.

.2 The Contractor will schedule and administer project progress meetings at least every two 
weeks.  The Contractor shall assume responsibility for recording and distributing minutes 
within 3 working days following the meeting.  The minutes shall indicate actions to be taken, 
and by which party.

12.0 CODES AND STANDARDS 

.1 The Specifications are not intended as a detailed description of installation methods, but do 
indicate particular requirements in the completed Work.

.2 Conform to the Vancouver Building By-Law, together with all its related supplements, 
hereinafter referred to as the “Code” or “code”.  Where Drawings and Specifications exceed 
the requirements of the code requirements, provide such additional requirements.

.3 Where a material is designated on Drawings or in the Specifications for a certain application, 
unless otherwise specified, that material shall conform to standards designated in the 
applicable Code.  Similarly, unless otherwise specified, installation methods and standards of 
workmanship shall also conform to standards invoked by the aforementioned code.  

.4 Where reference is made to a specification/code/standard, conform to the latest edition of 
the specification/code/standard, as amended, as of the date of the Contract.

13.0 QUALITY CONTROL

.1 Work will be reviewed by the Consultant to evaluate general conformance with the contract 
documents.  The Contractor is responsible to maintain quality control over all aspects of the 
Work.

.2 Review and testing are specified as precautions against oversight or errors in the 
performance of the Contract.  These precautions do not in any way relieve the Contractor of 
his responsibility to perform the Work in conformance with the Contract Documents.
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.3 The Owner and the Consultant shall have unlimited access to all Work at any time 
requested.  If parts of the Work are in preparation at locations other than the Place of the 
Work, access shall be given to such Work whenever it is in progress.

.4 Give forty-eight (48) hours notice requesting review if Work is designated for review or 
approvals by the Consultant.

.5 If the Contractor covers or permits to be covered Work that has been designated for special 
tests, review, or approvals before such is made, the Contractor must, at its own expense, 
uncover the Work, have the Work reviewed or tests satisfactorily completed and make good 
all Work.

.6 The Consultant may order any part of the Work to be reviewed if such Work is suspected to 
be not in accordance with the Contract Documents.  The Contractor shall be responsible for 
the cost of examination, replacement or repair.

.7 Remove defective Work, whether the result of poor workmanship, use of defective products 
or damage and whether incorporated in the Work or not, which has been rejected by the 
Consultant as failing to conform to the Contract Documents.  Replace or re-execute in 
accordance with the Contract Documents.

.8 Make good other Contractor's Work damaged by such removals or replacements promptly.

14.0 SETTING OUT OF WORK 

.1 Line and levels are generally as shown on drawings.

.2 Verify lines, levels and dimensions and report errors or inconsistencies in the drawings to the 
Consultant before commencing.

.3 Examine the Work of others upon which the new Work depends.  Report to the Consultant in 
writing any defects in such Work.

.4 Assume full responsibility for and execute complete layout of Work to locations, lines and 
elevations indicated.

.5 Provide devices and equipment required to lay out and construct Work.

.6 Drawings are, in part, diagrammatic and are provided to convey the design intent and scope 
of Work, as well as indicate the general and approximate location, arrangement and size of 
fixtures and equipment.  Obtain more accurate information about locations, arrangements 
and sizes at the site and become familiar with conditions and spaces affecting these matters 
before proceeding with Work.  Where job conditions require reasonable changes in indicated 
locations and arrangements, make changes at no additional cost to owner.  Similarly, where 
existing conditions interfere with new installations and require relocation, include such 
relocation in the Work of this Contract.

15.0 MOCK-UPS

.1 Prepare mock-ups as requested by the Consultant and where mock-ups are required by the 
specifications herein. 

.2 Construct in locations as directed by the Consultant.

.3 Prepare mock-ups for Consultant review with reasonable promptness and in an orderly 
sequence, so as not to cause any delay in the Work.
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.4 Failure to prepare mock-ups in ample time is not considered sufficient reason for an 
extension of Contract Time and no claim for extension by reason of such default will be 
allowed.

.5 Remove mock-ups at conclusion of Work or when acceptable to Consultant.

.6 The approved mock-up may form part of the completed contract Work at the discretion of the 
Consultant.

16.0 LOCATION OF EQUIPMENT AND FIXTURES 

.1 Location of equipment, fixtures and outlets indicated or specified are to be considered as 
approximate.

.2 Locate equipment, fixtures and distribution systems to provide minimum interference and 
maximum usable space and in accordance with manufacturer's recommendations for safety, 
access and maintenance.

.3 Inform Consultant of impending installation and obtain his approval for actual location.

.4 Where unknown services are encountered, immediately advise Consultant and confirm 
findings in writing.

.5 All electrical work to be completed by a licensed contractor certified to work the voltage 
ratings.  Acquisition of the necessary permits is the responsibility of the electrical contractor.

17.0 ADDITIONAL DRAWINGS 

.1 Consultant may furnish additional drawings to assist proper execution of Work.  These 
drawings will be issued for clarification only.  Such drawings shall have same meaning and 
intent as if they were included in Contract documents.

18.0 CUTTING AND PATCHING 

.1 Submit written request in advance of cutting or alteration which affects the integrity of 
structural elements, weather-exposed or moisture resistant elements, visual qualities of 
sight-exposed elements, or Work of the Owner or separate Contractors.

.2 Inspect existing conditions, including elements subject to damage or movement during 
cutting and patching.  After uncovering, inspect conditions affecting performance of the 
Work.  Beginning of cutting or patching means acceptance of existing conditions.

.3 Perform cutting, fitting, and patching as necessary to complete the Work.  Provide openings 
in non-structural elements for penetrations of mechanical and electrical Work.  Prepare 
proper surfaces to receive patching and finishing.  Restore Work with new products in 
accordance with the Contract Documents or to match existing.

.4 At penetration of fire-rated wall, ceiling, or floor construction, completely seal voids with fire 
rated material for full thickness of construction element.

.5 Cut rigid materials using power saw or core drill.  Pneumatic or impact tools not allowed.

.6 Fit Work airtight to pipes, sleeves, ducts, conduit, and other penetrations through surfaces.
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.7 Refinish surfaces to match adjacent finishes; for continuous surfaces refinish to nearest 
intersection; for an assembly, refinish entire unit.

19.0 MATERIAL AND EQUIPMENT

.1 Products, materials, equipment and articles incorporated in Work shall be new, not damaged 
or defective, and of the best quality for the purpose intended.  If requested, supply evidence 
as to type, source and quality of products provided.  Should any dispute arise as to quality or 
fitness of items incorporated in the Work, decision rests strictly with the Consultant based 
upon requirements of the Contract Documents.

.2 Defective products will be rejected, regardless of previous inspections and/or reviews.  
Inspections and reviews do not relieve responsibility, but is precaution against oversight or 
error.  Remove and replace defective products at own expense and be responsible for 
delays and expenses caused by rejection.

.3 Provide and maintain, in a clean and orderly condition, lockable weatherproof trailers for 
storage of tools, equipment and materials.

.4 Locate materials not required to be stored in weatherproof sheds on site in a manner to 
cause the least interference with work activities.

.5 Unless otherwise specified, comply with manufacturer's latest printed instructions for 
materials and installation methods.

.6 Notify the Consultant in writing of any conflict between these specifications and the 
manufacturer's instructions.  The Consultant will designate which document is to be followed.

.7 Deliver, store and maintain packaged material and equipment with manufacturer's seals and 
labels intact.  Store material and equipment in accordance with supplier’s instructions.

.8 Prevent damage, adulteration and soiling of material and equipment during delivery, handling 
and storage.  Immediately remove rejected material and equipment from site.

.9 Touch-up damaged factory finished surfaces to the Consultant's satisfaction.  Use primer or 
enamel to match original.  Do not paint over name plates.

.10 Store products subject to damage from weather in dry, off-ground, weatherproof enclosures. 
Remove only in quantities required for same day use.

20.0 REMOVED MATERIALS

.1 Except as expressly stated otherwise, material indicated for removal becomes the property 
of the Contractor and shall be taken from the site.  Material removed from the site shall be 
disposed of in accordance with all Federal, Provincial and Municipal regulations.

21.0 WORKMANSHIP

.1 Workmanship shall be the best quality, executed by workers experienced and skilled in the 
respective duties for which they are employed.  Immediately notify the Consultant if required 
Work is such as to make it impractical to produce required results.
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.2 Do not employ any unfit person or anyone unskilled in their required duties. The Owner and 
the Consultant, reserve the right to require the dismissal from the site any worker(s) deemed 
incompetent, careless or insubordinate.

.3 Decisions as to the quality or fitness of workmanship in cases of dispute rest solely with the 
Consultant, whose decision is final.

.4 Furnish all labour, materials and equipment to complete the Work as described.  “Work as 
described” includes all incidental items that by implication, good trade practice, or customary 
usage, are required to complete the Work, even though they may not be specifically 
mentioned or shown.

22.0 PUBLIC UTILITIES

.1 Notify Public Utilities and obtain locations of utilities prior to excavation.

23.0 CLEANING 

.1 When the Work is Substantially Performed, remove surplus products, tools, construction 
machinery and equipment not required for the performance of the remaining Work.

.2 At least once per day, remove accumulations of waste material and debris.  Provide a waste 
container and remove waste materials and debris from the site at regularly scheduled times 
or dispose of as directed by the Consultant.  Cost for removal and disposal of waste material 
shall be included in the Contract Price.

.3 Make arrangements with and obtain permits from authorities having jurisdiction for disposal 
of waste and debris.

.4 Use only cleaning materials recommended by manufacturer of surface to be cleaned, and as 
recommended by cleaning material manufacturer.  As directed by the Consultant, replace or 
repair broken, scratched, stained or disfigured building elements.

.5 Clean roofs, gutters, downspouts, and drainage systems upon completion of the Work.

.6 Store volatile waste in covered metal containers, and remove from premises at end of each 
working day.

.7 Provide adequate ventilation during use of volatile or noxious substances.  Use of building 
ventilation systems is not permitted for this purpose.

.8 Schedule cleaning operations so that resulting dust, debris and other contaminants will not 
fall on wet, newly repaired surfaces nor contaminate building systems.

.9 Broom clean paved surfaces, rake clean other surfaces of grounds as directed by the Owner 
or the Consultant.

.10 Make good any damage to the landscaping, sodding and flower beds outside the area of 
Work damaged by the Contractor's equipment, materials or his work force.

.11 Clean interior areas prior to start of the interior finishing work, maintain areas free of dust 
and other contaminants during finishing operations.

.12 Clean the inside of all windows affected by or adjacent to work at the completion of interior 
repairs.

.13 Clean the outside of all windows immediately after the completion of the exterior work.
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24.0 DOCUMENTS UPON SUBSTANTIAL 
COMPLETION

.1 Prior to applying for Substantial Completion, carefully inspect the Work and ensure it is 
substantially complete.

.2 Following the date of Substantial Completion, the Contractor is to provide warranties fully 
executed and notarized.

.3 Submit a final statement of accounting, giving total adjusted Contract Price, previous 
payments, and monies remaining due.

.4 Provide a statutory declaration that all sub trades and suppliers have been compensated for 
materials and labour.

.5 Submit certificate of good standing from the Workers’ Compensation Board.

.6 Comply with the requirements of the Builders Lien Act, British Columbia.  The 55 day lien 
period shall commence upon the date of Substantial Completion as certified by the 
Consultant. 

25.0 TAKEOVER PROCEDURES

.1 Notify the Consultant, in writing, of satisfactory completion of the Work and request for the 
final review. 

.2 During the final review by the Consultant and the Owner, a list of deficiencies and defects will 
be tabulated. Correct same.

END OF SECTION
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1.0 GENERAL

1.1 SUMMARY

.1 The work in this section includes but is not limited to:
.1 Scaffolding and weather tight enclosure for the course of construction

1.2 REFERENCES

.1 CAN/CSA-S269.2 “Access Scaffolding for Construction Purposes”.

.2 CAN/CSA-Z271 “Safety Code for Suspended Elevating Platforms”.

.3 British Columbia Building Code.

.4 Occupational Health and Safety Act of British Columbia.

.5 Workers’ Compensation Board of British Columbia.

2.0  Products

2.1 SCAFFOLDING COMPONENTS

.1 All metal scaffolding components to be provided by a single source supplier of metal 
scaffolding components.

.2 The supplier of metal scaffolding components shall provide test data and test information 
upon request.

.3 All commercially manufactured suspended scaffolds must be erected, operated in 
accordance with written operating procedures developed by the manufacturer, and in 
accordance with a professional engineer’s design including instructions on erection, use 
and design.

2.2 DESIGN

.1 The scaffolding and/or suspended scaffolding shall be designed and constructed in 
accordance to the requirements of the referenced standards and codes.

.2 When required, the scaffolding and/or suspended scaffolding is to be equipped with an 
enclosure capable of providing protection to pedestrians and adjacent property from dust, 
dirt, debris, water spray, falling tools and/or materials, and any other workplace hazards.

.3 Support Conditions
.1 The bearing condition of the soil and/or supporting structure shall be verified by 

the Scaffolding Contractor.
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.2 Where the existing structure is to be used for the support of the scaffolding 
and/or suspended scaffolding, the Contractor must verify that the existing 
structure can safely support the imposed loads from the scaffolding.  Should the 
existing structure require strengthening for support of the scaffolding, the 
Contractor must provide details from a professional engineer for the shoring or 
strengthening requirements.

.3 When the Contractor relies on the structural integrity of the existing exterior walls 
of the building for lateral support of the scaffolding, the Contractor must establish 
whether the existing wall components can adequately support the additional 
lateral loads.  The Contractor takes responsibility for providing adequate 
anchorage of the lateral supports for the scaffolding, and any damage to the 
existing wall due to the anchorage of the scaffolding must be restored to its 
original condition.

.4 Enclosure
.1 The Contractor is responsible for taking into account wind loads that are imposed 

on the scaffolding as a result of the scaffolding being enclosed.

.5 Access to Scaffolding
.1 Access to all working levels of the scaffolding shall be provided by means of 

either stairs or fixed vertical ladders.
.2 All stairs are to have handrails and all landings to have railings such that if a 

workman trips and falls while descending the stairs, it will not be possible for the 
workman to fall through the railing system.

.3 All stair openings on planked working areas of the scaffolding shall be 
surrounded by railings to prevent workmen from walking into the back or the 
sides of the open stair.

.6 Working Platforms
.1 Levels of the scaffolding designated for work must be fully planked.  On a 

designated working platform, the Contractor is not to remove isolated areas of 
planking such that the fully planked platform has areas of missing planks.  All 
damaged planks are to be replaced by the Contractor immediately.

.2 If the Contractor deems that fully planked working platforms are not required, or a 
partially planked platform is required to facilitate lowering or raising material, 
guardrails must be installed to prevent a workman from falling off the partially 
planked platform.

.3 With the exception of the front of stair openings, all openings in working platforms 
are to have railings to prevent workmen from accidentally walking into the 
openings.

3.0  EXECUTION

3.1 SCAFFOLDING DRAWINGS FOR REVIEW BY THE CONSULTANT

.1 Prior to erection of the scaffolding and/or suspended scaffolding, the Contractor shall 
prepare and submit erection drawings and connection details for review by the 
Consultant.  The drawings are to be stamped by a professional engineer (with experience 
in the structural design of scaffolding) registered in the Province of British Columbia.  The 
Consultant’s review does not relieve the Contractor from any contractual requirement 
and/or responsibility.
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.2 The erection drawings shall show the following:
.1 Reference specifications, materials and sizes for structural members.
.2 Main dimensions of scaffolding.  Prepare surfaces in strict accordance with 

manufacturer's directions.
.3 Locations of tie backs and bracing.
.4 Guardrails.
.5 Planking.
.6 Stairs.
.7 Ladders.
.8 Where necessary, shoring or strengthening of existing structures.
.9 Connection details.
.10 Support details for suspended scaffolding.
.11 Tie back arrangement for suspended scaffolding.
.12 Counter weight arrangement and outrigger design for suspended scaffolding.

3.2 PROFESSIONAL ENGINEER’S CERTIFICATION

.1 All scaffolding and/or suspended scaffolding are to be erected in accordance with the 
erection drawings.

.2 After the scaffolding and/or suspended scaffolding is erected, the Contractor must 
provide written certification from a professional engineer that the scaffolding is erected in 
accordance with the reviewed erection drawings.

.3 Any revisions to the lateral and gravity support arrangements for suspended scaffolding 
made by the Contractor must be reported to the professional engineer who certified the 
erection drawings.  In addition, the Professional Engineer must certify that the revisions 
have been reviewed and are acceptable.

.4 Any inspection reports, orders to comply, etc., issued to the Contractor by the 
representative of the Workers’ Compensation Board of British Columbia, are to be 
provided to the Consultant and the Professional Engineer responsible for certifying the 
scaffolding erection drawings and confirming that the scaffolding is erected in 
accordance with the reviewed erection drawings.  Any life safety instructions / work 
orders by the Workers’ Compensation Board of British Columbia are to be immediately 
followed by the Contractor prior to continuing with the Work. 

.6 Scaffolding erected structure requires written certification from a professional engineer 
that the parking garage structure can support the loads imposed by the scaffolding. 

3.3 EXISTING STRUCTURE

.1 The Contractor must verify that the existing structure can safely support all loads 
imposed by the scaffolding.

.2 The Contractor will be responsible for all damage to the existing building caused by the 
erection and dismantling of the scaffolding, and by loads imposed by the scaffolding.
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3.4 FABRICATION AND INSTALLATION OF HOARDING

.1 All hoarding is to be installed in accordance with the rules and regulations set forth in the 
referenced standards.

.2 Install hoarding protection at the areas identified as being in the scope of work and in 
accordance with approved shop drawings.

.3 Provide posts, rafters, planking and plywood sheathing.

.4 The roof structure of the hoarding is to be constructed of wood framing capable of 
withstanding impact load from falling debris, materials or tools in order to provide 
overhead protection to public accessing the building during construction.  The roof of all 
hoarding must also be waterproof.

.5 If necessary, provide sufficient lighting for evening entrance and exit of the building 
throughout covered walkways to ensure safety and security to public.  No dark corners 
are allowed.

.6 Maintain hoarding in good condition at all times.

.7 Repair any damaged hoarding to satisfaction of the Consultant and other applicable 
authorities.

.8 Keep hoarding clean at all times.

.9 Remove hoarding from site only when authorized by the Consultant.

END OF SECTION
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1.0 GENERAL

1.1 SUMMARY

.1 The work in this section includes but is not limited to:
.1 Removal and disposal of all existing concrete topping and gravel. 
.2 Removal and disposal of the existing waterproofing assembly including fabrics, 

insulation, waterproofing membranes, flashings and related accessories down to 
existing structural slab.

.3 Removal, disposal / recycling of the existing sloped glazing as indicated in the 
drawings.

.4 Removal and disposal of Mechanical Area concrete curbs, steel framing and 
cladding.

1.2 REFERENCES

.1 CSA-S350 “Code of Practice for Safety in Demolition of Structures”.

1.3 EXISTING CONDITIONS

.1 Take over structures to be demolished based on their condition on the date that tender is 
accepted. 

.2 Items to be salvaged are to be carefully protected.

.3 If hazardous material is encountered in the course of demolition work, stop work and notify 
the Consultant immediately.  Do not proceed until written instructions have been received 
from the Consultant.

1.4 DEMOLITION DRAWINGS

.1 Where required by authorities having jurisdiction, submit for approval drawings, diagrams or 
details showing sequence of disassembly work and supporting structures. 

.2 Submissions to bear stamp of qualified professional engineer registered in Province of 
British Columbia.

1.5 PROTECTION

.1 Provide bracing and shoring as required to prevent movement, settlement or damage to the 
adjacent buildings and/or the adjacent parts of the existing buildings which are to remain. 

.2 Take all precautions to support affected structures.  In the event that the safety of any 
structure appears to be endangered, cease operations and immediately notify the 
Consultant.

.3 Prevent debris from blocking surface drainage system, elevators, mechanical and 
electrical systems which must remain in operation.
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.4 Post adequate warnings and barricades around the holes caused by demolition or removal 
of materials.

.5 Make good all damages caused by demolition.

2.0 PRODUCTS – NOT 
APPLICABLE

3.0  EXECUTION

3.1 WORK

.1 Dispose of demolished materials, except where noted otherwise, in accordance with 
authorities having jurisdiction.

.2 Remove the following materials and equipment.  Store, protect and leave ready for 
installation by other trades:

.1 Bollards and fencing.

.2 Grates, drains and related accessories to be retained as indicated on the 
drawings.

.3 Mechanical area structural columns, braces and beams.

3.2 SAFETY CODE

.1 Unless otherwise specified, carry out demolition work in accordance with Section 01 00 10- 
General Requirements and CSA-S350 “Code of Practice for Safety in Demolition of 
Structures”.

3.3 PREPARATION

.1 Disconnect and re-route electrical and telephone service lines in accordance with 
authorities having jurisdiction.  Post warning signs on electrical lines and equipment which 
must remain energized to serve other properties during period of demolition.

.2 Disconnect and cap designated mechanical services in accordance with authorities having 
jurisdiction.  If disconnection of wire and/or gas line is required, the disconnected is to be 
made by qualified tradesman.

.3 Do not disrupt active or energized utilities intended to remain undisturbed.

.4 Notify Consultant when deteriorated framing members are encountered in existing 
construction.

3.4 DEMOLITION

.1 Demolish parts of building to permit remedial work as indicated.

.2 Remove existing equipment, services, and obstacles where required for refinishing or 
making good of existing surfaces, and replace as work progresses.
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.3 Where directed by the Consultant, remove and discard the existing damaged framing 
members.

.4 At end of each day's work, leave work site in a safe condition so that no part is in danger 
of toppling or falling.  Protect the interior areas not to be demolished from exterior 
elements at all times.

.5 Keep materials wetted to minimize dusting as directed by the Consultant.

END OF SECTION
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PART 1 - GENERAL

1.1 Related Sections

.1

.2

1.2 References

.1

.2

.3

.4

.5

.6

.7

.8

.9

.10

.11

1.3 Submittals

.1

.2

Section 03200 – Concrete Reinforcing

Section 03300 – Concrete and Concrete Repairs

All codes, standard specifications and by-laws referred to in 
this section shall be current editions including all revisions, 
addenda and supplements.

ACI 301 – Structural Concrete

ACI 318 – Building Code Requirements for Structural 
Concrete and Commentary

ACI 347 – Guide to Formwork for Concrete

CAN/CSA A23.1 – Concrete Materials and Methods of 
Concrete Construction

CAN/CSA 0151 – Canadian Softwood Plywood

CAN/CSA 0437 Series – Standards on OSB and Waferboard

CAN/CSA S269.1 – Falsework for Construction Purposes 

CAN/CSA S269.3 – Concrete Formwork

COFI (Council of Forest Industries) – Exterior Plywood for 
Concrete Formwork

PS 1 – Construction and Industrial Plywood

Submit shop drawings for formwork and falsework in 
accordance with Section 01 00 10– General Requirements.

Indicate method and schedule of construction, shoring, and 
re-shoring procedures, materials, arrangement of joints, 
special architectural exposed finishes, ties, liners, and 
locations of temporary embedded parts.
.1 Comply with CAN/CSA-S269.3 for formwork drawings.

.3 Indicate formwork design data, such as permissible rate of 
concrete placement, and temperature of concrete, in forms.
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.4 Each shop drawing submission shall bear stamp and 
signature of qualified professional engineer registered or 
licensed in the Province of British Columbia.

1.4 Quality Assurance

.1 Design for the erection and service of concrete formwork to be 
done under the direct supervision of a professional engineer 
licensed to practice in British Columbia who will also supervise 
the preparation of shop drawings.

1.5 Regulatory Requirements

.1 Conform to applicable code for design, fabrication, erection and 
removal of formwork.

1.6 Deliver, Storage, and 
Protection

.1 Section 01 00 10– General Requirements

.2 Deliver void forms and installation instructions in 
manufacturer’s packaging.

.3 Store off ground in ventilated and protected manner to prevent 
deterioration from moisture.

1.7 Waste Management and 
Disposal

.1 Place materials defined as hazardous or toxic waste in 
designated containers.

.2 Ensure emptied containers are sealed and stored safely for 
disposal away from children.

.3 Use sealers, form release and stripping agents that are non-
toxic, biodegradable and have zero or lo VOC’s.

PART 2 - PRODUCTS 

2.1 Materials

.1 Formwork materials:
.1 For concrete without special architectural features, use 

wood and wood product formwork materials to 
CAN/CSA 0121: SEL TF grade.

.2 For concrete with special architectural features, use 
high density formwork materials to CAN/CSA-A23.1.

.2 Form ties:
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.1 For concrete not designated ‘Architectural’, use 
removable or snap-off metal ties, fixed or adjustable 
length, free of devices leaving holes larger than 1 inch 
dia. in concrete surface.

.2 For Architectural concrete, use snap ties complete with 
plastic cones and light grey concrete plugs.

.3 Fillets for chamfered corners:

.1 Rigid formed plastic type; 1 1/2 inch  x 1 1/2 inch size 
or to match existing profiles; maximum possible 
lengths.

.4 Drip channels:

.1 Profile to match existing.

.5 Form release agent:

.1 Colourless mineral oil with non-toxic, biodegradable 
and low VOC properties and which will not stain 
concrete or impair natural bonding or colour 
characteristics of coating intended for use on concrete.

.6 Dovetail anchor slots:

.1 Minimum 0.026 inch thick galvanized steel, non-filled; 
release tape sealed slots; bend tab anchors.

PART 3 - EXECUTION

3.1 Fabrication and Erection

.1 Verify lines, levels and centres before proceeding with 
formwork/falsework and ensure dimensions agree with 
drawings.

.2 Fabricate and erect formwork in accordance with CAN/CSA 
S269.3 to produce finished concrete conforming to shape, 
dimensions, locations and levels indicated within tolerances 
required by CAN/CSA A23.1.

.3 Refer to drawings for concrete members requiring 
architectural exposed finishes.

.4 Do not place shores and mud sills on frozen ground.

.5 Provide site drainage to prevent washout of soil supporting 
mud sills and shores. 

.6 Align form joints and make watertight to keep loss of mortar to 
a minimum.  Keep form joints to minimum.

.7 Use ¾ inch chamfer strips on external corners and/or ¾ inch 
fillets at interior corners, joints, unless specified otherwise.

.8 Form chases, slots, openings, drips, recesses, expansion and 
control joints as indicated.
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.9 Construct forms for architectural concrete, and place ties as 
indicated and/or as directed.  Joint pattern not necessarily 
based on using standard size panels or maximum permissible 
spacing of ties.

.10 Build in anchors, sleeves, drains and other inserts required to 
accommodate Work specified in other sections.  Assure that 
all anchors and inserts will not protrude beyond surfaces 
designated to receive applied finishes.

.11 Clean formwork in accordance with CAN/CSA A23.1, before 
placing concrete.

3.2 Removal and Re-Shoring

.1 Removal of load supporting formwork when concrete has 
reached 75% of its design strength, and replace immediately 
with adequate re-shoring.

.2 Provide all necessary re-shoring of members where early 
removal of forms may be required or where members may be 
subjected to additional loads during construction as required.

.3 Re-use formwork and falsework subject to requirements o 
CAN/CSA A23.1.  Ensure all deleterious materials are 
removed prior to re-use.

END OF SECTION
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PART 1 – GENERAL

1.1 Description
.1 The work in this section includes but is not limited to:

.1 Reinforcement of placed concrete at curbs, piers and 
vehicular topping as indicated on the drawings.

1.2 Related Sections

.1 Section 03100 – Concrete Forming and Accessories

.2 Section 03300 – Concrete and Concrete Repairs

1.3 References

.1 All codes, standard specifications and by-laws referred to in 
this section shall be current editions including all revisions, 
addenda and supplements.

.2 ACI SP-66 – ACI Detailing Manual

.3 ASTM A775/A775M – Standard Specification for Epoxy-
Coated Steel Reinforcing Bars

.4 CRSI (Concrete Reinforcing Steel Institute) – Manual of 
Practice

.5 CRSI 63 – Recommended Practice for Placing Reinforcing 
Bars

.6 CRSI 65 – Recommended Practice for Placing Bar Supports, 
Specifications and Nomenclature

.7 CAN/CSA A23.1 – Concrete Materials and Methods of 
Concrete Construction

.8 CAN3 A23.3 – Design of Concrete Structures

.9 CAN/CSA G40.21 – Structural Quality Steels

.10 CSA W186 – Welding of Reinforcing Bars in Reinforced 
Concrete Construction

.11 OPSS 1442 – Epoxy Coated Reinforcing Steel Bars

.12 RSIC (Reinforcing Steel Institute of Canada) – Reinforcing 
Steel Manual of Standard Practice

1.4 Measurement 
Procedures
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.1 No measurement will be made under this section.  Include 
costs in items of concrete work for which reinforcement is 
required.

1.5 Submittals

.1 Submit shop drawings including placing of reinforcement in 
accordance with Section 01 00 10– General Requirements.

.2 Indicate on shop drawings, bar bending details, lists, 
quantities of reinforcement, sizes, spacing, locations of 
reinforcement with identifying code marks to permit correct 
placement without reference to structural drawings.  Indicate 
sizes, spacing and locations of chairs, spacers and hangers.  
Prepare reinforcement drawings in accordance with 
Reinforcing Steel Manual of Canada.

.3 Detail lap lengths and bar development lengths to CAN/CSA 
A23.3, (unless otherwise indicated).  Provide Type A tension 
lap splices where indicated.

.4 Structural Drawings shall take precedence over placement 
drawings and bar schedules unless otherwise indicated in 
writing by the Structural Consultant.

.5 Review of the Shop Drawings is for general conformance with 
the design concept of the project and general compliance with 
the information given in the contract documents.  The 
Contractor is responsible for confirming; correlating all 
quantities and dimensions, and is not relieved of the 
responsibility for compliance with the intent of the drawings 
and specifications or for accuracy of the work.

1.6 Quality Assurance

.1 Design reinforcement under direct supervision of a 
Professional Structural Engineer experienced in design of this 
work and licensed at the place where the Project is located.

.2 Welders’ Certificates; Submit Manufacturer’s Certificates, 
certifying welders employed on the Work, verifying CSA 
qualification within the previous 12 months.

1.7 Delivery, Storage, and 
Handling

.1 Ship bundles clearly identified to coordinate with bar schedule.

.2 Reinforcement shall be stored in such a manner that it is off the 
ground, and kept free of mud and foreign matter.
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.3 Epoxy-Coated Bars:

.1 Bars shall be unloaded and handed with padded contact 
areas and strong backs or spreader bars to minimize bar 
to bar abrasion.

.2 Bars shall be stored above ground with adequate non-
abrasive support to prevent sags in the bundles

.3 If the exposure time of partially embedded, exposed or 
stored bars is expected to exceed 30 days, they shall be 
fully covered with opaque polyethylene or other 
equivalent protective material.  Allowance for air 
circulation below cover is required to prevent 
condensation.

.4 Epoxy – Coating Repair:

.1 Prior to, and after installation, bars shall be inspected for 
visible coating damage, and rejected or repaired.  
Coating damage totalling more than 1% of the surface 
area in any 3 foot length shall be rejected.

.2 Repair of epoxy coating shall not be carried out when the 
temperature of the steel or ambient air is 5ºC or below, 
or when moisture is present on the steel.

.3 Repair materials and procedures shall be in accordance 
with the coating manufacturer’s instructions.  If upon 
request, supply the specification for repair material to the 
Consultant.

1.8 Waste Management and 
Disposal

.1 Separate and recycle waste materials as required by local 
regulations.  Include for all tipping fees associated with 
landfills and recycling depots.

PART 2 - PRODUCTS 

2.1 Materials

.1 Substitution of different size bars only if permitted in writing by 
Structural Consultant.

.2 Reinforcing steel: deformed “Hi-Bond” grade 400 conforming 
with CAN/CSA G40.21, unless indicated otherwise.  All bars to 
have Typical Identification Patterns of Canadian Producers 
and standard identification requirements as shown in the RSIC 
Manual of Standard Practice.
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.3 Epoxy coating of non-prestressed reinforcement in 
conformance with OPSS 1442.

.4 Chairs, bolsters, bar supports, spacers: CAN/CSA A23.1.  
Provide sufficient quality for the support of the reinforcing 
under the construction conditions.  Provide bracing as 
required to ensure that there is no possibility of displacement 
or deformation of the reinforcement during installation, 
inspection and concrete placement.  For epoxy coated bars, 
support bars shall be epoxy coated or non-metallic.

.5 Mechanical splices are subject to approval by a Structural 
Engineer.

.6 Plain round bars conforming to CAN/CSA G40.21.

.7 Coating for Reinforcing Steel; Sikatop Armatect 110 by Sika, 
Amerlock 400 by PPG, or approved equivalent.

2.2 Fabrication
.1 Fabricate reinforcing steel in accordance with CAN/CSA A23.1 

and Reinforcing Steel Manual of Standard Practice by the 
Reinforcing Steel Institute of Canada.

.2 Epoxy coated bars shall not be re-bent or welded after 
coating.

.3 Obtain Consultants approval for locations of reinforcement 
splices other than those shown on placing drawings.

.4 Upon approval of Consultant weld reinforcement in 
accordance with CAN/CSA W186.

.5 Ship bundles of bar reinforcement, clearly identified in 
accordance with bar bending details and lists.  For epoxy 
coated bars, method of bundling and transportation should be 
in accordance with ASTM A775/A775M.

.6 Provide reinforcing bars for all miscellaneous items as shown 
or implied by the drawings and/or specifications.

2.3 Source Quality Control
.1 Upon request, inform Consultant or proposed source of 

material to be supplied.
.2 Upon request, provide Consultant with certified copy of mill 

test report of reinforcing steel, showing physical and chemical 
analysis, minimum 4 weeks prior to commencing reinforcing 
work.
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PART 3 - EXECUTION

3.1 Field Bending

.1 Do not field bend or field weld reinforcement except where 
indicated or authorized by Structural Engineer.

.2 When field bending is authorized ben without heat, applying a 
slow and steady pressure.

.3 Replace bars which develop cracks or splits.

3.2 Replacing Reinforcement

.1 Place reinforcing steel as indicated on reviewed placing 
drawings and in accordance with CAN/CSA A23.1.

.2 Prior to placing concrete, obtain Engineer’s approval of 
reinforcing material and placement.

.3 Ensure cover to reinforcement is maintained during concrete 
pour.

.4 Tolerances for Placing Reinforcement: 

.1 Conform to CAN/CSA A23.1, CAN/CSA S413, ASTM 
A775/A775M.

.5 Concrete Cover (but the concrete cover shall in no case be 
reduced more than one-third of the specified cover).

.1 d < 200mm (8”)  ± 8mm (5/16”)

.2 200mm > d < 600mm ± 12mm (1/2”)

.3 d > 600mm ± 20mm (3/4”)

.4 Lateral spacing of bars ± 30mm (1-3/16”)

.5 Longitude location of bends and ends of bars ± 50mm 
(2”)

.6 As Item 4, at discontinuous ends of members ± 20mm 
(3/4”)

.6 Chairs of the required size to accurately set bars at the cover 
required shall be used in all horizontal applications.

.7 Side form spacers shall be used for all column, beam, 
parapet, and wall construction to secure reinforcement against 
displacement and maintain required coverage to the vertical 
formwork.

END OF SECTION
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PART 1 - GENERAL

1.1 Related Sections

.1 Section 03100 – Concrete Forming and Accessories

.2 Section 03200 – Concrete Reinforcement

1.2 References

.1 All codes, standard specifications and by-laws referred to in 
this section shall be current editions including all revisions, 
addenda and supplements.

.2 CAN/CSA A3000 – Cement.

.3 CAN/CSA A23.1 – Concrete Materials and Methods of 
Concrete Construction.

.4 CAN/CSA A23.2 – Test Methods and Standard Practices for 
Concrete.

.5 CAN/CSA A23.3 – Design of Concrete Structures.

.6 CAN/CSA A283 – Qualification Code for Concrete Testing 
Laboratories.

.7 SSPC – Surface Preparation Standards.

.8 Conform to the British Columbia Building Code and the 
Occupational Health and Safety Act.

1.3 Measurement 
Procedures

.1 Heating of water and aggregates and providing cold weather 
protection will not be measured but considered incidental to 
work.

.2 Cooling of concrete and providing hot weather protection will 
not be measured but considered incidental to work.

.3 Supply and installation of anchor bolts, nuts and washers and 
anchor grouting will not be measured but considered 
incidental to work of related Section.
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1.4 Submittals

.1 Submit samples in accordance with Section 01 00 10– 
General Requirements.

.2 Provide certification that mix proportions selected will produce 
concrete of quality, yield and strength as specified in concrete 
mixes, and will comply with CAN/CSA A23.1.

.3 Provide certification that plant, equipment, and materials to be 
used in concrete comply with requirements of CAN/CSA 
A23.1.

.4 Upon request submit to Consultant specifications of the 
chosen acceptable proprietary materials as listed under Part 2 
of this Section.

.5 Shop drawings showing complete details of connections to the 
structure, including pockets, inserts and loadings for items to be 
connected to and supported by the structure.

.6 Shop drawings showing typical shoring details signed and 
sealed by a professional Engineer licensed in British Columbia.

1.5 Quality Assurance

.1 Provide testing results reports for review by Consultant and do 
not proceed without written approval when deviations from mix 
design or parameters found.

.2 Concrete pours: provide accurate records of poured concrete 
items indicating date and location of pour, quality, air 
temperature and test samples

.3 Concrete hauling time: provide for review by Consultant 
deviations exceeding maximum allowable time of 120 minutes 
for concrete delivered to site of Work and discharged after 
batching.

1.6 Waste Management and 
Disposal

.1 Separate and recycle waste materials in accordance with 
applicable local, provincial, and national regulations.  Include for 
tipping fees associated with landfills and recycling depots.

.2 Use trigger operated spray nozzles for water hoses.

.3 Designate a cleaning area for tools to limit water use and 
runoffs.
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.4 Carefully coordinate the specified concrete work with weather 
conditions.

.5 Ensure emptied containers are sealed and stored safely for 
disposal away from the public.

.6 Prevent plasticizers, water-reducing agents and air-entraining 
agents from entering drinking water supplies or streams.  Using 
appropriate safety precautions collect liquid or solidify liquid with 
an inert, non-combustible material and remove for disposal.

PART 2 - PRODUCTS 

2.1 Materials

.1 Cement: Normal (Type 10) Portland cement conforming to 
CAN/CSA-A5.

.2 Mixing Water: From municipal supply, clear and free from 
deleterious substances conforms to CAN/CSA A23.1.

.3 Fine Aggregate: Natural and conforming to CSA A23.1.

.4 Coarse Aggregate: 
.1 Crushed stone or gravel conforming to CSA A23.1, 

nominal size 20mm (3/4”). Pea gravel10mm (3/8”) to 
be used as specified.

.5 Admixtures:
.1 Conforming to CAN/CSA-A3000.  Calcium chloride or 

calcium chloride based admixtures are NOT permitted.

.6 Latex Bonding Compound:
.1 Modifier A by Dow Chemical Canada Inc.
.2 SikaChem 810 by Sika Canada Inc.
.3 “Planicrete AC” by Mapei
.3 Acryl 60 by Harris Specialty Chemicals Inc.
.4 Approved equivalent

.7 Epoxy Bonding Compound:
.1 Armetec 110 by Sika Chemicals of Canada Ltd.
.2 Niklepoxy Fresh Concrete Bonder Product #9 or #19 

by Cappar Limited.
.3 Bonding Agent ST-431 or ST-432 by Sternson Limited.
.4 Concrete Adhesive #901-B by Concrete Chemicals.
.5 Approved equivalent.

.8 Vertical and Horizontal Repair:
.1 SikaTop 122 by Sika Canada Inc.
.2 UP2000 by U.S.E. Chemicals.
.3 Thorite 100 by Harris Specialty Chemicals Inc.
.4 Approved equivalent

.9 Water Stop:
.1 Waterplug by Harris Specialty Chemicals Inc.
.2 Polyplug polymer water stop by Dural International Ltd.
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.3 Approved equivalent

.10 Overhead Repair:
.1 SikaTop 123 by Sika Canada Inc.
.2 Thorite 120 by Harris Specialty Chemicals Inc.
.3 Approved equivalent

.11 Caulking Materials:
.1 Shall conform to the requirement of CAN/CGSB-19.24, 

Multicomponent, Chemical-Curing Sealing Compound.

.12 Sealant Backing:
.1 Round Polyethylene rod, 25% wider than joint width.

.13 Reinforcing Steel:
.1 Shall conform to the requirements of CAN/CSA G30.18 
and have a minimum yield strength of 400 MPa.

.14 Supplementary cementing materials: to CAN/CSA A3000.

.15 Cementitious hydraulic slag: to CAN/CSA A3000.

.16 Air entraining admixture: to ASTM C260.

.17 Concrete retarders to conform to ASTM C494/C494M.

.18 Non-premixed dry pack grout:
.1 Composition of non-metallic aggregate, Portland 

cement with sufficient water for mixture to retain its 
shape when made into a ball by hand and capable of 
developing compressive strength of 35 MPa at 28 
days.

.19 Pre-moulded joint fillers:
.1 Bituminous impregnated fibre board: to ASTM D1751.
.2 Sponge rubber: to ASTM D1752, Type 1, flexible 

grade.

.20 Weep hole tubes: galvanized steel or plastic with minimum 
40mm (1-1/2”) inside diameter.

.21 Wedge anchors and Chemical Adhesive anchors shall be 
stainless steel unless written approval by Consultant.

.22 Patching Mortar:
.1 SikaTop 123 Plus by Sika
.2 Gel Patch by BASF
.3 Meadowcrete H/OV by W.R. Meadows of Canada
.4 Approved equivalent

.23 Top Side, Slab Edge or Formed Vertical:
.1 Ready Mix: 35 MPa C-1 exposure, 50mm (2”) slump 

before the addition of Super Plastisizers.
.2 Pre-bagged: King MS-S10 by King
.3 Approved equivalent

.24 Proportioning of Concrete and Latex-Modified Concrete:
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.1 For traffic bearing overlays and patches use latex 
modifier.  Proportions to be as specified by 
manufacturer.

.2 Submit proportions of all proposed mix designs to 
Consultant for review.  The ratio of water to cement 
shall not exceed 0.40.

.3 Ensure that selected cement and latex modifier are 
compatible.

.4 Required material properties:
.1 For top surface or vertical surface repair:  

Coarse aggregate 10mm (3/8”), Class C1 
(maximum water-to-cementing material ration 
of 0.40), specified strength 35 MPa, slump 
75mm  (3”) ± 25mm (1”), air content 6% to 9&.

.2 For full depth repair: Coarse aggregate 20mm 
(3/4”), Class C1 (Maximum water-to-cementing 
material ration of 0.40), specified strength 35 
MPa, slump 75mm (3”) ± 25mm (1”), air content 
5% to 8%.

.5 For patches deeper than 20mm (3/4”), latex modifier 
need not be used.

.6 Concrete work shall be designed in accordance with 
the requirements detailed in CSA A23.1 for concrete 
subject to exposure condition C-1.

.7 Admixtures containing calcium chloride shall not be 
used.

.25 Cement Slurry Bonder:
.1 Shall consist of one part Portland Type 10 Cement to 

one part fine aggregate with sufficient water to form a 
heavy cream consistency.

.26 Epoxy Anchorage:
.1 Hilti HIT HY200 by Hilti
.2 Epcon Ceramic 6 by Epcon
.3 Approved equivalent

.31 Reinforcing steel corrosion-inhibiting coating:
.1 Mapefer 1k one component anti-corrosion coating by 
Mapei. For application on cleaned reinforcing steel to inhibit 
oxidation & the formation of rust. 
.2 Approved equivalent

PART 3 - EXECUTION

3.1 Concrete Removal (For 
Replacement)

.1 Install shoring and bracing to support any structure connected 
to the deck area under repair.



Roof Renewals Section: 03 30 00
Hastings Library Cast-in-Place Concrete Page 6 of 13
Vancouver, BC MH Ref. 5170774.00

.2 Remove all mechanical and related equipment within the work 
area including if required the existing guardrail and store for 
re-use if applicable.
.1 Make good, at no cost to the Owner, any materials or 

equipment damaged during storage.
.2 All of the life support services which serve the work 

area or other areas must be maintained operational 
subject to the receipt and acceptance of alternate 
requirements detailed in writing from the relevant 
authorities.

 .3 Partial Depth Repair:
.1 All unsound concrete on the deck, steps and curbs will 

be located, marked and removed by the Contractor 
using chipping, scabbling or other means to provide a 
sound surface on which to bond the new concrete.

.2 Use the lightest suitable demolition equipment so as to 
avoid damage to sound concrete.

.3 Partially exposed rebar shall be entirely exposed by 
removal of the concrete to a depth of 25 mm bellow the 
bars.

.4 All exposed rebar surfaces shall be sandblasted to a 
white-metal finish immediately prior to casting of 
concrete.

.5 Advise Consultant of all locations at which corrosion of 
reinforcing steel is in excess of surface corrosion.  Install 
additional reinforcement as directed by the Consultant.

 .4  Full Depth Repair:
.1  When the concrete deterioration extends more than 

200 mm (8”), all unsound concrete shall be removed 
and replaced with new concrete minimum compressive 
strength 35 MPa.

2 Use the lightest suitable demolition equipment so as to 
avoid damage to sound concrete. All exposed rebar and 
bond surfaces are to be sandblasted and blown clean 
prior casting. Additional rebar will be required when 
existing rebar has a sectional loss of 20% or great.

.3 Advise Consultant of the existing reinforcing and all 
locations at which corrosion of reinforcing steel is in 
excess of surface corrosion.  Install additional 
reinforcement as directed by the Consultant.

3.2 Preparation

.1 Obtain Consultant’s approval before placing concrete.  
Provide 48-hour notice prior to placing of concrete.
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.2 In locations where new concrete is dowelled to existing work, 
drill holes in existing concrete (typically 150mm (6”) or as 
directed by consultant for larger diam. rebar).  Place steel 
dowels of deformed steel reinforcing bars and pack solidly 
with epoxy anchorage; hold dowels in position until set time 
has elapsed in accordance with the epoxy manufacturers’ 
written specification and requirements.

.3 Provide equipment and materials capable of maintaining 
adequate temperature, humidity, and protection during the 
placement of concrete.

.4 Formwork is to be clean of all dirt, chips, sawdust, water, 
snow, ice and other foreign matter prior to placement and 
curing.

.5 Prior to placing concrete obtain Consultant’s approval of 
proposed method of concrete protection during placement and 
curing.

.6 Reinforcement:
.1 Ensure reinforcement and inserts are braced or 

sufficiently anchored as not to be displaced or 
disturbed during concrete placement.

.2 Reinforcing shall be prepared by either power wire 
wheel or sandblasting to a near white condition to 
remove all corrosion including underside.  Wire brush 
cleaning alone will not be permitted. Care must be 
taken to address the entire perimeter of any exposed 
rebar being cleaned.  

.3 Apply corrosion inhibiting coating as per suggested 
manufacturers recommendations to cleaned 
reinforcing.   

.4 Cover to reinforcing is as follows:
.5 Where existing reinforcement has a steel loss of 20% 

or more, the bar is to be replaced, or add new 
providing the following tension lap beyond corrosion at 
both ends:

.1 10M 380mm (15”)

.2 15M 560mm (22”)

.3 20M 760mm (30”)

.4 25M 1170mm (46”)
.5 for larger bars request direction from consultant
.6 for contact lap secure new bar tight to existing, 

and for a spaced lap, install no greater than 1/5 
lap length away from existing.

.6 Prior to placing of concrete obtain Consultant’s 
approval of proposed method for protection of concrete 
during placing and curing.

.7 Pumping of concrete is permitted only after review of 
equipment and mix.
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.8 Maintain accurate records of poured concrete items to 
indicate date, location of pour, quality, air temperature 
and test samples taken.

.9 Maintain shoring and formwork at newly placed 
concrete areas until written confirmation has been 
issued by the Consultant.  Formwork is to be 
maintained until the newly placed concrete has 
attained a minimum 75% of its specified strength.

3.3 Formwork

.1 Fabricate and install formwork for the underside of slab soffits, 
and vertical faces.

.2 Forms are to be aligned and fitted to match the lines and 
levels of the existing adjacent concrete.

.3 Where possible provide for and install a drip channel in the 
formwork.  Ensure drip edge joints are tight and fit together.  
Mitre 90-degree joints.  Size as required matching existing.

3.4 Construction

.1 Complete cast-in-place concrete work in accordance with 
CAN/CSA A23.1.

.2 Anchor bolts:
.1 Set anchor bolts to templates under supervision of 

appropriate trade prior to placing concrete.
.2 With approval of Consultant, epoxy anchor bolts in 

preformed holes or holes drilled after concrete has set.  
Drilled holes to be as per manufacturer’s 
recommendations.

.3 Protect anchor bolt holes from water accumulations, 
snow and ice build-up.

.3 Placing Concrete:
.1 Notify the Consultant, for review of the preparations, at 

least 48 hours prior to any concrete placement 
operations are to proceed.

.2 Concrete are to be conveyed to the site by methods 
that will prevent the segregation or loss of material.  
Maximum time between adding mix water and 
complete discharge of the concrete into the forms is 
120 minutes.  Exemptions to this time frame will only 
be permitted with the approval of the Consultant.

.3 Conveying and placement equipment shall be such 
that when concreting has started, the depositing of 
concrete shall be at such a rate and of such sequence 
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that the concrete is at all times sufficiently plastic to 
ensure proper bonding of successive layers or panels.

.4 Internal vibrators shall be applied at the point of 
deposit in the areas of freshly placed concrete, allowed 
to sink by their own weight in the concrete until they 
penetrate into the previous layer of concrete.  They 
shall be withdrawn immediately at the same rate at 
which they sank, moved about 300mm (12”) to a new 
location and the process repeated.  Extreme care shall 
be taken to ensure that internal type vibrators do not 
disturb the reinforcing steel or the forms.

.5 Plastic coated vibrators shall be used to consolidate 
concrete reinforced with epoxy coated bars.

.6 Where concrete is exposed to exterior, do not place 
concrete when it is raining or likely to rain.  If rain 
begins after concrete is placed and before it is set, 
protect with waterproof covers until set.

.7 Placement of repair mortars is to at maximum lifts and 
intervals as recommended by manufacturer.

.4 Cold Weather Conditions:
.1 When air temperature is at or below or expected to be 

at or below 5ºC, conform to the requirements of 
CAN/CSA A23.1 including, but not limited to the 
following:
.1 Job preparation
.2 Concrete temperature
.3 Concrete placing
.4 Protection requirements and methods
.5 Heated enclosures
.6 Protective covers and insulation
.7 Cooling after protection
.8 Cold-weather curing

.2 All materials and equipment needed for adequate 
protection and curing shall be on hand and ready for 
use before concrete placement has started.

.5 Hot Weather Protection:
.1 Conform to the requirements of CAN/CSA A23.1 and 

the recommendations of ACI Standard 305.

3.5 Finish Treatment of Slab 
Surfaces

.1 Finishing:
.1 Finish concrete in accordance with CAN/CSA A23.1.
.2 Screed and finish the surface of the repairs to provide 

for drainage or to match surrounding concrete inclusive 
of texture, architectural detail, etc.

.3 Finish edges to match the existing adjacent surfaces.
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.4 Clean rough edges and rub or grind smooth transitions 
between new and existing surfaces.

.5 Clean leakage and other spillage marks from the 
adjacent surfaces.

.6 Repair using repair mortar, any honeycomb or minor 
voids in the concrete.  If Consultant deems honeycomb 
or new repair unacceptable and non-repairable, area to 
be removed and repaired according this Section at 
contractors expense.

.7 Unless otherwise specified, exterior or air-entrained 
concrete slab shall be finished with a magnesium float.

.8 Final finishing shall be carried out after the bleed water 
has disappeared and when the concrete has stiffened 
sufficiently to prevent the working of excess mortar to 
the surface.  No additional water shall be added to 
facilitate the finishing.  (CSA/CAN A23.1, Clause 
7.5.4.1.2)

.9 Rub exposed sharp edges of concrete with 
carborundum to produce 3mm radius edges unless 
otherwise indicated.

.2 Sealing and Curing

.1 Curing to conform to the requirements of CAN/CSA 
A23.1 and to CAN/CSA S413 including but not limited 
to the following:
.1 Basic Curing Period
.2 Additional Curing for Durability
.3 Additional Curing for Structural Safety
.4 Methods for Curing
.5 Cold Weather Curing
.6 Hot Weather Curing
.7 Curing for Accelerated Strength Development
.8 Additional Curing for Mass Concrete

3.6 Concrete Replacement

.1 Design, construct and install formwork, framing, supports and 
bracing to conform to requirements specified in CAN3-A23.1.
.1 Shoring/formwork drawings shall be prepared by a 

professional engineer experienced in this type of work 
and licensed in the Province of British Columbia.

.2 Submit shoring drawings and layout to Consultant for 
review.

.2 Coat formwork with form release agent before reinforcement is 
placed.

.3 Install formwork to give positive slope to drains or to the balcony 
exterior (if applicable).  Install drains in conformance with 
drawings and/or as instructed by the Consultant.
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.4 Remove all dirt, debris and foreign matter from forms prior to 
placing concrete.

.5 Provide shop drawings for all work relating to reinforcing steel 
placement prior to commencement of any steel placement to the 
Consultant for review.  Indicate bar sizes, spacing, location and 
quantities of reinforcement, splicing details, chairs, spacers, and 
hangers to permit correct placement of the reinforcing steel in 
accordance with the design drawings.  Submit details of 
placement of reinforcing steel where special conditions exist for 
review by the Consultant.

.6 Place new reinforcement as specified in CAN/CSA-A23.3-M90 
ad in conformance with drawings and as directed by the 
Consultant.
.1 Include the cost of welding or splicing new reinforcing 

steel to existing as may be directed by the Consultant.  
All welding shall comply with relevant codes and 
approved procedures and shall be performed by certified 
operatives.  Provide a copy of welders certification prior 
to beginning work.

.2 WELDING SHIELDS MUST BE USED ARROUND 
WORK AREA WHENEVER ON-SITE WELDING IS 
PERFORMED.

.3 Provide for the connection of the new concrete with the 
existing structure as detailed in the drawings included 
with this Specification.

.4 Replacement rebar is to be doweled into existing 
concrete an average of 6” or as directed by engineer 
(range of dowel drilled 

.7 Where new concrete is to be placed against existing concrete, 
coat the existing concrete with a bonding agent applied in 
accordance with manufacturer’s written instructions and place 
new concrete prior to filming of the bonding agent.

.8 Place concrete taking care not to disturb the reinforcing steel.  
Vibrate concrete to eliminate voids or honeycombed areas.

.9 Trowel finish the surface of the concrete in a manner suitable for 
the application of a waterproofing membrane.
.1 Slope surface of slab to drains and away from walls and 

columns.
.2 No ponding will be allowed.
.3 Contractor may be instructed to install additional drains 

or repair concrete at his own expense if ponding occurs.

.10 After initial heat dissipation, and at the direction of the 
Consultant, wet down concrete surfaces and cover all new 
concrete with polyethylene sheets for a minimum of 7 days and 
until the concrete has reached 17% of its 28 day design 
strength.  Maintain concrete in damp condition.  Provide heat as 
required to ensure that the temperature of the replacement 
concrete does not go below 15ºC during this time.
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.11 Provide a minimum 40mm (1-3\8”) concrete cover to the top 
layer of reinforcing steel.

.12 Do not remove formwork or shoring until the concrete has 
reached 75% of its 28 day design strength.  Obtain Consultant’s 
approval prior to removing formwork, or traversing slab with 
equipment and machinery.

3.7 Field Quality Control

.1 General:
.1 Conform to the requirements of CAN/CSA A23.1.
.2 Provide a competent and experienced supervisor or 

foreman who shall be present on the site continuously 
throughout each working day.

.3 Inspection by Consultant or materials testing will not 
augment or replace Contractor quality control nor relieve 
him of his contractual responsibility.

.4 Notify the Consultant(s) 48 hours in advance of closing-
in of formwork for a review of the preparations.

.2 Routine inspection and testing:
.1 Upon request, submit the quality control logs of the Redi-

Mix Concrete Supplier, if applicable.
.2 Inspection and testing of concrete and concrete 

materials will be carried out by an approved Testing 
Laboratory designated by the Owner in accordance with 
CAN/CSA A23.1.  Costs will be carried from allowances 
in the Contract.

.3 Obtain representative samples of fresh concrete for 
each fraction over 5 cubic metres placed in one day, or if 
directed by Consultant.

.4 Perform a standard slump test to conform to CAN/CSA 
A23.2 for every batch of concrete delivered to site.

.5 Where concrete is specified to be air entrained, perform 
standard air entrainment tests to conform with CAN/CSA 
A23.2 for each set of specimens.

.6 Three specimens moulded in cylindrical moulds, stored, 
and laboratory cured to conform with CAN/CSA A23.2 
shall comprise a strength test.  One specimen shall be 
compression tested at 7 days and the remaining two at 
28 days.

.7 During cold weather placement, one additional specimen 
shall be made and shall be stored on the job site under 
conditions similar to the concrete it represents.  This 
specimen shall be compression tested at 7 days after 
sampling.

.8 Non-destructive methods for testing concrete shall be in 
accordance with CAN/CSA A23.2.



Roof Renewals Section: 03 30 00
Hastings Library Cast-in-Place Concrete Page 13 of 13
Vancouver, BC MH Ref. 5170774.00

3.8 Reports

.1 Concrete cylinder reports shall contain the following information: 
whether specimens laboratory or field cured, date cast, date 
received in lab, date tested, unit weight of concrete, specified 28 
day strength, correlated the exact location of each pour with the 
test cylinders in question, concrete supplier, person who cast 
the specimen, time mixer charged, time cylinder cast, measured 
slump before and after super plasticizers, temperature of 
concrete and air, air content (if specified), whether water was 
added at the site, and by who’s authority, nominal aggregate 
size, type of admixture (include synthetic fibres), exposure 
classification or mix designation, project identification and with 
sequential numerical identification.

.2 Should a crushed cylinder show a test result below that which is 
anticipated, the inspection company shall immediately advise 
the Structural Consultant by telephone of such occurrence in 
order to expedite curing or remedial measures which may be 
waived.

.3 The inspection company shall supply written reports of tests of 
materials and reinforcing steel, giving all pertinent information 
required by the appropriate standard.

3.9 Defective Concrete

.1 Concrete not meeting the requirements of the specification and 
drawings shall be considered Defective Concrete.

.2 Defective Concrete and concrete not conforming to lines, 
details, quality and grade specified or as shown on the drawings 
shall be modified or replaced at no cost to the Bid Price.

.3 Cores drilled and tested from areas in question, as directed by 
the Consultant and in accordance with CAN/CSA A23.1 and/or 
load testing of the structural elements in accordance with the 
requirements of the Consultant shall be done at no increase to 
the Bid Price.

3.10 Protection

.1 Fully protect exposed concrete finishes from damage and 
staining.

END OF SECTION
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1.0 GENERAL

1.1 SUMMARY

.1 The work in this section includes but is not limited to:
.1 Install of new steel framed infill walls at Mechanical area.  .
.2 Installation of new Z-Girt channels for support of mechanical area cladding as 

indicated on drawings.  

1.2 REFERENCES

.1 ASTM-A653/A653M “Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or 
Zinc-Iron Alloy-Coated (Galvannealed) by Hot-Dip Process”.

.2 ASTM-A591/A591M “Standard Specification for Steel Sheet, Electrolytic Zinc-Coated, for 
Light Coating Weight (Mass) Applications”.

.3 ASTM-A792/792M “Standard Specification for Steel Sheet, 55% Aluminum-Zinc Alloy-
Coated by the Hot-Dip Process”.

.5 ASTM-A924/A924M “Standard Specification for General Requirements for Steel Sheet, 
Metallic Coated by Hot-Dip Process”.

.6 CAN/CSA-G164 “Hot Dip Galvanizing of Irregularly Shaped Articles”.

.7 CSA-W47.2 “Certification of Companies for Fusion Welding of Steel Structures”.

.8 CSA-W55.3 “Resistance Welding Qualification Code for Fabricators of Structural Members 
Used in Buildings”.

.9 CSA-W59 “Welded Steel Construction (Metal Arc Welding)”.

.10 CAN/CSA-S136” Cold Formed Steel Structural Members”.

.11 CAN/CGSB-1.181 “Ready-Mixed Organic Zinc-Rich Coating”.

.12 Canadian Sheet Steel Building Institute (CSSBI) Lightweight Steel Framing Manual.

.13 British Columbia Building Code.

.14 City of Vancouver Building By-Law2007

1.2 QUALITY ASSURANCE  

.1 Installer Qualifications: Minimum of 2 years experience with installation of similar products.

.2 Arrange pre-installation conference with Consultant and installers prior to commencing 
with installation. If requested by Consultant, manufacturer’s representative to be present.

.3 Mock-up: Provide a mock-up for the evaluation of service preparation techniques, 
application workmanship and general sequencing requirements.

.1 Mock-up to be part of actual wall assembly in location as determined by 
Consultant. The sample panel shall contain all typical corner and penetration 
details.  The mock-up shall be a minimum 3 meters by 3 meters in size.
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1.3 SUBMITTALS

.1

.2

Submit 300 mm length samples of steel stud, stud tracks and Z-girts of profiles specified 
as well as samples of all related accessories in accordance with Section 01 00 10- 
General Requirements.

Product Data: Manufacturer’s data sheets on each product to be used, including;

1. Provide 2 certified copies of mill reports covering chemical and mechanical properties
and coating designation of steel used in this work.

2. Provide product data sheets for mechanical fasteners indicating size, load capacities
and type of corrosion resistance.

3. Storage and handling requirements and recommendations.

.3 Maintenance Data: Provide manufacturer’s product maintenance data and guidelines.

1.4 PRODUCT DELIVERY, STORAGE AND HANDLING

.1 Do not deliver to site until such time that installation is imminent and sufficient protected 
staging area is available for on site storage. Staging area to be approved by Owner. 

.2 Store products in manufacturer’s unopened packaging until ready for installation.

.3 Store materials up off ground and lay flat on smooth level surface. Store under cover and 
keep dry prior to installing.

2.0 PRODUCTS

2.1 STEEL STUDS AND TRACKS

.1 Steel studs and tracks: 

.1 Steel: In accordance with CAN/CSA-S136 “Cold Formed Steel Structural 
Members”.  Fabricated from zinc coated steel minimum Z275.  Size and profile are 
to match existing.  The minimum steel thickness is to be 1.22 mm (18 gauge).

.2 Zinc coating: Commercial quality to ASTM A653/A653M Standard Specification 
for Steel Sheet Zinc-Coated (Galvanized) or Zinc- Iron Alloy Coated 
(Galvannealed) by the Hot-Dip Process.

.3 Welding materials shall conform to the requirements of CSA W59.

.3 Welding electrodes: Shall be of the 490 MPa minimum tensile strength series.

.4 Steel studs and tracks are to be colour coded in accordance with CSSBI 
Lightweight Steel Framing Manual.

.5 Touch up primer: Zinc rich primer to CGSB-1.181 “Ready-Mixed Organic Zinc-
Rich Coating”.  Acceptable material:

.1 ICI Devoe 13036 Zinc Rich Primer.

.6 Track separator: Neoprene, sized to suit.

.7 Bridging channel minimum 1.52 mm (16 ga.) thickness, zinc coating Z275 per 
ASTM A653 / A653M. Bridging clip same as above.
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2.2 METAL Z-GIRTS

.1 Steel: In accordance with CAN/CSA-S136 “Cold Formed Steel Structural Members”.  
Fabricated from zinc coated steel.  The size and profile of the Z-girts are to be in 
accordance with the design drawings.  The minimum steel thickness is to be 1.22 mm (18 
gauge).

.2 Galvalume Coating to ASTM A792/A792M 
Standard specification for Steel Sheet, 55% Aluminum Zinc-Allow Coated by the hot dip 
Process with AZM 150 (AZ50) Galvalume coating.

.3 Touch up primer: Zinc rich primer to CGSB-1.181 “Ready-Mixed Organic Zinc-Rich 
Coating”. ”.  Acceptable material:

.1 ICI Devoe 13036 Zinc Rich Primer.

2.3 STEEL STUD FASTENERS

.1 Stud to track fastening: Minimum #8 galvanized pan head, self-drilling, self-tapping sheet 
metal screws.  Corrosion protection to ASTM-A153 “Standard Specification for Zinc 
Coating (Hot-Dip) on Iron and Steel Hardware”, minimum 380 g/m2 of zinc coating.

.2 Track to concrete fastening: 6 mm x 32 mm (¼ x 1-¼) zinc plated fastener. 

Acceptable material: Hilti metal hit anchor.

.3 Angle clip: minimum 1.52 mm (16 ga.) thickness, zinc coating Z275 per ASTM A653 / 
A653M.

2.4 Z-GIRT FASTENERS

.1 Z-Girt to stud fastening: 6 mm galvanized pan head, self-drilling, self-tapping sheet metal 
screws.  Corrosion protection to ASTM-A153 “Standard Specification for Zinc Coating 
(Hot-Dip) on Iron and Steel Hardware”, minimum 380 g/m2 of zinc coating to meet 3000 
Hour salt spray equivalent.

.2 Z-Girt to concrete fastening: 6 mm x 32 mm (¼ x 1-¼) zinc plated fastener.
Acceptable material: Hilti Hilti metal hit anchor.

.3 Corrosion protection of fasteners to meet or exceed 3000 hours salt spray when tested to 
ASTM B117.  These fasteners shall be used in the wall cavity (outside the moisture barrier 
but inside the cladding.  For exposed locations outside the cladding, stainless steel 
fasteners should be used.   

3.0  EXECUTION

3.1 EXAMINATION

.1 Prior to commencing installation, verify governing dimensions of building and condition of 
substrate.

.2 If substrate preparation is the responsibility of another installer, notify Consultant of 
unsatisfactory preparation before proceeding.

.3 Proceeding with installation acknowledges acceptance of substrate.
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3.2 FABRICATION

.1 Where specified, provide cut-outs centred in the webs of members to 
accommodate services and though-the-knockout style bridging.  Unreinforced cut-
outs shall be limited to the dimensions in Table 1.  The effect of cut-outs on the 
strength and stiffness of the member shall be considered.

TABLE 1: Allowable Dimensions for Unreinforced Cut-outs

Member 
Depth
(mm)

Perpendicular 
to the Length 

of the 
Member (mm)

Parallel to the 
Length of the 
Member (mm)

*Centre to 
Centre
Spacing
(mm)

92,102 40 max. 114 max. 610 min.

≥152 64 max. 114 max. 610 min.

*The distance from the centreline of the last unreinforced cut-out to the end of the member shall be not less 
than 305 mm.

.2 Length tolerances for members shall conform to Table 2.

TABLE 2: Length Tolerances

Member Type Length Tolerance (mm)

Tracks +12.7 / -6.4

Wind Bearing Studs ± 2.83 mm

Axial Load Bearing Studs ± 2.83 mm

Joists ± 2.83 mm

.3 Cross sectional geometry tolerances for members shall conform to Table 3.

* The tolerance on delivered steel thickness shall conform to the requirements of CAN/CSA S136.
** Where sheathings are attached directly to the flange, the minimum flange width shall be 31 mm.

.4 The minimum steel thickness exclusive of coating shall be marked on each 
member by embossing, stamping with indelible ink or by colour coding.

3.3 STEEL STUD ERECTION

.1 All work is to be performed in accordance with CSSBI Lightweight Steel Framing Manual.

.2 Anchor tracks securely to structure with fastener spacing to match existing.

.3 Erect studs plumb, aligned and securely attached with minimum 2 screws at each stud 
end, or welded in accordance with manufacturer's recommendations.

TABLE 3: Cross Sectional Geometry Tolerances

Member
Type

Member
Depth A
(mm)

Flange 
Width B
(mm)

Lip Length 
C (mm)

Thickness 
t (mm)

Corner 
Angles

Joist,Track or 
Stud

± 0.79
-1, +2

**
-0, +4 * ±3⁰
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.1 Perform welding in accordance with CSA-W59 “Welded Steel Construction (Metal 
Arc Welding)”.

.2 Use certified fabricators and welders in accordance with CSA-W47.2 “Certification 
of Companies for Fusion Welding of Steel Structures” and CSA-W55.3 
“Resistance Welding Qualification Code for Fabricators of Structural Members 
Used in Buildings”.

.3 Touch up welds with coat of zinc rich primer.

.4 Install studs at not more than 50 mm from abutting walls, openings, and each side of 
corners and terminations with dissimilar materials.

.5 Erection Tolerances:

.1 Plumb: Not to exceed 1/500th of member length.

.2 Camber: Not to exceed 1/1000th of member length.

.3 Spacing: Not more than 3.0 mm from design spacing.

.4 Gap between end of stud and track web: not more than 3.2 mm.

.5 Splicing of axial load bearing members is not permitted without prior approval of 
consultant. 

.6 Align web cut-outs in studs and joists as required for the installation of the through-the-
knockout style bridging services.

.7 Make all field measurements necessary to ensure the proper fit of all members.

.8 Cutting of members may be by saw or shear. Torch cutting is not permitted.

.9 Cut edges to be treated with zinc rich paint. Prior to touching-up prepare surface in 
accordance with paint manufacturer’s recommendations.

.10 For studs and joists, reinforce cut-outs where the distance from the centerline of the cut-
out to the end of the member is less than 300 mm. Submit the reinforcing detail to the 
Consultant for approval.

.11 All axially loaded members shall be aligned vertically to allow for full transfer of the loads 
down to the foundation.  Vertical alignment shall be maintained at roof/wall and floor/wall 
intersections.

.12 Complete bearing shall be maintained under tracks to provide for load transfer in axially 
loaded assemblies.  Any discrepancies shall be brought to the attention of the Consultant 
for approval.

3.4 Z-GIRT ERECTION

.1 All work is to be performed in accordance with CSSBI Lightweight Steel Framing Manual.
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.2 Erect Z-girt components in accordance with the requirements of the design drawings.  The 
maximum spacing between the Z-Girts is to be 1500 mm or as indicated by steel cladding 
load charts.

.3 Erect Z-girts plumb and aligned for cladding installation.

.4 Install channels to accommodate the exterior cladding details around penetrations and 
corners of the building.

.5 Ensure proper structural support for all furring components.  Align and fasten the Z-girts to 
the steel studs and concrete structure.

.6 Unless indicated otherwise on the drawings, Z-Girt fasteners are to be installed on every 
metal Z-girt and spaced at maximum 800mm on horizontal centres.

.7 Cut edges to be treated with zinc rich paint. Prior to touching-up prepare surface in 
accordance with paint manufacturer’s recommendations.

3.5 FIELD QUALITY CONTROL

.1 Protect all completed work.

.2 Touch-up, repair or replace damaged materials prior to Substantial Completion.

 

END OF SECTION
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1.0 ` GENERAL

1.1 SUMMARY

.1 The work in this section includes but is not limited to:
.1 Installation of wall parapet sloped blocking as indicated in the drawings.

1.2 REFERENCES

.1 ANSI-B18.6.4 “Screws, Tapping and Metallic Drive, Inch Series, Thread Forming and 
Cutting”.

.2 CSA-B111 “Wire Nails, Spikes and Staples”.

.3 CAN/CSA-G164 “Hot Dip Galvanizing of Irregularly Shaped Articles”.

.4 CSA-O86.1 “Engineering Design in Wood”.

.5 CSA-O86.1S1 “Supplement to CSA-O86.1”

.6 CSA-O121 “Douglas Fir Plywood”.

.7 CAN/CSA-O141 “Softwood Lumber”.

.8 CSA-O151 “Canadian Softwood Plywood”.

.9 CAN/CGSB-71.26 “Adhesive for Field-Gluing Plywood to Lumber Framing for Floor 
Systems”.

.10 ASTM-A153 “Zinc Coating (Hot Dip) on Iron and Steel Hardware”.

.11 National Lumber Grades Authority (NLGA) Standard Grading Rules for Canadian Lumber.

1.3 QUALITY ASSURANCE  

.1 Lumber identification: by grade stamp of an agency certified by Canadian Lumber 
Standards Accreditation Board.

.2 Plywood identification: by grade mark in accordance with applicable CSA standards.

1.4 PRODUCT DELIVERY, STORAGE AND HANDLING 

.1 Do not deliver to site until such time that installation is imminent and sufficient protected 
staging area is available for on site storage. Staging area to be approved by Owner. 

.2 Store up off ground and lay flat on smooth level surface. Store under cover and keep dry 
prior to installing.

1.5 PROJECT / SITE CONDITIONS 

.1 Environmental Requirements: Comply with requirements of Workplace Hazardous 
Materials Information System (WHMIS) regarding use, handling, storage, and disposal of 
hazardous materials; and regarding labeling and provision of material safely data sheets 
acceptable to Workers’ Compensation Board of British Columbia.
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.2 Maintain environmental conditions (protection from elements, temperature, humidity and 
ventilation) within limits recommended by manufacturer for optimum results. Do not install 
products under environmental conditions outside manufacturer’s absolute limits.

2.0 PRODUCTS

2.1 LUMBER MATERIAL

.1 Lumber: unless specified otherwise, treated, S4S, moisture content 19% or less in 
accordance with following standards:

.1  CAN/CSA-O141 “Softwood Lumber”.

.2  NLGA Standard Grading Rules for Canadian Lumber.

.2 Lumber size and grade: to match existing size and grade and in accordance with 
requirements of applicable codes. 

.1  D. Fir. or Hem-Fir No. 2 or better grade.

.2  Report any discrepancies in type and/or grading of existing lumber to Consultant.

.3 Furring, blocking, nailing strips, cants, curbs, fascia backing and sleepers:

.1  Treated in accordance with Section 06070 - Wood Treatment.

.2  Board sizes: "Standard" or better grade.

.3 Dimension sizes: "Standard" light framing or better grade.

.4 Post and timbers sizes: "Standard" or better grade.

2.2 ACCESSORIES

.1 Nails, spikes and staples: to CSA-B111 “Wire Nails, Spikes and Staples”.

.1  Framing and sheathing nails: Galvanized common nails to comply with wood frame 
construction requirements of applicable codes.

  .2  Vertical wood furring / strapping nails: 64 mm hot-dipped galvanized common nails.

.2 Screws: to ANSI-B18.6.4 “Screws, Tapping and Metallic Drive, Inch Series, Tread Forming 
and Cutting”.

.3 Bolts: 3/8”diameter unless indicated otherwise, complete with nuts and washers.

.4 Proprietary fasteners: toggle bolts, expansion shields and lag bolts, screws, explosive 
actuated fastening devices - in accordance with purpose and instruction recommended by 
Manufacturer.

.5 All fasteners shall be galvanized steel to CAN/CSA-G164 “Hot Dip Galvanizing or Irregular 
Shaped Articles” with a minimum zinc coating thickness of 45 µm (320 g/m2) - except 
fasteners for, or in ACQ treated wood, which shall be stainless steel.
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3.0  EXECUTION

3.1 EXAMINATION 

.1 Prior to commencing installation, verify governing dimensions of building and condition of 
substrate.

.2 If substrate preparation is the responsibility of another installer, notify Consultant of 
unsatisfactory preparation before proceeding.

.3 Proceeding with installation acknowledges acceptance of substrate.

3.2 PREPARATION

.1 All preservative treated plywood sheathing and dimension lumber including blocking, 
furring and cants are to be treated at an approved facility.

.2 Where directed by Consultant, treat existing lumber and plywood which is exposed during 
the course of work but is not replaced with surface-applied wood preservative.

.3 All new installation to meet current code requirements.

3.3 REPLACEMENT OF DAMAGED FRAMING

.1 Where directed by Consultant, replace existing damaged lumber framing with new lumber 
to match size and grade of existing element.

.2 Comply with wood frame construction requirements of applicable codes.

.3 Replace entire length of damaged member.  No splicing or scabbing to existing elements 
allowed without prior approval from Consultant.

.4 Frame, anchor, fasten, tie and brace members to provide necessary strength and rigidity.

.5 Countersink bolts where necessary to provide clearance for other work.

3.4 INSTALLATION OF  BLOCKING

.1 Install blocking as required to space-out and support flashing and other work as required.

.2 Align and plumb faces of furring and blocking to tolerance of 1:600.

.3 Install rough bucks, nailers and linings to rough openings as required to provide backing 
for frames and other work.

.4 Install wood cants, fascia backing, nailers, curbs and other wood supports as required and 
secure using galvanized steel fasteners.

.5 Provide curb top blocking with minimum 5% slope to roof or building side.

END OF SECTION
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1.0 GENERAL

1.1 SUMMARY

.1 The work in this section includes but is not limited to:
.1 Installation of rigid insulation boards at locations identified on drawings.

1.2 REFERENCES

.1 CAN/CGSB-51.20 “Thermal Insulation, Polystyrene, Boards and Pipe Covering”.

.2 CAN/CGSB-71.24 “Adhesive, Flexible, for Bonding Cellular Polystyrene Insulation”.

.3 ASTM-C578 “Standard Specification for Rigid, Cellular Polystyrene Thermal Insulation”.

.4 ASTM-C1320 “Standard Practice for Installation of Mineral Fiber Batt and Blanket Thermal 
Insulation for Light Frame Construction”.

.5 ASTM-C167 “Standard Test Methods for Thickness and Density of Blanket or Batt 
Thermal Insulations”.

1.3 QUALITY ASSURANCE  

.1 Installer Qualifications: Minimum of 2 years experience with installation of similar products. 
Only competent, qualified tradesmen experienced with insulation installation shall execute 
the work of this section.

.2 Arrange pre-installation conference with Consultant and installers prior to commencing 
with installation.

.3 Unless otherwise specified, comply with manufacturer’s latest printed instructions for 
material usage, storage and installation method.

.4 Notify Consultant in writing of any conflict between these specifications and manufacturer’s 
instructions.  Consultant will designate which document is to be followed.

1.4 SUBMITTALS

.1 Submit under provisions of Section 01 00 10– General Requirements.

.2 Product Data: Manufacturer’s data sheets on each product to be used, including;

.1 Preparation instructions and recommendations.

.2 Storage and handling requirements and recommendations.

.3  Installation methods. Keep 1 copy on site at all times for reference by Consultant if                           
requested.

.3 Maintenance Data: Provide manufacturer’s product maintenance data and guidelines.

1.5 PRODUCT DELIVERY, STORAGE AND HANDLING
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.1 Do not deliver to site until such time that installation is imminent and sufficient protected 
storing area is available for on site storage. 

.2 Store products in manufacturer’s unopened packaging until ready for installation.

.3 Store under cover and keep dry prior to, during and after installing.

1.6 PROJECT / SITE CONDITIONS

.1 Environmental Requirements: Comply with requirements of Workplace Hazardous 
Materials Information System (WHMIS) regarding use, handling, storage, and disposal of 
hazardous materials; and regarding labeling and provision of material safely data sheets 
acceptable to Workers’ Compensation Board of British Columbia.

.2 Maintain environmental conditions (protection from elements, temperature, humidity and 
ventilation) within limits recommended by manufacturer for optimum results. Do not install 
products under environmental conditions outside manufacturer’s absolute limits.

1.7 WARRANTY 

.1 Product Warranty: Provide manufacturer’s limited product warranty against manufacturing 
defects:

.2 Workmanship Warranty: Application limited warranty for 2 years from date of substantial 
completion.

2.0 PRODUCTS

2.1 RIGID INSULATION

.1 Roof Deck Insulation: High-load extruded polystyrene closed cell foam insulation to ASTM 
C518, D1602 and D2842, Type IV.  Board thickness as specified on drawings.  Acceptable 
manufacturer and material:

.1 STYROFOAM Highload 40 by DOW

.2 Foamular 400 by Owens Corning

.3 Alternative as approved by Consultant.

.2 All accepted specified products to be from single source manufacturer. Combining 
specified products from different manufacturers will not be accepted.

.3 Requests for approval of equal substitutions will be considered in accordance with 
provisions of Section 01600. 

2.2 SPRAY FOAM INSULATION

.1 Two component polyurethane foam insulation.  Acceptable material:

.1 Insta-Foam Froth-Pak by DOW

.2 Alternative as approved by Consultant.
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2.5 ACCESSORIES

.1 Mechanical fastener: Galvanized steel as specified by Manufacturer. 

.2 Adhesive: To CAN/CGSB-71.24 “Adhesive, Flexible, for Bonding Cellular Polystyrene 
Insulation”.  Adhesive to be compatible with the materials which it is in contact with.

3.0  EXECUTION

3.1 EXAMINATION

.1 Prior to commencing installation, verify governing dimensions of building and condition of 
substrate.

.2 If substrate preparation is the responsibility of another installer, notify Consultant of 
unsatisfactory preparation before proceeding.

.3 Proceeding with installation acknowledges acceptance of substrate.

3.2 PREPARATION

.1 Examine, clean and repair as necessary any substrate conditions that would be 
detrimental to proper installation.

.2 Surfaces to receive insulation shall be smooth, level, dry, clean, free from dust, dirt and 
other debris.  Notify Consultant in writing of any defects.

.3 Prepare surfaces using the methods recommended by the manufacturer for achieving the 
best results for the substrate under the project conditions.

.4 Do not begin installation until unacceptable conditions have been corrected.

3.5 RIGID INSULATION INSTALLATION - ROOFS

.1 Install extruded polystyrene insulation boards on top of composite drainage mat and 
waterproofing layer to maintain continuity of thermal protection to building elements and 
spaces.

.2 Cut and trim insulation neatly to fit spaces.  Butt joints tightly.  Use only insulation boards 
free from chipped or broken edges.  Use largest possible dimensions to reduce number of 
joints.

.3 Fit insulation tight around roof penetrations.

.4 Install insulation in multiple layers with staggered joints or shiplap joints in accordance with 
manufacturer’s requirements.

.5 Where a composite drainage layer is specified to be provided above the insulation, ensure 
drainage layer is permeable type and is installed in accordance with manufacturer’s 
recommendations. 

3.7 SPRAY POLYURETHANE FOAM INSULATION 
APPLICATION
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.1 Remove loose or foreign matter which might impair adhesion of materials.

.2 Install insulation in accordance with Manufacturer’s written instructions at locations 
indicated on drawings.

.3 Apply insulation within recommended application temperature ranges.

 3.8 FIELD QUALITY CONTROL

.1 Manufacturer’s technical representative to visit site during installation and provide written 
field reports to Contractor for submission to Consultant if requested.

.2 Protect all completed work.

.3 Touch-up, repair or replace damaged materials prior to Substantial Completion.

.4 Remove excess materials and or debris from site in accordance with authority having 
jurisdiction.

END OF SECTION
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1.0 GENERAL

1.1 SUMMARY

.1 The work in this section includes but is not limited to:
.1 Installation of membrane flashing at curb flashing and transitions.
.2 Installation of membrane at other areas as noted on the drawings.

1.2 REFERENCES

.1 ASTM E2178: Standard Test Method for Air Permeance of Building Materials.

.2 ASTM E96: Water Vapor Transmission of Materials.

.3 CGSB 37-GP-56M: Membrane, Modified, Bituminous, Prefabricated, and Reinforced.

.4 ASTM 2357 certifying the air leakage and vapour permeance rates for system assembly.

.5 CGSB-37-GP-9Ma “Primer, Asphalt, Unfilled, for Asphalt Roofing, Damproofing and 
Waterproofing”.

.6 CGSB-37-GP-15M “Application of Asphalt Primer for Asphalt Roofing, Damproofing and 
Waterproofing”.

.7 Roofing Contractors’ Association of B.C., Roofing Practices Manual.  Where the word 
“should” is used, it shall read as “shall”.

1.3 QUALITY ASSURANCE  

.1 Installer Qualifications: The Contractor shall have successfully completed similar work over 
a period of not less than five years and when required shall submit supporting 
documentation.

.2 The Contractor must be officially recognized as an authorized contractor by the 
waterproofing materials manufacturer.

.3 Installer Qualifications: Only competent, qualified tradesmen experienced with membrane 
installation shall execute the work of this section.

.4 Arrange pre-installation conference with Consultant and installers prior to commencing 
with installation. If requested by Consultant, manufacturer’s representative to be present.

.5 The Foreman and one other member of the crew must have attended an application 
seminar provided by the membrane manufacturer.

.6 Confirm that surfaces to which membrane is to be applied are in a condition suitable for 
this application.

.7 Unless otherwise specified, comply with manufacturer’s latest printed instructions for 
materials and installation methods.

.8 Notify Consultant in writing of any conflict between these specifications and manufacturer’s 
instructions.  Consultant will designate which document is to be followed.

.9 Mock-up: Provide a mock-up for the evaluation of service preparation techniques, 
application workmanship and general sequencing requirements.
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1.   Prepare mock-up in accordance the General Requirements as part of the actual wall.  
The mock-up shall be a minimum of 3 meters by 3 meters (10 feet x 10 feet) in size. 

2. Prepare in accordance with Finish Areas designated by Consultant. Mock-up shall 
include typical window and door rough openings. 

3. Do not proceed with remaining work until workmanship and sequencing are approved 
by Consultant.

4. Re-finish mock-up area as required to produce acceptable work.

5. Approved mock-up to be accepted standard for all future work.

1.4 SUBMITTALS

.1 Submit under provisions of the Section 01 00 10-General Requirements.

.2 Product Data: Manufacturer’s data sheets on each product to be used, including;

1. Preparation instructions and recommendations.

2. Storage and handling requirements and recommendations.

3. Installation methods.

.3 Provide manufacturer’s installation instructions and keep 1 copy on site at all times for 
reference by Consultant if requested.

.4 Manufacturer’s representative to visit site and provide field visit/site visit reports if/as 
requested by Consultant.

1.5 PRODUCT DELIVERY, STORAGE AND HANDLING

.1 Do not deliver to site until such time that installation is imminent and sufficient protected 
staging area is available for on site storage. Staging area to be approved by Owner. 

.2 Store products in manufacturer’s unopened packaging until ready for installation.

.3 Store materials up off ground. Store under cover and keep dry prior to installing.

.4 Store and dispose of solvent-based materials and materials used with solvent-based 
materials, in accordance with requirements of local authorities having jurisdiction.

1.6 PROJECT / SITE CONDITIONS

.1 Environmental Requirements: Comply with requirements of Workplace Hazardous 
Materials Information System (WHMIS) regarding use, handling, storage, and disposal of 
hazardous materials; and regarding labeling and provision of material safely data sheets 
acceptable to Workers’ Compensation Board of British Columbia.

.2 Maintain environmental conditions (protection from elements, temperature, humidity and 
ventilation) within limits recommended by manufacturer for optimum results. Do not install 
products under environmental conditions outside manufacturer’s absolute limits.

.3 No work to be carried out under conditions of rain or snow.

.4 Before commencing work, Contractor to ensure that forecasted meteorological conditions 
shall permit work to be carried out without interruption during the course of the day.
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.5 Do not install membrane when temperature remains below +5
o

C. For manufacturer’s 
providing winter and summer grade products, ensure appropriate membrane grade is 
installed during applicable climatic conditions. 

.6 Install membrane on dry substrates, free of snow and ice, use only dry materials and apply 
only during weather that will not introduce moisture into membrane system.

.7 If water penetrates through the assembly due to inadequate protection, Contractor to cut 
and inspect damages, remove, replace and re-install all materials at his own cost, to 
eliminate water in the assembly.

.8 The membrane must be watertight at the end of each shift. All exposed leading edges to 
be sealed at end of each work day.

1.7 WARRANTY

.1 Product Warranty: Provide manufacturer’s limited product warranty against manufacturing 
defects:

.2 Workmanship Warranty: Application limited warranty for 2 years from date of substantial 
completion.

2.0 PRODUCTS

2.1 SELF-ADHESIVE MEMBRANE

.1 Self Adhesive Membrane Flashing for high temperature applications:  Modified bitumen 
prefabricated sheet, self-adhesive face one side with released paper, reinforced with high 
density polyethylene surface film.  The membrane must meet the following minimum 
criteria:

.1 Thickness: 1.0 mm (40 mils) minimum.

.2 Impermeable.

.3 Acceptable Products: 

.1 Blueskin PE200 HT by Henry Bakor

.2 Protecto Wrap Rainproof 40

.3 Soprema Lastobond Shield HT

.4 Primer and sealant: as recommended by Membrane Manufacturer.

.2 Self Adhesive Membrane Flashing for transition applications:  100% solids formulation of 
synthetic resins, thermoplastics and non-curing rubber with built in primer for applications 
to most roof membranes and building materials.  Prefabricated sheet, self-adhesive face 
one side with released paper, with fabric backing facing surface.  The membrane must 
meet the following minimum criteria:

.1 Thickness: 0.75 mm (30 mils) minimum.

.2 Impermeable.

.3 Acceptable Products: 

.1 Webseal by Eternabond
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.4 Primer and sealant: as recommended by Membrane Manufacturer.

.3 Primer, surface conditioners and sealant: As recommended by Membrane Manufacturer 
compatible with substrates and adjacent materials including but not limited to the following;

.1 Metal substrates

.2 Concrete which may contain release agents.

.3 Wood substrates to which preservative or fire retardant treatment has been 
applied.

2.7 FLASHINGS

.1 Metal Flashings in accordance with Section 07 62 00 

.2 Profile and location as indicated on drawings to conceal membrane.

3.0  EXECUTION

3.1 EXAMINATION

.1 Prior to commencing installation, verify governing dimensions of building and condition of 
substrate.

.2 If substrate preparation is the responsibility of another installer, notify Consultant of 
unsatisfactory preparation before proceeding.

.3 Proceeding with installation acknowledges acceptance of substrate.

3.2 PREPARATION

.1 Examine, clean and repair as necessary any substrate conditions that would be 
detrimental to proper installation.

.2 Do not begin installation until unacceptable conditions have been corrected.

.3 Prepare surfaces using the methods recommended by the manufacturer for achieving the 
best results for the substrate under the project conditions.

.4 Clean all surfaces to receive membrane of all debris and oils

3.3 INSTALLATION

.1 Install membrane in accordance with Manufacturer’s instructions.

.2 Install Primer to all substrates where membrane is to be applied in strict accordance with 
Manufacturer’s written instructions.

.3 Roll out sheets.  Minimize wrinkles, fish-mouths and air pockets.

.4 Remove release paper layer.  Roll out on substrate with a mechanical roller to ensure 
complete adhesion to the substrate.
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.5 Lap sides and ends of membrane to adjacent materials in a shingled fashion with minimum 
50mm in accordance with Manufacturer’s instructions and project details.

.6 If the membrane is to be installed as the air/vapour barrier of the building, apply the 
membrane over the entire wall surface in a shingled fashion lapping horizontal joints 
50mm and vertical joints 75mm.  Make all joints watertight.

.7 Seal items protruding or penetrating through the membrane using sealant approved by 
Manufacturer.

.8 Seal membrane seams with sealant as directed by Manufacturer’s recommendations or as 
directed by Consultant.  As a minimum, seal top edge of membrane where not lapped by 
other flashing or waterproofing.

.9 When terminating membrane onto concrete substrate, seal leading edge of membrane 
with compatible sealant as recommended by manufacturer.

.10 For locations where less than 2” lap onto concrete substrate is possible, provide 
termination bar along leading edge.

.11 Ensure high temperature products are used below metal roof parapet cap flashings and 
other locations where potential for heat build-up is high. 

3.4 FIELD QUALITY CONTROL

.1 Manufacturer’s technical representative to visit site during installation and provide written 
field reports to Contractor for submission to Consultant as requested.

.2 Protect all completed work.

.3 Touch-up, repair or replace damaged materials prior to Substantial Completion.

3.5 CLEAN-UP

.1 At completion of work, remove and clean all excess primer from exposed finishes as per 
manufacturer’s recommendations.

.2 Remove all excess materials and debris from site.

.2 Remove and dispose of all solvent based products in accordance with authority having 
jurisdiction.

 

END OF SECTION
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1.0 GENERAL

1.1 SUMMARY

.1 The work in this section includes but is not limited to:
.1 Supply and installation of new pre-formed metal panels including Z-girts, required 

components and connections including accessories as required for a complete 
installation as identified in the scope of work. 

1.2 REFERENCES

.1 CAN/CGSB-93.2 “Pre-finished Aluminum Panel, Soffits, and Fascia for Residential Use”.

.2 CAN/CGSB-93.5 “Installation of Metal Residential Panel, Soffits and Fascia”.

.3 ANSI-B18.6.4 “Screws, Tapping and Metallic Drive, Inch Series, Thread Forming and 
Cutting”.

.4 CSA-B111 “Wire Nails, Spikes and Staples”.

.5 CSSBI-S8 “Quality and Performance Specification for Prefinished Sheet Steel Used for 
Building Products”.

.6 ASTM-A924/A924M “Standard Specification for General Requirements for Steel Sheet, 
Metallic-Coated by the Hot-Dip Process”.

.7 ASTM-B32 “Standard Specification for Solder Metal”.

.8 ASTM-B69 “Standard Specification for Rolled Zinc”.

.9 ASTM-D822 “Standard Practice for Filtered Open-Flame Carbon-Arc Exposures of Paint 
and Related Coatings”.

.10 CAN/CGSB-93.1M “Sheet Aluminum Alloy, Prefinished, Residential”.

.11 CAN/CGSB-1.171 “Inorganic Zinc Coating”.

.12 ASTM-A653/A653M “Steel Sheet, Zinc Coated (Galvanized) or Zinc-Iron Alloy-Coated 
(Galvannealed) by the Hot-Dip Process”.

.13 Aluminum Association Designation System for Aluminum Finishes.

.14 Aluminum Association Aluminum Sheet Metal Work in Building Construction.

.15 CSSBI-20M “Standard for Sheet Steel Cladding for Architectural Industrial and 
Commercial Building Application”.

.16 Roofing Practices Manual, Roofing Contractors Association of British Columbia (RCABC).

1.3 SYSTEM DESCRIPTION  

.1 Design Intent: Provide cladding system that meets the following design requirements:

.1 Incorporates drainage cavity behind panel assemblies.

.2 Complete with custom edge, corner and perimeter flashings.
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.2 Performance Criteria: Provide cladding system to meet the following performance 
requirements without suffering failure or permanent deformation:

.1 Withstand wind and seismic loading.

.2 Accommodate local temperature ranges.

.3 Coating to have sufficient hardness to withstand damage during delivery, 
installation and expected lifespan.

.4 Coating to retain colour fastness (To meet AAMA 2605).

1.4 QUALITY ASSURANCE

.1 Manufacturer and installer Qualifications: Shall demonstrate a minimum of 2 years 
experience with installation of similar products and similar size projects.

.2 Arrange pre-installation conference with Consultant and installers prior to commencing 
with installation. If requested by Consultant, manufacturer’s representative to be present.

.3 Manufacturer’s technical representative to visit site during installation and provide written 
field reports to Contractor for submission to Consultant as requested.

.4 Mock-up: Provide a mock-up for the evaluation of service preparation techniques, 
application workmanship and general sequencing requirements.

1. Prepare mock-up in accordance with Section 01 00 10- General Requirements as part 
of the actual wall.  The mock-up shall be a minimum of 3 meters by 3 meters (10 feet x 10 
feet) in size. Include a window opening as part of the mock-up.

2. Prepare in accordance with Finish Areas designated by Consultant. The sample panel 
shall contain trims, stops, closures, flashing and vent (Note: Vent may be done separately 
depending on location chosen and sequencing of work).

3. Do not proceed with remaining work until workmanship, colour(s), and detailing are 
approved by Consultant and Owner.

4. Re-finish mock-up area as required to produce acceptable work.

5. Approved mock-up sample panel to be accepted standard for all future work. 

1.5 SUBMITTALS

.1 Submit under provisions of Section 01 00 10– General Requirements.

.2 Submit 300mm x 300 mm sample of new pre-formed metal panel of color and profile 
specified as well as samples of all related accessories and fasteners in accordance with 
item 1.4.1 above.

.3 Product Data: Manufacturer’s data sheets on each product to be used, including;

1. Preparation instructions and recommendations.

2. Storage and handling requirements and recommendations.

3. Installation methods.

.4 Submit letter from pre-formed panel manufacturer confirming that all products will be 
supplied and installed according to the descriptive and performance requirements of this 
specification. Identify any specified requirements that are in error or cannot legitimately be 
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met, and provide alternatives which meet the intent of the specifications for the Consultant 
to approve.

.5 Submit shop drawings under seal of a Professional Engineer registered in British 
Columbia.  The shop drawings must meet the following criteria:

.1 Show scaled elevations, sections, dimension, and quantity of units.  Indicate rough 
opening requirements and maximum tolerances of adjacent construction.

.2 Provide full size details of all perimeter and interface conditions.  Show 
relationship to other work, including attachment of flashing.

.3 Show method of structural attachment to building, including provisions for thermal 
movement and building movement.  Identify all structural fasteners.

.4 Submit Schedule B-1 “Assurance of Professional Design and Commitment for 
Field Review” and Schedule B-2 “Summary of Design and Field Review 
Requirements” in accordance with the appropriate codes together with shop 
drawings.

.6 Submit Schedule C-B “Assurance of Professional Field Review and Compliance” promptly 
on completion of work.

.7 Submit samples of materials requested (i.e., sample panel, trims and flashings).  The 
samples are to be submitted without additional cost to Owner.

.8 Submit maintenance data for incorporation into the project’s maintenance manual.  The 
maintenance data include:

.1 Data for maintenance and cleaning of finishes.

.2 Submit all warranties promptly on completion of work.

1.5 PRODUCT DELIVERY, STORAGE AND HANDLING

.1 Do not deliver to site until such time that installation is imminent and sufficient protected 
staging area is available for on site storage. Staging area to be approved by Owner. 

.2 Store components and products in accordance with panel manufacturer’s 
recommendations and protect from elements. Keep in unopened packaging until ready for 
installation.

.3 Store materials up off ground and lay flat on smooth level surface. Store under cover until 
time of installation.

.4 Protect pre-finished steel during fabrication, transporting, site storage and erection. 

1.6 WARRANTY

A. Product Warranty: Provide manufacturer’s limited product warranty against manufacturing 
defects:

1. Metal Panels (10 Years)

B. Finish Warranty: Limited product finish warranty against manufacturing finish defects:

1. Provide 20 Year warranty from date of substantial completion. Will not peel, will not 
crack, chip and will not fade. Finish warranty includes the cost of labour and materials.
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C. Workmanship Warranty: Application limited warranty for 2 years from date of substantial 
completion.

2.0 PRODUCTS

2.1 METAL PANELS

.1 Metal panel system to comply with ASTM-A653/A653M “Steel Sheet, Zinc Coated 
(Galvanized) or Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process”.

.1 Colour: As approved by Owner. 

.2 Profile:  7/8” Corrugation as approved by Owner.

.3 Coating: 

.1 Kynar or similar PVDF coating system.

.2 Alternative products require submission of product specifications and 
review by Consultant for approval prior to use.

.3 Thickness: To meet load requirements.

.4 Horizontal Z-girts:  To meet load requirements.

.5 Fasteners: To meet Manufacturer’s requirements for marine environment 
(Heads to be coated to match panels. Performance to match that of panel 
coating, neoprene washers).

.7 Acceptable Manufacturer:

.1 Lam Metals 

.2 VicWest Building Products

2.2 METAL PANEL FLASHINGS

.1 Zinc coated steel sheet: Quality to ASTM-A924/A924M “Standard Specification for General 
Requirements for Steel Sheet, Metallic Coated by Hot-Dip Process”, 24 gauge thickness 
unless noted otherwise with Z275 designation zinc coating.

.2 All accessories associated with the installation of pre-formed metal panel are to be 
designed for use with the panel and having the same finish (e.g., J-trims, closure angles).  
Note: horizontal J-trims to be perforated to allow drainage.

.3 Flashings: As per Section 07 62 00, 24 ga. flashing.  Coating to match colour of metal 
panel.

2.3 ACCESSORIES

.1 Provide the following accessories:

.1 Isolation coating: Alkali resistant bituminous paint.

.2 Pop-rivets: Of same material as sheet metal, of length and thickness suitable for 
metal flashing application.
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.3 Fasteners:

.1 Flashing Fastening: 6mm galvanized pan head, self-drilling, self-tapping 
sheet metal screws. Corrosion protection to ASTM-A-153 “ Standard 
Specification for Zinc Coating (Hot Dip) on Iron and Steel Hardware”.

.1 Acceptable coating material: DT2000 or Ruspert.

.2 Flashing to Concrete Fastening: 6mm x 38mm (1/4”x1 ½”) zinc plated 
fastener.

.1 Acceptable Material: Tapcon Screws.

.4 Washers: Of same material as sheet metal, 1mm thick with rubber packings.

.5 Solder: To ASTM-B32 “Standard Specification for Solder Metal”.

.6 Flux: Rosin, cut hydrochloric acid, or commercial preparation suitable for materials 
to be soldered.

.7 Touch-up paint: As recommended by prefinished material Manufacturer.

.8 Insect Screen: Perforated metal

2.4 SEALANTS

.1 Sealants in accordance with Section 07 92 00 

.2 Colour match to adjacent cladding material as indicated on drawings.

 2.5 GENERAL FABRICATION

.1 Fabricate metal flashings and other sheet metal work in accordance with applicable 
RCABC details and as indicated on drawings.

.2 Form pieces in 6100mm maximum lengths. Make allowance for expansion at joints.

.3 Form sections square, true and accurate to size, free from distortion and other defects 
detrimental to appearance or performance.

.4 Hem exposed edges on underside 12mm. Where underside of flashing is exposed or 
visible, finish underside to match exposed flashing face.

3.0  EXECUTION

3.1 EXAMINATION

.1 Prior to commencing installation, verify governing dimensions of building and condition of 
substrate.

.2 If substrate preparation is the responsibility of another installer, notify Consultant of 
unsatisfactory preparation before proceeding.

.3 Proceeding with installation acknowledges acceptance of substrate.
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3.2 PREPARATION

.1 Examine, clean and repair as necessary any substrate conditions that would be 
detrimental to proper installation.

.2 Do not begin installation until unacceptable conditions have been corrected.

.3 Prepare surfaces using the methods recommended by the manufacturer for achieving the 
best results for the substrate under the project conditions.

3.3 PANEL AND ACCESSORY INSTALLATION

.1 Install metal panels sequentially from base of cladding area upwards and in accordance 
with manufacturer’s application manual.  Special details shown in the drawings shall be 
included as part of the installation procedure.

.2 Install edge closure strips into inside corners and SA membrane.  Refer to design 
drawings for specific installation requirements.  Follow Manufacturer’s specifications.

.3 Ensure joints in panels are properly shingle lapped, true to line and tight fitting.

.4 Attach components in manner not restricting thermal movement, refer to manufacturer’s 
specifications.

.5 Terminate edge closure angles and J-trims to allow for drainage.

.6 Install base of wall and top of wall metal flashings per drawings.  Fasten flashing in 
conjunction with panel fasteners.

3.4 FLASHING INSTALLATION

.1 Install sheet metal work in accordance with SMACMA and RCABC details, and Aluminum 
Sheet Metal Work in Building Construction as detailed.

.2 Use concealed fastenings except where approved before installation.

.3 Provide underlay under sheet metal.  Secure in place and lap joints 100mm.

.4 Connect flashing joints with S-locks or standing seams forming tight fits over hook strips.

.5 Lock end joints and caulk with sealant.

.6 Provide flashing with soldered or continuously folded end-dams.  Folded end-dams must 
be done in a fashion to eliminate pin hole penetrations after fold.

.7 Provide folded end-dams at window/door head and sill flashing terminations.

3.5 FIELD QUALITY CONTROL

.1 Protect all completed work.

.2 Touch-up, repair or replace damaged materials prior to Substantial Completion.

.3 Replace damaged panels and components that cannot be satisfactorily repaired as 
directed by Consultant.

3.6 CLEAN-UP
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.1 Upon completion, clean as necessary to remove all fingerprints and soiled areas.  Clean, 
remove and dispose all scrap, packaging and unused materials.

.2 Wash down exposed surfaces using products specified by manufacturer which will not 
negatively affect adjacent areas.  Submit sample specification to Consultant prior to use.

.3 Remove all construction spillage from the panel, flashing, hoods and accessories.

END OF SECTION
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1.0 GENERAL

1.1 SUMMARY

.1 The work in this section includes but is not limited to:
.1 Supply and installation of 2-ply modified bitumen membrane on roofs complete with 

all primers and accessories as required for the installation as indicated on the 
drawings.

.2 Supply and installation of liquid flashing at penetration components and as 
indicated on the drawings.

.3 Supply and installation of roof drains and overflow scuppers as indicated on the 
drawings.

.4 Provide a 10 Year Manufacturer’s Warranty.

.5 Provide an RCABC 10 Year Warranty.  .

1.2 REFERENCES

.1 CSA-A123.4 “Asphalt for Use in Construction of Built-Up Roof Coverings and 
Waterproofing Systems”.

.2 CGSB-37-GP-56M “Membrane, Modified, Bituminous, Prefabricated, and Reinforced for 
Roofing”.

.3 CGSB-37-GP-15M “Application of Asphalt Primer for Asphalt Roofing, Damproofing and 
Waterproofing”.

.4 Roofing Contractors Association of BC (RCABC), Roofing Practices Manual. Where the 
word “ should “ is used, it shall read as “shall”. 

1.3 QUALITY ASSURANCE  

.1 Installer Qualifications: The Contractor shall have successfully completed similar work over 
a period of not less than five years and when required shall submit supporting 
documentation.

.2 Installer Qualifications: Only competent, qualified tradesmen experienced with specified 
membranes shall execute the work of this section.

.3 The Contractor must be officially recognized as an authorized contractor by the roofing 
materials manufacturer.

.4 The Contractor is to be a member in good standing of the Roofing Contractors Association 
of British Columbia (RCABC).

.5 Conform to the latest guarantee standards of the Roofing Contractors Association of 
British Columbia (RCABC) Roofing Practice Manual for a 5 (Five) year guarantee. .  
Include for the Administration and Reinspection costs in the bid price.  Do not include the 
construction inspection services in the bid price; the City of Vancouver have retained 
Morrison Hershfield Ltd to perform the construction inspection services.

.6 Arrange pre-installation conference with installers, Consultant, and Owner. Purpose of 
conference is to review scope of work and confirm products to be installed as well as 
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.7

.8

.9

.10

.11

.12

.13

.14

.15

.16

identify atypical site conditions and potential coordination and sequencing issues. If 
requested by Consultant, manufacturer’s representative to be present.

For the work, obtain primary materials from a single manufacturer which has produced that 
type of product and system successfully for not less than five years.  Submit job 
references at the request of the owner.  All accessory materials shall be only as 
recommended or accepted by the primary manufacturer.

Contractor’s Field Supervision and Crew Qualifications:  Contractor must maintain full-time 
supervisor/foreman on the job during times roofing work is in progress.  Supervisor must 
have roofing trade certification and have minimum five years experience in roofing work 
similar in nature and scope of specified roofing.  Roofing crew makeup shall be trade 
qualified journeyman roofers and register apprentices in the ratio of no more than one to 
one (at least one journeyman to one apprentice).  Qualifications may be reviewed prior to 
award of contract or on site by the inspector.

Contractor Certification: Provide written certification from the membrane manufacturer 
certifying that the roofing contractor is approved by the manufacturer for installation of the 
specified system and supply of the required guarantee documents.  Roofing installers shall 
be experienced in the application of the materials and shall supply job references to show 
modified bitumen installation experience of similar size and scope of this project.

Confirm that surfaces to which modified membrane is to be applied are in a condition 
suitable for this application.  The commencement of roofing or flashing will imply 
unconditional acceptance of the surfaces to receive work of this section.

Unless otherwise specified, comply with manufacturer’s latest printed instructions for 
materials and installation methods.

Notify Consultant in writing of any conflict between these specifications and manufacturers 
instructions.  Consultant will designate which document is to be followed.

If required by Consultant, prepare mock-up in accordance with Section 01 00 10- General 
Requirements.  The mock-up sample shall be a minimum of 3 meters by 3 meters in size and 
shall include all associated metal flashing.

Compatibility between components of the roofing system is essential.  When required by 
Consultant, provide written declaration from Manufacturer to the Consultant stating that 
materials and components, as assembled in system, meet this requirement.

At the request of the Consultant, the Manufacturer’s representative will visit the site and 
provide in writing to the Consultant a report of their observations noted.

Contractor to permit and facilitate access to site, at all times, for the above-mentioned 
Manufacturer's representative.

1.4 MOCK-UP

.1 Provide a mock-up for the evaluation of service and substrate preparation techniques, 
application workmanship and general sequencing requirements.

.2 Prepare mock-up in accordance with Section 01 00 10- General Requirements as part of 
the actual wall.  The mock-up shall be a minimum of 3 meters by 3 meters (10 feet x 10 
feet) in size.

.3 Prepare in accordance with Finish Areas designated by Consultant. Mock-up shall contain 
base, stripping, cap and flashing membranes. Include roof drains, overflow scuppers and 
any other roof penetrations as required.
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.4  Re-finish mock-up area as required to produce acceptable work.

.5 Approved mock-up to be accepted standard for all future work.

1.5 SUBMITTALS

.1 Submit under provisions of Section 01 00 10.

.2 Product Data: Manufacturer’s product data sheets on each product including;

1. Describe the materials physical properties.

2. Explain product installation techniques, restrictions and limitations and other 
manufacturer’s recommendations.

3. Manufacturer’s maintenance data and guidelines.

4. Provide samples 100 mm x 150 mm (4” x 6”) of each product making up each of the 
assemblies.

.3 If required by Consultant, Manufacturers is to provide, at no cost, the results of tests and 
chemical analysis on the materials supplied.

.4 Tests are conducted to verify conformance to CGSB 37-GP-56M “Membrane, Modified, 
Bituminous, Prefabricated, and Reinforced for Roofing”.

.5 Warranty: For the Work of this Section, the standard warranty period prescribed in Section 
00 30 00 - Supplementary Conditions is to be extended to ten (10) years.

.6 Provide the Owners, through the Membrane Manufacturer, a material guaranty stating this 
roofing system shall provide a waterproof surface for ten years after installation.  The 
warranty shall cover both material and workmanship and shall not exclude random areas 
of ponding from coverage.

.7 Provide manufacturer’s installation instructions and keep 1 copy on site at all times for 
reference by Consultant if requested.

.8 Manufacturer’s representative to visit site and provide field visit/site visit reports if/as 
requested by Consultant.

.9 Maintenance Data: Provide manufacturer’s product maintenance data and guidelines.

.10 Storage and handling requirements and recommendations.

1.6 PRODUCT DELIVERY, STORAGE AND HANDLING

.1 Do not deliver to site until such time that installation is imminent and sufficient protected 
staging area is available for on site storage. Staging area to be approved by Owner. 

.2 Store products in manufacturer’s unopened packaging until ready for installation.

.3 At all times, materials will be adequately protected and stored in a dry and properly ventilated 
area away from any welding flame or spark and sheltered from the elements or any harmful 
substance. Only materials destined for same day use can be removed from this storage area. 
In cold weather these materials should be stored in a heated area at a minimum temperature 
of 10°C and removed just prior to application. If rolls cannot be stored in a heated 
environment, they may be preconditioned before installation. For precise description, refer to 
manufacturer’s ‘ Roofer’s Guide’ on membrane application procedures.
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.4 Store adhesives and emulsion-based waterproofing mastics at a minimum +50C. Store 
adhesives and solvent-based mastics at sufficient temperatures to ensure ease of 
application.

.5 Materials delivered in rolls will be carefully stored upright; flashing will be stored to avoid 
creasing, buckling, scratches or any other possible damage.

.6 Avoid material overloads which may affect the structural integrity of specific roof areas.

.7 Store and dispose of solvent-based materials and materials used with solvent-based 
materials, in accordance with requirements of local authorities having jurisdiction.

1.7 PROJECT / SITE CONDITIONS

.1 Environmental Requirements: Comply with requirements of Workplace Hazardous 
Materials Information System (WHMIS) regarding use, handling, storage, and disposal of 
hazardous materials; and regarding labeling and provision of material safely data sheets 
acceptable to Workers’ Compensation Board of British Columbia.

.2 Maintain environmental conditions (protection from elements, temperature, humidity and 
ventilation) within limits recommended by manufacturer for optimum results. Do not install 
products under environmental conditions outside manufacturer’s absolute limits.

.3 No work is to be carried out under conditions of rain or snow.

.4 Before commencing work, Contractor to ensure that forecasted meteorological conditions 
shall permit work to be carried out without interruption during the course of the day.

.5 Do not install membrane when temperature remains below +5 
o

C for torch application, or 
an equivalent temperature allowing for wind chill factor.

.6 Minimum temperature for solvent-based adhesive is -5 
o

C.

.7 Install membrane on dry substrates, free of frost, snow and ice, use only dry materials and 
apply only during weather that will not introduce moisture into waterproofing system.

.8 Protect all work at the end of each working day or during any interruption of work.

.9 If water penetrates through the assembly due to inadequate protection, Contractor to cut 
and inspect damages, remove, replace and re-install all materials at his own cost, to 
eliminate water in the assembly.

.10 Entire roof must be watertight at end of each work shift.

1.8 FIRE PROTECTION

.1 A minimum of one 4A40BC fire extinguisher with current charge tags intact is required for 
each torch on the roof.  The extinguisher at all times, shall be within 6m of the worker 
using the torch.  The worker shall be able to demonstrate verbal competence in the use of 
the extinguisher upon the request of the consultant.  Be advised the project may be 
delayed or shut down for non-compliance.

.2 Do not store any roofing or equipment within 100 feet of the building when the roofing crew 
is not on site.  

.3 Maintain fire watch for one hour after each day’s waterproofing operations cease.
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2.0 PRODUCTS

2.1 MATERIALS

.1 Waterproofing Membrane - Base sheet and base sheet stripping: high performance torch 
grade modified bitumen base ply designed for use in homogeneous multi-layer modified 
bitumen roof membrane systems that consists of a lightweight random fibrous glass mat or 
composite mat coated with high quality Styrene-Butadiene-Styrene (SBS) modified 
bitumen and a back surface coated with high performance modified asphalt adhesive layer 
specifically formulated for torch applications.  Acceptable products:

.1 Siplast –Terabase TG

.2 Soprema – Colphene Flam HR

.3 Or approved alternate

.2 Cap sheet and cap sheet stripping: high performance modified bitumen finish ply designed 
for use in multi-layer modified bitumen roof membrane systems that consists of fiberglass 
scrim/polyester mat composite coated with high quality Styrene-Butadiene-Styrene (SBS) 
modified bitumen and surfaced with ceramic granules.  Acceptable product:
.1 Siplast – Teranap  30 TG

.2 Soprema – Colphene Flam HR SP

.4 Or approved alternate

.3 Liquid Membrane: Liquid applied membrane consisting minimum two coats of polyethylene 
with bitumen resins encapsulating a layer of polyester fleece.  Acceptable products:

.1 Siplast Parapro 123 Flashing System

.3 Soprema Alsan RS30 Flashing

.4 Accessories:

.1 Primer: 

.1 Siplast: PA1125 Asphalt Primer.

.2 Soprema: Elastocol 500 or Elastocol Stick

.3 Or as recommended by manufacturer

.2 Adhesive: 

.1 Siplast: PA-828 Flashing Cement,

.2 Soprema: Duotack

.3 Or as recommended by manufacturer.

.3 Mastics:

.1 Siplast: PA-1021 Plastic Cement.

.2 Soprema: Sopramastic

.3 Or as recommended by manufacturer

.4 High temperature sealant: Silicone, single component, neutral cure.  Acceptable 
material:

.1 Tremco: Fyre-Sil
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.6 Drain mat under insulation, three dimensional sheet with a factory laminated 
geotextile layer, 10 mm thick:

.1 Siplast: Paradrain Drain Mat Extensive

.2 Soprema: Sopradrain Eco-5

.4 Or as recommended by manufacturer.

.7 Drain mat over insulation, three dimensional entangled filament layer with factory 
laminated geotextile layer:

.1 Colbond Building Products: Enkamat 3611R

.2 Soprema: Sopradrain Eco-Vent

2.2 ROOFING ACCESORIES

.1 Roof Drains: Ancon Watts Series FD-460-AF lacquered cast iron grate, collars and 
extensions to suit existing drain body.

.2 Vent Stack Flashing: Spun Aluminum Plumbing Vent Flashing complete with vandleproof 
spun aluminum caps.  To suit existing vent stack and cavity to be vented as manufactured 
by Menzies or an approved equivalent.

.3 Flexible Conduit Flashing:  MEF-2A Liquid Tight Flexible Conduit Flashing to suit existing 
conduit diameter, as manufactured by Thaler or an approved equivalent.

.4 Fall Arrest Anchors:  EFB-78S adhesive Roof Anchors and APB-48S adhesive Wall 
Anchors as manufactured by Probel.  Any new roof anchors must be accompanied by 
Shop Drawings stamped by a structural engineer registered in the Province of British 
Columbia.

.5 Wall Scuppers: According to Table 8.3.6, page 3 of RCABC Roofing Practices Manual with 
adequate length to penetrate parapet wall.

3.0  EXECUTION

3.1 EXAMINATION

.1 Prior to commencing installation, verify governing dimensions of building and condition of 
substrate. Ensure:

.1 Decks are firm, straight, smooth, dry, free of snow, ice or frost, and swept clean of 
dust and debris.

.2 Curbs have been built and decks have been constructed in accordance with the 
drawings.

.3 Plywood and lumber nailer plates have been installed to deck, walls, curbs and 
parapets as indicated.

.2 If substrate preparation is the responsibility of another installer, notify Consultant of 
unsatisfactory preparation before proceeding.
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.3 Proceeding with installation acknowledges acceptance of substrate.

3.2 PREPARATION

.1 Examine, clean and repair as necessary any substrate conditions that would be 
detrimental to proper installation.

.2 Do not begin installation until unacceptable conditions have been corrected.

.3 Prepare surfaces using the methods recommended by the manufacturer for achieving the 
best results for the substrate under the project conditions.

3.3 WORKMANSHIP

.1 Do waterproofing work in accordance with applicable standard in Roofing Contractors’ 
Association of B.C., Roofing Practices Manual.

.2 Do priming for asphalt waterproofing in accordance with CGSB-37-GP-15M “Application of 
Asphalt Primer for Asphalt Roofing, Damproofing and Waterproofing”.

.3 Install waterproofing elements on clean dry substrate in accordance with the 
Manufacturer's written instructions.

.4 Waterproofing work shall be scheduled and performed in a sequence such that no 
component of the assembly is left unprotected when operations are interrupted.

3.4 PLANT AND EQUIPMENT

.1 Maintain all equipment and tools in good working order.

.2 Use torch type recommended by the manufacturer of the elastomeric asphalt 
membranes.

3.5 REMOVALS

.1 Remove all existing materials required to install new waterproofing as shown on the 
drawings including all existing metal flashings, insulation, ballast, membrane flashing and 
membrane, down to the existing substrate.

.2 Sweep deck completely clean of loose debris just before commencing waterproofing 
work.

.3 Maintain waterproofing in a watertight condition.  Ensure membrane is watertight at end of 
each shift.

3.6 PREPARATION OF CURBS AND PARAPETS

.1 Remove all existing membrane flashing and blocking.  Install new blocking as detailed 
and raise existing curbs to minimum profiles as indicated on drawings.

3.7 PRIMER
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.1 Install Primer to all substrates where membrane is to be applied at a rate in accordance 
with Manufacturer’s instructions.

.2 Ensure all primed areas are covered with base sheet on same day of primer application. If 
not, re-apply primer prior to application of base sheet.

3.8 MEMBRANE INSTALLATION

.1 Installation of base sheet:

. 1 Base sheet membrane shall be unrolled dry on deck for alignment.

.2 Base sheet shall be unrolled starting from the low point of the roof.  Base sheet 
shall be re-rolled from both ends. Care must be taken to ensure good alignment of 
the first roll (parallel with the edge of the roof).

.3 Where the base sheet is being tied into an existing membrane the existing 
membrane is to be degranulated 16” back from termination.

.4 Base sheet shall be torch welded in accordance with recommendations of the 
membrane manufacturer.  During this application, under surfaces shall be melted, 
forming an asphalt bead that shall be pushed out in front of the base sheet.

.5 Care must be taken not to burn the membrane.

.6 Base sheet shall have side laps of 75 mm and end laps 150 mm.

.7 Heat seal all joints and overlaps.

.8 Application shall provide a smooth surface without air pockets, wrinkles, fish-
mouths or tears.

.9 After installation of the base sheet, check all lap seams on the base sheet.

.2 Installation of base sheet stripping:

.1 Primer coating must be dry before application of the base sheet stripping.

.2 Base sheet stripping shall be laid in strips one meter wide to vertical surfaces, 
extending on to the flat surface of the roof a minimum of 100mm.  Side laps shall 
be 75mm and shall be staggered a minimum of 100mm with the laps of the base 
sheet.

.3 Base sheet stripping shall be torch welded directly on its support from bottom to 
top.  Torch welding shall soften the underside of the base sheet without 
overheating, resulting in a uniform adhesion over the entire surface.  When 
allowed by the support, the base sheet top edge shall be nailed on 300mm 
centers.

.3 Installation of cap sheet:

.1 Once the base sheet and stripping has been applied and does not show any 
defects, the cap sheet can then be laid.

.2 Cap sheet shall be unrolled starting from the low point on the roof.  Cap sheet 
shall be re-rolled from both ends prior to torching.  Care must be taken to ensure 
alignment of the first roll (parallel with the edge of the roof).
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.3 Cap sheet shall be torch welded in accordance with the recommendations of the 
membrane manufacturer, to the base sheet membrane.  During this application, 
both surfaces shall be simultaneously melted, forming an asphalt bead that shall 
be pushed out in front of the cap sheet.

.4 Care must be taken not to burn the membranes, and their respective 
reinforcements.

.5 Base and cap sheet seams shall be staggered a minimum of 300 mm.

.6 Cap sheet shall have side laps of 75 mm and end laps of 150 mm.

.7 Make sure the two membranes are properly welded, without air pockets, wrinkles, 
fish-mouths or tears.

.8 After installation of the cap sheet, check all lap seams on the cap sheet.

.9 During installation, care must be taken to avoid asphalt seepage greater than 5 
mm at seam.

.4 Installation of cap sheet stripping:

.1 Cap sheet stripping shall be laid in strips one meter wide.  Side laps shall be 
75mm, and shall be staggered a minimum of 100mm from cap sheet laps in order 
to avoid excessive thickness.

.2 Using a chalk line, lay-out a straight line on the cap sheet surface, parallel to roof 
edge, 200mm inside roof, from base of wall.

.3 Cap sheet stripping shall be torch welded directly on its base sheet proceeding 
from bottom to top.  Torching shall soften the two membranes and ensure a 
uniform weld.

.4 Cap sheet stripping shall be applied to extend down outside face of exterior edge, 
across top of parapet, down interior vertical surface and on to flat roof a distance 
of 150mm.  Cut roll into required lengths and use width of roll (l meter) down 
length of roof, maintaining specified 75mm side laps.

3.9 INSTALLATION OF DRAINAGE MAT

.1 Review and confirm all waterproofing is complete prior to drainage mat application.

.2 Install drainage mat to entire roof surface and upturns.

.2 Perform in compliance with manufacturers requirements for lapping, corners and 
penetrations.

.3 Provide adhesive attached termination bar along leading edge where membrane not 
covered by cladding.

3.10 SEALING

.1 Apply sealant where shown and/or required by common roofing practice.

.2 Perform sealing in compliance with the workmanship, preparation and application 
requirements specified.
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.3 Provide sealed mechanical termination bar along leading edge where membrane not 
covered by cladding.

3.11 FIELD QUALITY CONTROL

.1 The roofing contractor is responsible to notify [Membrane manufacturer] [RCABC 
Observer] at commencement of roofing.

.2 Manufacturer’s technical representative to visit site during installation and provide written 
field reports to Contractor for submission to Consultant.

.3 Inspection of completed base sheet is mandatory.

.4 The roofing contractor is required to notify manufacturer at the base sheet stage of 
application and is not to proceed with application of cap sheet until base sheet application 
has been approved by manufacturer in writing.

.5 Manufacturer is to be notified upon completion of the roofing and will provide final 
inspection before the guarantee is issued.

.6 Deficiencies apparent upon final inspection must be corrected to the satisfaction of 
manufacturer prior to the guarantee being issued.

.7 Provide temporary measures as required to protect all completed work until such time that 
membrane has been covered with over burden.

.8 Touch-up, repair or replace damaged materials prior to Substantial Completion.

END OF SECTION
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1.0 GENERAL

1.1 SUMMARY

.1 The work in this section includes but is not limited to the fabrication and installation of:
.1 Metal base of wall flashing,
.2 Metal cap flashing over curbs,

1.2 REFERENCES

.1 CSSBI-S8 “Quality and Performance Specification for Pre-Finished Sheet Steel Used for 
Building Products”.

.2 ASTM-A924/A924M “Standard Specification for General Requirements for Steel Sheet, 
Metallic-Coated by the Hot-Dip Process”.

.3 ASTM-B32 “Standard Specification for Solder Metal”.

.4 ASTM-B69 “Standard Specification for Rolled Zinc”. 

.5 ASTM-B370 “Standard Specification for Copper Sheet and Strip Building Construction”.

.6 ASTM-D822 “Standard Practice for Filtered Open-Flame Carbon-Arc Exposures of Paint 
and related Coatings”.

.7 CSA-B111 “ Wire Nails, Spikes and Staples”.

.8 CAN/CGSB-93.1M “ Sheet Aluminum Alloy, Pre-Finished, Residential”.

.9 CAN/CGSB-1.171 “inorganic Zinc Coating”.

.10 ASTM-A653/A653M “Steel Sheet, Zinc Coated (Galvanized) or Zinc-Iron Alloy-Coated 
(Galvannealed) by the Hot-Dip Process.”

.11 Aluminum Association Designation System for Aluminum Finishes.

.12 Aluminum Association Aluminum Sheet Metal Work in Building Construction.

.13 CSSBI-20M “Standard for Sheet Steel Cladding for Architectural Industrial and 
Commercial Building Application”.

.14 Roofing Practices Manual, Roofing Contractors Association of British Columbia (RCABC).

1.3 QUALITY ASSURANCE

.1 Installer Qualifications: Minimum of 5 years experience with installation of similar products.

.2 Arrange pre-installation conference with Consultant and installers prior to commencing 
with installation. 

.3 Mock-up: Provide a mock-up for the evaluation of service preparation techniques, 
application workmanship and general sequencing requirements.

1. Prepare mock-up of each type of profile in accordance with Section 01 00 10- 
General Requirements as part of the actual wall.

2. The mock-up shall contain trim, stops and closures. 
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3. Mock-up to be a minimum of 300 mm (1 foot) in length.

4. Do not proceed with remaining work until workmanship, colour, gauge and profile are
approved by Consultant and Owner.

5. Re-finish mock-up as required to produce acceptable work.

6. Approved mock-up to be accepted standard for all future work.

1.4 SUBMITTALS

.1 Submit under provisions of Section 01 00 10.

.2 Product Data: Manufacturer’s data sheets on each product to be used, including;

1. Product finish and gauge.

2. Storage and handling requirements and recommendations.

3. Installation methods.

.3

.5

.8

Submit 300 mm (1 foot) length samples of all specified profiles as well as samples of all 
related accessories and fasteners in accordance with Section 01 00 10- General 
Requirements.

Maintenance Data: Provide manufacturer’s product maintenance data and guidelines.

Provide (__) full size pieces of each product used for future maintenance / replacement 
purposes by Owner.

1.5 PRODUCT DELIVERY, STORAGE AND HANDLING

.1 Do not deliver to site until such time that installation is imminent and sufficient protected 
staging area is available for on site storage. Staging area to be approved by Owner. 

.2 Store products in unopened packaging until ready for installation.

.3 Store under cover and keep dry prior to installing.

.4 Store and dispose of solvent-based materials and materials used with solvent-based 
materials, in accordance with requirements of local authorities having jurisdiction.

1.6 PROJECT / SITE CONDITIONS

.1 Environmental Requirements: Comply with requirements of Workplace Hazardous 
Materials Information System (WHMIS) regarding use, handling, storage, and disposal of 
hazardous materials; and regarding labeling and provision of material safely data sheets 
acceptable to Workers’ Compensation Board of British Columbia.

.2 Maintain environmental conditions (protection from elements, temperature, humidity and 
ventilation) within limits recommended by manufacturer for optimum results. Do not install 
products under environmental conditions outside manufacturer’s absolute limits.

1.7 WARRANTY

.1 Product Warranty: Provide manufacturer’s limited product warranty against manufacturing 
defects:
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1. Metal Flashing 10 Years

.2 Finish Warranty: Limited product finish warranty against manufacturing finish defects:

1. Provide 20 Year from date of substantial completion. Will not peel, fade or 
corrode. Finish warranty includes the cost of labour and materials.

.3 Workmanship Warranty: Application limited warranty for 2 years from date of substantial 
completion.

2.0 PRODUCTS

2.1 SHEET METAL COMPONENTS

.1 Zinc coated sheet steel: Quality to ASTM-A924/A924M “Standard Specification for 
General requirements for Steel Sheet, Metallic Coated by Hot-Dip Process”, 24 
gauge thickness unless noted otherwise with Z275 designation zinc coating.

.2 Aluminum Sheet: Quality to CAN/CGSB-93.1M “ Sheet Aluminum Alloy, Pre-
Finished, Residential”.24 gauge thickness unless noted otherwise.

.3 Copper Sheet: Quality to ASTM-B370 “Standard Specification for Copper Sheet 
and Strip for Building Construction”, H00 temper designation with minimum mass 
of 5.4 kg/m².

.4 Zinc Sheet: Quality to ASTM-B69 “Standard Specification for Rolled Zinc”, 0.8mm 
thickness unless noted otherwise.

2.2 PRE-FINISHED SHEET STEEL COMPONENTS

.1 Pre-finished steel with factory applied fluoropolymer (PVDF).

.1 Class F1S.

.2 Colour to be selected by Consultant from Manufacturer’s standard range.

.3 Specular Gloss: 30 units +/- 5 in accordance with ASTM-D523 “Standard Test 
Method for Specular Gloss”.

.4 Coating Thickness: not less than 200 micrometers.

.5 Resistance to accelerated weathering for chalk rating of 8, colour fade 5 units 
or less and erosion rate less than 20% to ASTM-D822 “Standard Practice for 
Conducting Tests on paint and Related Coatings and Materials Using Filtered 
Open Flame carbon-Arc Exposure Apparatus” as follows:

.1 Outdoor exposure period of 5000 hours.

.2 Humidity resistance exposure period of 2000 hours.

2.3 PRE-FINISHED ALUMINUM COMPONENTS

.1 Finish: Factory applied coating to CAN/CGSB-93.1M “Sheet Aluminum Alloy, Pre-
Finished, Residential”, amended as follows:

.1 Type 1
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.2 Class F2S.

.2 Colour to be selected by Consultant from Manufacturer’s standard range.

.3 Specular Gloss: 30 units.

.4 Coating Thickness: not less than 25 micrometers.

2.4 ACCESSORIES & FASTENERS

.1 Isolation Coating: Alkali resistant bituminous paint.

.2 Pop Rivets: Of same material as sheet metal, of length and thickness suitable.

.3 Fasteners: Of same material as sheet metal, to CSA-B111 “Wire Nails, Spikes and 
Staples”, ring thread flat head roofing nails of length and thickness suitable for metal 
flashing application.

.4 Washers: Of same material as sheet metal, 1mm thick with rubber packings.

.5 Solder: To ASTM-B32 “Standard Specification for Solder Metal”.

.6 Flux: Rosin, cut hydrochloric acid, or commercial preparation suitable for materials to be 
soldered.

.7 Touch-up Paint: As recommended by pre-finished material Manufacturer.

2.5 GENERAL FABRICATION

.1 Fabricate metal flashings and other sheet metal work in accordance with applicable 
RCABC details and indicated on drawings.

.2 Form pieces in 3000 mm (10 foot) maximum lengths. Make allowance for expansion at 
joints.

.3 Form sections square, true and accurate to size, free from distortion and other defects 
detrimental to appearance or performance.

.4 Hem exposed edges on underside 12mm (3/8”).

.5 Return finished side at underside to conceal unfinished underside at all exposed visible 
locations.

2.6 METAL FLASHING

.1 Form all flashing from 24 gauge sheet metal to profiles as indicated on drawings.

2.7 DOWNSPOUTS

.1 Form downspouts from zinc or pre-finished aluminum sheet metal.

.2 Colour: As selected from manufacturer’s standard colour range. Match cladding colour 
unless noted otherwise. Colour and size to be approved by Owner.

.3 Downspouts Size: Rectangular 50mm x 75 mm (2” x 3”) or 75mm x 100mm (3”x 4”). 

.4 Cleanout: Provide cleanout near grade with mesh screen. Size to suit downspout size.
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.5 Secure downspouts to cross-cavity flashings at each floor level with matching colour metal 
brackets where feasible.

.6 Provide precast concrete splash pad at bottom of downspout where downspout not 
connected to storm system.

.7 Provide goosenecks, elbows, outlets, drop outlets, strainer baskets and all necessary 
fasteners.

.8 Brackets to be spaced at 12” O.C. unless noted otherwise.

2.11 SCUPPERS

.1 Form scuppers from copper sheet metal or vinyl coated sheet metal to profiles indicated. 
Contractor is to confirm the compatibility of scupper with waterproofing membrane.

.2 Scupper to be provided with 4” minimum flange size and outlet connection to suit 
downspout.

.3 Solder all joints in scupper construction.  

3.0  EXECUTION

3.1 EXAMINATION

.1 Prior to commencing installation, verify governing dimensions of building and condition of 
substrate.

.2 If substrate preparation is the responsibility of another installer, notify Consultant of 
unsatisfactory preparation before proceeding.

.3 Proceeding with installation acknowledges acceptance of substrate.

3.2 PREPARATION

.1 Examine, clean and repair as necessary any substrate conditions that would be 
detrimental to proper installation.

.2 Do not begin installation until unacceptable conditions have been corrected.

.3 Prepare surfaces using the methods recommended by the manufacturer for achieving the 
best results for the substrate under the project conditions.

3.3 GENERAL INSTALLATION

.1 Install sheet metal work in accordance with RCABC details, and Aluminum Sheet Metal 
Work in Building Construction as detailed.

.2 Use concealed fastenings except where approved before installation.

.3 Provide underlay under sheet metal. Secure in place and lap joints 100mm (4”) minimum.
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3.4 FLASHING

.1 Connect flashing joints with S-locks or standing seams forming tight fits over hook strips.

.2 Install sealant at all joints not installed over a self-adhesive membrane counter flashing.

.3 Lock end joints and caulk with sealant.

.4 Provide flashing with 4” flanges where horizontal flashing meet walls with safety edges. 
Mechanically attach flange to flashing and back seal joint and to eliminate pin hole 
penetrations after fold.

.5 Provide folded end-dams at window/door head and sill flashing terminations.

3.6 DOWNSPOUTS

.1 Install downspouts and provide goosenecks back to wall. Secure downpipes to wall with 
straps at 1800 mm (6 feet) O.C. . Provide 2 straps minimum per downspout.

.2 Provide concrete splash blocks at locations where downspouts are not connected to 
drains. Provide elbow at bottom of downspout to direct runoff away from building.

3.7 SCUPPERS

.1 Install scuppers as indicated on drawings with positive slope to drain.

.2 Lap scupper flange between deck membrane and seal to scupper.

.3 Connect scupper to downspout.   

3.8 FIELD QUALITY CONTROL

.1 Manufacturer’s technical representative to visit site during installation and provide written 
field reports to Contractor for submission to Consultant as requested.

.2 Protect all completed work.

 

END OF SECTION
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1.0 GENERAL

1.1 SUMMARY

.1 The work in this section includes but is not limited to:
.1 Supply and installation of exterior sealants, including joint accessories, on all 

aspects of the project, unless specifically identified in the construction 
documentation.

1.2 REFERENCES

.1 ASTM C719-93(2010) Standard Test Method for Adhesion and Cohesion of Elastomeric 
Joint Sealants Under Cyclic Movement.

.2 ASTM C794-10 Standard Test Method for Adhesion in Peel of Joint Sealants

.3 ASTM C834 Standard Specification for Latex Joint Sealants

.4 ASTM C920-11 Standard Specification for Elastomeric Joint Sealants.

.5 ASTM C1193-11a Standard Guide for Use of Elastomeric Joint Sealants.

.6 ASTM C1248-08 Standard Test Method for Staining of Porous Substrate by Joint Sealants

.7 ASTM C1330 Cylindrical Sealant Backing for Use with Cold Applied Sealants 

.8 ASTM C1510-05a(2011) Standard Test Method for Staining and Color Change for Single 
or Multi-Component Joint Sealants

.9 ASTM D2203 Standard Test Method for Staining from Sealants

.10 CAN/CGSB-19.24 “Multi-component, Chemical Curing Sealing Compound”.

.11 CAN/CGSB-19.18, “Sealing Compound, One-Component, Silicone Base, Solvent Cure”.

1.3 QUALITY ASSURANCE

.1 Installer Qualifications: Minimum of 2 years experience with installation of similar products.

.2 Arrange pre-installation conference with Consultant and installers prior to commencing 
with installation. If requested by Consultant, manufacturer’s representative to be present.

.3 At the request of the Consultant, the manufacturer’s representative will visit the site and 
provide in writing to the Consultant a report of their observations noted.

.4 Contractor to permit and facilitate access to site, at all times, for above mentioned 
manufacturer's representative.

.5 Mock-up: Provide a sealant mock-up for the evaluation of service preparation techniques, 
joint accessories, sealant colour, joint size, adhesion, application workmanship and 
general sequencing requirements.

1. Prepare mock-up in accordance with Section 01 00 10- General Requirements as part 
of the actual wall.

2. Mock-up to show location, size, shape and depth of joints complete with back-up 
material, primer and sealant. 
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3. Undertake field adhesion tests to confirm adequate sealant bonds to their substrates in 
advance of general installation.  The samples are to cure for a minimum one week or 
as per manufacturer’s recommendations prior to the tests.

4. Do not proceed with remaining work until workmanship mock-up and color are 
approved by Consultant and Owner. 

5. Re-finish mock-up area as required to produce acceptable work.

6. Approved mock-up to be accepted standard for all future work.

1.4 SUBMITTALS

.1 Submit under provisions of Section 01 00 10– General Requirements.

.2 Product Data: Provide manufacturer’s data sheets on each product to be used, including;

1. Preparation instructions and recommendations.

2. Storage and handling requirements and recommendations.

3. Installation methods.

.3 Verification Samples: For each finish product specified, provide two sealant samples 
representing the actual color.

.4 Manufacturer’s representative to visit site and provide field visit/site visit reports if/as 
requested by Consultant.

.5 Maintenance Data: Upon project completion, provide manufacturer’s product maintenance 
data and guidelines.

1.5 PRODUCT DELIVERY, STORAGE AND HANDLING

.1 Do not deliver to site until such time that installation is imminent and sufficient protected 
staging area is available for on site storage.

.2 Store products in manufacturer’s unopened packaging until ready for installation.

.3 Store products up off ground under cover and keep dry prior to installing.

.4 Store primers and sealants in cool dry location with ambient temperature range of 10°C - 
25°C for one day minimum prior to use.

.5 Store and dispose of solvent-based materials and materials used with solvent-based 
materials, in accordance with requirements of local authorities having jurisdiction.

1.6 PROJECT / SITE CONDITIONS

.1 Environmental Requirements: Comply with requirements of Workplace Hazardous 
Materials Information System (WHMIS) regarding use, handling, storage, and disposal of 
hazardous materials; and regarding labeling and provision of material safely data sheets 
acceptable to Workers’ Compensation Board of British Columbia.

.2 Conform to all Manufacturer's recommendations regarding installation, temperature, 
relative humidity, substrate moisture content for application and curing, and other special 
conditions governing use.
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.3 Do not install primers or sealants when atmospheric temperatures or joint surfaces are 
less than 4°C.

1.7 COMPATIBILITY

.1 Compatibility between components is essential.  When required, provide written 
declaration from manufacturer to the Consultant stating that materials and components, as 
assembled in system, meet this requirement.

.2 Determine materials forming joints and adjacent materials do not adversely affect sealant 
materials or accessories and do not affect sealant color.

.3 Contractor to confirm compatibility of sealant with adjacent materials prior to application.

1.8 WARRANTY

.1 Product Warranty: Provide signed copies of the following warranties against adhesive and 
cohesive failure of sealant and against infiltration of water and air through sealed joint for a 
period of 2 years from date of substantial completion:

1. Manufacturer’s standard warranty covering sealant materials.

2. Applicator’s standard warranty covering workmanship.

2.0 PRODUCTS

2.1 MATERIALS

.1 Sealant acceptable for use on this project must be listed on CGSB Qualified Products List 
issued by CGSB Qualification Board for Joint Sealants. Where sealants are qualified with 
the installation of primers, the proper primers are to be used.

2.2 Accepted product manufacturers
A. Tremco Sealants
B. Dow Corning
C. GE by Momentive Performance Materials Inc.
F. Other; only as approved by Consultant.

2.3 Silicone Sealants
A.   Single Component Silicone: ASTM C 920, Type S, Grade NS, Class 50; Uses NT, M, G, A 

and O: single component, neutral curing, nonstaining, nonbleeding, color as selected.

1. Tremco Spectrem 3
2. Dow Corning 795
3. GE Silicone SCS2000 SilPruf

2.7 ACCESSORIES

.1 All accessories associated with the installation of sealants are to be in accordance with 
manufacturer’s recommendations.

.2 Joint Cleaner: Non-corrosive and non-staining type, compatible with joint forming materials 
and sealant recommended by sealant manufacturer.
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.3 Primers: As recommended by each sealant manufacturer.

.4 Backing Material: Pre-formed compressible and non-compressible, polyethylene, urethane, 
neoprene or vinyl foam.

.1 Extruded closed cell foam backer rod.

.2 Size: Oversize 30 to 50%.

.4 Bond Breaker Tape: Polyethylene bond breaker tape which will not bond to sealant or 
bond breaker as recommended by the sealant manufacturer (in writing, if requested by the 
Consultant).

.5 Masking Tape: Non-staining, non-absorbent tape product compatible with joint sealants 
and adjacent joint surfaces.

3.0  EXECUTION

3.1 EXAMINATION

.1 Prior to commencing installation, verify governing dimensions and condition of substrate.

.2 If substrate preparation is the responsibility of another installer, notify Consultant of 
unsatisfactory preparation before proceeding.

.3 Proceeding with installation acknowledges acceptance of substrate.

3.2 PREPARATION OF JOINT SURFACES

.1 Examine, clean and repair as necessary any substrate conditions that would be 
detrimental to proper installation.

.2 Do not begin installation until unacceptable conditions have been corrected.

.3 Prepare surfaces using the methods recommended by the manufacturer for achieving the 
best results for the substrate under the project conditions.

.4 Examine joint sizes and conditions to establish correct depth to width relationship for 
installation of backup materials and sealants.

.1 Install joint backing to maintain the following joint ratios:

.1 Joints up to 13 mm (1/2”) wide; 1:1 width to depth ratio.

.2 Joints greater than 13 mm (1/2”) wide; 2:1 width to depth ratio; maximum 
½” joint depth.

.5 Clean bonding joint surfaces of harmful substances including dust, rust, oil, grease, and 
other matters which may impair the work.

.6 Do not apply sealants to joint surfaces treated with sealer, curing compound, water 
repellent, or other coatings unless field tests have been performed to ensure compatibility 
of materials. Remove coatings as required.

.7 Ensure joint surfaces are clean, dry and frost free.

.8 Prepare surfaces in accordance with manufacturer's recommendations.
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3.3 PRIMING

.1 Mask adjacent surfaces prior to priming and caulking.

.2 Prime sides of joints in accordance with sealant manufacturer's instructions immediately 
prior to caulking.

3.4 BACK-UP MATERIAL

.1 Install bond breaker where required in accordance with Manufacturer's instructions.

.2 Install joint filler to achieve correct joint depth and shape, with approximately 30% 
compression.

3.5 MIXING

.1 Mix materials in strict accordance with sealant Manufacturer's instructions.

3.6 SCHEDULE - SEALANT SELECTION

.1 Exterior sealant joints with joint widths less than ¾":

.3 Contact consultant for joints greater than ¾” wide.

3.6 SEALANT APPLICATION

.1 Sealant Applications: Apply sealant in accordance with manufacturer's written instructions 
respecting maximum and minimum joint dimensions.

.1 Mask edges of joint to provide neat joint.

.2 Apply sealant using gun with proper nozzle size and tooling accessories 
recommended by manufacturer.

.3 Apply by pushing the sealant ahead of the application nozzle using adequate 
pressure to fill the entire joint.

.4 Apply sealant in continuous beads from bottom to top for vertical joints and from 
one direction for horizontal joints.

.5 Use sufficient pressure to fill voids and joints completely.

.6 Form surface of sealant joint with a smooth and full bead of sealant.  It is to be 
free from ridges, wrinkles, sags, air pockets and embedded impurities.

.7 Tool exposed surfaces before skinning begins to give proper concave shape.

.8 Remove excess compound promptly as work progresses and upon completion.

.2 Curing:

.1 Allow sealant to cure in accordance with sealant manufacturer's instructions.

.2 Do not cover up sealant until proper curing has taken place. 
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3.7 CLEAN-UP

.1 Clean adjacent surfaces immediately and leave work neat and clean.

.2 Remove sealant excess and droppings, using manufacturer recommended cleaners as 
work progresses.

.3 Remove masking tape after initial set of sealant without disturbing seal.

3.8 FIELD QUALITY CONTROL

.1 Manufacturer’s technical representative to visit site during installation and provide written 
field reports to Contractor for submission to Consultant as requested.

.2 Touch-up, repair or replace damaged materials prior to Substantial Completion.

.3 Protect all completed work.

END OF SECTION
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1. GENERAL

1.1. SUMMARY

.1 Prepare the sloped glazing openings with waterproofing details and flashing as indicated 
on the drawings.

.2 Supply and install new aluminum curtain wall skylight complete with frames, anchors, 
brackets, hardware, condensation gutter and other related components at the locations 
identified on the drawings.

.3 The window supplier will be responsible for the design of the fenestration system and the 
design of the secondary structure system to transfer all loads to the primary structure.

1.2. REFERENCES

.1 ASTM-E283 “Standard Test Method for Determining the Rate of Air Leakage through 
Exterior Windows, Curtain Walls and Doors under Specified Pressure Differential across 
the Specimen.”

.2 ASTM-E330 “Standard Test Method for Structural Performance of Exterior Windows, 
Curtain Walls and Doors by Uniform Static Air Pressure Difference.”

.3 ASTM-E783 “Standard Test Method for Field Measurement of Air Leakage through 
Installed Exterior Windows and Doors.”

.4 ASTM-E1105 “Standard Test Method for Field Determination of Water Penetration of 
Installed Exterior Windows, Curtain Walls and Doors by Uniform or Cyclic Static Air 
Pressure Difference.”

.5 CSA-A440 “Windows, including A440.1 - User Selection Guide to A440, A440.2 - Energy 
Performance Evaluation of Windows and Other Penetration Systems, A440.3 - User 
Guide to A440.2, and A440.4 - Window and Door Installation.”

.6 Glazing Recommendations for Sealed Insulating Units by Insulating Glass Manufacturers 
of Canada.

.7 British Columbia Energy Efficiency Act, 2011.

.8 [2012 British Columbia Building Code] [2014 Vancouver Building By-Law 10908] 

1.3. PERFORMANCE REQUIREMENTS

.1 All new curtain wall systems to comply fully with CSA-A440 and the following performance 
requirements.

.1 Air Tightness: To Fixed rating for fixed glazed units.  To minimum A3 rating for 
operable units

.2 Water Penetration: To minimum B7 rating. 

.3 Wind Loading: To minimum C4 rating.

.4 U-Value: 2.00 W/M2K
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.5 SHGC: 0.4 maximum

.6 Visible light transmittance: 68% minimum

1.4. DESIGN REQUIREMENT

.1 Limit deflection under full design load to L/175.

.2 Skylights to have minimum 15% [22.5 degree] slope from horizontal.

1.5. SUBMITTALS

.1 Submit all documentation and samples in accordance with Section 01 00 10.

.2 Submit test reports to confirm that the window and door and sloped glazing systems 
comply with the performance requirements.

.3 Submit thermal modeling test results complying with U-value.

.4 Submit letter from glazing contractor confirming that all products will be supplied and 
installed according to the descriptive and performance requirements of this specification. 
Identify any specified requirements that are in error or cannot legitimately be met, and 
provide alternatives which meet the intent of the specifications for the Consultant to 
approve.

.5 Submit shop drawings under seal of a Professional Engineer registered in British 
Columbia.  The shop drawings must meet the following criteria:

.1 Show scaled elevations, sections, dimension, and quantity of units.  Indicate rough 
opening requirements and maximum tolerances of adjacent construction.

.2 Provide full size details of all perimeter and interface conditions.  Show relationship to 
other work, including attachment of flashing, air barrier, moisture barrier, and locations 
of sealant joints.  Show extrusion profiles and engagement of glass and infill materials.  
Indicate drainage paths for glazing cavities.

.3 Show method of structural reinforcement and attachment to building, including 
provisions for thermal movement and building movement.  Identify all structural 
fasteners.

.4 Schedule glass types and sealed unit makeup.  Identify glass types, thickness, 
finishes, edge seal and location of isolation coatings. Indicate calculated design loads 
for glazing units.

.6 Submit Schedule B-1 “Assurance of Professional Design and Commitment for Field 
Review” and Schedule B-2 “Summary of Design and Field Review Requirements” in 
accordance with the appropriate codes together with shop drawings.

.7 Submit Schedule C-B “Assurance of Professional Field Review and Compliance” promptly 
on completion of work.

.8 Submit samples of materials requested (i.e., frame sections, glass and glazing material, 
fasteners and hardware).  The samples are to be submitted without additional cost to 
Owner.
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.9 Submit maintenance data for incorporation into the project’s maintenance manual.  The 
maintenance data include:

.5 Data for maintenance and cleaning of finishes.

.6 Data for cleaning of glass.

.7 Data for maintenance of door and window operating hardware.

.10 Submit all warranties promptly on completion of work.

1.6. MOCK-UP

.1 Provide and install sample of curtain wall as a mock-up of sloped glazing for Owners and 
Consultants review and acceptance prior to delivery of remaining windows.  Curtain wall 
type and location to be selected by the Consultant.

.2 Sample installation shall be in accordance with project requirements and may be included 
as part of the completed work if accepted by Consultant.

.3 Sample unit shall consist of a typical unit including, but not limited to specified mullions, 
glazing, glazing tints, surface finishes and all hardware.

.4 Mock-up location shall include all surrounding building envelope components including, 
but not limited to interior finishes, vapour retarder, framing, moisture barrier, sealants, 
strapping, flashings, trims and cladding.  Plywood can be temporary utilized for the mock-
up in lieu of cladding finishes.  

.5 Curtain wall manufacturer shall review, verify and provide written acceptance to verify 
compliance for installation and warranty.

.6 Mock up shall be tested in accordance with CSA A440 standards to confirm performance 
requirements.

1.7. QUALITY ASSURANCE

.11 Manufacturer and Installation Contractor to be a member in good standing of the Glazing 
Contractors Association of British Columbia, and have a minimum of five years 
documented experience.  Contractors to provide documentation of previous experience as 
requested.

.12 Confirm that surfaces to which the materials are to be applied are in a condition suitable 
for this application.

.13 Unless otherwise specified, comply with Manufacturer’s latest printed instructions for 
materials and installation methods.

.14 Notify Consultant in writing of any conflict between these specifications and 
Manufacturer’s instructions.  Consultant will designate which document is to be followed.

1.8. FIELD TESTING

.1 Field Testing to be completed by Consultant to verify compliance with specified water 
penetration performance requirements. (Minimum B7 rating)

.2 Water penetration performance testing shall be completed on the mock-up.  Testing shall 
include the curtain wall and surrounding building envelope components.
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.3 Upon passing the mock-up test, the Contractor will be permitted to install the remaining 
curtain walls for the project. 

.4 Sloped glazing will be field-tested by the Consultant.  Testing shall include the sloped 
glazing and surrounding building envelope components.

.5 The Contractor is to assist Consultant to perform field tests of water penetration.  
Assistance includes:

.1 Arranging access to the units.

.2 Supplying water to an adequate pressure and flow.

.3 Assisting in assembling pressure chambers as directed by the Consultant (included in 
the contract allowance.)

.4 Setting up and dismantling rain-rack.

.5 Operating test equipment (blower and water) during the test.

.6 Where test or reviews reveal work not in accordance with contract requirements, 
contractor shall pay cost for re-testing and verifications.  All tests and re-tests shall be 
completed by the testing agency.

.6 In the event of a failure of the field window test, the same unit shall be re-tested in addition 
to two other units. Contractor is to cover the costs of these additional tests.

1.9. ENVIRONMENTAL REQUIREMENTS

.1 Glaze with sealant or tapes only when glazing surfaces are at temperatures 
recommended by the tape or sealant Manufacturer, and when glazing surfaces are free of 
moisture.

.2 Ensure the moisture content and temperature of substrate conforms to the Manufacturer’s 
minimum requirements before proceeding with waterproofing details at window and door 
openings.
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1.10. COMPATIBILITY

.1 Compatibility between components of system and adjacent materials is essential.  Where 
required, provide a written declaration to Consultant stating that materials and 
components, as assembled in system, meet this requirement.

.1 Separator for dissimilar metals to prevent galvanic reaction.

1.11. PRODUCT DELIVERY, STORAGE AND HANDLING

.1 Deliver, handle and store units in accordance with manufacturer’s directions.

.2 Store units vertically, in a clean, dry, secured and protected area with a positive bottom 
support at right angles to the plane of glass.

.3 Store units blocked off the ground in an approved manner to prevent warping, twisting, 
undue strain on assembly or physical abuse and damage.

.4 Refer to testing sections for required testing prior to delivery of windows on site.

1.12. WARRANTY

.1 Warranties for windows shall be as follows:

.1 2-year parts and labour warranty.

.2 5-year water penetration.

.3 10-year sealed unit warranty. 

.2 All on-site modifications to window assemblies are to be in accordance shall have written 
approval from Manufacturer and shall not compromise specified warranties.

2.0 PRODUCTS

2.1. MATERIALS

.1 All materials to meet minimum design and material specification of CSA-A440 and 
CAN/CGSB-82.1.

.2 Glass: In accordance with CAN/CGSB-12.20 “Structural Design of Glass for Buildings.”

.3 Aluminum: Extruded sections of aluminum alloy 6063, T5 temper.

.4 Fastener: In accordance with Manufacturer requirements and compatible with adjacent 
materials.  All exposed fasteners to be stainless steel within drainage path.  Should meet 
minimum 2000hrs salt spray test (e.g. DT2000).

.5 Gaskets: Exterior and interior gaskets as required by manufacturer.

.6 Sealant: Compatible with adjacent materials.

.7 Setting Block: Block material to be compatible with edge sealant for sealed units with 80 
Shore A durometer hardness.

2.2. SLOPED GLAZING SYSTEM DESCRIPTION
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.1 The aluminum framed curtain wall skylight shall be stick-built, exterior glazed four-sided 
pressure cap system, and constructed with mullion configurations as shown on drawings. 
Acceptable products:

.1 Kawneer 2000 Skylight.

.1 Size: [As selected by Consultant]  [As indicated on drawings]

.2 Columbia SPM Series.

.1 Size: [As selected by Consultant]  [As indicated on drawings]

.3 Alternative approved by Consultant.

.2 Provide rainscreen extrusions designed to control water that penetrates past the exterior 
glazing seal.  All functions, overlaps and joints must allow water to flow freely.  All 
materials are to be in installed in a shingled fashion without water ponding over any 
sealed joints.

.3 Provide an effective air barrier at the shoulder of the system.

.4 Provide continuous air barrier around the perimeter of the frame.

.5 Provide drainage of curtain wall skylight to the exterior or the exterior wall rainscreen. 

.6 Any moisture in the curtain wall skylight is to be wept to the exterior without compromising 
the air barrier of the system.  The Consultant must approve the sizes and locations of the 
drainage path as designed in the shop drawings.

2.3. FABRICATION

.1 Assemble sloped glazing to ensure neat, weather-tight construction free from defects 
affecting appearance or performance.

.2 Fabricate units square and true with a maximum tolerance of +/- 3 mm for units with a 
diagonal measurement under 1800 mm and +/- 6 mm for larger units. 

.3 Fabricate and assemble framing to replicate details of tested assemblies.

.4 Do not bridge thermal barriers with flashing or other conductive materials.

.5 Conceal fasteners whenever possible.

.6 Pre-formed gaskets to be continuous and in one piece, cut oversize materials to allow for 
shrinkage and install with tightly fitted corners.

.7 Brace frames to maintain squareness and rigidity during shipment and installation.

2.4. ALUMINUM FINISH

.1 Glass to be designed in accordance with Glazing Recommendations for Sealed Insulating 
Units by Insulating Glass Manufacturers of Canada and to include:

.1 Insulated glass units to have a soft coat metallic low-e coating on surface no. 2. 
Acceptable products:

a) Solarban 60.

b) Ti-Ac 40.

c) Alternative approved by Consultant.
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.2 Low-e coating shall have edge deletion.

.3 Glass at North Shore Credit Union: 

a) Option 1: tempered only, with burglary resistant security film of at least 10-mil 
thickness. Approved product: SCLAR L600 by 3M, or approved alternate.

b) Option 2: tempered and laminated, with an interlayer of 0.060” to provide 
resistance to breakage.

.4 Glass at Sweater Shop and Jewelry Store: Tempered only.

.5 Warm edge spacer.

.6 Argon filled.

.2 Insulated spandrel panels to be fully insulated, rainscreen and pressure equalized units 
and are to be per Kawneer 1600UT series. Spandrel panels to include:

.1 Aluminum backpan, fully sealed to mullions for continuous air, vapour and moisture 
barrier.

.2 3” thick semi-rigid insulation, secured with welded stick pins, tight to backpan. 

.3 Reynobond prefinished aluminum infill panel, 4.0 mm thickness, “glazed-in” style per 
Kawneer 1600UT series.

3.0 EXECUTION

3.1. PREPARATION OF WALL OPENING

.1 Prepare wall openings as indicated in the drawings.  

.2 Field Measurements: Verify actual measurements/openings by field measurements before 
fabrication; show recorded measurements on shop drawings. Coordinate field 
measurements, fabrication schedule with construction progress to avoid construction 
delays.

3.2. CURTAIN WALL SLOPED GLAZING INSTALLATION

.1 Install skylight systems plumb, level, and true to line, without warp or rack of frames with 
manufacturer’s prescribed tolerances and installation instructions. Provide support and 
anchor in place.

.2 Dissimilar Materials: Provide separation of aluminum materials from sources of corrosion 
or electrolytic action contact points.

.3 Glazing: Glass shall be outside glazed and held in place with extruded aluminum pressure 
plates anchored to the rafters using stainless steel fasteners.

.4 Water Drainage: Water shall be typically diverted to the rafters and exit to the exterior of 
the building through weeps in the baffle and gutter. Typical horizontal covers and pressure 
plates will not require weep holes.

.5 All curb construction to support skylight ridges and barrel vaults is to be designed by the 
architect and building engineer to be rigid with negligible deflection (either horizontally or 
vertically) under design loads.
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3.3. FLASHING INSTALLATION

.1 Provide custom metal flashing.

.2 Install metal flashing in accordance with Section 07 62 00 - Metal Flashing and Trim.  The 
flashing is to be uniform, level in length, straight in alignment with plumb upstands and 
faces. Use one piece lengths at each location.

3.4. CLEANING AND ADJUSTMENT

.1 At completion of work, clean all glass and frames with soap or other approved cleaning 
agent, on interior and exterior surfaces, per manufacturer’s instructions. 

.2 Remove all excess glazing or joint sealing materials from exposed surfaces.  Clean and 
polish glass.

.3 Adjust all hardware, as required, for proper function.

END OF SECTION
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1. GENERAL

SUMMARY
.1 section includes: all labour, materials, tools and other equipment, services and 

supervision required to complete all exterior repainting work, as indicated on finish 
schedules and to the full extent of the drawings and specifications.

.1 .This section of work includes but is not limited to:
.1 Surface preparation of substrates as required for acceptance of primer and paint
.2 Installation of primer and paint to structural steel for mechanical closure
.3 Installation of paint for parking stalls
.4 Installation of primer and paint to structural steel for bollards

REFERENCES

.1 Master Painters and Decorators Association of British Columbia Reference Manuals 
(Painting Specification Manual):

.1 New Surfaces – CPCA / MPDA Painting Specification Manual, latest edition.

.2 Existing Surfaces – MPDA Maintenance Repainting Guide, latest edition.

.3 MPI Repaint surface preparation (RSP) standards

.2 ASTM-D3359 “Standard Test Method for Measuring Adhesion by Tape Test”.

.3 ASTM-D2247 “Standard Practice for testing Water Resistance of Coatings in 100% 
Relative Humidity”.

.4 [ 2014 Vancouver building By-Law]

SOURCE QUALITY CONTROL

.1 Retain purchase orders, invoices and other documents to prove that material used in 
contract meets requirements of specification and produce when requested by Consultant.

QUALIFICATIONS

.1 Qualifications of the Manufacturer: The paint products of the Paint Manufacturer shall be 
listed in the Paint Specification Manual under “Paint Product Recommendation” section, 
or approved equivalent.

.2 Qualifications of the Applicators: The contractor shall have a minimum of five (5) years 
proven satisfactory experience. This contractor shall maintain a qualified crew of painters 
throughout the duration of the work who shall be qualified to filly satisfy the requirements 
of this specification.

QUALITY ASSURANCE
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.1 Unless otherwise specified, comply with manufacturer’s latest printed instructions for 
materials, surface preparation and installation method.

.2 Notify Consultant in writing of any conflict between these specifications and 
Manufacturer’s instructions. Consultant will designate which document is to be followed.

.3 Arrange pre-installation conference with Consultant and installers prior to commencing 
with installation. If requested by Consultant, manufacturer’s representative to be present.

.4 Mock-up: Provide a mock-up for the evaluation of service preparation techniques, 
application workmanship and general sequencing requirements.

.5 Prepare mock-up in accordance with Section 01 00 10 - General Requirements as part of 
the actual wall.  The mock-up shall be a minimum of 3 meters by 3 meters (10 feet x 10 
feet) in size.

.6 Apply product to a test area to confirm method of application and colour. Test area to be 
a minimum of one (1) square meter and can form part of the finished work.

.7 Do not proceed with remaining work until workmanship, colour, texture, gloss and sheen 
are approved by Consultant and Owner. 

.8 Re-finish mock-up area as required to produce acceptable work.

.9 Approved mock-up to be accepted standard for all future work.

SUBMITTALS

.1 Submit under provisions of Section 01 00 10.

.2 Product Data: Manufacturer’s product data sheets on each product to be used.

.3 Preparation instructions and recommendations.

.4 Storage and handling requirements and recommendations.

.5 Installation methods.

.6 Verification Samples: For each finish product specified, two samples.

.7 Provide manufacturer’s installation instructions and keep 1 copy on site at all times for 
reference by Consultant if requested.

.8 Manufacturer’s representative to visit site and provide field visit/site visit reports if/as 
requested by Consultant.

.9 Maintenance Data: Provide manufacturer’s product maintenance data and guidelines.

.10 Provide (1) five gallon pail of each product used for future maintenance / replacement 
purposes by Owner.
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PRODUCT DELIVERY, STORAGE AND HANDLING

.1 Do not deliver to site until such time that installation is imminent and sufficient protected 
staging area is available for onsite storage. Staging area to be approved by Owner.

.2 Store products in manufacturer’s unopened packaging until ready for installation.

.3 Store up off ground and lay flat on smooth level surface. Store under cover in controlled 
environment and keep from freezing prior to, during and after installing.

.4 Store and dispose of solvent-based materials and materials used with solvent-based 
materials, in accordance with requirements of local authorities having jurisdiction.

PROJECT / SITE CONDITIONS

.1 Safety and Environmental Requirements: Comply with requirements of Workplace 
Hazardous Materials Information System (WHMIS) regarding use, handling, storage, and 
disposal of hazardous materials; and regarding labeling and provision of material safety 
data sheets acceptable to Workers’ Compensation Board of British Columbia.

.2 Maintain environmental conditions (protection from elements, temperature, humidity and 
ventilation) within limits recommended by manufacturer for optimum results. Do not install 
products under environmental conditions outside manufacturer’s absolute limits.

.3 Apply paint finishes only when temperature and ventilation at location of installation can 
be satisfactorily maintained in accordance with Manufacturer’s recommendations.

.4 Substrate and ambient temperature must be within limits prescribed by Manufacturer.

.5 Maintain minimum substrate and ambient air temperature of 5° C for Alkyd (interior and 
exterior) and 7° C (interior) and 10° C (exterior) for latex paints.  Maximum relative 
humidity 85%. Maintain supplemental heating until paint has cured sufficiently.

.6 Provide temporary heating where permanent facilities are not available to maintain 
minimum recommended temperatures.

.7 Apply paint finish only in areas where dust is no longer being generated by related 
construction operations such that airborne particles will not affect the quality of the 
finished surface.

.8 Apply paint only when surface to be painted is dry, properly cured and adequately 
prepared.

.9 Maximum moisture content of substrates as follows:
.1 Plaster and Wallboard - 12%
.2 Wood - 15%

EXISTING CONDITIONS

.1 Report to the Consultant conditions of deteriorated materials found during preparation not 
previously disclosed.
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PROTECTION

.1 Remove all electrical plates, surface hardware, fittings and fastenings, prior to painting 
operations. These items shall be carefully stored, cleaned and replaced on completion of 
work in each area. No solvent shall be used to clean hardware that will affect the finish of 
the hardware.

WARRANTY

.1 Product Warranty: Provide manufacturer’s limited product warranty against manufacturing 
defects:

.1 Finish: (5 Years)

.2 Cracking: (5 Years) 

.2 Fading & Peeling: (5 Years)

.2 Workmanship Warranty: Application limited warranty for 2 years from date of substantial 
completion.

2.0 products 

2.1. MANUFACTURERS

.1 Paint materials for each coating formulae to be products of a single Manufacturer.

.2 Primer, filler and paint materials shall be listed under “Paint Product Recommendations” 
as covered in the Painting Specification Manual.

2.2. MATERIALS
Repaint exterior surfaces in accordance with the following MPI Repainting Manual requirements:

.1 Structural steel and metal fabrication
REX 5.1B waterborne light industrial coating (over epoxy rich primer

.2 Concrete horizontal surface
REX 3.2F Alkyd zone/traffic marking finish

2.3. TOOLS AND EQUIPMENT

.1 Consultant will determine areas where power tools or equipment may be used for both 
preparing and painting of substrate.

3.0 execution
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3.1. SURFACE PREPARATION

.1 All surfaces to receive painting are to be fully finished, suitable for the application of 
surface preparation, priming and coating in accordance with the Painting Specification 
Manual
.1 Structural steel and metal fabrication- surface preparation to performed to a MPI 

DSD-3 level

.2 All surfaces to receive painting are to be fully finished, suitable for the application of 
surface preparation, priming and coating in accordance with manufacturers 
recommendation

3.2. PAINT APPLICATION

.1 Method of application and uniform coats of specified film thickness to be in agreement 
with coating supplier and Consultant.

.2 Apply each coat at the proper consistency.

.3 Sand lightly between coats to achieve an anchor for the required finish.

.4 Do not apply finishes on surfaces that are not sufficiently dry.

.5 Exterior woodwork which is to receive a paint finish shall be back-primed upon arrival at 
the job site with exterior primer paint.

.6 Interior woodwork which is to receive a paint or enamel finish shall be back-primed upon 
arrival at the job site with enamel undercoating paint.

3.3. FIELD QUALITY CONTROL

.1 Examine surface for adequate preparation.

.2 Check all materials for correctness.

.3 Inspect during application for correct procedures.

.4 Protect all completed work.

.5 Touch-up, repair or replace damaged materials prior to Substantial Completion.
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3.4. CLEAN-UP

.1 The Contractor shall be responsible for cleaning adjacent materials and surfaces and the 
work area of foreign materials resulting from the work.

.2 Remove all excess materials from site and dispose in conformance with requirements of 
authority having jurisdiction.

END OF SECTION
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1.0 GENERAL

1.1 SUMMARY

.1 The work in this section includes but is not limited to:
.1 Supply and installation of elastomeric waterproofing coating on the previously 

painted stucco plaster on concrete block and cast in place concrete walls.

1.2 REFERENCES

.1 ASTM-D412 “Standard Test Methods for Vulcanized Rubber and Thermoplastic Rubber 
and Thermoplastic Elastomers – Tension”.

.2 ASTM-D1653 “Standard Test Methods for Water Vapour Transmission of Organic Coating 
Films”.

.3 D1737 - Method of Test for Elongation of Attached Organic Coatings with Cylindrical 
Mandrel Apparatus.

.4 ASTM D2240 - Rubber Property Durometer Hardness.

.5 ASTM-D2247 “Standard Practice for Testing Water Resistance of Coatings in 100% 
Relative Humidity”.

.6 ASTM D3273 - Standard Test Method for Resistance to Growth of Mold on the Surface of 
Interior Coatings in an Environmental Chamber.

.7 ASTM D3274 - Standard Test Method for Evaluating Degree of Surface Disfigurement of 
Paint Films by Microbial (Fungal or Algal) Growth of Soil and Dirt.

.8 ASTM-C711 “Standard Test Method for Low-Temperature Flexibility and Tenacity of One-
Part Elastomeric, Solvent-Release Type Sealants”

.9 Master Painters Institute (MPI).

1.3 QUALITY ASSURANCE  

.1 Manufacturer Qualifications: Company with minimum 5 years experience regularly 
engaged in manufacturing and marketing of products specified in this section.

.2 Installer Qualifications: Minimum of 5 years experience with installation of similar products. 
Qualified to perform work specified by reason of experience or training provided by product 
manufacturer.

.3 Arrange pre-installation conference with Consultant and installers prior to commencing 
with installation. Notify manufacturer's authorized representative at least two weeks before 
start of work.  Schedule a minimum of 3 job site inspections by manufacturer's authorized 
representative, first scheduled before application of product.  Application of elastomeric 
coating without prior notice may not constitute acceptance by manufacturer of five-year 
waterproofing inspection and guarantee procedure.

.4 Mock-up: Provide a mock-up for the evaluation of colour, joint size, adhesion, surface 
preparation techniques, application workmanship and general sequencing requirements.
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1. Prepare mock-up in accordance with Section 01 00 10- General Requirements as part 
of         the actual wall.  The mock-up shall be a minimum of 3 meters by 3 meters (10 
feet x 10 feet) in size.

2. Perform adhesion test in accordance with ASTM D3359, Method A. Minimum adhesion 
rating of 4A required on 0 to 5 scale.

3. Prepare in accordance with finish areas designated by Consultant. 

4. Do not proceed with remaining work until workmanship mock-up, colour, texture and 
sheen are approved by Consultant and Owner. 

5. Re-finish mock-up area as required to produce acceptable work.

6. Approved mock-up to be accepted standard for all future work.

1.4 PERFORMANCE REQUIREMENTS

.1 Elastomeric Waterproofing Coating:
Liquid properties meeting or exceeding the following:
.1 Tensile Strength: 141 pounds per square inch (1.0 MPa) in accordance with 

ASTM-D412 “Standard Test Methods for Vulcanized Rubber and Thermoplastic 
Rubber and Thermoplastic Elastomers – Tension”.

.2 Elongation: Minimum 300 percent in accordance with ASTM-D412 “Standard Test 
Methods for Vulcanized Rubber and Thermoplastic Rubber and Thermoplastic 
Elastomers - Tension”.

.3 Cold Temperature Flexibility: Passes per ASTM-C711 “Standard Test Method for 
Low-Temperature Flexibility and Tenacity of One-Part Elastomeric, Solvent-
Release Type Sealants”.

.4 Vapor Transmission: 11.0 wet perms (631.3 ng per second per square meter per 
Pa), 2.12 dry perms (121 ng per second per square meter per Pa), per ASTM-
D1653 “Standard Test Methods for Water Vapour Transmission of Organic 
Coating Films”.

.5 Accelerated Weathering: No chalking, checking, discoloration, or cracking after 
6,000 hours of accelerated weathering.

1.5 SUBMITTALS

.1 Submit under provisions of Section 01 00 10– General Requirements.

.2 Product Data: Manufacturer’s data sheets on each product to be used, including;

1. Preparation instructions and recommendations.

2. Storage and handling requirements and recommendations.

3. Provide manufacturer’s installation instructions and keep 1 copy on site at all times for 
reference by Consultant if requested.

.3 Manufacturer’s representative to visit site and provide field visit/site visit reports if/as 
requested by Consultant.

.4 Maintenance Data: Provide manufacturer’s product maintenance data and guidelines.

.5 Submit Manufacturer's warranty documents for elastomeric waterproofing coating.
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1.6 PRODUCT DELIVERY, STORAGE AND HANDLING

.1 Do not deliver to site until such time that installation is imminent and sufficient protected 
staging area is available for on site storage. Staging area to be approved by Owner. 

.2 Store products in manufacturer’s unopened packaging until ready for installation.

.3 Deliver products in original factory packaging bearing identification of product, 
manufacturer, batch number, and expiration date as applicable.  Provide Material Safety 
Data Sheets for each product.

.4 Store product in a location protected from freezing, damage, construction activity, 
precipitation and direct sunlight in strict accordance with manufacturer's recommendations.

.5 Store and condition products to approximately 5 to 30 degrees C (10 to 90 degrees F) for 
use in accordance with manufacturer's recommendations.

.6 Handle all products with appropriate precautions and care as stated on Material Safety 
Data Sheet.

1.7 PROJECT / SITE CONDITIONS

.1 Environmental Requirements: Comply with requirements of Workplace Hazardous 
Materials Information System (WHMIS) regarding use, handling, storage, and disposal of 
hazardous materials; and regarding labeling and provision of material safely data sheets 
acceptable to Workers’ Compensation Board of British Columbia.

.2 Maintain environmental conditions (protection from elements, temperature, humidity and 
ventilation) within limits recommended by manufacturer for optimum results. Do not install 
products under environmental conditions outside manufacturer’s absolute limits.

.3 Do not use products under conditions of precipitation or freezing weather.  Use appropriate 
measures for protection and supplementary heating to ensure proper drying and curing 
conditions in accordance with manufacturer's recommendations if application during 
inclement weather occurs. Product must dry and cure prior to being subjected to freezing 
conditions.

.4 Do not install during inclement weather, strong winds, or when such conditions are 
expected. Allow wet surfaces to dry.

.5 Do not apply when temperature is expected to fall below [40 degrees F] [5 degrees C] or 
humidity is expected to exceed 90 percent within next 24 hours.

.6 Ensure substrate is clean and dry.

.7 Protect all adjacent work from contamination due to mixing, handling, and application of 
preparation and repair products and elastomeric coating.

1.8 WARRANTY

.1 Submit manufacturer's warranty for elastomeric waterproofing coating, with a performance 
guarantee against water penetration through film for 5 years; indicate necessary 
replacement material and labor supplied at no cost to Owner.

.2 Finish Warranty: Limited product finish warranty against manufacturing finish defects:
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1.  Provide 5 Year from date of substantial completion. Will not peel, will not crack and will 
not chip. Finish warranty includes the cost of labour and materials.

.3. Workmanship Warranty: Application limited warranty for 2 years from date of substantial 
completion.

2.0 PRODUCTS

2.1 MATERIALS

.1 High-build, water-based, elastomeric, 100 percent acrylic, waterproof coating.

Acceptable manufacturers:

.1 MasterProtect EL 750 AA. (formerly known as Thorolastic A+)

.2 Sonneborne Colourflex Waterproof Elastomeric Coating by BASF.

.3 Conflex XL A5-400 Series by Sherwin Williams.

.3 Substrate Priming Materials:

.1 Concrete and Masonry Conditioner: Quick drying, chalky surface sealer and 
primer composed of modified alkyd resin and aliphatic hydrocarbon solvents as 
recommended by membrane manufacturer.  Contractor to confirm conditioner is 
compatible with substrate and elastomeric waterproofing coating.

.2 Chalky Surface Primer VOC: White pigmented, low VOC waterborner acrylic 
primer as recommended by coating manufacturer. Contractor to confirm primer is 
compatible with substrate and elastomeric waterproof coating. 

Acceptable Materials:

.1 All-guard Primer by Dow Corning.

.2 Loxon Conditioner A24-100 Series by Sherwin Williams.

.4 Block Filler Materials:

.1 As recommended by coating manufacturer.

.5 Dynamic Crack Repair Materials:

.1 Sealants – Refer to Section 07 92 00.

.6 Static Crack Repair Materials:

.1 As recommended by coating manufacturer.

.7 Cement-Based Patching Compound:

.1 SikaTop Armatec 110 Bonding Agent and Anti Corrosion Coating.

.2 SikaTop 123 Plus
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3.0  EXECUTION

3.1 EXAMINATION

.1 Inspect all areas involved in work to establish extent of work, access, and need for 
protection of surrounding construction, windows, and shrubbery.

.2 Protect all surroundings from primers, patching repair compounds, and finish products 
including, but not limited to, windows, roofs, walkways, drives, and landscaping.

.3 Clean substrates as required to remove contaminates and foreign material by pressure 
washing, wire brushing, grinding or other method recommended by manufacturer..

.4 Conduct all pre-application inspections of site verification with an authorized 
manufacturer's representative.

.5 Remove all delaminated parging compound on cast concrete wall and grind smooth to 
remove all rough edges.

.5 Proceeding with installation acknowledges acceptance of substrate.

3.2 PREPARATION

.1 Examine, clean and repair as necessary any substrate conditions that would be 
detrimental to proper installation.

.2 Do not begin installation until unacceptable conditions have been corrected.

.3 Sealant (Caulking) Repair: Clean loose or deteriorated caulking, expansion/contraction 
joint sealant, and other caulked details to a fresh surface and reseal with approved 
sealant. Refer to Joint Sealants Section 07 92 00.

.4 Juncture Details: Apply and tool a cant bead of sealant wherever there is a change in 
direction, where two walls abut (e.g. inside corner, etc.), and at column and wall 
intersections. Inspect concrete block mortar joints and cast concrete to ensure no gaps, 
cracks, or voids greater than 1/16 inch; Chip or grind out cracks larger than 1/16 inch and 
fill with approved sealant.

.5 Remove remaining form ties in concrete and fill hole with approved repair and patching 
compound. All exposed steels are to have rust removed and to be treated with ArmaTec 
110.

.6 Inspect all through-wall penetrations, including electrical, lighting, plumbing, and vents for 
watertight seals.  Repair such deficiencies with approved sealant.

.7 Inspect cap flashings to identify presence of waterproofing membrane under metal 
flashing. If membrane absent, install new approved self-adhesive membrane on parapet 
cap and new cap flashing. If membrane present, repair such deficiencies in the cap 
flashing with approved sealant.

.8

.9 Remove loose particles, laitance, and other foreign material.  Hot water pressure wash, 
minimum 2,000 pounds per square inch.

.10 Repair and patch all holes and spalls in the concrete with approved cement based 
patching material.
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.11 Remove mildew and fungus to deter subsequent growth by washing surfaces vigorously 
with a solution of 1 tablespoon of detergent and 1 to 2 pints (0.5 to 1 L) liquid bleach in a 
gallon (4 L) of water.  Rinse thoroughly with clear water.

.1 Treat severely infested substrates a second time after an interval of 1 to 2 weeks 
to further promote elimination of growth.

.2 Allow walls to dry 24 hours minimum before application of primer.

.12 Prime cleaned surfaces with one coat of Concrete and Masonry Conditioner 751 so that no 
glaze (sheen) results.  Coverage rate will vary with density, porosity, and finish of stucco, 
200 to 300 square feet per gallon (4.3 to 8.6 square m/L). Apply in accordance with 
manufacturer's written instructions. 

.13 Identify and fill porous surfaces to achieve pinhole-free surface with Block Filler approved 
by the coating manufacturer. Apply by brush, roller, or spray; when spray applied, back-roll 
to eliminate pinholes.

.14 Preparatory work subject to manufacturer representative's acceptance before proceeding 
to application of elastomeric finish coat.

.15 Finish Coat:  Apply two coats minimum to achieve pinhole-free finish coat of Waterproof 
Elastomeric Finish Coating at rate of 60 to 80 square feet per gallon to achieve a minimum 
10 to 13 dry mils, in accordance with manufacturer’s application instructions. Additional 
coats may be required depending on product used.

3.3 FIELD QUALITY CONTROL

.1 Manufacturer's Field Service (Final Inspection, Warranty Request) by Manufacturer's 
Representative:

.1 Inspect finished surface preparation, application, and finished coating.  Require 
further preparation or application as necessary to achieve appropriate results.

.2 In no case will manufacturer's representative approve surface or finish if following 
conditions are found: pinholes, insufficient coating thickness, loose paint, paint 
with curled edges, cracks with loose edges, loose concrete parging (to be 
determined by sounding method), or any other conditions, which, in 
manufacturer's representative's opinion, may cause failure of installation.

.3 Provide documents outlining manufacturer’s maintenance requirements.

3.4 CLEANING

.1 Remove wet primers, patching repair compounds and finish products from tools and 
equipment with water.  Remove dried materials mechanically.

.2 Clean up and properly dispose of all debris remaining on job site related to application.

.3 Protect all completed work.

.3 Touch-up, repair or replace damaged materials prior to Substantial Completion.
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GENERAL NOTES:

DRAWINGS ARE TO BE READ IN CONJUNCTION WITH WRITTEN SCOPE

OF WORK.

0.01

0.03

0.04

0.05

0.06

0.07

FORM FLASHING TO MAINTAIN MINIMUM 5% SLOPE, UNLESS

OTHERWISE NOTED.

ALL TERMINATIONS IN METAL FLASHING TO HAVE FOLDED END DAMS

OR WATERTIGHT SADDLES.  FLASHING DOWNTURN LEG TO COVER

CLADDING MINIMUM 2" UNLESS OTHERWISE NOTED.  ALL JOINTS TO

BE S-LOCK OR STANDING SEAM. ALL FLASHING EDGES TO BE

HEMMED.

CONTRACTOR TO CONFIRM EXACT NUMBER, SIZE AND LOCATION OF

ALL PEDESTALS, PENETRATIONS, VENTS, DRAINS, LIGHT FIXTURES,

ROOF ANCHORS, STANDPIPE CONNECTIONS, AND ANY OTHER

EQUIPMENT ON THE ROOF DECKS AND ROOF

INSTALL MEMBRANE IN ACCORDANCE WITH RCABC AND

MANUFACTURERS REQUIREMENTS.  DO NOT PUNCTURE MEMBRANE

DURING REINSTALLATION OF MECHANICAL UNITS.

IF ANY DISCREPANCIES IN THE DOCUMENTS ARE FOUND, REQUEST

THE CONSULTANT TO CLARIFY THE DISCREPANCIES PRIOR TO

COMMENCING ANY RELATED WORK.

NOTIFY THE CONSULTANT IMMEDIATELY AND REQUEST A REVIEW IF

ANY DAMAGE OF EXISTING AREAS OUTSIDE THE CONTRACT IS

DISCOVERED. DO NOT COMMENCE ANY RELATED OR NEARBY WORK

WITHOUT CONSULTANTS APPROVAL.

EXISTING STRUCTURE CREATES ROOF SLOPE. INFORM CONSULTANT

OF AREAS WITH POOR ROOF SLOPE.

CONTRACTOR IS RESPONSIBLE FOR SAFETY ON THE JOB SITE

DURING CONSTRUCTION.

CONTRACTOR IS NOT TO OVERLOAD THE STRUCTURE. CONTRACTOR

IS TO BE AWARE AS TO NOT DAMAGE THE UNDERLYING STRUCTURE

AND PROVIDE ADEQUATE SUPPORT DURING DEMOLITION OR DURING

CONSTRUCTION ACTIVITIES.

ALL GLAZING MUST BE COMPLETED UNDER FULL WEATHER

PROTECTION (SCAFFOLDING & SHRINK WRAP).

ALL WEATHER PROTECTION MUST NOT INTERFERE WITH THE

OPERATION OF THE BUILDINGS UNDER OR ADJACENT TO

CONSTRUCTION.

ALL SCAFFOLDING & WEATHER PROTECTION MUST BE SIGNED OFF BY

A STRUCTURAL ENGINEER PRIOR TO INSTALLATION.

0.08

DRAINS ARE SHOWN AT APPROXIMATE LOCATIONS. CONTRACTOR TO

CONFIRM EXACT NUMBER AND LOCATIONS ON-SITE.

DO NOT SCALE DRAWINGS. CONTRACTOR IS RESPONSIBLE TO VERIFY

DIMENSIONS ON SITE.

0.02

0.09

0.10

0.11

0.13

0.12

PEDESTRIAN ACCESS TUNNELS ARE TO BE BUILT AT ENTRANCEWAYS

IN OR NEAR CONSTRUCTION AND MUST BE INSTALLED A MIN.

DISTANCE OF 8 FEET FROM THE FINAL FACE OF THE BUILDING.

ALL ACCESS TUNNELS AND SCAFFOLD TOWERS ETC. ARE TO BE

NON-CLIMBABLE, WEATHER PROTECTED, WELL LIT, AND ALL HAZARDS

ARE TO BE IDENTIFIED FOR THE DURATION OF THE PROJECT.

CONTRACTOR IS TO ENSURE THE SCAFFOLD STAIR TOWER IS FULLY

HOARDED WITH PLYWOOD INSTALLED TO AN 8 FOOT ELEVATION AND

HAVE A LOCKABLE ACCESS DOOR TO PREVENT CLIMBING AND PUBLIC

ACCESS.

CONTRACTOR IS TO ENSURE ALL ACCESS TO THE ROOFS DURING

CONSTRUCTION IS BLOCKED OFF FOR THE DURATION OF THE

PROJECT.

CONTRACTOR IS TO ENSURE THAT ALL CRANE LIFTS MAINTAIN FIRE

LANE ACCESS TO ALL SURROUNDING BUILDINGS THROUGHOUT

PROJECT SCOPE.

CONCRETE DRILLING IS ONLY TO BE COMPLETED AFTER LIBRARY

HOURS.

CONTRACTOR TO PROVIDE 10 (TEN) DAYS NOTICE FOR ANY SHUT

DOWN OF MECHANICAL OR ELECTRICAL SERVICES.

SHUT DOWN FOR ALL SERVICES MAY NOT EXTEND PAST ONE

WORKING DAY.

ALL ELECTRICAL AND MECHANICAL WORK (DISCONNECTION &

RECONNECTION) MUST BE COMPLETED BY A QUALIFIED TRADESMAN.

PROVIDE CONTINIOUS 20Ga. METAL CLIP TO EXTERIOR DOWN LEG AT

ALL ROOF PARAPET CAP FLASHINGS. FASTEN AT 2'-0" WITH 2

1

2

"x 

1

4

"

SCREWS.

DRAWINGS ARE TO BE READ IN CONJUNCTION WITH WRITTEN SCOPE

OF WORK.

CONTRACTOR RESPONSIBLE TO ENSURE ALL AIR HANDLING UNITS,

VENTS, EXHAUSTS, AND INTAKES ARE SHUT DOWN AND SEALED TO

PREVENT FUME FROM ENTERING BUILDING.

ALL NEW GLAZING TO BE SECURED TO EXISTING STRUCTURAL

COMPONENTS. GLAZING STRUCTURAL ENGINEER TO CONFIRM AND

DESIGN ALL CONNECTIONS.

ALL NEW GLAZING TO HAVE ENGINEERED SHOP DRAWINGS AND

APPROPRIATE SCHEDULES.

NEW GLAZING CONFIGURATION, MULLION SPACING, COLOR, AND SIZE

TO MATCH EXISTING.

0.14
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G0.01



LIQUID WATERPROOFING

MEMBRANE

SELF ADHESIVE MEMBRANE

SHEATHING MEMBRANE

EXISTING MEMBRANE

EXISTING COMPONENT

WATERPROOFING MEMBRANE

BREATHER BOARD

FILTER FABRIC

DIMPLE TYPE DRAINAGE MAT

LINETYPE LEGEND TO DETAILS

METAL FLASHING

WEATHER RESISTIVE BARRIER

AIR/MOISTURE BARRIER

COMPLETE WITH

DRAWING

EXISTING

GYPSUM WALL BOARD

MINIMUM

NOT IN CONTRACT

ON CENTRE

PRESSURE TREATED

REVERSED

REMOVE & REINSTALL

ROUGH OPENING

RAINWATER LEADER

SELF ADHESIVE MEMBRANE

SHEATHING MEMBRANE

SIMILAR

SLAB-ON-GRADE

TONGUE & GROOVE

TO BE CONFIRMED

TOP OF WALL

TYPICAL

UNLESS NOTED OTHERWISE

ADDENDUM

A/M

C/W

DWG.

EXIST.

GWB

MIN.

N.I.C.

O.C.

PT

REV.

RE&RE

R.O.

R.W.L.

S.A.M.

S.M.

SIM.

S.O.G.

T&G

T.B.C.

T.O.W.

TYP.

U.N.O.

ADD.

ASSEMBLY TYPE

REFERENCE

REVISION TAG

REVISIONS CLOUD

WINDOW / DOOR REF

W1

-

1

SYMBOLS LEGEND

ASSEMBLIES

BATT INSULATION

INTERIOR GYPSUM WALLBOARD

THICKNESS AS SPECIFIED

RIGID & SEMI-RIGID INSULATION

DETAIL HATCHING LEGEND

ABBREVIATIONS LIST

R1

NEW ROOF ASSEMBLY-MAIN PARKING ROOF

-REINFORCED CONCRETE TOPPING (3")

-SHEET POLYETHYLENE

-OPEN WEAVE DRAINAGE MAT (VAPOUR OPEN)

-RIGID INSULATION, SHIP-LAPPED EDGE (1 LAYER) (3")

-DIMPLE TYPE DRAINAGE MAT

-2-PLY SBS WATERPROOFING MEMBRANE

-EXISTING STRUCTURAL SLOPED CONCRETE SLAB

(ROOF STRUCTURE)

R2

NEW ROOF ASSEMBLY-STAIRCASE

R3

NEW ROOF ASSEMBLY-PENTHOUSE ROOF

-2-PLY MODIFIED BITUMEN WATERPROOFING MEMBRANE

-NEW COVERBOARD

-NEW RIGID INSULATION (3")

-EXISTING RIGID INSULATION

-EXISTING SHEET POLY VAPOUR BARRIER

-EXISTING STRUCTURAL STEEL DECK

OPEN DRAINAGE MAT

R0

EXISTING ROOF ASSEMBLY-MAIN PARKING ROOF

-REINFORCED CONCRETE TOPPING (3")

-SHEET POLYETHYLENE (6 MIL)

-RIGID INSULATION (3")

-EPDM MEMBRANE

-EXISTING STRUCTURAL SLOPED CONCRETE SLAB

(ROOF STRUCTURE)

-REINFORCED CONCRETE STAIRS

-SHEET POLYETHYLENE

-DIMPLE TYPE DRAINAGE MAT

-2-PLY SBS WATERPROOFING MEMBRANE

-EXISTING STRUCTURAL SLOPED CONCRETE SLAB

(ROOF STRUCTURE)

POLY SLIP SHEET

W1

NEW METAL CLADDING (MATCH EXISTING)

-NEW STEEL STUD
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TRENCH DRAIN

R2

R3

R1

R1

R1

R1

SK

SK

SK

PARKING AREA

MECH. ENCLOSURE

RAMP

NIC

NIC

NIC

NIC NIC

1

2

1-3

2

1

2

2

E

1

R2

PIER FOR

COLUMN

OR BRACE

1

REMOVE AND

REINSTATE FENCE

2

NEW CURB

NEW BOLLARDS

SEPARATE PRICE 1:

DESIGN AND SUPPLY SCAFFOLDING

& SHRINK WRAP TO PROTECT

PARKADE DURING ROOFING

DEMOLITION & INSTALLATION

PAINT PARKING STALL

LINES AS PER CITY OF

VANCOUVER

REQUIRMENTS

1

REMOVE AND REINSTATE

CONCRETE STAIRCASE

REMOVE AND

REINSTATE CONCRETE

STAIRCASE & LANDING

CONCRETE

TOPPING 4" WWF

6"X6"X10"X10"

CONCRETE SLAB

CONTROL JOINTS TO BE

SAW CUT INTO PLACE

AT 12'X12 OC SPACING

IN OPEN FIELD AREA

AND AT ALL CORNER OF

WALL AND SKYLIGHTS.

SEE GENERAL DETAIL

NOTE:

- 3" CONCRETE

TOPPING TO BE 30MPa

CONCRETE

REINFORCED WITH6 X 6

W2.9XW2.9 WELDED

WIRE MESH.

- CONTROL JOINTS AT

MIN. 12FT O.C.

AND AS SHOWN.

- CONTROL JOINTS TO

BE APPROVED BY

ENGINEER

COAT STUCCO

WALLS

4
4
'
-
9
"

1
2
'
-
1
0
"

3
7
'
-
9
"

9
5
'
-
4
"

1

1

1

1

LEGEND

ROOF DRAIN

SCUPPER

R1

TRENCH DRAIN

DOOR

SKYLIGHT
SK

ROOF PARAPET

MECHANICAL EQUIPMENT

EXISTING ASSEMBLIES

MAIN ROOF

R2

PENTHOUSE ROOF
R3

SPLIT SLAB TYPE

STAIRCASE ROOF

E ELECTRICAL

CONTROL JOINT
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6" MINIMUM

ELEVATOR CAB

1

2

" ASPHALT

IMPREGNATED BOARD

WATERPROOFING

MEMBRANE UP CURB

PMMA HORIZONTAL, LAP OVER

WATERPROOFING MEMBRANE

SCALE:

ELEVATOR CURB

3"=1'-0"

-

1

R1

1

4

" ALUMINUM POLISHED

DIAMOND COVER PLATE

SEALANT BED
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R1

R2

SCALE:

STAIR WATERPROOFING

3"=1'-0"

-

1

ROOFING MEMBRANE CARRIED

UP INTO THE REGLET AND

COVERED WITH METAL

FLASHING INTO REGLET

TACTILE WARNING STRIP -

ARMOUR TILE

ADA-C-1212. TILES TO

COVER ENTIRE WIDTH

LIQUID FLASHING .TYP.

2
"

1-10M

3-10M LONG

1-10M

1"

2-10M

3-10M @ EVERY SECOND

TREAD

1

2

" ASPHALT IMPREGNATED

BOARD

EPOXY HILTI HIT HY200

5" EMBEDMENT. TYP.
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APPENDIX 4 
 

HAZMAT REPORTS 

 
SEE ATTACHED: 

HAZARDOUS MATERIAL SURVEY – Hastings Library – 2674 East Hastings Street (September 2018) - 9 
pages 
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REAL ESTATE & FACILITIES MANAGEMENT 
Facilities Planning & Development 

  
 
 
Targeted Hazardous Materials Survey of:  
 
 Hastings Library – Rooftop Parking Area 
 2674 East Hastings Street 
  
Building Code: 1738 
 
Address: 2674 East Hastings Street, Vancouver BC 
 
Surveyor: Patrick Li 
 
Work Notification Number: 10353203 
 
Requested By: Jason Jotie, Capital Maintenance 
 
Purpose: TARGETED HAZARDOUS MATERIAL SAMPLING 
 
 
Executive Summary 
 

A City of Vancouver Hazardous Materials Technician has completed a Targeted Hazardous Material 

Sampling Survey and Review of the Rooftop Parking Area at the Hastings Library - 2674 East Hastings 

Street in preparation for the upcoming Roof Renewal Project. 

This targeted hazardous material sampling survey and review only identifies the hazardous building 

materials that could be encountered or disturbed during the roof renewal work. This was not a 

destructive survey and any hidden or inaccessible materials that were not addressed which may contain 

asbestos or lead should be assumed to be hazardous until sampling demonstrates otherwise. 

 
Scope of Work 
 

 A visual inspection of the Rooftop Parking Area at the Hastings Library - 2674 East Hastings 
Street for the presence of building materials suspected to contain asbestos or lead. Surficial 
and core sampling were conducted.  
 

 A review of existing hazmat data in the Hazardous Materials Inventory Program  
 

 An assessment of potentially hazardous materials, denoting their condition, potential for 
disturbance/damage, accessibility to workers or public, estimated quantity, if suspect asbestos 
containing, their friability, potential for fiber release and worker exposure was assessed. 

 

 A risk assessment for the current condition of any damaged asbestos/lead containing materials 
determined to be present within the buildings including the priorities for removal/repairs. 

 

 Recommendations for the removal/repair of any damaged hazardous materials determined to 
require immediate action. 
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Asbestos-Containing Material: Methodology and Results  
Materials sampled were selected based on our experience and guidelines provided by WorkSafeBC (Safe 
Work Practices for Handling Asbestos).   Building materials were assessed for potential asbestos content 
representative samples were analyzed for asbestos by COV-approved labs.  
 
Table 1: Materials Sampled and Analyzed for Asbestos Content  

AASL Lab Reference No. B02005 (20NOV2017)  

Sample No. Location Material Result 

1738-EXT01 Rooftop Parking - Exterior (E) Wall  Texture Coat/Stucco On Concrete Wall Asbestos Fibres Not Detected 

1738-EXT02 Rooftop Parking – Exterior (E) Wall Grey Caulking Material at Wall Base Asbestos Fibres Not Detected 

AASL Lab Reference No. B02283 (31JUL2018)  

Sample No. Location Material Result 

1738R-PA01 Rooftop Parking – Floor Grey Caulking on Expansion Joints Asbestos Fibres Not Detected 

1738R-ME-
SK01 

Rooftop Parking – Mechanical 
Enclosure 

Grey Mastic on Skylights Asbestos Fibres Not Detected 

1738R-
PHR01 

South Penthouse Roof (By Stairwell) Black Rubber Membrane Asbestos Fibres Not Detected 

1738R-
PHR02 

South Penthouse Roof (By Stairwell) 
Black Caulking on Edge of Rubber 

Membrane and Gutter 
Asbestos Fibres Not Detected 

1738R-S01 South Staircase Steps/Landing Grey Membrane on Concrete Asbestos Fibres Not Detected 

AASL Lab Reference No. B02293 (23AUG2018)  

Sample No. Location Material Result 

1738R-R01 Rooftop Parking – SW Corner Black/Blue Poly – Top Layer Asbestos Fibres Not Detected 

1738R-R0 Rooftop Parking – SW Corner EPDM Bottom Layer on Concrete Asbestos Fibres Not Detected 

 
 
Lead-Based Paints and Coatings: Methodology and Results 
Representative samples of paint were collected during this and previous site visits to test for the 
presence of lead. The sample was analyzed at a COV-approved lab for total lead. 
 
As per WorkSafeBC guidelines, a lead-containing surface material is defined as: 
“a paint or other similar material that dries to a solid film that contains over 90 mg/kg (0.009%) dry 
weight of lead” (As defined by the Federal Ministry of Health, under the Hazardous Products Act) 
 
Table 3: Materials Sampled and Analyzed for the Presence of Lead 

MAXXAM Lab Reference No. B862153 (27JUL2018)  

Sample No. Location Description 
RESULTS 
(mg/kg) 

1738R-ME-L01 Mechanical Enclosure Grey Paint on Metal Overhead Beams 25500 

1738R-ME-L02 Penthouse Roof Silver Paint on Metal Flashing 903 

 
 
RISK ASSESSMENT AND RECOMMENDATIONS 
 
If during the Roof Renewal project, suspected materials are uncovered that were previously concealed, 
the City of Vancouver’s Hazardous Materials Division must be notified immediately to determine if 
additional testing of the suspect materials is warranted.  
_________________________________________________________ 
Report Prepared by City of Vancouver Hazardous Materials Team 
Per: 
Patrick Li, Hazardous Materials Technician 
AHERA Certification No.: CABIR-17-083 
 
DRAWINGS: ATTACHED | PHOTOS: ATTACHED | LABORATORY REPORTS: ATTACHED
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DRAWINGS: 
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PHOTOS: 
 

  

Photo1:Penthouse Roof – Gravel on Roof 
Membrane  

Photo2: Penthouse Roof – Silver Paint on Metal 
Flashing  

 

 

Photo3: Penthouse Roof 
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Photo4: Mechanical Enclosure – Overhead 
Beam  

Photo5: Mechanical Enclosure - North 

 

 

Photo6: Mechanical Enclosure - Skylight 
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Photo7: Parking Area SW - 3” Concrete Topper  Photo8: Parking Area SW 

 

 

Photo9: Parking Area SW - Core Sample 
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LABORATORY RESULTS: 
 

 
 

 
 
 

 



HAZARDOUS MATERIAL SURVEY HASTINGS LIBRARY – 2674 East Hastings Street SEPTEMBER-2018 

 

Page 8 of 9 

 
 

 
 
 
 
 
 



HAZARDOUS MATERIAL SURVEY HASTINGS LIBRARY – 2674 East Hastings Street SEPTEMBER-2018 

 

Page 9 of 9 

 
 

 
 
 
 

 



INVITATION TO TENDER NO. PS20181844 
PROVISION OF RE-ROOFING SERVICES FOR HASTINGS LIBRARY 

PART B - TERMS AND CONDITIONS OF ITT PROCESS 
 

{00155047v34} 

November 2018 Page B-1 

1.0 DEFINITIONS AND INTERPRETATION 

1.1 Definitions 

The following capitalized terms have the meanings set out below when used in the Tender 
Documents, unless the context requires otherwise: 

(a) “City” means the City of Vancouver; 

(b) “Closing Time” has the meaning set out on the cover page of this ITT; 

(c) “Contract” means a contract substantially in the form of Part D – Form Agreement, to be 
entered into between the City and a successful Tenderer; 

(d) “Contractor” means a Tenderer, the Tender of which (or at least one offer contained 
within which) the City has accepted, and which Tenderer has consequently entered into a 
Contract; 

(e) “Consultant” means the architect, engineer or other professional consultant who will act 
as the City’s agent for the purpose of managing and administering a Contract, who may 
be an employee of the City or an independent consultant engaged by the City on its 
behalf; 

(f) “Drawings” means the portion of the Tender Documents consisting of the graphic and 
pictorial representations of the Work or Work requirements; 

(g) “Form of Tender” means the form of tender in Part C – Form of Tender to this ITT on 
which Tenderers are to complete their Tenders; 

(h) “GST” means the tax payable and imposed pursuant to Part IX of the Excise Tax Act 
(Canada), as amended or replaced from time to time; 

(i) “Information and Privacy Legislation” includes the Freedom of Information and 
Protection of Privacy Act (British Columbia) and the regulations thereunder; 

(j) “Losses” means, in respect of any matter, all: 

(i) direct and indirect; and 

(ii) consequential, 

claims, demands, proceedings, losses, damages, liabilities, deficiencies, costs and 
expenses (including without limitation, all legal and other professional fees and 
disbursements, interest, penalties and amounts paid in settlement, whether from a third 
person or otherwise); 

(k) “Notice of Award” has the meaning set out in Part C – Form of Tender;  

(l) “Notice to Proceed” has the meaning set out in Part C – Form of Tender;  

(m) “PST” means the provincial sales tax payable and imposed pursuant to the Provincial 
Sales Tax Act (British Columbia), as amended or replaced from time to time; 

(n) “Site” has the same meaning as “Place of the Work,” as defined in the Form of 
Agreement; 
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(o) “Specifications” means the portion of the Tender Documents consisting of the written 
requirements and standards for products, systems, workmanship, quality, and the 
services necessary for the performance of the Work; 

(p) “Tender” means a tender submitted to the City in response to this ITT; 

(q) “Tender Contract” means the contract between the City and each Tenderer governing 
the ITT process; 

(r) “Tender Documents” means the documents identified as such in Part A - Introduction;  

(s) “Tenderer” means an entity eligible to participate in this ITT process, or as used in Part 
C – Form of Tender, a particular such entity; 

(t) “Tender Price” means the amount stipulated by the Tenderer in the space provided 
therefor in the Form of Tender, including all applicable taxes, which price, for greater 
certainty, is the Tenderer’s proposed Contract Price to complete all of the Work; and 

(u) “Work” means the total construction and related services required by the Tender 
Documents;  

All other capitalized terms used in this ITT have the meanings given to them elsewhere in the ITT. 

1.2 Interpretation 

(a) In the Tender Documents, any reference to the masculine, the feminine or the neuter 
includes the others unless the context requires otherwise.  Also, any reference to the 
singular includes the plural where appropriate. 

(b) If there is a conflict between or among (i) the Specifications and Drawings and (ii) the 
other Tender Documents, the other Tender Documents shall prevail over the 
Specifications and Drawings. 

(c) In these Tender Documents, the word “should” and the terms “is asked to” and “are 
asked to” are used to denote actions or Tender inclusions that, while not mandatory, are 
strongly recommended.  In contrast, the terms “will”, “shall”, “must”, “is to”, “are to”, “is 
required to” and “are required to” are used to denote mandatory requirements of the ITT.  
If a Tenderer is uncertain as to whether or not a particular action or Tender inclusion is 
mandatory, the Tenderer should submit an inquiry to the Contact Person.    

2.0 SUBMISSION INSTRUCTIONS 

2.1 Each Tenderer must complete its Tender on the Form of Tender and submit its Tender in 
accordance with the instructions set forth on the cover page of the ITT and elsewhere herein. 

2.2 Any Tender received after the Closing Time may be returned unopened to the Tenderer. 

2.3 Faxed or emailed Tenders and/or other documents will not be accepted. 

2.4 Each Tender must be signed by an authorized signatory or authorized signatories of the Tenderer 
(as necessary for due execution on behalf of the Tenderer).  Each Tender by a company or 
partnership should specify the full legal name of the legal entity submitting the Tender. 

2.5 All blank spaces in the Form of Tender should be filled in and all schedules completed.  Any 
failure by a Tenderer to complete the Form of Tender may result in preference being given to 
competing Tenderers.  All prices and notations should be legibly written in a non-erasable 
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medium.  Erasures, interlineations or other corrections should be initialled by an authorized 
signatory of the Tenderer. 

2.6 Subject to any alternatives or options in respect of which the City requests pricing or other 
information in a Schedule to the Form of Tender, Tenders are to be all inclusive and without 
qualification or condition. 

2.7 The City may, at any time and for any reason, extend the Closing Time by means of a written 
amendment published on the City’s website, as set out in Part A - Introduction. 

2.8 A Tenderer that has already submitted a Tender may amend its Tender prior to the Closing Time: 
a) by submitting an amendment identifying a plus or minus variance to the Tenderer’s Tender 
Price or the Tenderer’s price for a subset of the Work (if, in the latter case, Section 1.0 of the 
Form of Tender requests that, in addition to offering a Tender Price for all of the Work, the 
Tenderer offer prices for subsets of the Work); or b) by sending in a completely new Tender, 
clearly indicating it replaces the previously submitted Tender.  Any such revision must clearly 
identify the ITT number and the Closing Time.  A Tender revision submitted as aforesaid shall 
effectively amend the Tender and the City shall only review and evaluate the Tender as 
amended. 

2.9 The City will not be responsible for any cost incurred by any Tenderer in preparing a Tender. 

3.0 BONDS  

3.1 Tenders will be irrevocable and each offer made therein shall remain open for acceptance by the 
City for a period of ninety (90) calendar days after the Closing Time.  Each Tender must be 
accompanied by a bid bond valid for a period of ninety (90) calendar days commencing on the 
Closing Time, payable to the “City of Vancouver”, in the amount of ten percent (10%) of the 
Tender Price, and not a dollar amount, as a guarantee of the due execution of a Contract and the 
delivery of the performance bond and labour and material payment bond required by the Form of 
Tender.  The forms of these bonds are to be those issued by the Canadian Construction 
Documents Committee as follows: 

 

Bid Bond: CCDC 220 (latest) 

Performance Bond: CCDC 221 (latest) 

Labour and Material Payment Bond: CCDC 222 (latest) 

3.2 Each Tender must be accompanied by a “Consent of Surety”, substantially in the form provided 
as a schedule to the Form of Tender, duly completed by a surety company authorized and 
licensed to carry on business in British Columbia.  

3.3 The bid bonds of unsuccessful Tenderers will be returned to them upon request at any time after 
the Contract is awarded. The bid bond of the Tenderer to whom the award is made will be 
returned upon request of the Tenderer following: execution of the Contract; delivery of a 
performance bond for 50% of the Tender Price (or the aggregate tendered price for the subset(s) 
of the Work in respect of which a Notice of Award has been given) and a labour and material 
payment bond for 50% of such price; commencement of the Work; and compliance with any other 
conditions set out in the Form of Tender. The cost of all bond premiums must be included in the 
Tender Price. 

3.4 All bonds must be issued by a surety company authorized and licensed to carry on business in 
British Columbia. 
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4.0 TENDER PRICE 

4.1 Subject to any adjustment for changes to the Work, which is approved by the City in accordance 
with the Tender Documents or Contract Documents, the Tender Price shall be the maximum 
compensation owing to the Contractor for the Work (and each tendered price for any subset of 
the Work referred to in Section 1.0 of the Form of Tender (if applicable) shall be the maximum 
compensation owing to the Contractor for such subset of the Work) and the Contractor’s 
compensation shall cover and include all profit and all costs of supervision, labour, material, 
equipment, overhead, financing and all other costs and expenses whatsoever incurred in 
performing the Work (or the relevant subset of the Work). 

4.2 If unit prices or other price breakdowns are requested in a schedule to the Form of Tender, such 
information must be included in the Tender.  Furthermore, if such unit prices or other price 
breakdowns are requested in a schedule to the Form of Tender, such amounts may be used to 
compute interim progress payments and will be reviewed by the City in its evaluation of Tenders; 
therefore Tenderers should ensure that such amounts accurately reflect their costs for each item.  
A Tenderer may be required to justify any submitted unit price or other price breakdown. 

4.3 If an itemized breakdown of the Tender Price (or of the tendered price for any subset of the Work) 
is requested in a schedule to the Form of Tender, the City may delete any items in order to meet 
any budget limitation and award a Contract for only the remaining items to a Tenderer who is 
agreeable thereto. 

4.4 If Section 1.0 of the Form of Tender requests that, in addition to offering a Tender Price for all of 
the Work, each Tenderer offer prices for subsets of the Work, then, each such offer made in 
respect of a subset of the Work by a Tenderer shall be irrevocable to the same extent as, and 
otherwise subject to all of the same terms and conditions as, the Tenderer’s offer to complete all 
of the Work for the Tender Price.  If Tenders are made in respect of subsets of the Work, the City 
may award a Contract for all of the Work to one Tenderer or it may award multiple Contracts to 
different Tenderers in respect of particular subsets of the Work.  The City may also determine, in 
order to meet any budget limitation, to award Contract(s) only in respect of one or more, but not 
all, of the subsets of Work described in Section 1.0 of the Form of Tender.  Tenderers are 
advised that the City is not bound to award any Contract to the Tenderer offering to complete the 
Work, or offering to complete any subset of the Work, for the lowest price.  Without limiting the 
foregoing, the City may split the award of Contracts even though the aggregate Contract price is 
higher than any particular Tenderer’s Tender Price. 

5.0 ACCEPTANCE OF TENDERS 

5.1 Despite anything to the contrary contained in the Tender Documents: 

(a) Tenderers are notified that the lowest or any Tender (or the lowest price offered for any 
particular subset of the Work, if applicable) need not necessarily be accepted and the 
City reserves the right to reject any and all Tenders at any time, or cancel the ITT 
process, without further explanation or to accept any Tender (or any offer made within a 
Tender) that is considered advantageous to the City. 

(b) Acceptance of any offer made within a Tender is contingent on funds being approved and 
a contract award being made by, or pursuant to authority delegated by, Vancouver City 
Council and the compliance of the Tenderer with the conditions required to be satisfied 
upon receipt of a Notice of Award. 

(c) Tenders which fail to conform to the Tender Documents may or may not be disqualified 
or rejected.  The City may or may not waive any non-compliance with the Tender 
Documents, including any material non-compliance, irregularity or anomaly, and including 
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any non-compliance as to the timing of delivery of anything required by the Tender 
Documents, and may at its sole discretion elect to retain for consideration Tenders which 
are non-conforming because they do not contain the content or form required by the 
Tender Documents or because they have not complied with the process for submission 
set out in this ITT. 

(d) Where the City is of the view, in its sole discretion, that there is an ambiguity or other 
discrepancy which cannot be discerned or resolved from examining the contents of a 
Tender, then whether or not such an ambiguity or discrepancy actually exists on the face 
of the Tender, the City may, prior to any Contract award, solicit clarification from the 
Tenderer or accept clarification from the Tenderer on any aspect of the Tender. Such 
clarification may include the acceptance of any further documents or information which 
will then form part of the Tender. The soliciting or accepting of such clarification (whether 
or not solicited) by the City will be without any duty or obligation of the City to advise any 
other Tenderers or to allow them to vary their tendered price(s) as a result of the 
acceptance of clarification from any one or more Tenderers and the City will have no 
liability to any Tenderer as a result of such acceptance of clarification. 

(e) The award of any Contract will be based on an evaluation of the Tenders by the City to 
determine which, in the City’s opinion, offer the best overall value to the City.  The City 
expects to place the greatest emphasis on price; however, the City may take into account 
other factors affecting value, including those concerning quality, service or sustainability, 
or Tenderers’ past work, reputations or experience.  The City may also focus, where 
relevant, on the overall net impact of a Tender (or an offer therein) on the finances of the 
City (including both capital and operating costs).  Therefore, the City may accept a 
Tender other than the lowest Tender. 

(f) If the City determines that all Tender Prices are too high, all Tenders may be rejected. 

(g) The City may, prior to any Contract award, agree, with the Tenderer considered to 
provide best value or any one or more Tenderers, to certain changes to the scope of the 
Work or certain changes to Contract conditions, in each case without having any duty or 
obligation to advise any other Tenderers or to allow them to vary any tendered prices as 
a result of such changes, and the City will have no liability to any other Tenderer as a 
result of such changes.  However, each Tender must be a tender in respect of the Work 
set forth herein, to complete that Work (or to complete subsets of that Work, if so 
specified in Section 1.0 of the Form of Tender) under an agreement in the form of the 
Form of Agreement included as Part D of the ITT, and not propose variations thereto. 

(h) Each Tenderer acknowledges and agrees that the City will not be responsible for Losses 
incurred by the Tenderer as a result of or arising out of submitting a Tender, or due to the 
City’s acceptance or non-acceptance of its Tender, or any part thereof, or any breach by 
the City of the Tender Contract between the City and the Tenderer, or arising out of any 
Contract award not being made in accordance with the express or implied terms of the 
Tender Documents. 

(i) The City may award a Contract on the basis of policies and preferences not stated in the 
Tender Documents or otherwise than as stated in the Tender Documents. 

(j) Prior to any Contract award, a Tenderer may be required to demonstrate financial 
stability.  Should the City so request, a Tenderer may be required to provide annual 
financial reports or a set of financial statements prepared by an accountant. 

(k) City guidelines or policies that may be applicable to the ITT will not give rise to legal 
rights on the part of any Tenderer, Contractor, subcontractor, supplier, or other person as 
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against the City and will in no case create any liability on the part of the City. For 
certainty, the City’s Procurement Policy, as amended or replaced from time to time, is 
now agreed to be an internal guideline document and creates no legal rights or 
obligations with respect to this ITT. 

(l) The City may reject any Tender by a Tenderer that has engaged in collusion with another 
Tenderer or otherwise attempted to influence the outcome of the ITT other than through 
the submission of its Tender. 

(m) The City may elect, in its sole discretion, to accept for consideration Tenders that contain 
conditions or qualifications that are in the nature of corrections of typos or resolutions of 
internal inconsistencies in this ITT or the Form of Agreement in Part D, or that represent 
immaterial changes to the Form of Agreement in Part D and do not consist of changes of 
substance or changes to allocations of risk, or with respect to the scope of any Work, that 
are for the avoidance of doubt only and do not suggest any deviation from the 
requirements of the ITT.  This Section 5.1(m) is a reservation of rights for the benefit of 
the City and no Tenderer may rely on this paragraph to qualify its Tender. 

6.0 AWARD OF CONTRACT 

6.1 Award of a Contract will be subject to approval by, or pursuant to authority delegated by, 
Vancouver City Council and the Tenderer’s compliance with the conditions required to be met 
upon receipt of the Notice of Award. 

6.2 Any successful Tenderer will become a Contractor and will be required to sign a Contract with the 
City, subject to any amendments approved by the City in writing. 

7.0 EXAMINATION OF TENDER DOCUMENTS 

7.1 Each Tenderer should examine the Tender Documents and must also satisfy itself of the extent of 
the Work.  Each Tenderer must make its own estimate of the facilities and difficulties attending 
the performance and the completion of Work. 

7.2 No allowance will be made on behalf of a Contractor for any error, omission or negligence on the 
Contractor’s part or for non-compliance with the requirements of the foregoing clause 7.1. 

8.0 SITE EXAMINATION/PRE-SUBMISSION DUE DILIGENCE BY TENDERER 

8.1 Tenderers should make a careful examination of the Site and investigate and satisfy themselves 
at their own risk and expense as to all matters relating to the nature and extent of Work, the 
means of access to the Site, the extent of required coordination with public use of adjacent areas, 
and any and all matters which are referred to in the Specifications and Drawings and other 
Tender Documents, or which are necessary for the full and proper completion of any Work or are 
required by the conditions under which it must be performed.  No allowance will be made 
subsequently for any error, negligence, interpretation, or misinterpretation on a Contractor’s part. 

8.2 The City and the Consultant do not make any representations or warranties concerning the 
completeness or accuracy of Site and geotechnical information (if any) provided in or with the 
Tender Documents, and each Tenderer must evaluate such information as part of its overall 
assessment of actual Site conditions. 

8.3 If any Tenderer wishes to evaluate any Site conditions, and, for that purpose, requires access or 
documents from the City beyond the access and documents already provided for in this ITT, the 
City encourages the Tenderer to submit a written request to the City as far in advance of the 
Closing Time as is possible. The City will then consider whether or not to facilitate the request.  In 
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response to such a request, the City may elect to, itself, undertake a particular study and 
distribute the results to all Tenderers. 

9.0 INTERPRETATION AND CLARIFICATIONS 

9.1 If any Tenderer is in doubt as to the correct interpretation of any part of the Specifications, 
Drawings, or other Tender Documents, the Tenderer should request an interpretation of the same 
from the City by the time stated in Part A - Introduction, Section 6.3.  In the absence of such a 
request, the Tenderer’s Tender will be presumed to be based upon the interpretation that may be 
subsequently given in accordance with the Contract Documents, after award of a Contract. 

9.2 Prior to the Closing Time, requests for clarification of the Specifications, Drawings, or other 
Tender Documents may be answered in writing by the City and sent to all prospective Tenderers 
who have submitted a Response Notification Form on or before the indicated deadline.  The City 
is not responsible for any other explanations or interpretations of the Specifications, Drawings or 
other Tender Documents.  

10.0 PRODUCT APPROVAL 

10.1 Wherever any material, machinery, equipment or fixture (any “Product”) is specified or shown in 
the Tender Documents by reference to a proprietary item, product or model number, catalogue 
number, manufacturer or trade name or similar reference, each Tenderer obligates itself to submit 
its Tender and, if applicable, accept award of a Contract based upon the use of such Product.  
Use of any such reference in the Tender Documents is intended to establish the measure of 
quality which the City (or its Consultant) has determined to be requisite and necessary for the 
Work.  Where two or more Products are shown or specified, the Contractor has the option of 
which to use. 

10.2 For approval of Products other than those specified, a Tenderer should submit a request in 
writing to the City at least five business days prior to the Closing Time.  Requests must clearly 
define and describe the Product for which approval is requested.  Requests should be 
accompanied by manufacturer’s literature, specifications, drawings, cuts, performance data or 
other information necessary to completely describe the items.  Approval by the City will only be in 
the form of an addendum to the Specifications issued by the City. 

10.3 Approvals of Products, as noted in clause 10.2 above, shall only be deemed effective insofar as 
the Products conform to the Specifications. 

11.0 INSURANCE 

11.1 Each Tenderer should ensure that it can maintain the insurance described in the Form of 
Agreement (Part D).   

11.2 The Tenderer should complete and submit the “Certificate of Existing Insurance” attached as a 
Schedule to the Form of Tender, together with the “Undertaking of Insurance” attached as a 
Schedule to the Form of Tender.   

11.3 Following Contract award, a successful Tenderer will be required to complete certificates of 
insurance for the Work (or the particular subset of the Work in respect of which the Contract is 
made), in the forms attached as a schedule to the Form of Tender. 

12.0 WORKSAFEBC 

12.1 The Tenderer should ensure that it can comply with all WorkSafeBC requirements, as described 
in the Form of Agreement (Part D). 
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13.0 LABOUR RATES AND EQUIPMENT 

13.1 Tenderers must provide, if requested in a schedule to the Form of Tender, the force account 
labour and equipment rates setting out the all-inclusive hourly rates for all applicable types of 
equipment as well as the all-inclusive hourly rates for all applicable categories of labour, which 
rates will then apply pursuant to any Contract. 

14.0 LISTS OF SUBCONTRACTORS AND SUPPLIERS 

14.1 Tenderers should provide, if requested in a schedule to the Form of Tender, lists of proposed 
subcontractors and suppliers, specifying the name and address of, and the portion of the Work to 
be completed by, or the equipment or materials to be supplied by, each proposed subcontractor 
or supplier. 

14.2 The City reserves the right to object to any of the proposed subcontractors or suppliers listed in a 
Tender.  If the City objects to a listed subcontractor or supplier, then the City will permit a 
Tenderer to propose a substitute subcontractor or supplier acceptable to the City.  A Tenderer will 
not be required to make such a substitution and, if the City objects to a listed subcontractor or 
supplier, the Tenderer may, rather than propose a substitute subcontractor or supplier, consider 
its Tender rejected by the City and, by written notice, withdraw its tender.  The City shall, in that 
event, return the Tenderer’s bid security. 

15.0 TAXES AND FEES 

15.1 The successful Tenderer will be required to obtain and pay for any applicable municipal, 
provincial and federal permits and licences necessary for the proper completion of the Work.  The 
City will not be liable in any manner for the same, and the successful Tenderer agrees to 
indemnify and save the City harmless from and against all claims and Losses in relation to 
obtaining and paying for any applicable municipal, provincial and federal permits and licences 
necessary for the proper completion of the Work. 

15.2 Each Tenderer’s Tender Price (and each other price offered by the Tenderer in its Tender, if 
applicable) must, unless otherwise expressly stated, be inclusive of all applicable municipal, 
provincial, federal and other taxes, and all customs and excise duties and other assessments and 
charges, including sales taxes assessed upon the sale of goods and services to the City under 
the Contract, and the successful Tenderer agrees to indemnify and save the City harmless from 
and against all claims which shall be made with respect thereto.  

16.0 NON-RESIDENT WITHHOLDING TAX 

16.1 Tenderers are advised that, if the Contractor is not a resident of Canada, federal tax legislation 
may require that a certain percentage of any Contract Price otherwise payable to the Contractor 
be withheld by the City and remitted to the Receiver-General for Canada.  The percentage 
required to be withheld and remitted varies depending on, among other things, the country of 
residence, the provisions of any applicable tax treaties and the nature of the payment.  Non-
resident Tenderers may contact the Vancouver office of the Canada Revenue Agency for further 
details.  Under any Contract, any and all money so withheld and remitted shall be treated as a 
payment to the Contractor against the Contract Price. 

17.0 NO CLAIM AGAINST THE CITY 

17.1 The Tenderer acknowledges and agrees that the City will not be responsible for any Losses 
incurred by the Tenderer, including, without limiting the generality of the foregoing, any Losses 
incurred by the Tenderer directly or indirectly caused by any act or omission of the City or breach 
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of any agreement or duty by the City, express or implied, and by submitting a Tender each 
Tenderer shall be deemed to have agreed that it has no claim whatsoever. 

17.2 The Tenderer now indemnifies and will protect and save the City and any of its employees, 
advisors or representatives (including the Consultant) harmless from and against all Losses, in 
respect of any claim or threatened claim by any of its subcontractors, or materials or equipment 
suppliers alleging or pleading: 

(a) a breach of the Tender Contract by the City or any of its employees, advisors or 
representatives (including the Consultant); 

(b) an unintentional tort, of the City or any of its employees, advisors or representatives 
(including the Consultant), occurring in the course of conducting this ITT; or 

(c) liability on any other basis related to the ITT or the Tender Contract. 

18.0 DISPUTE RESOLUTION 

18.1 Any dispute relating in any manner to this ITT, except only disputes arising between the City and 
any Tenderer to whom the City has made an award of a Contract, which arise under such 
Contract, will be resolved by arbitration in accordance with the Commercial Arbitration Act (British 
Columbia), amended as follows: 

(a) The arbitrator will be selected by the City's Director – Supply Chain Management;  

(b) Sections 17.1 and 17.2 above will: 

(i) bind the arbitrator, the Tenderer and the City; and 

(ii) survive any and all awards made by the arbitrator; and 

(c) The Tenderer will bear all costs of the arbitration. 

19.0 CONFIDENTIALITY AND PRIVACY 

19.1 Each Tender, once submitted to the City, will be held in accordance with the City’s role as a 
public body required under Information and Privacy Legislation to protect or disclose certain types 
of records according to certain statutory rules.  Each Tender, upon submission to the City, will be 
received and held in confidence by the City, unless and to the extent that it is or must be 
disclosed pursuant to Information and Privacy Legislation or other applicable legal requirements, 
and except that the City may publicly disclose information about or from Tenders, including 
without limitation names and prices, in the course of publicly reporting to the Vancouver City 
Council about the ITT. 

19.2 If unsuccessful, a Tenderer, at the City’s request, shall destroy or return all copies and originals 
(in any format or medium) of the Tender Documents. 

20.0 RELEASE OF INFORMATION RESTRICTED 

20.1 The release of information about Tenders is restricted.  Tenderers can obtain information 
concerning the names of the other Tenderers who have submitted a Tender and the Tender Price 
shown on each Form of Tender at the following website within 48 hours of the Closing Time. 
However, no other information is anticipated to be disclosed by the City. 

http://vancouver.ca/doing-business/unverified-tender-results.aspx 
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Name of Tenderer       Initials of Signing Officer 
 

 

Tender of:  

 Legal Name of Person, Partnership or Corporation (the “Tenderer”) 

Business Address:  

Postal or Zip Code:  

Cheques Payable to / 
Remit to Address: 

 

Postal or Zip Code:  

Key Contact Person:  

Telephone No.:  Fax No.:  

E-mail:  

Tax registration 
numbers (as 
applicable): 

 

Dun & Bradstreet 
Number (if available): 

 
WorkSafeBC 
Account Number: 

 

City of Vancouver Business License Number (or, 
if available, Metro West Inter-municipal Business 
License Number): 

 

Date, Jurisdiction and Form of Organization (as 
applicable): 
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Name of Tenderer       Initials of Signing Officer(s) 
 

1.0 TENDER PRICE AND SCHEDULE 

Having carefully read and examined the Tender Documents, and having agreed to the terms and 
conditions set out in Parts A and B of the ITT, the undersigned Tenderer (for purposes of this 
Tender, the “Tenderer”) offers to complete the Work and to furnish all plant, tools, equipment, 
labour, products, material and supervision necessary therefor, and to enter into an agreement in 
the form of the Form of Agreement set forth as Part D of the ITT to execute the Work, for the 
Tender Price specified below. 

 

ITT NO. PS20181844 - Provision of Re-roofing Services for Hastings Library 

The Tender Price (including all costs, taxes and fees)(as per Schedule A), is 

           dollars 

and        cents ($    ) 

The Tender Price includes all PST and GST. 

The Tenderer’s offer to complete all of the Work is an offer made according to the following 
schedule: 

(a) Work wil;l begin by early February 2019, subject to the City issuing a Notice to Proceed. 

(b) Substantial performance of the Work will occur by early June 2019. 

(c) Total performance of the Work will occur by mid-June, 2019. 

2.0 ELECTRONIC PAYMENTS ACKNOWLEDGEMENT 

If awarded a contract, the Tenderer agrees that all payments to be made by the City will be by 
electronic funds transfer, and the Tenderer will provide the City with the necessary banking 
information to facilitate this process. 

3.0 IRREVOCABILITY; NOTICE OF AWARD 

The Tenderer agrees that each offer made by the Tenderer herein will be irrevocable and open 
for acceptance by the City for a period of ninety (90) calendar days commencing on the Closing 
Time, even if an offer of another Tenderer is accepted by the City.  If within this period the City 
delivers a written notice by which the City accepts an offer of the Tenderer (a “Notice of Award”), 
the Tenderer will, within ten (10) Working Days (as defined in CCDC 2) of the receipt of the 
Notice of Award, deliver to the City:  

(a) a performance bond and a labour and material payment bond, each in the amount of fifty 
percent (50%) of the Tender Price of the Work in respect of which the Notice of Award is 
given, as referred to in Section 1.0 above, issued by a surety licensed to carry on the 
business of suretyship in the province of British Columbia, and in a form acceptable to 
the City; 

(b) a detailed construction schedule consistent with the preliminary construction schedule 
included in this Tender, which indicates the timing of the major activities of the relevant 
Work and provides sufficient detail of the critical events and their inter-relationship to 
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demonstrate such Work will be performed by the relevant completion date stated in this 
Tender; 

(c) a detailed traffic management plan addressing vehicular and pedestrian movement, 
safety and access with specific details of the methods, signage and materials used to 
maintain Site operations and access to staff and public users of the Site; 

(d) a detailed Site-specific safety and health plan addressing as a high-level overview the 
health and safety issues including, but not limited to hazards, mitigation measures, site 
orientations, safety meetings, first aid attendant requirements, and training requirements 
and record keeping; 

(e) a WorkSafeBC number and a “clearance letter” confirming that the Tenderer is in 
WorkSafeBC compliance; 

(f) a valid City of Vancouver business licence; 

(g) a completed Contractor's Pre-Contract Hazard Assessment Form (in the form of 
Schedule 9 to the Form of Agreement); 

(h) banking details to support payments by Electronic Funds Transfer (EFT); and 

(i) completed and signed certificates of insurance (in the forms attached as a schedule to 
this Form of Tender) indicating that all of the insurance coverage required by the Contract 
is in place. 

4.0 NOTICE TO PROCEED 

The Tenderer agrees that upon the City’s receipt and acceptance (in the City’s discretion) of the 
required submissions listed above, the Tenderer will, within two (2) Working Days, execute and 
return to the City the Contract and the other Contract Documents requiring execution (in each 
case, as prepared by the City for execution) and, upon the City’s receipt and acceptance thereof, 
the City may deliver to the Tenderer a “Notice to Proceed”, and the Tenderer will: 

(a) commence the relevant Work within two (2) Working Days of the receipt of the Notice to 
Proceed or such longer time as may be otherwise specified in the Notice to Proceed; and 

(b) issue, post, and copy the City on the “Notice of Project” as and when required under 
section 20.2 of the Occupational Health & Safety Regulation (BC Regulation 296/97). 

5.0 CONDITIONS 

(a) The Tenderer agrees that if the Tenderer receives a Notice of Award or a Notice to 
Proceed and fails or refuses to comply with the requirements stated in the foregoing 
clause 3.0 or clause 4.0, as the case may be, then such failure or refusal will be deemed 
to be a repudiation of the Tender Contract and refusal to enter into the relevant Contract 
and the City may, on written notice to the Tenderer, award the Contract to another party.  
It is further agreed that, as full compensation on account of damages suffered by the City 
because of such failure or refusal, the bid security shall be forfeited to the City in the 
amount equal to the lesser of: 

(i) the face value of the bid security; and 
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(ii) the amount by which the Tender Price is less than the amount for which the City 
contracts with another party to perform the Work. 

(b) The lowest or any submitted tender will not necessarily be accepted in relation to all or 
any of the Work.  The City reserves the right to reject this Tender at any time without 
further explanation or to accept any Tender considered advantageous to the City. 

(c) The schedules attached to this Form of Tender form an integral part of the same. 

6.0 ADDENDA, AMENDMENTS AND QUESTIONS AND ANSWERS 

The Tenderer acknowledges receipt of the following addenda, amendments and questions and 
answers to the Tender Documents: 

 

Addendum No. 

 

 

 

Amendment No. 

 

 

 

Questions and Answers No.  

 

 

 

The Tenderer agrees that it thoroughly understands and accepts the terms and conditions 
contained therein. 

7.0 CITY PRE-CONTRACT HAZARD ASSESSMENT 

The Tenderer acknowledges receipt of the completed City Pre-Contract Hazard Assessment 
(Schedule 8 of Part D - Form of Agreement), subject to GC 9.4.12, Schedule 1 of Part D – Form 
of Agreement. 

8.0 CERTIFICATION 

The Tenderer represents and warrants that this Tender complies in all respects with the Tender 
Documents. 
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9.0 LABOUR 

The above stated price is based on the Work under the Contract being performed by union/non-
union labour.  (Delete “union” or “non-union” as applicable). 

10.0 CONTRACT TERMS IN THE ITT 

Without limitation, the Tenderer expressly agrees with the City to all of the terms and conditions 
set forth in Part A and Part B of the ITT and is bound thereby. 

SIGNED on behalf of the Tenderer this    day of   20  by the duly 
authorized signatory or signatories of the Tenderer: 

Per:        

Name and Title:      

Per:        

Name and Title:      

If the Tenderer has a corporate seal, 
the corporate seal should be applied 
in the space below: 

If the Tenderer is an individual, a proprietorship or a 
partnership, the above signature(s) should be 
witnessed: 

        
Witness signature 

        
Witness name 

        
Witness address 
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SCHEDULE “A” 

SCHEDULE OF QUANTITIES AND PRICES 

EACH TENDER MUST COMPLETE THIS SCHEDULE A, AS AMENDED, IN FULL.  EACH PAGE OF 
THIS SCHEDULE A MUST BE INITIALLED BY THE SIGNATORIES OF THE FORM OF TENDER.  
TENDERS MUST NOT BE SUBMITTED WITHOUT A COMPLETED, DULY EXECUTED SCHEDULE A. 

The Tender Price to complete all of the Work is apportioned in accordance with the following table.  The 
prices shown in each of the numbered rows of the table shall include (i) all labour, material and other 
costs, (ii) overhead and profit, (iii) PST, and (iv) all other taxes, duties, assessments, charges and fees, 
except for GST.  GST shall be shown separately on the row provided therefor. 

NOTE: Prices must be PST-inclusive.  Only GST is to be shown as a separate line item.  

The sum of the amounts shown in the table below MUST equal the Tender Price stipulated in the space 
provided in the Form of Tender which, for greater certainty, is the Tenderer’s proposed Contract Price for 
a Contract to complete all of the Work.     

EVERY ROW OF THE BELOW TABLE MUST BE COMPLETED WITH A DOLLAR AMOUNT, EVEN IF 
THAT DOLLAR AMOUNT IS $0. 
 

Item Description Amount (including PST) 

1. General Conditions $ 

2. Mobilization $ 

3. 
Scope of work for roof replacement as per Morrison 
Hershfield design package $ 

4. Demolition $ 

5. Roofing $ 

6. Concrete $ 

7. Coating $ 

8. Flashing & metalwork $ 

9. Abatement $ 

10. 
Other (contingency allowances and any other work or 
costs not reflected in the items above but required to 
complete the Work covered by the Tender Documents) 

$ 

11. Subtotal (including all PST) $ 

12. GST (5%) $ 

13. 
Tender Price (including all costs, PST, GST and 
other taxes and fees) 

$                                              
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Separate Prices 
 
These separate prices should be treated individually and may be awarded with the Base Price or may be 
used to change the scope of the Work upon written instruction from the City. The separate prices will be 
applied in accordance with PART 6 CHANGES IN THE WORK of the General Conditions of the 
Stipulated Price Contract (CCDC 2 – 2008), as modified by the Supplementary General Conditions 
(Schedule 1 to Part D – Form of Agreement). The prices should include (i) all labour, material and other 
costs, (ii) overhead and profit, (iii) PST, and (iv) all other taxes, duties, assessments, charges and fees, 
except for GST. 
 

Item Description Amount (including PST) 

1. Scaffolding and Temporary Roof $ 

2. Curb construction at ramp $ 

3. Cover Up of power lines in the alleyway $ 

 
List of Unit Prices for Any Additional Work 

These unit prices will be used for changing quantities from those indicated in the Tender Documents or 
Contract Documents upon written instruction from the City. The unit prices will be applied in accordance 
with PART 6 CHANGES IN THE WORK of the General Conditions of the Stipulated Price Contract 
(CCDC 2 – 2008), as modified by the Supplementary General Conditions (Schedule 1 to Part D – Form of 
Agreement). The prices should include (i) all labour, material and other costs, (ii) overhead and profit, (iii) 
PST, and (iv) all other taxes, duties, assessments, charges and fees, except for GST. 
 

Item Description Unit Price (including PST) 

1. Concrete supply per cubic metre of concrete over and 
above the 3”s 

$ 
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SCHEDULE “B” 

PRELIMINARY CONSTRUCTION SCHEDULE 

 

The Work is expected to begin by early February 2019 and substantial performance is targeted for early 
June 2019. Please clearly define time requirements for project milestones identified in the table below.  If 
necessary, please add an attachment to this Schedule.   
 

TABLE 1 – PROJECT MILESTONES 

Milestone Date of Completion 

  

  

  

  

  

Additional pages may be attached to this page.  Each such additional page is to be clearly marked “ITT 
No. PS20181844, FORM OF TENDER – SCHEDULE B”, and is to be signed by the Tenderer. 
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SCHEDULE “C” 

SUBCONTRACTORS AND SUPPLIERS 

1.0 SUBCONTRACTORS 

The Tenderer intends to use the following subcontractors for the portions of the Work identified 
below.  (All subcontractors who are proposed to perform any portion of the Work should be 
listed.) 
 

Subcontractor Address Type of Work 

   

   

   

   

   

   

   

   

   

   

   

   

Additional pages may be attached to this page.  Each such additional page is to be clearly marked “ITT 
No. PS20181844, FORM OF TENDER – SCHEDULE C”, and is to be signed by the Tenderer. 

 

2.0 A hazardous materials survey has been performed at the Site and is attached. The following 
hazardous materials have been identified in the following areas: 

 Lead Based Paint on the Metal Mechanical Enclosure 

Hazardous materials will be disturbed during any work impacting the paint on the metal mechanical 
enclosure. 

The Tenderer must use one of the City’s pre-qualified hazardous materials abatement contractors for 
any abatement work.  As such, the Tenderer must propose to use one or more of the following pre-
qualified hazardous materials abatement contractors for the abatement work and such contractor(s) 
must be named in the table of subcontractors above. 

Hazardous materials abatement must be completed in accordance with the Occupational Health and 
Safety Regulation and hazardous waste disposed of in accordance with the Environmental 
Management Act. 
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IF THE TENDERER DOES NOT PROPOSE A PRE-QUALIFIED ABATEMENT CONTRACTOR, ITS 
TENDER WILL BE DEEMED NON-COMPLIANT AND WILL NOT BE CONSIDERED. 

 

PRE-QUALIFIED ABATEMENT CONTRACTORS LIST (Alphabetical Order) 
 

No. Company Key Contact Email Phone 

1 
Actes Environmental 

Limited 
Michael 
Fleming 

michael@actesenvironmental.com 604-990-4258 

2 Enviro-Vac Limited Chris Mitsche chris@envirovac.com 

888-296-2499 
604-992-8514 

3 
Nucor Environmental 

Solutions Limited 
Jim Dumelie jimd@nucorenv.ca 604-521-2214 

4 
Phoenix Enterprises 

Limited 
Richard Purdy rpurdy@pelsurrey.com 604-594-0224 

5 
Pro Active Hazmat 

Environmental Limited 
Sheldon White sheldonw@proactivehazmat.com 

778-298-2268 
778-887-3545 

6 Quantum Murray LP 
Stephen 
Hibbert 

stephen.hibbert@qmenv.com 

604-219-4192 
604-364-8047 

 
 
3.0 SUPPLIERS 

The Tenderer intends to use the following suppliers and manufacturers for the required Work. 

Additional pages may be attached to this page.  Each such additional page is to be clearly marked “ITT 
No. PS20181844, FORM OF TENDER – SCHEDULE C”, and is to be signed by the Tenderer. 

 

Supplier Manufacturer Supplier Address Item 
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SCHEDULE “D” 

TENDERER’S EXPERIENCE WITH RELATED WORK 

Tenderers should confirm that they and their proposed subcontractors have the required experience to 
perform the Work.  Each Tenderer should submit information concerning a minimum of THREE 
completed projects (similar in scope and size to the Work or to any particular subset of the Work in 
respect of which separate offers are requested in Section 1.0 of the Form of Tender, if applicable), for 
each of itself and its proposed subcontractors, including the following information: 
 
Reference #1 
 

Description of Project:  

  

  

  

Location of Project:  

Contract Value:   $       (Cdn. Dollars) 

Start and Completion Dates:  

Completed on Schedule? Yes No (Circle Correct Response) 

Name of Contract City:  

Name of Project Reference:  

Current Telephone Number and E-mail of Project Reference: 

 

 

Names of Key Personnel and Subcontractors: 
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Reference #2 
 

Description of Project:  

  

  

  

Location of Project:  

Contract Value:   $       (Cdn. Dollars) 

Start and Completion Dates:  

Completed on Schedule? Yes No (Circle Correct Response) 

Name of Contract City:  

Name of Project Reference:  

Current Telephone Number and E-mail of Project Reference: 

 

 

Names of Key Personnel and Subcontractors: 
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Reference #3 
 

Description of Project:  

  

  

  

Location of Project:  

Contract Value:   $       (Cdn. Dollars) 

Start and Completion Dates:  

Completed on Schedule? Yes No (Circle Correct Response) 

Name of Contract City:  

Name of Project Reference:  

Current Telephone Number and E-mail of Project Reference: 

 

 

Names of Key Personnel and Subcontractors: 

 

 

 

Additional pages may be attached to this page.  Each such additional page is to be clearly marked “ITT 
No. PS20181844, FORM OF TENDER – SCHEDULE D”, and is to be signed by the Tenderer. 
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SCHEDULE “E” 

FORCE ACCOUNT LABOUR & EQUIPMENT RATES 

Tenderers should complete the following tables setting out the all-inclusive hourly rates for all applicable 
types of equipment as well as the all-inclusive hourly rates for all applicable categories of labour, which 
rates will then apply pursuant to any Contract. 

TABLE 1 - SCHEDULE OF LABOUR RATES 
 

Job Classification Regular Rate Overtime Rate 

 $ $ 

 $ $ 

 $ $ 

 $ $ 

 $ $ 

 $ $ 

TABLE 2 – SCHEDULE OF EQUIPMENT RATES 
 

No. Equipment Description Hourly Rate 
No. of 
Hours 

Overhead 
and Profit 

Total Price 

  $  $ $ 

  $  $ $ 

  $  $ $ 

  $  $ $ 

  $  $ $ 

Labour and equipment rates must be inclusive of all taxes except for GST, and all assessments, benefits, 
small tools, overhead and profits. 

Additional pages may be attached to this page.  Each such additional page is to be clearly marked “ITT 
No. PS20181844, FORM OF TENDER – SCHEDULE E”, and is to be signed by the Tenderer. 
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SCHEDULE “F” 

FORM OF CONSENT OF SURETY 

 

PROJECT:             

 

Should it be required, we the undersigned Surety Company do hereby undertake to become bound as a 
surety in an approved Contract Performance Bond and Labour and Material Payment Bond, each in the 
amount of fifty percent (50%) of the awarded Contract Price for the fulfillment of a Contract, which may be 
awarded to       at the Tender Price (or another offered price) set forth in 
the attached Tender, which Performance Bond and Labour and Material Payment Bond we understand 
are to conform to the applicable CCDC forms and be filed with the City within 10 Working Days of receipt 
of Notice of Award of a Contract, unless otherwise directed by the City. 

We hereby further declare that the undersigned Surety Company is legally entitled to do business in the 
Province of British Columbia and that it has a net worth over and above its present liabilities and the 
amounts herein set forth. 

 

The Common Seal of       
was hereto affixed in the presence of: 

 

        

 



INVITATION TO TENDER NO. PS20181844 
PROVISION OF RE-ROOFING SERVICES FOR HASTINGS LIBRARY 

SCHEDULE “G” (PART C - FORM OF TENDER) 
 

{00155047v34} 

November 2018 Page FT16 
 
              
Name of Tenderer       Initials of Signing Officer 

SCHEDULE “G” 

SUSTAINABILITY 

1. Please list any products or services contemplated in the Tender that are toxic or hazardous to the 
environment or humans and complete the following table in relation thereto. 

Item 
Description of Toxin / 

Hazard 
Substantiation for Use 

Mitigation strategy to reduce the 
effect of the Toxin / Hazard 

    

    

    

    

    

    

2. Please identify the Tenderer’s standard practices for disposal of obsolete or expired products or 
equipment. 

Item Type of Product/Equipment Disposal Method 

   

   

   

   

   

   

3. Please identify the Tenderer’s current or proposed solutions to address and reduce carbon 
emissions. 

 

Item Carbon Emission Risk Solution to Reduce Carbon Emissions 
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SCHEDULE “H” 

CERTIFICATES OF INSURANCE 

(TO BE COMPLETED IF AWARDED THE CONTRACT) 
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SCHEDULE “I” 

CERTIFICATE OF EXISTING INSURANCE 

(TO BE COMPLETED AND SUBMITTED WITH TENDER) 

 



  InsuranceCertificates-COVExistingInsurance-2010-03.dot 

 Appendix 4  

SSeeccttiioonn  22  tthhrroouugghh  88  ––  ttoo  bbee  ccoommpplleetteedd  aanndd  eexxeeccuutteedd  bbyy  tthhee  IInnssuurreerr  oorr  iittss  AAuutthhoorriizzeedd  RReepprreesseennttaattiivvee  
 

1. THIS CERTIFICATE IS ISSUED TO: City of Vancouver, 453 W 12th Avenue, Vancouver, BC, V5Y 1V4
and certifies that the insurance policy (policies) as listed herein has/have been issued to the Named Insured and is/are in
full force and effect.

2. NAMED INSURED (must be the same name as the proponent/bidder and is either an individual or a legally
   incorporated company)   

2.

BUSINESS TRADE NAME or DOING BUSINESS AS 

BUSINESS ADDRESS 
 

DESCRIPTION OF OPERATION 
 
 

 

3. PROPERTY INSURANCE (All Risks Coverage including Earthquake and Flood)  

INSURER   Insured Values (Replacement Cost) - 
 

TYPE OF COVERAGE   Building and Tenants’ Improvements $ 
 

POLICY NUMBER   Contents and Equipment $ 
 

POLICY PERIOD From  to        Deductible Per Loss $ 
 

 

4. COMMERCIAL GENERAL LIABILITY INSURANCE (Occurrence Form)
Including the following extensions: INSURER 
√ Personal Injury POLICY NUMBER 
√ Property Damage including Loss of Use POLICY PERIOD From to
√ Products and Completed Operations Limits of Liability (Bodily Injury and Property Damage Inclusive) - 
√ Cross Liability or Severability of Interest Per Occurrence $ 
√ Employees as Additional Insureds Aggregate $ 
√ Blanket Contractual Liability All Risk Tenants’ Legal Liability $ 
√ Non-Owned Auto Liability Deductible Per Occurrence $ 
 

 

5. AUTOMOBILE LIABILITY INSURANCE for operation of owned and/or leased vehicles
INSURER   Limits of Liability - 
POLICY NUMBER   Combined Single Limit $      
POLICY PERIOD From  to        If vehicles are insured by ICBC, complete and provide Form APV-47. 
 

 

6. UMBRELLA OR  EXCESS LIABILITY INSURANCE Limits of Liability (Bodily Injury and Property Damage Inclusive) -
INSURER       Per Occurrence $ 
POLICY NUMBER       Aggregate $ 
POLICY PERIOD From  to       Self-Insured Retention $ 
 

 

7. PROFESSIONAL LIABILITY INSURANCE Limits of Liability 
INSURER   Per Occurrence/Claim $ 
 

POLICY NUMBER   Aggregate $ 
 

POLICY PERIOD From        to   Deductible Per $
 Occurrence/Claim 

If the policy is in a “CLAIMS MADE” form, please specify the applicable Retroactive Date:
 

8. OTHER INSURANCE
TYPE OF INSURANCE   Limits of Liability 
INSURER   Per Occurrence $ 
POLICY NUMBER   Aggregate $ 
POLICY PERIOD From  to        Deductible Per Loss $ 
 

TYPE OF INSURANCE   Limits of Liability 
INSURER   Per Occurrence $ 
POLICY NUMBER   Aggregate $ 

 

POLICY PERIOD From  to        Deductible Per Loss $ 
 

SIGNED BY THE INSURER OR ITS AUTHORIZED REPRESENTATIVE 

 Dated      
PRINT NAME OF INSURER OR ITS AUTHORIZED REPRESENTATIVE, ADDRESS AND PHONE NUMBER 

CERTIFICATE OF EXISTING INSURANCE
TO BE COMPLETED AND APPENDED TO THE PROPOSAL/TENDER 
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SCHEDULE “J” 

UNDERTAKING OF INSURANCE 

To: City of Vancouver 

Re: PS20181844 – Provision of Re-roofing Services for Hastings Library 

 

Dear Sirs: 

We, the undersigned have completed, signed and attached the “Certificate of Existing Insurance” 
enclosed with this undertaking and now also do hereby undertake and agree that if  
       (the “Tenderer”) is awarded a Contract, we will insure 
the Contractor in accordance with the requirements of the Contract, the form of which is included in the 
Tender Documents and will form part of the Contract Documents.  

Dated at    , British Columbia, this   day of    20 . 

 

By:        

Title:        

Full Corporate Name of Insurer: 

        

The “Certificate of Existing Insurance” provided with the ITT should be completed and signed and 
enclosed with this schedule, both of which are to be signed by the Insurance Company or an authorized 
broker on behalf of the Insurance Company.  A SEPARATE FORM (AND CERTIFICATE OF EXISTING 
INSURANCE) SHOULD BE SIGNED FOR EACH POLICY IF THE TENDERER HAS MORE THAN ONE 
INSURER OR BROKER FOR ITS POLICIES. 
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SCHEDULE“K” 
 

DECLARATION OF SUPPLIER CODE OF CONDUCT COMPLIANCE 

Purpose:  All proposed suppliers are to complete and submit this form to certify compliance with the supplier 
performance standards set out in the Supplier Code of Conduct. 

The City of Vancouver expects each supplier of goods and services to the City to comply with the supplier 
performance standards set out in the City’s Supplier Code of Conduct (SCC) 
<http://vancouver.ca/policy_pdf/AF01401P1.pdf>.  The SCC defines minimum labour and environmental 
standards for City suppliers and their subcontractors. 

Suppliers are expected to comply with the aforementioned standards upon submitting a tender, proposal, 
application, expression of interest or quotation to the City, or have a plan in place to comply within a specific 
period of time.  The City reserves the right to determine an appropriate timeframe in which suppliers must come 
into compliance with these standards.  To give effect to these requirements, an authorised signatory of each 
proposed vendor must complete the following declaration and include this declaration with its submission: 

As an authorised signatory of ____________________________(vendor name), I declare that I have reviewed 
the SCC and to the best of my knowledge, ___________________________(vendor name) and its proposed 
subcontractors have not been and are not currently in violation of the SCC or convicted of an offence under 
national and other applicable laws referred to in the SCC, other than as noted in the table below (include all 
violations/convictions that have occurred in the past three years as well as plans for corrective action). 

Section of SCC / title of law Date of 
violation 

/conviction 

Description of 
violation / 
conviction 

Regulatory / adjudication 
body and document file 

number 

Corrective action 
plan 

     

     

I understand that a false declaration and/or lack of a corrective action plan may result in no further consideration 
being given to the submission of ____________________________(vendor name). 

Signature:          

Name and Title:         
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Name of Tenderer       Initials of Signing Officer 

SCHEDULE “L” 

CONFLICT OF INTEREST DECLARATION 
 
NO CONFLICT OF INTEREST / NO COLLUSION / NO LOBBYING 

Declaration as to no Conflict of Interest in ITT 

(a) The Tenderer confirms and warrants that there is no officer, director, shareholder, partner, 
employee or contractor of the Tenderer or of any of its proposed subcontractors, or any other 
person related to the Tenderer’s or any proposed subcontractor’s organization (a “person 
having an interest”) or any spouse, business associate, friend or relative of a person having 
an interest who is: 

a. an official or employee of the City; or 

b. related to or has any business or family relationship with an elected official or employee 
of the City, 

in each case, such that there could be any conflict of interest or any appearance of conflict of 
interest in the evaluation or consideration of the Tender by the City, and, in each case, except 
as set out, in all material detail in the section titled “Disclosure” in this Schedule “L”. 

(b) The Tenderer confirms and warrants that there is no person having an interest (as defined 
above) who is a former official, former employee or former contractor of the City and who has 
non-public information relevant to the ITT obtained during his or her employment or 
engagement by the City, except as set out, in all material detail, in the section titled 
“Disclosure” in this Schedule “L”. 

Declaration as to No Conflict of Interest Respecting Proposed Supply 

The Tenderer confirms and warrants that neither the Tenderer nor any of its proposed subcontractors is 
currently engaged in supplying (or is proposing to supply) goods or services to a third party such that 
entering into an agreement with the City in relation to the subject matter of the ITT would create a conflict 
of interest or the appearance of a conflict of interest between the Tenderer’s duties to the City and the 
Tenderer’s or its subcontractors’ duties to such third party, except as set out, in all material detail, in the 
section titled “Disclosure” in this Schedule “L”. 

Declaration as to No Collusion 

The Tenderer confirms and warrants that: 

(a) the Tenderer is not competing within the ITT with any entity with which it is legally or 
financially associated or affiliated; and 

(b) the Tenderer is not cooperating in any manner in relation to the ITT with any other 
tenderer responding to the ITT, 

in each case, except as set out, in all material detail, in the section titled “Disclosure” in this Schedule “L”. 

Declaration as to Lobbying 

The Tenderer confirms and warrants that: 

(a) neither it nor any officer, director, shareholder, partner, employee or agent of the 
Tenderer or any of its proposed subcontractors is registered as a lobbyist under any 
lobbyist legislation in any jurisdiction in Canada or in the United States of America; and 

(b) neither it nor any officer, director, shareholder, partner, employee or agent of the 
Tenderer or any of its proposed subcontractors has engaged in any form of political or 
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Name of Tenderer       Initials of Signing Officer 

other lobbying whatsoever with respect to the Tender or sought, other than through the 
submission of the Tender, to influence the outcome of the ITT, 

in each case, except as set out, in all material detail, in the section titled “Disclosure” in this Schedule “L”. 

Disclosure [Add disclosure here.] 

 

 

 

(NOTE: The City will evaluate each matter disclosed to determine whether and to what extent the 
Tenderer can be given consideration in the ITT in light of the particular matter.) 

THE TENDERER HAS EXECUTED AND DELIVERED THIS DECLARATION AS AN INTEGRAL PART 
OF ITS TENDER IN THE MANNER AND SPACE SET OUT BELOW: 

 
 
              
Signature of Authorized Signatory for the Tenderer  Date 
 
 
        
Name and Title 
 
 
              
Signature of Authorized Signatory for the Tenderer  Date 
 
 
        
Name and Title 
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INVITATION TO TENDER (“ITT”) NO. PS20181844 

PROVISION OF RE-ROOFING SERVICES FOR HASTINGS LIBRARY 

 

 

CONSTRUCTION AGREEMENT 

 

between 

[CONTRACTOR NAME] 

and 

CITY OF VANCOUVER 

 

 

 

[DATE] 

 
For the purposes of this ITT, the Agreement is 

attached to allow Tenderers to review and comment. 
Comments/Deviations after the bid closes may not 

be entertained. 
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CONSTRUCTION AGREEMENT 

 

THIS CONSTRUCTION AGREEMENT (the “Agreement”) dated for reference [insert date] is entered 
into 

BETWEEN: 
CITY OF VANCOUVER 
453 West 12th Avenue 
Vancouver, British Columbia   V5Y 1V4  

(the “City”) 

OF THE FIRST PART 

AND: 

[INSERT NAME OF CONTRACTOR] 
[insert address] 
[insert address] 

 (the “Contractor”) 

OF THE SECOND PART 

 

BACKGROUND 

A. By way of an Invitation to Tender for the provision of re-roofing services for the Hastings Library, 
the City requested tenders from general contractors to perform the Work. 

B. In response to the Invitation to Tender, the Contractor submitted a tender dated [insert date]. 

C. After evaluating the tenders and obtaining necessary approvals, the City issued a Notice of 
Award to the Contractor, thereby creating this Contract with the Contractor for the Work based on 
the Contractor’s tender.  

THE CITY AND THE CONTRACTOR NOW AGREE AS FOLLOWS: 

ARTICLE A-1 THE WORK 

The Contractor shall: 

1.1 perform the Work required by the Contract Documents for the re-roofing of the Hastings Public 
Library at 2674 E Hastings Street in Vancouver, British Columbia (which is the Place of the 
Work), in respect of which Work Morrison Hershfield is acting as, and is, the Consultant;  

1.2 do and fulfill everything indicated by the Contract Documents; and 

1.3 commence the Work by the [day] day of [month], [year] and, subject to adjustment to the 
Contract Time as provided for in the Contract Documents, attain Substantial Completion of the 
Project, as certified by the Consultant, by the [day] day of [month], [year], in accordance with 
the Project Schedule, included as a schedule to this Agreement. 
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ARTICLE A-2 AGREEMENTS AND AMENDMENTS 

2.1 The Contract supersedes all prior negotiations, representations, or agreements, either written or 
oral, relating in any manner to the Work, including the tender documents that are not expressly 
listed in Article A-3 of this Agreement. 

2.2 The Contract may be amended only as provided in the Contract Documents. 

ARTICLE A-3 CONTRACT DOCUMENTS 

3.1 The following are the Contract Documents referred to in Article A-1 of this Agreement, whether or 
not attached to this Agreement: 

(a) this Agreement: 

(b) the “Definitions” and “General Conditions of Stipulated Price Contract” contained within 
standard construction document CCDC 2 – Stipulated Price Contract, 2008 edition, not 
attached but incorporated by reference; 

(c) the following schedules to this Agreement: 

(i) Schedule 1 – Supplementary General Conditions (the “Supplementary General 
Conditions”) 

(ii) Schedule 2 – List of Specifications and Drawings (the listed Specifications and 
Drawings are incorporated by reference); 

(iii) Schedule 3 - Schedule of Prices (the “Schedule of Prices”); 

(iv) Schedule 4 - Subcontractors and Suppliers; 

(v) Schedule 5 – Project Schedule (the “Project Schedule”);  

(vi) Schedule 6 – Performance and Labour and Material Payments Bonds; 

(vii) Schedule 7 – Insurance Certificate; 

(viii) Schedule 8 – City Pre-Contract Hazard Assessment Form 

(ix) Schedule 9 – Contractor Pre-Contract Hazard Assessment Form 

(x) Schedule 10 – Force Account Labour and Construction Equipment Rates (the 
“Schedule of Force Account Labour and Construction Equipment Rates”);  

(xi) insert any other Schedules such as Special Conditions and, if Special 
Conditions, follow with a definition: “(the “Special Conditions”)”; 

(d) the Form of Tender submitted by the Contractor, dated [insert], titled [insert] 
(incorporated by reference) (the “Form of Tender”); 

(e) the traffic management plan provided by the Contractor to the City (incorporated 
by reference);  

(f) [the Place of the Work-specific safety and health plan provided by the Contractor 
to the City (incorporated by reference)]  
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(g) [insert any other relevant documents to be incorporated by reference]. 

3.2 Capitalized terms used in the Contract Documents will have the meanings ascribed to such terms 
in the Contract Documents. 

ARTICLE A-4 CONTRACT PRICE 

4.1 The Contract Price to do, perform and supply all the Work in accordance with, and perform all the 
obligations specified by, the Contract Documents is [insert price without GST], plus GST of 
[insert amount], for a total Contract Price of [insert total amount, including GST]. 

4.2 The Contract Price is inclusive of GST, PST and all other taxes, and all duties assessments, 
charges and fees, permit and inspection costs, and WorkSafeBC assessments relating to the 
Work.  For the avoidance of doubt, the Contract Price includes, without limitation, all PST on 
materials, other Products and Construction Equipment. 

4.3 The PST, GST and other taxes, duties, assessments, charges and fees included in the Contract 
Price will be remitted by the Contractor to the applicable authorities as and when the City pays 
the Contract Price to the Contractor or as earlier required by applicable law. 

4.4 All amounts are in Canadian dollars. 

4.5 The Contract Price shall be subject to adjustments as provided for in the Contract Documents. 

4.6 For purposes of the Contract Documents, “GST” means the tax payable and imposed pursuant to 
Part IX of the Excise Tax Act (Canada), as amended or replaced from time to time, and “PST” 
means the provincial sales tax payable and imposed pursuant to the Provincial Sales Tax Act 
(British Columbia), as amended or replaced from time to time. 

ARTICLE A-5 PAYMENT 

5.1 Subject to the terms and conditions of the Contract Documents, the City will pay the Contract 
Price to the Contractor in consideration of the performance of the Work. 

5.2 The payment for any Work under this Contract made to the Contractor by the City will not be 
construed as an acceptance of any Work being in accordance with the Contract Documents. 

5.3 Should either party fail to make payments as they become due under the terms of the Contract 
Documents, interest at the Bank Rate plus two percent (2%) per annum on such unpaid amounts 
will also become due and payable until payment.  Such interest will be compounded on a monthly 
basis.  The “Bank Rate” for these purposes is the rate established by the Bank of Canada from 
time to time as the minimum rate at which the Bank of Canada makes short term advances to 
Canadian chartered banks. 

ARTICLE A-6 RECEIPT OF AND ADDRESSES FOR NOTICES 

6.1 Except as otherwise expressly provided in the Contract Documents, communications between the 
parties hereto or between them and the Consultant will be in writing and may be delivered by 
hand or sent by electronic transmission or by courier or registered mail: 

(i) to the City at: 
 
City of Vancouver  
453 West 12th Avenue 
Vancouver, British Columbia   V5Y 1V4 
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Attention: [insert name] 
  [insert title] 
 
Fax No.: [insert] 
Email:  [insert]; 

(ii) to the Contractor at: 
 
CONTRACTOR 
ADDRESS 
ADDRESS 

Attention: [insert name] 
  [insert title] 
 
Fax No.: [insert] 
Email:  [insert]; or 

(iii) to the Consultant at: 
 
MORRISON HERSHFIELD 
310-4321 Still Creek Drive 
Burnaby, British Columbia   V5C 6S7 

Attention: [insert name] 
  [insert title] 
 
Fax No.: [insert] 
Email:  [insert]; 

or to such other person or address of which one party may advise the other[s] in writing from time 
to time or at any time, and each such communication will be deemed to be received by the 
recipient: 

(A) on the date of delivery, if delivered by hand: to the individual, if the recipient is an 
individual; to a partner, if the recipient is a partnership; or to an officer of the corporation, 
if the recipient is a corporation; or 

(B) on the day following transmission, if sent by electronic transmission and confirmed by 
documentation of successful transmission or receipt of an email reply effectively 
acknowledging delivery; or 

(C) one Working Day after the date of confirmed delivery, if sent by courier or registered mail. 

ARTICLE A-7 LAW OF CONTRACT 

The laws of British Columbia will apply to and govern the Contract Documents and the courts of British 
Columbia will have jurisdiction over all disputes not resolved by mediation or arbitration. 

ARTICLE A-8 SUCCESSORS AND ASSIGNS 

The Contract shall enure to the benefit of and be binding upon the City and Contractor and their 
respective successors and permitted assigns. 
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ARTICLE A-9 TIME OF THE ESSENCE 

All time limits stated in this Contract are of the essence of the Contract. 

IN WITNESS WHEREOF the parties hereto have executed this Agreement on the date first herein above 
written. 
 
CITY OF VANCOUVER 
by its authorized signatories: 
 
Signature:       
 
Name:        
 
Title:        
 
Signature:       
 
Name:        
 
Title:        
 
 
[INSERT NAME OF CONTRACTOR] 
by its authorized signatories: 
 
Signature:       
 
Name:        
 
Title:        
 
Signature:       
 
Name:        
 
Title:        

Proof of authority in the form of a certified copy of a resolution naming the person or persons in 
question as authorized to sign the Agreement for and on behalf of the corporation or partnership, 
who are parties to this Agreement, shall be attached. 



INVITATION TO TENDER NO. PS20181844 
PROVISION OF RE-ROOFING SERVICES FOR HASTINGS LIBRARY 

SCHEDULE 1 (PART D – FORM OF AGREEMENT) 
 

{00155047v34} 

November 2018  Page AGT8 

SCHEDULE 1 
SUPPLEMENTARY GENERAL CONDITIONS 

(SUPPLEMENTARY GENERAL CONDITIONS ARE MODIFICATIONS TO CCDC 2 -2008) 

INTRODUCTION 

1.1.1 These Supplementary General Conditions amend the “Definitions” and the “General Conditions of 
the Stipulated Price Contract” contained within standard construction document CCDC 2 – 
Stipulated Price Contract, 2008 edition (“CCDC 2”), available for download at 
http://www.ccdc.org/downloads/index.html.  Any reference in the Contract Documents to “General 
Conditions” or “GC” means the General Conditions contained in CCDC 2 as amended by these 
Supplementary General Conditions.  Whenever there is a conflict between these Supplementary 
General Conditions and the other Contract Documents or wherever the Contract Documents are 
silent and these Supplementary General Conditions speak to a particular issue or matter, the 
provisions of these Supplementary General Conditions shall take precedence. 

1.1.2 Unless the context dictates otherwise and to the extent not otherwise defined in the Contract 
Documents, capitalized terms used in these Supplementary General Conditions have the 
meanings given thereto in CCDC 2. 

1.1.3 To the extent that the Lien Act (as defined below) expressly forbids parties from contracting out of 
all or some of the provisions of the Lien Act then, to the extent that those provisions of the Lien 
Act apply, such provisions of the Lien Act shall take precedence over any provision of the 
Contract Documents that is determined to contradict or contravene such provisions of the Lien 
Act, but only to the extent of such contradiction or contravention. 

AMENDMENTS TO THE DEFINITIONS 

The following amendments are made to the “Definitions” in CCDC 2: 

Add the following at the end of paragraph 5 (the definition of “Contract”): 

The Contract supersedes all prior negotiations, representations or agreements, either written or 
oral, except to the extent included in the Contract Documents or expressly incorporated by 
reference into the Contract by an actual reference to the same in Article A-3 of the Agreement – 
CONTRACT DOCUMENTS. 

Delete paragraph 6 and replace with the following: 

6. Contract Documents 

The Contract Documents consist of those documents listed in Article A-3 of the Agreement - 
CONTRACT DOCUMENTS, those documents expressly incorporated by reference into the 
Contract by an actual reference to the same in Article A-3 of the Agreement – CONTRACT 
DOCUMENTS, and amendments agreed upon in writing between the parties together with all 
other documents, schedules and additions mutually agreed to or settled by the parties from time 
to time in respect of the Contract. 

Delete the definition of Owner at paragraph 12 and replace with the following: 

“Owner” or “City” 

“Owner” and “City” each mean the entity identified as the “City” in the Agreement (represented as 
stated therein or otherwise) or the City’s authorized agent or representative, as designated to the 
Contractor in writing.  However, “Owner” and “City” each expressly do not include the Consultant 
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and expressly do not include the City of Vancouver acting in its capacity as a municipal regulatory 
authority. 

Delete the definition of Substantial Performance of the Work at paragraph 20 and replace with the 
following: 

20. Substantial Performance of the Work 

Substantial Performance of the Work shall have the same meaning as “substantial performance” 
of the Agreement, as determined under Section 1(2) of the Lien Act. 

Delete the definition of Work at paragraph 25 and replace it with the following: 

25. Work 

Work means the total construction and related services required by the Contract Documents or 
properly inferable therefrom. 

Add the following definitions: 

27. Applicable Laws 

Applicable Laws means all applicable federal, provincial and municipal laws, bylaws, codes, 
rules, regulations, policies and requirements applicable to the Work and the Project. 

28. Certificate of Completion 

Certificate of Completion means the certificate under section 7 of the Lien Act stating that work 
under a contract or subcontract has been completed and includes an order made under section 
7(5) of the Lien Act. 

29. Cost Plus Work 

Cost Plus Work means Work that is described or designated as cost-plus work in the Contract 
Documents. 

30. Environmental Law 

Environmental Law means any applicable law relating to the protection of the environment or 
occupational health and safety including those pertaining to (a) reporting, licensing, permitting, 
investigating, remediating and cleaning up in connection with any presence or release, or the 
threat of the same, of Hazardous Substances, and (b) the generation, manufacture, processing, 
distribution, use, re-use, treatment, storage, disposal, transport, labelling, handling and the like of 
Hazardous Substances. 

31. Final Certificate for Payment 

Final Certificate for Payment means the certificate issued on Total Performance of the Work. 

32. Hazardous Substance 

Hazardous Substance means any contaminant, waste, hazardous substance, hazardous waste, 
or dangerous goods in such quantities and concentrations as contravene applicable limitations 
under Environmental Law and that may impair the environment, injure or damage property or 
plant or animal life or harm or impair the health of any individual. 
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33. Holdback 

Holdback means a holdback required by the Lien Act. 

34. Lien or Liens 

Lien or Liens means a lien under the Lien Act. 

35. Lien Act 

Lien Act means the Builders Lien Act (British Columbia) and any additional successor or 
replacement legislation which may be passed that is applicable to the Place of the Work. 

36. Lump Sum Work 

Lump Sum Work means Work that is described or designated as lump sum work in the Contract 
Documents or Work that is not so described or designated but is also not Unit Price Work or Cost 
Plus Work. 

37. Site Labour Disturbance 

Site Labour Disturbance means any strike, lock-out or labour disturbance, including those 
resulting from any jurisdictional or non-affiliation issues, involving employees, whether or not 
members of a trade union, of the Contractor, any Subcontractor, any Supplier, or any of their 
respective subcontractors of any tier, which delays or in any way adversely affects the 
performance and completion of Work at the Place of the Work. 

38. Total Performance of the Work 

Total Performance of the Work means the entire Work has been satisfactorily performed and is 
so certified by the Consultant. 

39. Trade Union Council 

Trade Union Council means a council or association of trade unions of which employees of the 
Contractor or a Subcontractor are members 

40. Unit Price Work 

Unit Price Work means Work that is described or designated as unit price work in the Contract 
Documents. 

41. WorkSafeBC Rules 

WorkSafeBC Rules means the Workers Compensation Act (British Columbia) and the regulations 
thereunder, including without limitation the WorkSafeBC Occupational Health and Safety 
Regulation (British Columbia), and all amendments made to such act and regulations and in force 
from time to time, and any statute or regulation that may be passed which supplements or 
supersedes such regulations. 
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ALTERATION OF GENERAL CONDITIONS AND ADDITIONAL CONDITIONS 

The following amendments are made to the “General Conditions of the Stipulated Price Contract” in 
CCDC 2: 

GC1.1 CONTRACT DOCUMENTS 

GC1.1.7.1 is deleted in its entirety and replaced as follows: 

.1 The order of priority of documents, from highest to lowest, shall be: 

 the Agreement between the City and the Contractor (excluding its schedules); 

 these Supplementary General Conditions; 

 the Definitions from CCDC 2; 

 the General Conditions from CCDC 2; 

 the Specifications; 

 the Drawings;  

 the other schedules to the Agreement between the City and the Contractor; 

 the other Contract Documents (except for the below document); and 

 the Form of Tender. 

GC1.5 ADVERTISING 

GC1.5 is added as follows: 

GC1.5 ADVERTISING 

1.5.1 The Contractor will obtain the City’s prior written approval for any public advertising, 
press release or other general publicity matter, in which the name, logo, official marks or 
trademarks of the City or any related person are mentioned or used or in which words are 
used from which any connection with the City may be inferred.  The Contractor will not 
allow or permit any public ceremony in connection with the Work without the permission 
of the City provided in writing.  The Contractor will not erect or permit the erection of any 
sign or advertising without the prior written approval of the City. 

GC2.2 ROLE OF THE CONSULTANT 

GC2.2.5 is deleted in its entirety and replaced with the following: 

2.2.5 The Consultant will be the “payment certifier” pursuant to the Lien Act.  Based on the 
Consultant’s observations and evaluation of the Contractor’s applications for payment for 
Work and the Consultant’s review of the status of the Work, including as against the 
Project Schedule, the Consultant will issue certificates of payment and will issue each 
Certificate of Completion and the Final Certificate for Payment. 

GC2.2.19 is added as follows: 
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2.2.19 Notwithstanding GC2.2.13, the Contractor shall be responsible for requesting any 
required instructions or clarifications from the Consultant which are needed for the 
performance of the Work and shall request such instructions or clarifications in time to 
avoid any delay of the Work. 

GC2.2.20 is added as follows: 

2.2.20 Nothing in GC2.2 shall derogate from or affect the terms and provisions of any 
contractual or other legal relations between the City and the Consultant, and such 
contractual and other legal relations shall in all cases take precedence over GC2.2 in the 
event of a conflict. 

GC2.3 REVIEW AND INSPECTION OF THE WORK 

GC2.3.1 is amended by deleting the first sentence of the paragraph and replacing it with the following: 

The City and the Consultant and their authorized representatives shall have access to the Work 
at all times. 

GC2.3.2 is amended by deleting the first sentence of the paragraph and replacing it with the following: 

If work is designated for review, tests, inspections or approvals in the Contract Documents, or by 
the Consultant's instructions, or by the laws or ordinances of the Place of the Work, the 
Contractor shall give the Consultant reasonable notification of when the work will be ready for 
review and inspection. 

GC2.3.4 is deleted in its entirety and replaced with the following: 

2.3.4 If the Contractor covers, or permits to be covered, work that has been designated for 
review, tests, inspections or approvals before such review, tests, inspections or approvals 
are made, given or completed, the Contractor shall, if so directed, uncover such work, 
have the reviews, tests, inspections or approvals satisfactorily completed, and make 
good covering work at the Contractor's expense. 

GC2.3.8 is added as follows: 

2.3.8 The Consultant may: 

.1 review and monitor the Contractor’s performance of any aspects of the Work for 
conformance with the requirements of the Contract, including review and monitor the 
following: 

(a) the Contractor’s submittals; and 

(b) any and all construction activities; and 

.2 perform or arrange for the performance of any tests, checks, and inspections of the Work 
as the City may reasonably request whether or not specifically required by the Contract 
Documents. 

Should the Consultant be required to make more than one review of rejected work or should the 
Consultant perform additional reviews due to failure of the Work to comply with the status of 
completion asserted by the Contractor in an application, the Contractor is required to compensate 
the City for such additional Consultant services including expenses incurred. Adjustment for such 
compensation should be made as outlined under PART 6 - CHANGES IN THE WORK. 
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GC2.3.9 is added as follows: 

2.3.9 Review, monitoring and/or approval by the Consultant or City of the Contractor’s 
performance of the Contract shall not relieve the Contractor of its sole responsibility and 
liability for the proper performance of the Contract strictly in accordance with its terms. 

GC2.3.10 is added as follows: 

2.3.10 Acceptance of the Work by the City does not free the Contractor from its obligation to 
correct deficiencies as provided in GC2.4 – DEFECTIVE WORK, which are not identified 
at the time of drawing up the deficiency list or are hidden deficiencies. 

GC2.4 DEFECTIVE WORK 

GC2.4.1 is amended by adding the following to the end of the paragraph: 

In the event that work or materials are found to be condemned, then if the Contractor does not 
remove such condemned materials or work within the time fixed by written notice, the City may 
remove them and may store such materials at the expense of the Contractor.  If the Contractor 
does not pay the expense of such removal within five (5) calendar days thereafter, the City may, 
upon ten (10) days written notice sell such materials with the proceeds thereof, if any, after 
deducting all the costs and expenses that should have been borne by the Contractor, being 
returned to the Contractor. 

GC2.4.3 is deleted in its entirety and replaced with the following: 

2.4.3. If in the opinion of the Consultant it is not expedient to correct defective work or work not 
performed as provided in the Contract Documents, the City may deduct from the amount 
otherwise due to the Contractor the difference in value between the work as performed 
and that called for by the Contract Documents or, at the option of the City, the cost or 
value of such work as would have been necessary to correct such non-compliance with 
the Contract Documents. If the City and the Contractor do not agree on the difference in 
value, they shall refer the matter to the Consultant for a determination. 

GC3.1 CONTROL OF THE WORK 

GC3.1.3 is added as follows: 

3.1.3 The Contractor shall, and shall ensure that each Subcontractor shall, employ competent 
and skilled workmen and apprentices and employ proper equipment in good condition.  
The Contractor shall have complete control over its employees and Subcontractors and 
shall enforce discipline and order among its employees and assure discipline and order 
by its Subcontractors including, in all cases, without limiting the foregoing, compliance 
with and enforcement of WorkSafeBC Rules. 

GC3.1.4 is added as follows: 

3.1.4 The Contractor shall be familiar with, and its performance of this Contract shall be 
governed by and comply with, all Applicable Laws and applicable permits which exist at 
present or which may be respectively enacted or obtained after the date hereof by or 
from bodies or tribunals having jurisdiction or authority over the Work. 

GC3.2 CONSTRUCTION BY OWNER OR OTHER CONTRACTORS 

GC3.2.2 is amended by deleting the first sentence and replacing it with the following: 
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When separate contracts are awarded for other parts of the Project, or when work is performed 
by the City's own forces, the Contractor shall: 

GC3.2.2.3 is deleted in its entirety. 

GC3.2.2.4 is deleted in its entirety. 

GC3.2.3.3 is amended by adding the following to the end of the paragraph: 

Failure by the Contractor to so report shall invalidate any claims against the City by reason of the 
deficiencies of the other contractors’ or the City’s own forces’ work, except those of which the 
Contractor was not reasonably aware. 

GC3.2.7 is added as follows: 

3.2.7 The Contractor acknowledges that the Place of the Work generally and portions of the 
Project will continue to be used by the City and others as described in the Contract 
Documents.  The Contractor will work simultaneously and harmoniously with others using 
the Place of the Work and use all efforts not to interfere with or delay others. 

GC3.5 CONSTRUCTION SCHEDULE 

GC3.5.1.1 is deleted in its entirety and replaced with the following: 

.1 if the City states in writing that the Contractor has not yet done so to the City’s 
satisfaction, prepare and submit to the City and the Consultant a construction schedule 
that indicates the timing of the major activities of the Work and provides sufficient detail of 
the critical events and their inter-relationship to demonstrate the Work will be performed 
in conformity with the Contract Time, which such construction schedule will, if agreed to 
by the City, thereafter be deemed to supersede the schedule included in Schedule 5 of 
the Agreement as the “Project Schedule”; 

GC3.5.1.3 is amended by adding the following to the end: 

… indicating the results expected from the resulting change in schedule. 

GC3.5.2 is added as follows: 

3.5.2 The Contractor will regularly monitor the progress of the Work and advise the City and 
the Consultant of any revisions to, or any slippage in, the construction schedule. 

GC3.5.3 is added as follows: 

3.5.3 The Contractor will submit to the Consultant and the City monthly updates and provide 
comments on adherence to the construction schedule and details of any remedial actions 
being undertaken to improve schedule slippages. 

GC3.5.4 is added as follows: 

3.5.4 If the construction schedule is not adhered to, the Contractor will use all reasonable 
means to accelerate the Work, without additional compensation, to comply with the 
construction schedule.  For the avoidance of doubt, references in the Contract 
Documents to the “construction schedule” will be deemed to be references to the “Project 
Schedule” unless the context requires otherwise. 
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GC3.6 SUPERVISION 

GC3.6.3 is added as follows: 

3.6.3 Any superintendent or foreman whose work is unsatisfactory to the Consultant, or to 
whom the Consultant may have any reasonable objection, shall be dismissed from the 
Work upon written notice of the Consultant.  No superintendents or foremen will be 
substituted or replaced, except at the request or with the written consent of the City, or as 
a result of any such employee’s voluntary termination of employment or incapacity and 
any replacement will have comparable or superior qualifications and experience. 

GC3.7 SUBCONTRACTORS AND SUPPLIERS 

GC3.7.2 is deleted in its entirety and replaced as follows: 

3.7.2 No Subcontractor or Supplier listed in Schedule 4 (if any) shall be replaced without the 
written consent of the City, which consent shall not be unreasonably withheld. 

GC3.7.7 is added as follows: 

3.7.7 In every subcontract the Contractor shall specify that the Consultant shall be the person 
responsible for payment certification under that subcontract for the purposes of the Lien 
Act.  With every request to the Consultant for a determination whether a subcontract has 
been completed, the Contractor shall furnish a detailed description of the scope of work 
covered by the subcontract and a complete reconciliation of the subcontract account.  In 
this GC3.7.7, the word “subcontract” shall have the meaning it has when used in the Lien 
Act. 

GC3.8 LABOUR AND PRODUCTS 

GC3.8 is deleted in its entirety and replaced with the following: 

GC 3.8 LABOUR AND PRODUCTS 

3.8.1 Unions and Wages 

(a) Open Site 

The Place of the Work and adjacent work areas associated with the Project are, or are 
part of, an “open site” and the Work will be performed on a “no strike/no lockout” basis.  
Accordingly, the Contractor and its Subcontractors, as well as the City and other 
contractors, may employ labourers at the Place of the Work who are members of a trade 
union, including a trade union affiliated with a Trade Union Council or who are members 
of another trade union, or who are not members of a trade union. 

(b) Labour Disruptions 

The Contractor will use its best commercial efforts to ensure that no Site Labour 
Disturbance shall occur and the Contractor: 

(i) will only retain Subcontractors for the Work whose employees are either: 

(1) certified in British Columbia to be represented by a trade union and  
subject to a collective agreement which does not expire until after the 
expected date of Total Performance of the Work; or  
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(2) not certified to be represented by a trade union; and  

will require such Subcontractors to only retain subcontractors and suppliers 
whose employees are either  certified in British Columbia to be represented by a 
trade union and subject to a collective agreement which does not expire until 
after the expected date of Total Performance of the Work or not certified to be 
represented by a trade union; and 

(ii) represents and warrants that, with respect to any employees of the Contractor 
who may work at or near the Place of the Work and who are certified in British 
Columbia to be represented by a trade union and subject to a collective 
agreement, such collective agreement to which such employees are subject does 
not expire until after the expected date of Total Performance of the Work; 

but if any Site Labour Disturbance occurs and does or may adversely impact the City, the 
Work or the Contract Time, the Contractor will use its best commercial efforts to ensure 
that the length and extent of such impact is minimized (including without limitation by 
cooperating with the City in any measures it may take to ameliorate such impact) and the 
Contractor will be liable to the City for any such impact. 

(c) Required for Union Contractors 

Without limiting the generality of Section (b) above, if the Contractor, or any 
Subcontractor, proposes to employ labourers at the Place of the Work who are members 
of a trade union, including a trade union that is affiliated with a Trade Union Council 
authorized to bind its member trade unions, then the Contractor must first submit to the 
Consultant: 

(i) a waiver of all non-affiliation or reservations rights under applicable collective 
agreements, including renewals or replacements thereof, effective for the 
duration of the Contract and executed by the Trade Union Council on behalf of all 
trades, or executed by the particular trade unions whose members will be so 
employed; and 

(ii) an agreement that there will be no Site Labour Disturbance at or affecting the 
Place of the Work and/or the progress of the Work, effective for the duration of 
the Contract, and executed by the Trade Union Council on behalf of all trades, or 
executed by the particular trade unions whose members will be so employed. 

(d) Fair Wages 

The Contractor shall pay or cause to be paid to every person employed on the Work not 
less than the wages or remuneration generally accepted as current at that time. 

3.8.2 The Contractor shall provide and pay for labour, Products, tools, Construction Equipment, 
water, heat, light, power, transportation, and other facilities and services necessary for 
the performance of the Work in accordance with the Contract. 

3.8.3 Unless otherwise specified in the Contract Documents, Products provided shall be new. 
Products which are not specified shall be of a quality consistent with those specified and 
their use acceptable to the Consultant.  All Products supplied by the Contractor must at 
all times contain 0.00% asbestos.  Should any Product be found to contain more than 
0.00% asbestos, the Contractor will promptly abate and remove all Products containing 
asbestos at its sole cost. 
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3.8.4 The Contractor shall maintain good order and discipline among the Contractor's 
employees engaged on the Work and shall not employ on the Work anyone not skilled in 
the tasks assigned. The City shall have the right, by written notification to the Contractor, 
to require the removal from the Project of any employee of the Contractor or a 
Subcontractor or employee of a Subcontractor of the Contractor who is incompetent, 
untrained, acts in an unsafe manner, is disorderly or is otherwise unsatisfactory, or who 
causes a breach of the terms of this Contract.  Any such employee or Subcontractor shall 
be immediately removed from the Place of the Work by the Contractor and shall not be 
employed again on the Project without the prior written approval of the City. 

3.8.5 All materials shall be delivered, stored, handled and applied in strict accordance with the 
manufacturer's instructions, and shall be delivered with type, grade and brand name 
clearly identifiable and with seals intact. 

GC3.9 DOCUMENTS AT THE SITE/DAILY RECORD 

GC3.9.1 is deleted in its entirety and replaced with the following: 

3.9.1 The Contractor shall keep one copy (as opposed to the originally executed set) of all 
Contract Documents, Shop Drawings, Change Orders, Change Directives, the diary 
record required by GC3.9.2 below, submittals, reports, and records of meetings at the 
Place of the Work, in good order, properly indexed, and available at all regular working 
hours on Working Days to the City and the Consultant. 

GC3.9.2 is added as follows: 

3.9.2 The Contractor shall, from the date of commencement of the Work, maintain a careful 
diary record of the progress of the Work.  This record shall be open to the Consultant's 
inspection at all reasonable times and delivered to the Consultant on completion of the 
Work.  The diary shall detail: 

.1 daily weather conditions; 

.2 the commencement, progress and completion of various portions of the work; 

.3 the dates of all meetings and their purposes; and 

.4 the dates of visits or inspections by government authorities, inspectors, utility 
companies, etc. 

GC3.10 SHOP DRAWINGS 

GC3.10.2 is amended by adding the following to the end: 

… or as the Consultant may reasonably request. 

GC3.10.13 is added as follows: 

3.10.13 The Contractor represents and warrants that it has reviewed all Contract Documents and 
inspected and examined the Place of the Work and the Project to the extent it considers 
necessary and in accordance with prudent practice and satisfied itself as to the nature 
and extent of the conditions, including the physical and climatic conditions which may be 
encountered in the performance of the Work and to the extent possible to establish the 
state and quality of the existing construction.  The Contractor further acknowledges that it 
will be required to share the Place of the Work with the City and others, all as described 
in the Contract Documents. 
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GC3.12 CUTTING AND REMEDIAL WORK 

GC3.12.3 is amended by adding the following to the end: 

… unless the City elects to do the work or retain other contractors, after having given the 
Contractor written notice of the work to be performed.  Such work shall be performed in 
accordance with GC3.2. 

GC4.1 CASH ALLOWANCES 

GC4.1.1 is deleted in its entirety and replaced as follows: 

4.1.1 The Contract Price includes the cash allowances, if any, stated in the Contract 
Documents. Except to the extent specifically described in the Contract Documents, such 
cash allowances: 

(a) will cover the net out-of-pocket cost of the Contractor for services, products, 
construction machinery and equipment, freight, unloading, handling, storage, 
installation and other authorized expenses incurred in performing the work 
stipulated under the cash allowances, but  

(b) will not cover labour or installation, unless (and then only to the extent): 

(i) specifically stated in the Contract Documents as being included in the 
cash allowance, or 

(ii) specifically designated as an itemized or separate price for purposes of 
the cash allowance, 

and otherwise will be deemed to be included in the Contract Price (ex-cash allowances). 

GC4.1.2 is deleted in its entirety and replaced as follows: 

4.1.2 The Contract Price (ex-cash allowances), and not the cash allowances, includes the 
Contractor's and Subcontractors' overhead and profit in respect of such cash allowances. 
Unless noted otherwise in the Contract Documents, none of the work included in the 
Drawings and Specifications is intended to be paid for by the cash allowances. The cash 
allowances are for the City’s use, at the City’s sole discretion. 

GC4.1.3 is amended by adding the following to the end of the paragraph: 

The Consultant may require that cash allowance Work proceed only after competitive tenders or 
proposals are sought and received by the Contractor for all or any part of such Work.  The 
Contractor shall provide full disclosure to the Consultant of all such tenders or proposals.  The 
Contractor shall not accept any such tenders or proposals without the prior consent of the 
Consultant. The Contractor shall maintain at the Place of the Work, or such other location as the 
Consultant may approve, accurate and complete records and accounts documenting all costs 
incurred under cash allowances.  These records and accounts shall be available for inspection by 
the Consultant and the City at all reasonable times, and the Consultant and the City may take 
copies thereof. 

GC5.1 FINANCING INFORMATION REQUIRED OF THE OWNER 

GC5.1 is deleted in its entirety and replaced with the following: 
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 GC5.1 GENERAL FINANCIAL/PAYMENT PROVISIONS 

5.1.1 The City shall, at the request of the Contractor, before signing the Contract, and promptly 
from time to time thereafter, furnish to the Contractor reasonable evidence that financial 
arrangements have been made to fulfill the City's obligations under the Contract.  The 
Contractor now acknowledges that the City’s financial statements as published pursuant 
to the Financial Information Act (British Columbia) constitute full satisfaction of this 
requirement and satisfactory evidence of the City’s ability to fulfill its obligations under 
this Contract. 

5.1.2 The City shall give the Contractor Notice in Writing of any material change in the City's 
financial arrangements to fulfill the City's obligations under the Contract during the 
performance of the Contract. 

5.1.3 The City shall pay to the Contractor for the proper and timely performance and 
completion of the Work the Contract Price, consisting of: 

(i) if all or part of the Work is described or designated as Unit Price Work in the 
Schedule of Prices, the product of each unit price stated in the Schedule of 
Prices, multiplied by the quantity of each corresponding item of Work necessary 
for the proper performance and completion of the Work (and if such quantity 
differs from the quantity expressed in the Contract Documents and such 
difference is approved in writing by the City, the Contract Price expressed in 
ARTICLE A-4 of the Agreement shall be deemed to be adjusted to coincide with 
the approved quantity); 

(ii) if all or part of the Work is Lump Sum Work, the aggregate of lump sum prices 
stated in the Schedule of Prices; 

(iii) the aggregate of all cash allowances, if any, specified in Schedule 3 of the 
Agreement; and 

(iv) if all or part of the Work is described or designated as Cost Plus Work, the cost 
reasonably and necessarily incurred by the Contractor in performing and 
completing such Work, such cost to be determined in accordance with GC5.1A.3, 
plus a percentage or fixed fee, as stated in GC5.1A.3. 

5.1.4 The Contract Price is subject to adjustment only in accordance with the Contract 
Documents. 

5.1.5 The Contract Price is expressed and payable in Canadian dollars. 

5.1.6 Subject to the provisions of the Contract Documents and in accordance with the Lien Act 
in respect of Holdbacks, the City shall: 

.1 make progress payments to the Contractor on account of the Contract Price 
monthly when due, based on: 

(i) the value of the Work completed and Products and materials 
incorporated into the Work as certified by the Consultant, and  

(ii) Products and materials delivered to the Place of the Work but not yet 
incorporated into the Work, as agreed to by the City; 
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.2 upon issuance of a Certificate of Completion in respect of a subcontract to which 
the Contractor is a party, and where fifty-five (55) calendar days have elapsed 
since the issuance of the Certificate of Completion without any Liens having been 
filed which arose under the subcontract, pay the Holdback to the Contractor in 
respect of the subcontract; 

.3 upon issuance of the Certificate of Completion (in respect of Substantial 
Performance of the Work), and where fifty-five (55) calendar days have elapsed 
since the issuance of the Certificate of Completion without any Liens or other 
liens having arisen with respect to this Contract, pay the balance of the Holdback 
to the Contractor in respect of this Contract; 

.4 upon issuance of the Final Certificate for Payment (in respect of Total 
Performance of the Work), and provided no Liens or other liens have arisen in 
respect of this Contract, pay the balance of the Contract Price to the Contractor. 

5.1.7 If either party fails to pay when due an amount owing to the other under this Contract, 
that amount will bear interest at the Bank Rate plus two percent (2%), calculated daily 
from the due date to the date of payment.  For this purpose, the “Bank Rate” means the 
rate of interest established from time to time by the Bank of Canada as the minimum rate 
at which the Bank of Canada advances short term loans to Canadian chartered banks. 

5.1.8 If the Work suffers any loss or damage, as a result of which an amount is paid under any 
policy of insurance provided by the City under the Contract, then such amount shall be 
paid to the City and advanced to the Contractor in monthly progress payments as the 
Contractor performs and completes repair or restoration Work in respect of such loss or 
damage. 

 GC5.1A  BASIS OF PAYMENT: 

5.1A.1 Basis of Payment for Unit Price Work 

.1 Unit Price Work:  Payment for Unit Price Work, if any, shall be based on the unit 
prices set out in the Schedule of Prices. 

.2 Measurement:  The Contractor shall measure the Work and the Consultant will 
verify such measurements to determine payment to the Contractor in accordance 
with the measurement provisions of the Contract Documents. 

5.1A.2 Basis of Payment for Lump Sum Work 

.1 Lump Sum Work:  Payment for Lump Sum Work, if any, shall be based on the 
lump sum prices set out in the Schedule of Prices. 

5.1A.3 Basis of Payment for Cost Plus Work 

.1 Cost Plus Work:  Payment for Cost Plus Work, if any, shall be based on the cost 
of such Work, as provided in GC5.1A.3.2, plus a fixed fee or percentage fee 
calculated as a percentage of the cost of such Work, for the Contractor's 
overhead and profit, except as stated in GC5.1A.4 or GC6.3.6.  The fixed fee or 
percentage fee shall be as provided in the Schedule of Prices (or, if not so 
specified, as agreed between the City and the Contractor in writing), except as 
stated in GC5.1A.4. 
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.2 Cost of the Work:  The cost of Cost Plus Work, except as otherwise specified in 
the Contract Documents or agreed in writing between the City and the 
Contractor, shall be at rates prevailing in the locality of the Place of the Work and 
shall include the following cost elements as applicable to such Work: 

(i) wages and benefits paid for labour in the direct employ of the Contractor 
under applicable collective bargaining agreements, or under a salary or 
wage schedule agreed upon by the Consultant and the Contractor; 

(ii) salaries, wages, and benefits of the Contractor's personnel, when 
stationed at the field office, in whatever capacity employed; or personnel 
at shops or on the road, engaged in expediting the production or 
transportation of materials or equipment; 

(iii) contributions, assessments, or taxes incurred for such items as 
employment insurance, provincial or territorial health insurance, workers' 
compensation, and Canada Pension Plan, insofar as such cost is based 
on wages, salaries, or other remuneration paid to employees of the 
Contractor and included in the cost of the Work as provided in 
paragraphs (i) and (ii); 

(iv) travel and subsistence expenses of the Contractor's personnel described 
in paragraphs (i) and (ii), to be included only with the prior approval of 
the City; 

(v) the cost of all Products, including the cost of transportation thereof; 

(vi) the cost of Construction Equipment, Temporary Work, and hand tools not 
owned by the workers, including transportation, and maintenance 
thereof, which are consumed in the performance of the Work, at cost 
less salvage value on such items used but not consumed, which remain 
the property of the Contractor; 

(vii) the cost of all tools and Construction Equipment, exclusive of hand tools 
used in the performance of the Work, whether rented from or provided by 
the Contractor or others, including installation, minor repairs and 
replacements, dismantling, removal, transportation and delivery cost 
thereof; 

(viii) deposits lost; 

(ix) the amounts of all subcontracts; 

(x) the cost of quality assurance such as independent inspection and testing 
services; 

(xi) charges levied by authorities having jurisdiction at the Place of the Work; 

(xii) any adjustment in premiums for all bonds and insurance which the 
Contractor is required by the Contract Documents to purchase and 
maintain; 

(xiii) any adjustment in value-added taxes (not including taxes on income or 
capital), for which the Contractor is liable; 
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(xiv) charges for long distance telephone and facsimile communications, 
courier services, expressage, and petty items incurred in relation to the 
performance of the Work; 

(xv) the cost of removal and disposal of waste products and debris; and 

(xvi) cost incurred due to emergencies affecting the safety of persons or 
property. 

.3 Approval Required:  The Contractor shall obtain the Consultant's approval prior 
to subcontracting or entering into other agreements for Cost Plus Work. 

.4 Rejection of Costs:  The Consultant may refuse to certify payment for all or part 
of the cost of any item under any cost element, where the item in question was 
unsuitable or unnecessary, or the cost was otherwise improperly incurred in the 
performance of the Work. 

.5 Records:  The Contractor shall keep full and detailed accounts and records 
necessary for the documentation of the cost of Cost Plus Work and shall provide 
the Consultant with copies thereof when requested. 

.6 Access to Records:  the City and the Consultant shall be afforded reasonable 
access to all of the Contractor's books, records, correspondence, instructions, 
drawings, receipts, vouchers, and memoranda related to the cost of Cost Plus 
Work and for this purpose the Contractor shall preserve such records for a period 
of one (1) year after the date of Substantial Performance of the Work. 

5.1A.4 Cost Plus Contract Rates and Mark Ups 

Notwithstanding any other provision hereof, when Cost Plus Work is performed then: 

(i) the costs of labour will be determined by the labour rates specified in the 
schedules to the Agreement, including the Schedule of Force Account Labour 
and Construction Equipment Rates, if any, in each case without any mark-up 
unless otherwise specified therein; and 

(ii) the costs of Construction Equipment will be determined by the construction 
equipment rates specified in the schedules to the Agreement, including the 
Schedule of Force Account Labour and Construction Equipment Rates, if any, in 
each case without mark-up unless otherwise specified therein. 

GC5.2 APPLICATIONS FOR PROGRESS PAYMENT 

GC5.2 is deleted in its entirety and replaced with the following: 

GC5.2 APPLICATIONS FOR PROGRESS PAYMENT 

5.2.1 Applications for payment shall be submitted to the Consultant on or before the last day of 
each calendar month, dated as of the last day of the month, and be in respect of the 
Work completed prior to the application being signed (the “payment period”). 

5.2.2 The amount claimed shall be the value, proportionate to the amount of the Contract, of 
Work performed and Products delivered to the Place of the Work as of the last day of the 
payment period. 
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5.2.3 The Contractor shall submit to the Consultant at least fifteen (15) calendar days before 
the first application for payment, a schedule of values for the parts of the Work, 
aggregating the total amount of the Contract Price, so as to facilitate evaluation of 
applications for payment.  A second schedule, stating the anticipated monthly progress 
payments, is to be submitted upon request. 

5.2.4 The schedule of values shall be made out in such form and supported by such evidence 
as the Consultant may reasonably direct and when accepted by the Consultant, shall be 
used as the basis for applications for payment, unless it is found to be in error. 

5.2.5 When making an application for payment, the Contractor shall submit a statement based 
upon the schedule of values.  Claims for Products delivered to the Place of the Work but 
not yet incorporated into the Work shall be supported by such evidence as the Consultant 
may reasonably require to establish the ownership, value and delivery of the Products.  
The City has the right to refuse payment for Products delivered to the Place of the Work 
but not incorporated in the Work.  The Contractor shall obtain the City's permission prior 
to invoicing for such Products. 

5.2.6 Each application for payment shall: 

.1 be in such form and detail as the Consultant shall require and submitted 
consistently in such form and detail unless otherwise advised by the Consultant 
and clearly show: 

(D) the Contractor’s full name, address and telephone number; 

(E) the City’s purchase order number;  

(F) the name of the City’s project manager; 

(G) the application for payment number and date; and 

(H) the Contractor’s PST and GST registration number(s); 

.2 be attached to a statement or statutory declaration sworn by an officer of the 
Contractor, which attests to the accuracy and completeness of the information 
contained therein, and for each application following the first application also 
include in addition to the foregoing and not in lieu of the same, a current CCDC 
9A Statutory Declaration of Progress Payment Distribution by Contractor, which 
shall be completed and sworn before a Notary Public or Commissioner for Oaths 
for the Province of British Columbia; 

.3 relate the Work for which payment is claimed to the Project Schedule and the 
schedule of values provided and provide such back-up invoices and other 
materials as may be reasonably necessary for the Consultant to review such 
application; 

.4 be accompanied by a sworn declaration that there are no Liens or other liens 
relating to the Contractor, the Work or the Products registered against the City, 
the Project or the Place of the Work or the City’s interest therein or against the 
Holdback;  

.5 attach the documents required under GC9.4 demonstrating compliance by the 
Contractor and each Subcontractor with WorkSafeBC Rules; 
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.6 attach the monthly update contemplated by GC3.5.3; and 

.7 provide a comprehensive list of items which remain to be completed and any 
defective items which remain to be corrected and the Contractor’s estimate of the 
costs and time to complete or correct such items. 

5.2.7 The Contractor shall deliver a complete application as provided in GC5.2.6 and if such 
application is not complete, the Consultant may reject all or the applicable portions of the 
same by promptly (and in any event within five (5) calendar days of its receipt) notifying 
the Contractor of the deficiencies in the application.  The Contractor will promptly supply 
to the Consultant such further certification or information as may be necessary to remedy 
the deficiencies in the application. 

5.2.8 An application for payment shall be deemed to be received by the Consultant only if and 
when submitted in full conformity with GC5.2.6. 

GC5.3 PROGRESS PAYMENT 

GC5.3.1.2 is amended by adding the following before the last sentence of the paragraph: 

If, after a certificate for payment has been issued to the City (and prior to payment by the City), 
the Consultant determines on the basis of new information that the amount certified for payment 
is incorrectly high or low relative to the Work being certified, then the Consultant shall issue a 
revised certificate. 

GC5.3.1.3 is amended by deleting the words “Article A-5 of the Agreement – PAYMENT” and replacing 
with “this GC5 and the Lien Act”. 

GC5.3.2 is added as follows:  

5.3.2 Subject to the provisions of the Lien Act, the City may retain a deficiency holdback from 
progress payments prior to Substantial Performance of the Work to ensure that sufficient 
money is withheld to fund any agreed deficiency holdback at Substantial Performance of 
the Work 

GC5.4 SUBSTANTIAL PERFORMANCE OF THE WORK 

GC5.4 is deleted in its entirety and replaced with the following: 

 GC5.4 SUBSTANTIAL PERFORMANCE OF THE WORK/CERTIFICATE OF COMPLETION 

5.4.1 When the Contractor considers that Substantial Performance of the Work has been 
achieved, or if permitted by the Lien Act the Contractor wishes to apply for a Certificate of 
Completion with respect to a subcontract with a Subcontractor, the Contractor shall, 
within one Working Day, deliver to the Consultant and to the City an application for a 
Certificate of Completion (a “Completion Certificate Application”) in conformity with 
GC5.4.4. 

5.4.2 The Consultant will review the Work to verify the validity of the application and shall 
promptly, and in any event, no later than ten (10) calendar days after receipt of the 
Contractor's application: 

.1 advise the Contractor in writing that the Work or the designated portion of the 
Work is not “completed” (as that term is used in the Lien Act) and give reasons 
why, or 
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.2 prepare a Certificate of Completion in respect of the Work or subcontract stating 
on the certificate the date of issuance in accordance with the Lien Act and issue 
a copy of that certificate to each of the City and the Contractor. 

5.4.3 Immediately following the issuance of the Certificate of Completion for all of the Work, the 
Contractor, in consultation with the Consultant, shall establish a reasonable date for Total 
Performance of the Work (which date will be deemed to be the date for the same set out 
in the Project Schedule if such date is specified). 

5.4.4 Each Completion Certificate Application referred to in GC5.4.1 shall also contain an 
application for payment and shall consist of the following: 

.1 a cover letter stating that the submittal is an application for a Certificate of 
Completion as well as an application for payment, and clearly identifying the 
Work or subcontract for which the Certificate of Completion is being sought; 

.2 all of the certifications and information required on an application for payment, as 
set out in GC5.2.6; 

.3 with respect to the Work or subcontract, as applicable, all deliverables, including 
copies of all manufacturer’s warranties, called for in the Contract Documents 
which are or should be available at the time of the Completion Certificate 
Application, including, without limitation and by way of example only, all operation 
manuals, service manuals, warranty certificates, maintenance contracts, service 
contracts, software licences, inspection reports, and other applicable manuals, 
contracts, certificates, guarantees and warranties. 

5.4.5 Failure to specify an incomplete or defective item on a Completion Certificate Application 
or the Consultant’s issuance of a Certificate of Completion or certificate of payment in 
respect of the same does not alter the responsibility of the Contractor to complete the 
Contract. 

5.4.6 Subject to the requirements of the Lien Act relative to the date of issuance by the 
Consultant of the Certificate of Completion of the Work pursuant to GC5.4.2.2: 

.1 the Consultant shall issue to the City and copy to the Contractor a certificate of 
payment for an amount equal to the Contract Price less: 

(i) three times the value of any deficiencies shown on the comprehensive 
list of items to be completed or corrected, as determined by the 
Consultant, 

(ii) the value of incomplete work as determined by the Consultant, and  

(iii) the amounts of all previous certificates of payment; 

.2 the City shall then make payment to the Contractor in accordance with the 
provisions of GC5.3.1.3 provided always that a Completion Certificate Application 
shall be deemed received only if and when submitted in accordance with 
GC5.2.6 as well as GC5.4.4; and 

.3 for the avoidance of doubt, this GC5.4.6 does not create an obligation to avoid 
retaining, or to release, any Holdback. 
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GC5.5 PAYMENT OF HOLDBACK UPON SUBSTANTIAL PERFORMANCE OF THE WORK 

GC5.5 is deleted in its entirety and replaced with the following: 

GC5.5 PAYMENT OF HOLDBACK UPON SUBSTANTIAL PERFORMANCE OF THE WORK 

5.5.1 After the issuance of the Certificate of Completion evidencing Substantial Performance of 
the Work, the Contractor shall: 

.1 submit an application for payment of the Holdback, 

.2 submit a current CCDC 9A Statutory Declaration of Progress Distribution by 
Contractor, as well as a current CCDC 9B Statutory Declaration of Progress 
Distribution by Subcontractor from each of the Subcontractors, which in every 
case shall be fully and properly completed and sworn before a Notary Public or 
Commissioner for Oaths for the Province of British Columbia;  

.3 verify that there are no Liens or other liens relating to the Contractor, the Work or 
the Products registered against the City, the Project or the Place of the Work or 
the City’s interest therein or against the Holdback, and swear and submit to the 
Consultant a written declaration that there are no such Liens or other liens;  

.4 attach the documents required under GC9.4 demonstrating compliance by the 
Contractor and each Subcontractor with WorkSafeBC Rules; and 

.5 attach copies of a current title search of the Place of the Work confirming that no 
Liens have been registered prior to the time the release of the Holdback is due. 

5.5.2 After the receipt of and approval of the application documents described in GC5.5.1, the 
Consultant will issue a certificate for payment of the Holdback (less any previous 
releases of the Holdback on account of subcontract Certificates of Completion). 

5.5.3 The Contractor now acknowledges that the City is exempt under the regulations of the 
Lien Act from the requirement to keep the Holdback in a separate holdback account. 

5.5.4 The Holdback is due and payable as set out in GC5.1.6.3. The City may retain out of the 
Holdback any sums required by law to satisfy any Liens arising under the Contract or any 
subcontract or, if permitted by the Lien Act, claims against the Contractor.  

GC5.6 PROGRESSIVE RELEASE OF HOLDBACK 

GC5.6.1 is deleted in its entirety and replaced with the following: 

5.6.1 Any portion of the Holdback in respect of a Subcontractor or Supplier subcontract is due 
and payable as set out in GC5.1.6.3. The City may retain out of the subcontract portion of 
the Holdback any sums required by law to satisfy any Liens arising in connection 
therewith or, if permitted by the Lien Act, other claims. 

GC5.6.2 is deleted in its entirety. 

GC5.6.3 is amended by deleting the words “final certificate for payment” and replacing with “Final 
Certificate for Payment”. 

GC5.7 FINAL PAYMENT 

GC5.7.1 is deleted in its entirety and replaced as follows: 
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5.7.1 When the Contractor considers that Total Performance of the Work has been achieved, 
the Contractor shall submit its final application for payment.  The application for payment 
on attaining Total Performance of the Work shall consist of the following: 

.1 all of the certifications and information required on an application for payment as 
set out in GC5.2.6, all appropriately amended to clearly confirm that the Work is 
fully completed, all Products have been delivered, and all Lien periods have 
expired with no Liens or other liens having been filed; 

.2 a current CCDC 9A Statutory Declaration of Progress Distribution by Contractor, 
as well as a current CCDC 9B Statutory Declaration of Progress Distribution by 
Subcontractor from each of the Subcontractors, which in every case shall be fully 
and properly completed and sworn before a Notary Public or Commissioner for 
Oaths for the Province of British Columbia;  

.3 copies of a current title search of the Place of the Work confirming that no Liens 
have been registered as at the date of application for Final Certificate for 
Payment; and 

.4 all deliverables called for in the Contract Documents which were not delivered at 
the time of Substantial Performance of the Work. 

GC5.7.3 is amended by deleting the words “final certificate for payment” and replacing with “Final 
Certificate for Payment”. 

GC5.7.4 is deleted in its entirety and replaced as follows: 

5.7.4 Subject to paragraph 9.4.1 of GC9.4 – CONSTRUCTION SAFETY & WORKPLACEBC 
RULES, and the Lien Act, the City shall, no later than twenty-one (21) calendar days after 
the issuance of a Final Certificate for Payment, pay the Contractor as provided in 
GC5.1.6.4 

GC6.1 OWNER’S RIGHT TO MAKE CHANGES 

GC6.1.3 is added as follows: 

6.1.3 Change Orders, contemplated Change Orders, and Change Directives shall be on 
printed forms supplied by the City or Consultant and may include: 

.1 job site instructions or site memo forms, for immediate authorization at the Place 
of the Work in order not to delay the performance of the Work and for changes of 
a minor nature with no price variation, which shall be issued on site on the 
signature of the Consultant only; 

.2 contemplated Change Orders issued by the Consultant for purposes of the 
Contractor’s response to a proposed method of adjustment and extent of 
adjustment to the Contract Price or Contract Time, which shall be signed by the 
Consultant only; 

.3 Change Orders authorizing the Contractor to proceed with the Work as set out by 
the Consultant and Contractor in a contemplated Change Order, which shall be 
signed by the City and the Contractor. 

GC6.1.4 is added as follows: 

6.1.4 Basis of Payment for Changes on Cost Plus Basis 
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.1 Work Done on Cost Plus Basis:  The cost of Work done under a Change 
Directive or Change Order on a cost-plus basis, except as otherwise specified in 
the Contract Documents or agreed in writing between the City and the 
Contractor, shall be at rates prevailing in the locality of the Place of the Work 
and, subject to GC6.1.6, shall include the cost elements set out in GC5.1A.3(i) 
through (xvi) as applicable to such Work. 

.2 Approval Required:  The Contractor shall obtain the Consultant's approval prior 
to subcontracting or entering into other agreements for Work done under a 
Change Directive or Change Order on a cost-plus basis. 

.3 Rejection of Costs:  The Consultant may refuse to certify payment for all or part 
of the cost of any item under any cost element, where the item in question was 
unsuitable or unnecessary, or the cost was otherwise improperly incurred in the 
performance of the Work. 

.4 Records:  The Contractor shall keep full and detailed accounts and records 
necessary for the documentation of the cost of Work done under a Change 
Directive or Change Order on a cost-plus basis, and shall provide the Consultant 
with copies thereof when requested. 

.5 Access to Records:  the City and the Consultant shall be afforded reasonable 
access to all of the Contractor's books, records, correspondence, instructions, 
drawings, receipts, vouchers, and memoranda related to the cost of Work done 
under a Change Directive or Change Order on a cost-plus basis, and for this 
purpose the Contractor shall preserve such records for a period of one (1) year 
after the date of Substantial Performance of the Work. 

.6 Notwithstanding any other provision hereof, when a change in the Work is valued 
on a cost-plus basis, then: 

(i) the costs of labour will be determined by the labour rates specified in the 
schedules to the Agreement, including the Schedule of Force Account 
Labour and Construction Equipment Rates, if any, in each case without 
any mark up unless otherwise specified therein; 

(ii) the costs of Construction Equipment will be determined by the 
construction equipment rates specified in the schedules to the 
Agreement, including the Schedule of Force Account Labour and 
Construction Equipment Rates, if any, in each case without mark up 
unless otherwise specified therein; and 

(iii) for further certainty, to the extent that any changes involve changes in 
the quantities of Unit Price Work such changes will be determined solely 
by the unit prices, without mark-up, unless otherwise specified in the 
schedules to the Agreement. 

GC6.1.5 is added as follows: 

6.1.5 Valuation and Marks ups for all Change Orders and Change Directives 

The following terms and conditions will apply to any quotation for a Change Order prepared by 
the Contractor pursuant to GC 6.2 - CHANGE ORDER, and will also apply to any Change 
Directive issued pursuant to GC 6.3 - CHANGE DIRECTIVE: 
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.1 The valuation for all (except previously agreed separate prices and unit prices) 
Work done under a Change Directive or Change Order which result in an 
increase in the Contract Price, whether valued as a lump sum or on a cost-plus 
basis, will be based on the actual direct unavoidable costs incurred by the 
Contractor and will be deemed to include all amounts on account of overhead, 
profit, administrative, and any other indirect expenses or allowances except as 
follows: 

.1 The Contractor will receive combined overhead and profit equal to ten 
percent (10%) of the direct unavoidable costs incurred by the 
Contractor’s use of his own forces; 

.2 The Contractor will receive five percent (5%) combined overhead and 
profit on the amounts paid by the Contractor to any Subcontractor or 
Suppliers as a direct result of the Change Order or Change Directive 
(provided always that the Subcontract contains the same limitations on 
Change Orders and Change Directives as this Contract). 

.3 The Subcontractor will receive combined overhead and profit of ten 
percent (10%) on account of the direct unavoidable costs incurred by the 
Subcontractor as direct result of the Change Order or Change Directive, 
and 

.4 The Supplier will receive no overhead, profit or other markup on account 
of the Change Order or Change Directive. 

.2 The valuation for all (except previously agreed separate price and unit rates) 
changes in the Work which result in a decrease in the Contract Price will be 
based on the actual savings in all costs to the Contractor, Subcontractor and 
Suppliers, exclusive of markups or deductions for overhead, profit, administrative 
or any other indirect costs not causally related to the Change Order or Change 
Directive. 

.3 If a change in the Work results in both expenditures and savings, any overhead 
or profit that is otherwise payable by the City shall be payable only on the net 
increase in expenditures, if any, with respect to that change in the Work. 

.4 The Contractor will only enter into Subcontracts with Subcontractors and 
Suppliers which obligate each Subcontractor and Supplier to comply with the 
provisions of this Part 6 - CHANGES IN THE WORK. 

.5 Upon the request of the Consultant, the Contractor will promptly deliver all 
supporting documentation including labour, Products, services, Subcontract 
breakdowns and all other documentation in order to substantiate any Change 
Order quotation or change in the Contract Price pursuant to a Change Directive. 

.6 The Contractor will be responsible for having time sheets covering all personnel 
respecting any Change Order or Change Directive checked and approved daily 
by the Consultant, and claims for reimbursement of any extra wages, salaries or 
other expenses relating to such personnel will only be accepted when properly 
supported by such signed time sheets. 

.7 All costs and expenses incurred by the Contractor and any Subcontractor or 
Suppliers in preparing any requested Change Order quotation or submitting, 
substantiating or otherwise administering a claim pursuant to a Change Order or 
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Change Directive will be the responsibility of the Contractor and may not be 
included in any adjustment to the Contract Price. 

GC6.1.6 is added as follows: 

6.1.6 Cost Plus Maximum under Change Order 

When a change in Work is valued on a cost-plus basis, the City may require that the aggregate 
amount incurred under the corresponding Change Directive shall not exceed a maximum amount 
acceptable to the City, acting reasonably, and specified in the Change Directive, as such amount 
may be revised from time to time by subsequent written authorization of the City.  The Contractor 
shall not be entitled to payment in excess of such applicable maximum amount in respect of any 
such Change Directive. 

GC6.3 CHANGE DIRECTIVE 

GC6.3.3 is deleted in its entirety. 

GC6.3.5 is deleted in its entirety. 

GC6.3.6 is deleted in its entirety. 

GC6.3.7 is deleted in its entirety. 

GC6.3.8 is deleted in its entirety. 

GC6.3.9 is deleted in its entirety. 

GC6.3.10 is deleted in its entirety. 

GC6.4 CONCEALED OR UNKNOWN CONDITIONS 

GC6.4.1 is deleted in its entirety and replaced as follows: 

6.4.1 If the Contractor discovers conditions at the Place of the Work which: (i) are subsurface 
or otherwise concealed physical conditions which existed before the commencement of 
the Work; (ii) could not reasonably have been discovered by proper investigation by the 
Contractor under GC3.10.13; and (iii) differ materially from those disclosed in the 
Contract Documents, including any geotechnical report, environmental assessment, or 
other report included or referenced in the Contract Documents or provided or made 
known to the Contractor before the commencement of the Work, then the Contractor 
shall give Notice in Writing to the Consultant of such conditions before they are disturbed 
and in no event later than five (5) Working Days after first observance of the conditions. 

GC6.4.1A is added as follows: 

6.4.1A The Contractor must give notice under GC6.4.1 within five (5) Working Days after 
discovery of the conditions or the time when the Contractor by reasonable diligence could 
have discovered the conditions, failing which the Contractor may not make or enforce any 
claim against the City, whether for a change in the Contract Price or other compensation 
or for an extension of the Contract Time arising from those conditions. 

GC6.4.2 is amended by deleting the words “If the finding is that the conditions differ materially and this 
would cause” and replacing with “If the requirements of GC6.4.1 and GC6.4.1A are satisfied and the 
relevant conditions would cause”. 
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GC6.4.3 is amended by deleting the words “the conditions at the Place of Work are not materially 
different” and replacing with “the requirements of GC6.4.1 and GC6.4.1A are not satisfied”. 

GC6.4.4 is deleted in its entirety and replaced as follows: 

6.4.4 If such concealed or unknown conditions relate to Hazardous Substances, artefacts and 
fossils, or mould, the parties will be governed by the provisions of GC9.2 – TOXIC AND 
HAZARDOUS SUBSTANCES, GC9.3 – ARTIFACTS AND FOSSILS and GC9.5 – 
MOULD. 

GC7.1 OWNER'S RIGHT TO PERFORM THE WORK, TERMINATE THE CONTRACTOR'S RIGHT TO 
 CONTINUE WITH THE WORK OR TERMINATE THE CONTRACT 

GC7.1.5.2 is amended by deleting the words “final certificate for payment” and replacing with “Final 
Certificate for Payment”. 

GC7.1.7 is added as follows: 

7.1.7 The City may terminate the Contract at any time for the convenience of the City by notice 
given to the Contractor.  It the Contract is terminated under this GC7.1.7, then: 

(a) the Contractor shall suspend performance of the Work and shall not incur further 
cost or expense in relation to the Work, except (i) as necessary to protect the 
Work and the safety of persons, or (ii) as authorized or directed in writing by the 
City; 

(b) the Contractor shall remove from the Place of the Work its personnel and all 
Construction Equipment and other material that is owned or leased by the 
Contractor, except as otherwise required to comply with GC7.1.7(a)(i) and (ii); 
and 

(c) the City shall pay the Contractor for all Work performed, including the cost of 
complying with GC7.1.7(a)(i) and (ii), in accordance with the terms and 
conditions of payment set out in the Contract, together with the documented and 
reasonable cost of terminating subcontracts with Subcontractors and Suppliers 
and demobilizing the Contractor’s personnel and Construction Equipment, all as 
certified by the Consultant, and upon such payment being made, the Contractor 
shall have no further or other claim against the City for, or in connection with, 
termination of the Contract. 

GC7.2 CONTRACTOR’S RIGHT TO SUSPEND THE WORK OR TERMINATE CONTRACT 

GC7.2.2 is amended by replacing the number “20” where it appears in the first sentence with the number 
“30”. 

GC7.2.3 is amended by adding the following to the beginning of the first sentence: 

If the default cannot be corrected in five (5) Working Days or in such other time as may be 
subsequently agreed in writing by the parties, 

GC7.2.3.1 is deleted in its entirety. 

GC7.2.3.4 is deleted in its entirety and replaced with the following: 
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.4 the City violates the requirements of the Contract to a substantial degree and the 
Consultant, except for GC5.1- GENERAL FINANCIAL/PAYMENT PROVISIONS, 
confirms by written statement to the Contractor that sufficient cause exists. 

GC7.2.4 is amended by revising the second line to read: 

…corrected within fourteen (14) Working Days following the receipt of the Notice in Writing, the 
Contractor may, without prejudice to any … 

GC 8.2 NEGOTIATION, MEDIATION AND ARBITRATION 

GC8.2.1.1 is deleted in its entirety and replaced as follows: 

.1 within thirty (30) Working Days after the Contract was awarded, or 

GC8.2.1.2 is deleted in its entirety and replaced as follows: 

.2 if the parties neglected to make an appointment within the thirty (30) Working Days, 
within twenty (20) Working Days after either party by Notice in Writing requests that the 
Project Mediator be appointed. 

GC8.2.3 is amended by adding the following to the end: 

However, the City and the Contractor nonetheless irrevocably and unconditionally attorn to the 
jurisdiction of the courts of British Columbia, and courts to which appeals therefrom may be 
taken, in respect of any dispute or claim arising under or relating to the Contract.  The City and 
the Contractor acknowledge and agree that such courts have jurisdiction, but not necessarily 
exclusive jurisdiction in respect of any such dispute or claim.  If a dispute arises under or in 
relation to this Contract, and the dispute cannot be resolved by the City’s project manager and 
the Contractor's principal representative at the Place of the Work within three (3) Working Days 
after the dispute arises, or the City’s project manager is not authorized to resolve the dispute, 
then: 

(a) the dispute will be referred to the City’s Director of Facilities and the Contractor's project 
manager for resolution, and if they cannot resolve the dispute within three (3) Working 
Days after referral to them, then 

(b) the dispute will be referred to a senior executive of the City designated by it and a senior 
executive of the Contractor designated by it, for resolution, and if they cannot resolve the 
dispute within three (3) Working Days after referral to them, then 

(c) either party may take such further legal proceedings as they consider necessary for the 
resolution of the dispute either concurrently with or in lieu of the process outlined in 
GC8.2.4 to GC8.2.9. 

GC8.2.4 is amended by revising the second line to read: 

…the parties may request the Project Mediator… 

GC8.2.6 is amended by revising the second line to read: 

…either party may request referral of the dispute… 

GC8.2.7 is deleted in its entirety and replaced as follows: 
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8.2.7 If a Notice in Writing is not given under paragraph 8.2.6 within the required time or the 
other party does not reply and agree to binding arbitration, the parties may refer the 
unresolved dispute to the courts or to any other form of dispute resolution, including 
arbitration, which they have agreed to use. 

GC8.2.9 is added as follows: 

8.2.9 Where references are made in the Contract Documents to “the time of bid closing”, it is 
intended by the parties that this shall mean the effective date of the contract. 

GC9.1 PROTECTION OF WORK AND PROPERTY 

GC9.1.1 is deleted in its entirety and replaced with the following: 

9.1.1 The Contractor shall protect the Work, Products delivered to the Place of the Work, the 
City’s property and property on or adjacent to the Place of the Work from theft and 
damage which may arise as the result of the Contractor’s operations under the Contract, 
and shall be responsible for such theft and damage, except theft and damage which 
occurs as the result of: 

.1 errors in the Contract Documents; 

.2 acts or omissions by the City, other contractors, or their agents and employees. 

GC9.1.4 is amended by revising the first line to read: 

Should damage occur to the Work, Products delivered to the Place of the Work, the City’s 
property or property on or adjacent to the Place of the Work, for which the Contractor is not 
responsible, as provided in paragraph… 

GC9.1.5 is added as follows: 

9.1.5 The Contractor is responsible for protection of the Work during shutdown, including 
shutdowns caused by strikes. 

GC9.2 TOXIC AND HAZARDOUS SUBSTANCES 

GC9.2.1 is deleted in its entirety and replaced with the following: 

9.2.1 For the purposes of the Contract, the City shall be deemed to have control and 
management of the Place of the Work with respect to the condition of the Place of the 
Work prior to the commencement of the Work in relation to applicable Environmental Law 
and the presence of any Hazardous Substances. 

GC9.2.2 is deleted in its entirety and replaced with the following: 

9.2.2 Prior to the Contractor commencing the Work, the City shall: 

.1 take reasonable steps to determine whether the Place of the Work contains any 
Hazardous Substances and, if so, whether the condition of the Place of the Work is in 
compliance with applicable Environmental Law; and 

.2 provide the Consultant and the Contractor with a written list of any such 
Hazardous Substances that the City knows to exist on, and their locations within, the 
Place of the Work. 
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GC9.2.3 is deleted in its entirety and replaced with the following: 

9.2.3 Unless the Contract expressly provides otherwise, the City shall be responsible for taking 
such steps as may be necessary, in accordance with applicable Environmental Law to 
dispose of, store or otherwise deal with Hazardous Substances so as to cause the Place 
of the Work to comply with the requirements of applicable Environmental Law before the 
Contractor commences the Work. 

GC9.2.4 is deleted in its entirety and replaced with the following: 

9.2.4 Except as previously disclosed in writing by the City or as otherwise known by the 
Contractor, if the Contractor: 

.1 encounters Hazardous Substances at the Place of the Work; or 

.2 has reasonable grounds to believe that Hazardous Substances are present at the 
Place of the Work which were not brought to the Place of the Work by the 
Contractor or anyone for whom the Contractor is responsible or which were 
disclosed but have not been dealt with as required under paragraph 9.2.3,  

the Contractor shall: 

(a) take reasonable steps, including stopping the Work, to ensure that no person’s 
exposure to any Hazardous Substance at the Place of the Work exceeds any 
levels contrary to the requirements of applicable Environmental Law, and 

(b) immediately report the circumstances to the Consultant and the City by Notice in 
Writing. 

GC9.2.5 is deleted in its entirety and replaced with the following: 

9.2.5 If the City and the Contractor, acting reasonably, fail to agree on whether the condition of 
the Place of the Work is in compliance with applicable Environmental Law prior to the 
commencement of the Work or whether Hazardous Substances were brought onto the 
Place of the Work by the Contractor or anyone for whom the Contractor is responsible, or 
whether the Contractor or anyone for whom the Contractor is responsible caused the 
release of Hazardous Substances at the Place of the Work, the City shall retain an 
independent qualified expert to investigate and report on the subject of the dispute.  
Subject to paragraph 9.2.6, the City shall pay for the cost of the expert’s investigation and 
report.  The City will provide a copy of the expert’s report to the Contractor. 

GC9.2.6 is deleted in its entirety and replaced with the following: 

9.2.6 If the expert’s report under paragraph 9.2.5 determines that the Place of the Work was in 
compliance with applicable Environmental Law prior to the commencement of the Work 
or that Hazardous Substances were brought onto the Place of the Work by the Contractor 
or any for whom the Contractor is responsible, or that the Contractor or anyone for whom 
the Contractor is responsible caused the release of a Hazardous Substance at the Place 
of the Work, the Contractor shall pay for the cost of the expert’s investigation and report. 

GC9.2.7 is deleted in its entirety and replaced with the following: 

9.2.7 If the City and the Contractor agree, or if the expert’s report under paragraph 9.2.5 
concludes, that the Contractor or anyone for whom the Contractor is responsible brought 
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a Hazardous Substance onto, or caused the release of a Hazardous Substance on, the 
Place of the Work, the Contractor shall promptly at the Contractor’s expense: 

.1 take such steps as are necessary to safely and in compliance with Environmental 
Law remove, transport and dispose of such Hazardous Substance and to 
remediate the Place of the Work to such extent as is required to cause the Place 
of the Work to comply with all applicable Environmental Law; 

.2 make good any damage to the Work, the City’s property and any property 
affected by any migration of the Hazardous Substance as provided in paragraph 
9.1.3 of GC9.1 – PROTECTION OF WORK AND PROPERTY; 

.3 reimburse the City for all resultant costs and expenses reasonably incurred by 
the City; and 

.4 indemnify the City as required by GC12.1 – INDEMNIFICATION 

GC9.2.8 is deleted in its entirety and replaced with the following: 

9.2.8 If the City and the Contractor agree, or if the expert’s report under paragraph 9.2.5 
concludes, that neither the Contractor nor anyone for whom the Contractor is responsible 
is responsible for bringing a Hazardous Substance onto, or for causing the release of a 
Hazardous Substance on, the Place of the Work, the City shall promptly at the City’s 
expense: 

.1 take such steps as are necessary to safely and in compliance with Environmental 
Law remove, transport and dispose of such Hazardous Substance and to 
remediate the Place of the Work to such extent as is required to cause the Place 
of the Work to comply with all applicable Environmental Law; 

.2 reimburse the Contractor for all resultant costs and expenses reasonably 
incurred by the Contractor; 

.3 extend the Contract time for such reasonable time as the Consultant may 
recommend in consultation with the Contractor and the expert referred to in 
paragraph 9.2.5 and reimburse the Contractor for costs reasonably incurred as a 
result of the delay, and 

.4 indemnify the Contractor as required by GC12.1 – INDEMNIFICATION. 

GC9.2.9 is amended by deleting the words “Part 8 of the General Conditions – Dispute Resolution” from 
the second line and replacing with “Part 8 – DISPUTE RESOLUTION”. 

GC9.2.10 is added as follows: 

9.2.10 The Contractor shall, and shall ensure that anyone for whom the Contractor is 
responsible shall, at all times comply with all applicable Environmental Law and ensure 
that all Work is conducted in compliance with all applicable Environmental Law. 

GC 9.3 ARTIFACTS AND FOSSILS 

GC9.3.1 is deleted in its entirety and replaced with the following: 

9.3.1 If the Contractor or anyone for whom the Contractor is responsible discovers fossils 
coins, articles of value or antiquity, structures and other remains or things of scientific, 
cultural or historical interest at the Place of the Work (in GC9.3 called, “Historical 
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Items”), the Contractor shall immediately give Notice in Writing thereof to the City and the 
Consultant.  As between the City and the Contractor, all Historical Items shall be, and 
shall be deemed to be, the absolute property of the City, and the Contractor hereby 
irrevocably waives and disclaims any right, title or interest therein. 

GC9.3.2 is deleted in its entirety and replaced with the following: 

9.3.2 The Contractor shall take all reasonable precautions, and shall comply with all 
reasonable directions from the Consultant, to prevent removal or damage to Historical 
Items as identified in paragraph 9.3.1 or as otherwise known to be present at the Place of 
the Work. 

GC9.3.3 is deleted in its entirety and replaced with the following: 

9.3.3 The Consultant will investigate the impact on the Work of the discovery of any Historical 
Item identified in paragraph 9.3.1.  If conditions are found that would cause an increase 
or decrease in the Contractor’s cost or time to perform the Work, the Consultant, with the 
City’s approval, will issue appropriate instructions for a change in the Work as provided in 
GC6.2 –CHANGE ORDER or GC6.3 – CHANGE DIRECTIVE. 

GC9.4 CONSTRUCTION SAFETY 

The above heading for GC9.4 is amended by adding “&WORKSAFEBC RULES” to the end. 

GC9.4.2 is added as follows: 

9.4.2 Unless otherwise specified in the Contract Documents or notified to the contrary by the 
Consultant, the Contractor is the “prime contractor” for the purpose of the WorkSafeBC 
Rules, notwithstanding that the City, the Consultant or another contractor may provide 
from time to time some of the services normally provided by such a “prime contractor”.   

GC9.4.3 is added as follows 

9.4.3 If the Contractor is the “prime contractor”, the Contractor shall: 

.1 Compliance with Law:  comply with all Applicable Laws, and all reasonable rules 
established by the City of which the Contractor is given timely notice through the 
Consultant, relative to occupational health and safety; 

.2 Safety Programs:  initiate, maintain and supervise all safety programs and 
measures in connection with the performance of the Work, which program shall 
respond fully to the requirements of all Applicable Laws relative to occupational 
health and safety, all to the satisfaction of the Consultant; 

.3 Site Meetings:  conduct regular safety meetings at the Place of the Work, no less 
frequently than weekly, record minutes of such meetings and give copies of such 
minutes to the Consultant on a weekly basis; 

.4 Safety Equipment:  supply and maintain at the Place of the Work all safety 
equipment necessary to protect workers and others from accident or injury; and 

.5 First Aid:  supply and maintain at the Place of the Work all personnel, equipment 
and supplies necessary for the provision of appropriate first-aid to any worker or 
person suffering an accident or injury at or about the Place of the Work, and 
establish an emergency procedure for prompt removal of any such person from 
the Place of the Work to a hospital, clinic or medical office for further treatment. 
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.6 Notice of Project:  prior to commencement of construction: 

(a) complete and file a “Notice of Project” with the WorkSafeBC in 
compliance with Section 20.2 of the Occupational Health and Safety 
Regulation; 

(b) post the Notice of Project at the Place of the Work, and 

(c) provide a copy of the Notice of Project to the City and confirm in writing 
that the Notice of Project has been posted at the Place of the Work. 

GC9.4.4 is added as follows 

9.4.4 If, or for so long as the Contractor is not the “prime contractor”, the Contractor shall: 

.1 Compliance with Law:  comply with all Applicable Laws, and all reasonable rules 
established by the City of which the Contractor is given timely notice through the 
Consultant, relative to occupational health and safety; 

.2 Compliance with Directions:  comply with all reasonable directions issued by the 
“prime contractor” regarding compliance with Applicable Laws, and rules 
established by the City, relative to occupational health and safety; and 

.3 Site Safety Meetings:  attend all Place of the Work safety meetings convened by 
the “prime contractor”. 

GC9.4.5 is added as follows 

9.4.5 Whether or not the Contractor is the “prime contractor”, it shall: 

.1 Reporting:  report immediately to the “prime contractor” (if not the Contractor) 
and the Consultant all accidents and injuries of any kind or severity occurring on 
or about the Place of the Work and involving employees of the Contractor or any 
Subcontractor, or any other person of which the Contractor is aware, and arising 
out of or in connection with the Work; 

.2 Written Confirmation:  confirm in writing each report made under 
subparagraph (a); and 

.3 City Policy:  respect and adhere to City’s safety and training polices relative to 
the Place of the Work and the Work. 

GC9.4.6 is added as follows 

9.4.6 If the Consultant determines that the Contractor is not in compliance with its obligations 
as “prime contractor”, if applicable, the City may, but is not obliged to, provide some or all 
of the services required to discharge those obligations.  All costs incurred by the City in 
providing such services shall be paid by the Contractor to the City, and may be deducted 
from any amount then or thereafter becoming due to the Contractor under the Contract. 

GC9.4.7 is added as follows: 

9.4.7 The Contractor shall indemnify and save harmless the City from any and all damages, 
liabilities, cost, fines, penalties, fees and expenses whatsoever including, without 
limitation, legal fees, charges and disbursements as between a solicitor and his own 
client, related to or arising out of the assignment to the Contractor, and the Contractor’s 
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assumption, of the responsibilities, obligations and liabilities of the “prime contractor” 
under the WorkSafeBC Rules with respect to the Place of the Work. 

GC9.4.8 is added as follows: 

9.4.8 The Contractor agrees that it shall at its own expense procure and carry or cause to be 
procured and carried and paid for, full WorkSafeBC coverage for itself and all workers, 
employees, servants and others engaged in or upon any work or service which is the 
subject of this Contract. 

GC9.4.9 is added as follows: 

9.4.9 The Contractor agrees that the City has the unfettered right to set off the amount of the 
unpaid premiums and assessments for such WorkSafeBC coverage against any monies 
owing by the City to the Contractor.  The City shall have the right to withhold payment 
under this Contract until the WorkSafeBC premiums, assessments or penalties in respect 
of work done or service performed in fulfilling this Contract had been paid in full. 

GC9.4.10 is added as follows: 

9.4.10 Promptly upon execution of this Agreement, the Contractor will provide the City with the 
Contractor’s and all Subcontractors’ WorkSafeBC registration numbers. 

GC9.4.11 is added as follows: 

9.4.11 Promptly upon execution of this Agreement, and concurrently with making any application 
for payment under this Contract, the Contractor will provide the City with written 
confirmation that the Contractor and all Subcontractors are registered in good standing 
with WorkSafeBC and that all assessments have been paid to the then current date. 

GC9.4.12 is added as follows: 

9.4.12 The Contractor may or may not have received, as part of the Contract Documents, a 
“Pre-Contract Hazard Assessment” prepared by or for the City pursuant to the City’s 
statutory obligations under the WorkSafeBC Rules (Section 119 of the Workers’ 
Compensation Act) as an “owner of a workplace”.  Despite the City’s statutory 
obligations, the Contractor now acknowledges and agrees that the Contractor may not 
rely on the “Pre-Contract Hazard Assessment” and now agrees to assume by the terms 
of this Contract full responsibility for carrying out the City’s obligations under Section 119 
of the Workers’ Compensation Act, including without limitation and by way of example 
only, conducting all due diligence inquiries of all applicable City staff and departments in 
order to ascertain what, if any, information is known or has been recorded by City staff 
about the Place of the Work that is necessary to identify and eliminate or control hazards 
to the health or safety of persons at the Place of the Work.  The City now agrees to make 
all reasonable efforts to assist the Contractor in obtaining timely access to City staff and 
City records for this purpose. 

GC9.4.13 is added as follows: 

9.4.13 The Contractor will indemnify the City and hold harmless the City from all manner of 
claims, demands, costs, losses, penalties and proceedings arising out of or in any way 
related to: 

.1 unpaid WorkSafeBC assessments of the Contractor or any other employer for 
whom the Contractor is responsible under this Contract; 
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.2 the acts or omissions of any person engaged directly or indirectly by the 
Contractor in the performance of this Contract, or for whom the Contractor is 
liable pursuant to the Contractor’s obligations as the “prime contractor”, and 
which acts or omissions are or are alleged by WorkSafeBC to constitute a breach 
of the WorkSafeBC Rules or other failure to observe safety rules, regulations and 
practices of WorkSafeBC, including any and all fines and penalties levied by 
WorkSafeBC; or 

.3 any breach of the Contractor’s obligations under Clause GC9.1. 

GC9.4.14 is added as follows: 

9.4.14 The Contractor agrees to retain a full-time construction safety officer whenever required 
by the then-current Vancouver Building By-law.  The construction safety officer shall bear 
written proof of qualification satisfactory to the City of Vancouver’s Director of Permits 
and Licenses.   

GC9.5 MOULD 

GC9.5.1 is deleted in its entirety and replaced with the following: 

9.5.1 If the Contractor or the City observes or reasonably suspects the presence of mould at 
the Place of the Work of the nature and quantity such that special handling and 
precautions are required under Environmental Law or that otherwise may reasonably 
present a hazard to the health and safety of persons, the remediation of which has not 
been separately arranged by the City or is not expressly part of the Work, 

.1 the observing party shall promptly report the circumstances to the other party by 
Notice in Writing; 

.2 the Contractor shall promptly take all reasonable steps, including stopping all or 
such portions of the Work as may be necessary to ensure that no person suffers 
injury, sickness or death and that no property is damaged as a result of exposure 
to or the presence of the mould; and 

.3 if the City and the Contractor do not agree on whether any mould discovered is of 
the nature and quantity such that special handling and precautions are required 
under Environmental Law, or whether such mould may otherwise reasonably 
present a hazard to the health and safety of persons, or with respect to what 
steps are appropriate to be taken to deal with the mould, or as to the cause of the 
presence of the mould, the City shall retain an independent qualified expert to 
investigate and report on the subject of the dispute.  Subject to paragraph 9.5.2, 
the City shall pay for the cost of the expert’s investigation and report.  The City 
will provide a copy of the expert’s report to the Contractor. 

GC9.5.2 is deleted in its entirety and replaced with the following: 

9.5.2 If the expert’s report under paragraph 9.5.1.3 determines that the mould does not require 
special handling and precautions in compliance with Environmental Law or does not 
otherwise reasonably present a hazard to the health and safety of persons, the 
Contractor will pay for the cost of the expert’s investigation and report.  If the expert’s 
report under paragraph 9.5.1.3 determines that the mould was caused as the result of the 
acts or omissions of the Contractor or anyone for whom the Contractor is responsible, the 
Contractor shall promptly, at the Contractor’s expense: 
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.1 take such steps as are necessary to safely and in compliance with Environmental 
Law remove, transport and dispose of such mould and to remediate the Place of 
the Work to such extent as is required to cause the Place of the Work to comply 
with all applicable Environmental Law; 

.2 make good any damage to the Work, the City’s property and any property 
affected by the mould as provided in paragraph 9.1.3 of GC9.1 – PROTECTION 
OF WORK AND PROPERTY; 

.3 reimburse the City for all resultant costs and expenses reasonably incurred by 
the City; and 

.4 indemnify the City as required by GC12.1 – INDEMNIFICATION. 

GC9.5.3 is deleted in its entirety and replaced with the following: 

9.5.3 If the City and the Contractor agree, or if the expert’s report under paragraph 9.5.1.3 
concludes, that the presence of mould at the Place of the Work requires special handling 
or precautions under Environmental Law or otherwise presents a hazard to the health or 
safety of persons, and that the Contractor or anyone for whom the Contractor is 
responsible is not responsible for the presence of such mould, the City shall promptly at 
the City’s expense: 

.1 take such steps as are necessary to safely and in compliance with Environmental 
Law remove, transport and dispose of such mould and to remediate the Place of 
the Work to such extent as is required to cause the Place of the Work to comply 
with all applicable Environmental Law; 

.2 reimburse the Contractor for the cost of taking the steps under paragraph 9.5.1.2 
and making good any damage to the Work as provided in paragraph 9.1.4 of 
GC9.1 - PROTECTION OF WORK AND PROPERTY; and 

.3 extend the Contract Time for such reasonable time as the Consultant may 
recommend in consultation with the Contractor and the expert referred to in 
paragraph 9.5.1.3 and reimburse the Contractor for reasonable costs incurred as 
a result of the delay. 

GC10.1 TAXES AND DUTIES 

GC10.1.1 is deleted in its entirety and replaced as follows: 

10.1.1 The Contractor shall allow for the payment by the Contractor out of the Contract Price of 
all PST, GST and other federal, provincial and municipal taxes, rates, levies, 
assessments and duties, both refundable and non-refundable, and all deposits, 
(temporary crossings, excavations, etc.).  The Contractor agrees to indemnify and save 
harmless at all times the City from and against all claims which may be made with 
respect thereto. 

GC10.1.2 is amended by revising the first line to read: 

…due to changes in such included taxes, duties and rebates after the time… 

GC10.1.3 is added as follows: 

10.1.3 Where an exemption or recovery of government sales taxes, customs duties or excise 
taxes is applicable to the Contract, the Contractor shall submit for the City's review the 
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exemption or recovery application and the supporting invoices of the actual quantities of 
materials incorporated in the Work prior to applying for the rebate.  The City will then 
issue a certificate verifying the application. 

GC10.1.4 is added as follows: 

10.1.4 Notwithstanding any other provision to the contrary, if the City determines that it is 
necessary to satisfy its obligations under any Applicable Law relating to taxes, the City 
may: 

.1 withhold an amount from a payment made to the Contractor hereunder; and 

.2 pay the withheld amount directly to the competent government authority, 

in which case the amount so withheld and paid by the City to the relevant competent 
government authority shall be deemed to have been paid to the Contractor on the date 
on which the remainder of the payment to which it relates was paid to the Contractor, and 
the Contractor agrees and acknowledges that it shall have no claim against the City for 
such amount withheld and paid to the competent government authority. 

GC10.2 LAWS, NOTICES, PERMITS AND FEES 

GC10.2.2 is deleted in its entirety and replaced as follows: 

10.2.2 The Contractor shall, except as set out below in this GC10.2.2 and unless otherwise 
specified in the Contract Documents, obtain and maintain all permits, licences, and 
certificates and pay all fees required for the performance of the Work, and obtain all 
necessary access and storage rights for areas outside of the Place of the Work (including 
without limitation and by way of example only, parking for its workers, the swing arc of 
any construction crane required for the Work, or storage space for materials) but this 
shall not include the obligation to obtain easements or other access rights over the actual 
Place of the Work. 

GC10.2.3 deleted in its entirety and replaced as follows: 

10.2.3 The Contractor shall be responsible for the procurement of permits, licences, inspections, 
and certificates, which are necessary for the performance of the Work and customarily 
obtained by contractors in the jurisdiction of the Place of the Work after the issuance of 
the building permit. The Contract Price includes the cost of all permits, licences, 
inspections and certificates and their procurement.  The Contractor will arrange for all 
inspections and testing required by such permits.  The Contractor shall provide to the 
Consultant copies of all permits and inspection reports from the various authorities as 
soon as they are received. 

GC10.2.5 is amended by revising the first sentence to read: 

10.2.5 The Contractor shall be responsible to provide reasonable verification that the Contract 
Documents are in compliance… 

GC10.4 WORKERS’ COMPENSATION 

GC10.4 is deleted in its entirety. 

 

GC10.5 LIVING WAGE 
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GC10.5 is added as follows: 

GC10.5 LIVING WAGE 

 10.5.1 For the purposes of this GC10.5, the following terms shall have the following meanings: 

(a) “Living Wage” means the hourly wage established by the Living Wage Certifier 
from time to time during the Term, which includes: (i) direct wages; and (ii) the 
value of any non-mandatory benefits such as paid sick leave, employer-paid 
Medical Services Plan premiums and extended health benefits; 

(b) “Living Wage Certifier” means the Living Wage for Families Campaign, any 
successor entity, or, in the event the Living Wage for Families Campaign ceases 
to carry on operations, such other living wage certification entity designated by 
the City to the Contractor in writing;  

(c) “Living Wage Employee” means any and all employees of the Contractor and 
all Subcontractors of the Contractor that perform any part of the Work on a 
property owned by or leased to the City, including all streets, sidewalks and other 
public rights of way, for at least one consecutive hour, but excluding Students, 
volunteers and employees of Social Enterprises; 

(d) “Social Enterprise” means a business that: (i) is owned by a non-profit 
organization or community services co-operative; (ii) is directly involved in the 
production and/or selling of goods and services for the combined purpose of 
generating income and achieving social, cultural, and/or environmental aims; and 
(iii) has a defined social and/or environmental mandate. 

(e) “Student” means an individual who is enrolled in a school, college, university or 
other educational institution and is employed by the Contractor or a 
Subcontractor, as the case may be, to obtain practical workplace experience as a 
requirement of or credit for their education; 

10.5.2 Notwithstanding any other provision of any Contract Document but subject to GC 10.5.3, 
the Contractor shall pay all Living Wage Employees not less than the Living Wage. 

10.5.3  Notwithstanding GC 10.5.2, the Contractor has up to 6 months from the date on which 
any increase in the Living Wage is published by the Living Wage Certifier to increase 
wages for all Living Wage Employees such that all Living Wage Employees continue to 
be paid not less than the Living Wage.   

10.5.4  The Contractor shall ensure that the requirements of GC 10.5.2 apply to all 
Subcontractors.    

10.5.5  A breach by the Contractor of its obligations pursuant to GC 10.5.2 and 10.5.4 shall be 
deemed to constitute a failure by the Contractor to comply with the requirements of the 
Contract to a substantial degree and shall entitle the City to terminate the Contract in 
accordance with GC 7.1.2. 

10.5.6 The Contractor shall maintain up-to-date records and accounts which clearly document 
its satisfaction of the requirements of this GC 10.5 and shall make the same available to 
the City upon request. The City may request copies of all such records and accounts 
which shall be provided to the City by the Contractor (subject to reimbursement of the 
Contractor’s reasonable copying costs and any other direct costs and expenses, if any) at 
any time prior to the expiry of 365 days after Total Completion of the Work or earlier 
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termination of this Agreement. Any records and accounts provided by the Contractor in 
accordance with this Section 10.5.5 shall be treated by the City as confidential 
information. 

10.5.7  The Contractor shall, at the direction of the City, post signs at Places of Work that are 
owned by or leased to the City, including all streets, sidewalks and other public rights of 
way, informing Living Wage Employees of the obligations of the Contractor and 
Subcontractor pursuant to this GC 10.5 and providing contact information to report any 
breaches thereof. The City shall supply the Contractor with all such signs and the 
Contractor shall return all such signs upon completion of the Work or otherwise at the 
request of the City. 

10.5.8 The Contractor shall prepare and submit to the City in a format reasonably acceptable to 
the City before January 31 of each calendar year of the term or, for each partial calendar 
year of the term, within 30 days of the expiry of the term a living wage report setting out:  

(a) the number of Living Wage Employees of the Contractor and each Subcontractor 
who were paid a Living Wage pursuant to this Section 3.12 during the previous 
calendar year or portion thereof that would not have received a Living Wage for 
substantially similar work but for the obligations of the Contractor pursuant to this 
GC10.5; and  

(b) the total incremental costs incurred by the Contractor, including any amounts 
paid to Subcontractors, in order to fulfill its obligations pursuant to this GC10.5 to 
pay a Living Wage to the Living Wage Employees described in GC10.5.8(a).  

GC11.1 INSURANCE 

GC11.1 is deleted in its entirety and replaced as follows: 

GC11.1 GENERAL INSURANCE REQUIREMENTS 

11.1.1 The Contractor and Subcontractors shall be required to file with the City on or prior to the 
date of this Agreement (or at such later time as they become Subcontractors), 
“Certificates of Insurance” in the form required by the City, and where required by the 
City’s Director of Risk Management, certified copies of all insurance policies and 
endorsements evidencing the placement and endorsement of insurance in accordance 
with this GC11.1 and GC11.2.  

11.1.2 The Contractor and Subcontractors shall be required to file evidence of renewal of the 
insurance policies required under this GC11.1 and GC11.2 with the City at least fifteen 
(15) calendar days prior to their expiry. 

11.1.3 In addition to the specific requirements set out below, all policies of insurance shall: 

.1 be endorsed so as to provide for thirty (30) calendar days’ prior notice to the City 
of cancellation, lapse or material change; 

.2 if they are for property insurance (as opposed to liability) insurance, contain a 
waiver of subrogation in favour of the City Insurance Group (as defined below) 
and all employees and agents of the City Insurance Group; 

.3 specifically name the City of Vancouver, the Consultant and their officials, 
officers, employees, agents and consultants engaged on the Project as additional 
insureds (collectively referred to as the “City Insurance Group”); 
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.4 be issued by a company or companies authorized to issue insurance policies in 
British Columbia; and 

.5 be issued on a policy form acceptable to the City’s Director of Risk Management. 

11.1.4 Unless otherwise specified, insurance shall be continuously maintained from a date not 
later than the date hereof, through to the date on which both the Certificate of Completion 
has been issued for the Work and an occupancy permit, if required, has been issued for 
the Place of the Work. 

GC11.2 CONTRACT SECURITY 

GC11.2 is deleted in its entirety and replaced with the following: 

GC 11.2 SPECIFIC INSURANCE COVERAGE 

11.2.1 Without restricting the generality of GC12.1 – INDEMNIFICATION, and despite the limits 
of liability set out in GC12.1 – INDEMNIFICATION, the Contractor and Subcontractors, at 
their expense, shall retain the following types of insurance: 

(a) Commercial General Liability Insurance: 

Commercial General Liability Insurance protecting the City Insurance Group, the 
Contractor, and their respective subcontractors, agents and employees against 
damages arising from personal injury (including death) and claims for property 
damage which may arise out of the operations of the Contractor, its 
Subcontractors, or their respective agents or employees in connection with the 
Work. 

The policy shall be placed prior to commencement of the Work and shall 
specifically cover liability arising out of the performance of this Contract and shall 
cover all liability assumed by the Contractor under any contract or agreement, 
including the indemnity provisions of this Contract.  The policy shall be 
maintained continuously throughout the entire term of the contract through to the 
date on which both the Certificate of Completion has been issued for the Work 
and an occupancy permit, if required, has been issued for the Place of the Work, 
and thereafter, in the case of completed operations coverage for a further period 
of twenty-four (24) months, and the policy shall provide: 

1. broad-form property damage and completed operations coverage; 

2. personal injury coverage; 

3. blanket contractual liability coverage; 

5. contingent employer’s liability coverage; and 

6. non-owned automobile liability coverage, 

and where such further risk exists, the following extensions of coverage shall be 
included: 

1. coverage for shoring, blasting, excavating, underpinning, demolition, 
removal, pile-driving and grading, as applicable; 

2. coverage for hoist liability;  
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3. coverage for operation of attached machinery; and 

4. contractor’s pollution liability coverage, including coverage for asbestos, 
mould or other hazardous substances. 

This insurance shall be for an amount of not less than five million dollars 
($5,000,000) per occurrence, and shall include a standard form of severability of 
interests and cross-liability clause.  The deductible per occurrence shall not 
exceed five thousand dollars ($5,000) and the Contractor shall be liable for all 
deductible amounts. 

(b) Property & Mechanical and Electrical Breakdown Insurance: 

(1) All-risks course-of-construction property insurance in the joint names of 
the Contractor and the City Insurance Group, covering the Work and all 
property of every description to be used in the performance of the Work.  
This insurance shall be primary, and be of an amount of not less than the 
Contract Price.  The deductible per occurrence shall not exceed ten 
thousand dollars ($10,000); and 

(2) Mechanical and electrical breakdown insurance insuring the interests of 
the Contractor and the City Insurance Group for not less than the 
Contract Price.   

The following conditions will apply to the property and mechanical and electrical 
breakdown insurance: 

(A) Where the City wishes to use or occupy part or all of the Work prior to 
Total Performance of the Work, it shall give written notice to the 
Contractor pursuant to GC13 - Occupancy and if requested the 
Contractor shall promptly notify the City in writing of the additional 
premium cost, if any, to maintain property and boiler insurance, which 
shall be at the City's expense. 

(B) If, because of such use or occupancy, the Contractor is not requested to 
or is requested to but is unable to provide coverage, the City upon 
written notice from the Contractor and prior to such use or occupancy 
shall provide, maintain and pay for property and mechanical and 
electrical breakdown insurance insuring the full value of the Work, as in 
subparagraphs (1) and (2), including coverage for such use or 
occupancy and shall provide the Contractor with proof of such insurance.  
The Contractor shall refund to the City the unearned premiums 
applicable to the Contractor's polices upon termination of coverage. 

(C) The policy shall provide that, in the event of loss or damage, payment 
shall be made to the City.  Loss or damage shall not affect the rights and 
obligations of either party under the Contract. 

(D) The Contractor shall be entitled to receive from the City, in addition to the 
amount due under the Contract, the amount at which the City's interest in 
restoration of the Work has been appraised, such amount to be paid as 
the restoration of the Work proceeds and in accordance with the 
requirements of GC5.3 - APPLICATIONS FOR PAYMENT and GC5.4 – 
PROGRESS PAYMENTS.  In addition the Contractor shall be entitled to 
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receive from the payments made by the insurer the amount of the 
Contractor's interest in the restoration of the Work. 

(E) The Contractor shall be responsible for payment of all deductible 
amounts. 

(F) In the event of loss or damage to the Work arising from the work or act of 
the City or another Contractor, then the City shall pay the Contractor the 
cost of restoring the Work as the restoration of the Work proceeds and in 
accordance with the requirements of GC5.3 - APPLICATIONS FOR 
PAYMENT and GC5.4 – PROGRESS PAYMENTS. 

(c) All-Risk Contractor's Equipment Insurance covering all equipment owned or 
rented by the Contractor and its agents or employees against all risks of loss or 
damage with coverage sufficient to allow for immediate replacement. 

(d) Automobile Liability Insurance to be carried at all times on all licensed vehicles 
owned by or leased to the Contractor, protecting against damages arising from 
bodily injury (including death), and from claims for property damage arising from 
the operations of the Contractor, its agents or employees. This insurance shall be 
for a minimum amount of five million dollars ($5,000,000) inclusive per accident. 

Where, in the City’s opinion, pertinent risk exists, the Contractor is also required to carry 
the following coverage: 

(e) Hull & Machinery Insurance in the amount not less than the full value of the 
vessel, barge or equipment with a deductible of no more than ten thousand 
dollars ($10,000) protecting the Contractor and its Subcontractors from all claims 
for loss or damage to any vessel, barge or equipment arising out of ownership or 
operation of the Contractor or its Subcontractors.   

(f) Protection & Indemnity Insurance including City’s legal liability insurance to cover 
all claims for bodily injury including death, property damage or loss arising out of 
the activities conducted by the Contractor, any Subcontractor, or their respective 
employees or agents in an amount no less than five million dollars ($5,000,000) 
per occurrence and a deductible of not more than ten thousand dollars ($10,000). 

11.2.2 If the Contractor or a Subcontractor fails to provide evidence of the required insurance 
under this GC11 as and when required by the Contract Documents, then the City shall 
have the right to obtain the insurance and then give evidence of the same to the 
Contractor and Consultant, and the cost of doing so will then be payable by the 
Contractor to the City or at the City’s option may be deducted from the Contract Price by 
Change Directive. 

GC11.3 CONTRACT SECURITY 

GC11.3 is added as follows: 

GC11.3 CONTRACT SECURITY 

11.3.1 The Contractor shall pay for and deliver to the City, on or prior to the date of this 
Agreement, a performance bond and a labour and material payment bond, which shall 
each be for fifty percent (50%) of the Contract Price and shall include provision for, 
without limitation: 
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1. payment of any Consultant’s and legal expenses incurred by the City in 
determining the extent of the Work executed and Work still to be executed, and 
any additional Work required as a result of the interruption of the Work, 

2. payment of additional expenses caused to the City for watchmen’s services, light, 
heat, power, etc. incurred by the City during the period between the Contractor’s 
default under the Contract and the commencement of a new contract, 

3. extended guarantee periods, corrections after final payment, and warranty 
obligations, and 

4. coverage of the faithful performance of all terms and conditions of the Contract 
Documents including all additions and revisions thereto permitted under the 
Contract. 

11.3.2 Such bonds shall be issued by a duly licensed surety company authorized to transact the 
business of a surety in British Columbia and the bonds shall be maintained in good 
standing until the issuance of the Final Certificate for Payment and the expiry of the 
warranty. Subject to the requirements of this GC11.3, the bonds shall be in accordance 
with the latest edition of the CCDC approved bond forms. 

11.3.3 The Contractor will give the City Notice in Writing of any material change in the surety 
within five (5) calendar days of the occurrence.  

GC12.1 INDEMNIFICATION 

GC12.1.1 is deleted in its entirety and replaced as follows: 

12.1.1 The Contractor now indemnifies and shall defend, indemnify and hold harmless the City, 
the Consultant, the project manager and their respective directors, officers, employees, 
agents, consultants or advisors (collectively, the “Indemnitees”) from and against all 
claims, demands, losses, costs, damages, actions, suits or proceedings (“Liability”), 
whether founded in equity or at law including contract, tort or statute and howsoever 
caused, arising from or in any way connected with (A) any wrongful or negligent act, error 
or omission of, or defective goods supplied by, the Contractor, Subcontractors, Suppliers 
or their respective employees or agents when attending the Place of the Work or in the 
performance of the Work, in each case whether or not any one or more of the 
Indemnitees are contributorily negligent, and (B) any claim made under the Lien Act by a 
Subcontractor, or a “subcontractor” as defined in the Lien Act.  Expressly excluded from 
this indemnity is any Liability caused solely and directly by the wrongful act or negligence 
of an Indemnitee. 

GC12.1.2 is deleted in its entirety and replaced as follows: 

12.1.2 The obligation of the Contractor to indemnify the Indemnitees shall be limited to the 
greater of the Contract Price or five million dollars ($5,000,000) but in no event shall the 
sum be greater than twenty million dollars ($20,000,000).  However, despite any other 
term of this Contract, in no event will this limitation apply in any way to reduce or limit the 
indemnity or recovery by either party under any insurance policy or bond required by the 
Contract Documents and in no event will this limit apply to the Contractor’s or the City’s 
obligations to indemnify under GC9.2 – TOXIC AND HAZARDOUS SUBSTANCES, 
GC9.4 CONSTRUCTION SAFETY & WORKSAFE BC RULES, GC9.5 –MOULD and 
GC10.3 – PATENT FEES. 

GC12.1.3 is deleted in its entirety and replaced as follows: 
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12.1.3 The obligation of the Contractor to indemnify the Indemnitees hereunder shall be 
inclusive of interest and all legal costs. 

GC12.1.4 is deleted in its entirety and replaced as follows: 

12.1.4 The City and the Contractor shall indemnify and hold harmless the other from and against 
all claims, demands, losses, costs, damages, actions, suits, or proceedings arising out of 
their obligations described in GC9.2 – TOXIC AND HAZARDOUS SUBSTANCES, GC9.4 
CONSTRUCTION SAFETY & WORKSAFE BC RULES, GC9.5 –MOULD and GC10.3 – 
PATENT FEES 

GC12.1.5 is deleted in its entirety. 

GC12.1.6 is deleted in its entirety and replaced as follows: 

12.1.6 In respect of any claim for indemnity or to be held harmless by the City or the Contractor, 
Notice in Writing of such claim shall be given within a reasonable time after the facts 
upon which such claim is based became known; 

GC12.1.7 is added as follows: 

12.1.7 In the event of any Liability being alleged against or claimed from an Indemnitee in 
respect of which an indemnity is required to be provided by the Contractor pursuant to 
GC12.1.1, the following provisions shall apply:  

(a) subject to GC12.1.7(b), GC12.1.7(c) and GC12.1.7(d), where it appears that the 
Indemnitee is or may be entitled to indemnification from the Contractor in respect 
of all (but not part only) of the liability arising out of a claim, such person entitled 
to indemnification may at its sole election and subject to: 

(i) approval by any relevant insurers (without prejudice to GC12.1.7(e); and 

(ii) the Contractor providing the Indemnitee with a secured indemnity to its 
reasonable satisfaction against all costs and expenses (including legal 
expenses) that it may incur by reason of such action, 

permit or require the Contractor to dispute the claim on behalf of the Indemnitee 
at the Contractor’s own expense and take conduct of any defence, dispute, 
compromise, or appeal of the claim and of any incidental negotiations; provided 
that the Indemnitee shall give the Contractor (provided at the Contractor’s cost) 
all reasonable cooperation, access and assistance for the purposes of 
considering and resisting such claim; 

(b) with respect to any claim conducted by the Contractor pursuant to GC12.1.7(a) 

(i) the Contractor shall keep the Indemnitee fully informed and consult with 
it about material elements of the conduct of the claim; 

(ii) the Contractor shall not bring the name of the Indemnitee into disrepute; 
and 

(iii) the Contractor shall not pay or settle such claims without the prior 
consent of the Indemnitee, such consent not to be unreasonably withheld 
or delayed; 
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(c) a Indemnitee shall be free to pay or settle any claim on such terms as it thinks fit 
(and without prejudice to its rights and remedies under the Contract Documents) 
if: 

(i) the Contractor is not entitled to, or is not permitted or instructed, take 
conduct of the claim in accordance with GC12.1.7(a); or 

(ii) the Contractor fails to comply in any material respect with the provisions 
of GC12.1.7(e) or GC12.1.7(b); 

(d) the Indemnitee entitled to indemnification pursuant to GC12.1.1shall be free at 
any time to give notice to the Contractor that it is retaining or taking over (as the 
case may be) the conduct of any defence, dispute, compromise or appeal of any 
claim (or of any incidental negotiations) to which GC12.1.7(a) applies. On receipt 
of such notice the Contractor shall promptly take all steps necessary to transfer 
the conduct of such claim to the Indemnitee, and shall provide to the Indemnitee 
all reasonable co-operation, access and assistance for the purposes of 
considering and resisting such claim; and 

(e) the Contractor shall inform the Indemnitee of the requirements of any insurer who 
may have an obligation to provide an indemnity in respect of any liability arising 
under this Agreement and in relation to such the Indemnitee shall issue 
instructions accordingly. 

GC12.2 WAIVER OF CLAIMS 

GC12.2.1 is deleted in its entirety and replaced as follows: 

12.2.1. Waiver of Claims by City:  As of the date of the Final Certificate for Payment, the City 
expressly waives and releases the Contractor from all claims against the Contractor 
including without limitation those that might arise from the negligence or breach of 
Contract by the Contractor except one or more of the following: 

.1 those made in writing prior to the date of the Final Certificate for Payment and 
still unsettled; 

.2 those arising from the provisions of GC12.1 - INDEMNIFICATION or GC12.3 - 
WARRANTY; 

.3 those arising from the provisions of GC9.2 - TOXIC AND HAZARDOUS 
SUBSTANCES, GC9.4 CONSTRUCTION SAFETY & WORKSAFE BC RULES, 
GC9.5 –MOULD and GC10.3 – PATENT FEES and those arising from the 
Contractor bringing or introducing any toxic or hazardous substances and 
materials to the Place of the Work after the Contractor commences the Work; 
and 

.4 those arising from the Contractor’s actions, errors, omissions or negligence 
which result in delays or substantial defects or deficiencies in the Work.  
“Substantial defects or deficiencies” means those defects or deficiencies in the 
Work which affect the Work to such an extent or in such a manner that all or any 
part of the Work is unfit for the purpose intended by the Contract Documents.  

GC12.2.2 is deleted in its entirety and replaced as follows: 
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12.2.2 Waiver of Claims by Contractor:  As of the date of the Final Certificate for Payment, the 
Contractor expressly waives and releases the City from all claims against the City 
including without limitation those that might arise from the negligence or breach of 
Contract by the City except: 

.1 those made in writing prior to the Contractor’s application for Final Payment and 
still unsettled; and 

.2 those arising from the provisions of GC9.2 - TOXIC AND HAZARDOUS 
SUBSTANCES or GC10.3 - PATENT FEES. 

GC12.2.3 is deleted in its entirety and replaced as follows: 

12.2.3 GC12.2 - WAIVER OF CLAIMS shall take precedence over the provisions of 
paragraph 1.3.1 of GC1.3 - RIGHTS AND REMEDIES. 

GC 12.2.4 is deleted in its entirety and replaced as follows: 

12.2.4 The City waives and releases the Contractor from all claims referred to in paragraph 
12.2.1.4 except claims for which Notice in Writing of claim has been received by the 
Contractor from the City within a period of six (6) years from the date of Substantial 
Performance of the Work. 

GC12.2.5 is deleted in its entirety. 

GC12.2.6 is deleted in its entirety. 

GC12.2.7 is deleted in its entirety. 

GC12.2.8 is deleted in its entirety. 

GC12.2.9 is deleted in its entirety. 

GC12.2.10 is deleted in its entirety. 

GC12.3 WARRANTY 

GC12.3.1 is deleted in its entirety and replaced as follows: 

12.3.1 The Contractor shall perform the Work in a good and workmanlike manner. 

GC12.3.2 is deleted in its entirety and replaced as follows: 

12.3.2 The Contractor now warrants that the Work (and all Products) will be free from all defects 
arising from faulty construction, manufacturing, installation, materials, equipment or 
workmanship in any part of the Work (or Products) for a period of one (1) year 
commencing on the issuance of the Certificate of Completion for the Work, and with 
respect to any Work or Products warranted by a Subcontractor or Supplier for a period of 
longer than one (1) year after the issuance of the Certificate of Completion, the 
Contractor now warrants that it has fully and effectively assigned such warranty to the 
City and that the City may enforce the same to the same extent and in the same manner 
as if the warranty had been issued directly to the City by that Subcontractor or Supplier. 

GC12.3.3 is deleted in its entirety and replaced as follows: 
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12.3.3 For the purposes of this GC12.3, the phrase, “defects arising from faulty construction, 
manufacturing, installation, materials, equipment or workmanship in any part of the Work 
(or Products)”  

(a) expressly excludes any and all defects arising from or contributed to by the acts 
or omissions of the Consultant in the design and specification of the Work as set 
out in the Drawings, Specifications, or other written instructions or directives 
issued by the Consultant under this Contract, but only to the extent of the 
Consultant’s defective design or specification, and  

(b) expressly includes all defects or deficiencies that arise even if the Work is carried 
out in a good and workmanlike manner. 

GC12.3.4 is deleted in its entirety and replaced as follows: 

12.3.4 During the warranty period, the Contractor will promptly repair and correct all defects at 
no cost to the City.  If the Contractor fails to repair or correct any defect during the 
warranty period within ten (10) calendar days of written notice of its existence, the City 
may but is not obligated to make the repairs or corrections itself and the actual out-of-
pocket costs of such repairs or corrections made by the City will be payable by the 
Contractor to the City within seven (7) calendar days of receiving an invoice from the City 
for same.  In the event of an emergency where, in the opinion of the City, delay could 
cause serious loss or damage, or inconvenience to the public, the repairs or corrections 
may be made without prior notice being sent to the Contractor. 

GC12.3.5 is deleted in its entirety and replaced as follows: 

12.3.5 Where, pursuant to GC13.1 - Occupancy, the City commences the use of the Work and 
Products for their intended purposes prior to the issuance of the Certificate of Completion 
for the Work, the warranty period will be deemed to commence from the issuance date 
despite such prior use. 

GC12.3.6 is deleted in its entirety and replaced as follows: 

12.3.6 Issuance of the Certificate of Total Performance of the Work will not extinguish any of the 
Contractor’s obligations under this Contract and the Contractor will remain liable to 
perform and complete all Work and carry out all obligations required under this Contract 

GC13.1 OCCUPANCY 

GC13.1 is added as follows: 

 GC13.1 OCCUPANCY 

13.1.1 The City reserves the right to take possession of and use any completed or partially 
completed portion of the Work, regardless of the time of completion of the Work, 
providing it does not interfere with the Contractor's Work, as determined by the 
Consultant. 

13.1.2 Such taking possession or use of such Work or part thereof as described in GC13.1.1 
shall not be construed as final acceptance of the Work or any part thereof, or an 
acknowledgement of fulfillment of the Contract. 

END OF SUPPLEMENTARY GENERAL CONDITIONS 
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SCHEDULE 2 
LIST OF SPECIFICATIONS AND DRAWINGS 

The following is the list of Specifications and Drawings referred to in Article A-3: 

[To be added.] 

All are incorporated by reference in the form made available by the City during the ITT. 
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SCHEDULE 3 
SCHEDULE OF PRICES 

 

TO BE COMPLETED BASED ON THE AWARDED TENDER 
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SCHEDULE 4 
SUBCONTRACTORS AND SUPPLIERS 

TO BE COMPLETED BASED ON THE AWARDED TENDER 

The following are Subcontractors that the Contractor will use for the Work: 
 

Subcontractor Address Division/Section Of Work 

   

   

   

   

   

   

   

 

The following are Suppliers that the Contractor will use for the Work: 
 

 

Supplier Manufacturer Address Item 
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SCHEDULE 5 
PROJECT SCHEDULE 

TO BE COMPLETED BASED ON THE AWARDED TENDER 
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SCHEDULE 6 
PERFORMANCE AND LABOUR AND MATERIAL PAYMENT BONDS 

TO BE COMPLETED BASED ON THE AWARDED TENDER 
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SCHEDULE 7 
INSURANCE CERTIFICATES 

TO BE COMPLETED BASED ON THE AWARDED TENDER 

 

(SEE ATTACHED) 

 



Certificate of Insurance.doc 

    

GENERAL CERTIFICATE OF INSURANCE 

SSeeccttiioonn  88  bb))  ––  CCiittyy  ssttaaffff  ttoo  sseelleecctt  tthhee  rreeqquuiirreedd  ##  ooff  ddaayyss  WWrriitttteenn  NNoottiiccee  bbeeffoorree  sseennddiinngg  tthhee  cceerrttiiffiiccaattee  oouutt  ffoorr  ccoommpplleettiioonn  
SSeeccttiioonn  22  tthhrroouugghh  88  ––  ttoo  bbee  ccoommpplleetteedd  aanndd  eexxeeccuutteedd  bbyy  tthhee  IInnssuurreerr  oorr  iittss  AAuutthhoorriizzeedd  RReepprreesseennttaattiivvee  

1. THIS CERTIFICATE IS ISSUED TO: City of Vancouver, 453 W 12th Avenue, Vancouver, BC, V5Y 1V4
and certifies that the insurance policies as listed herein have been issued to the Named Insured(s) and are in full force and effect as of the
effective date of the agreement described below.

2. NAMED INSURED: [must be the same name as the Permittee/Licensee or Party(ies) to Contract and is/are either an individual(s) or a legally 
incorporated company(ies)] 

MAILING ADDRESS: 

LOCATION ADDRESS: 

DESCRIPTION OF OPERATION, CONTRACT, AGREEMENT, LEASE, PERMIT OR LICENSE: 

 

3. PROPERTY INSURANCE naming the City of Vancouver as a Named Insured and/or Loss Payee with respect to its interests and shall contain a 
waiver clause in favour of the City of Vancouver.
(All Risks Coverage including Earthquake and Flood) INSURED VALUES:  (Replacement Cost) 

 

INSURER: Building and Tenants’ Improvements: $ 
 

TYPE OF COVERAGE: Contents and Equipment: $ 
 

POLICY NUMBER: Deductible Per Loss: $ 
 

POLICY PERIOD: From  to 
 

 

4. COMMERCIAL GENERAL LIABILITY INSURANCE (Occurrence Form)
Including the following extensions: LIMITS OF LIABILITY:  (Bodily Injury and Property Damage Inclusive) 
√ Personal Injury
√ Products and Completed Operations Per Occurrence: $ 
√ Cross Liability or Severability of Interest
√ Employees as Additional Insureds Aggregate: $ 
√ Blanket Contractual Liability
√ Non-Owned Auto Liability All Risk Tenants’ Legal Liability: $ 

 

INSURER:       
 

POLICY NUMBER:       Deductible Per Occurrence: $ 
 

POLICY PERIOD: From  to 
 

 

5. AUTOMOBILE LIABILITY INSURANCE for operation of owned and/or leased vehicles
 

INSURER: LIMITS OF LIABILITY: 
 

POLICY NUMBER: Combined Single Limit: $ 
 

POLICY PERIOD: From  to If vehicles are insured by ICBC, complete and provide Form APV-47. 
 

 

6. UMBRELLA OR  EXCESS LIABILITY INSURANCE LIMITS OF LIABILITY:  (Bodily Injury and Property Damage Inclusive) 
 

INSURER:       Per Occurrence: $ 
 

POLICY NUMBER:       Aggregate: $ 
 

POLICY PERIOD: From  to Self-Insured Retention: $ 
 

 

7. OTHER INSURANCE (e.g. Boiler & Machinery, Business Interruption, Crime, etc.) – Please specify Name of Insurer(s), Policy Number, Policy 
Period, and Limit 

 

8. POLICY PROVISIONS:
Where required by the governing contract, agreement, lease, permit or license, it is understood and agreed that:
a) The City of Vancouver,  its officials, officers, employees, servants and agents have been added as Additional Insureds with respect to

liability arising out of the operation of the Named Insured pursuant to the governing contract, agreement, lease, permit or license;
b) SIXTY (60)  days written notice of cancellation or material change resulting in reduction of coverage with respect to any of the policies 

listed herein, either in part or in whole, will be given by the Insurer(s) to the Holder of this Certificate; the exception is cancellation for
non-payment of premiums in which case the applicable statutory conditions will apply;

c) The insurance policy (policies) listed herein shall be primary with respect to all claims arising out of the operation of the Named Insured.
Any insurance or self-insurance maintained by the City of Vancouver shall be in excess of this insurance and shall not contribute to it. 

 

SIGNED BY THE INSURER OR ITS AUTHORIZED REPRESENTATIVE 

 Dated: 
PRINT NAME OF INSURER OR ITS AUTHORIZED REPRESENTATIVE, ADDRESS AND PHONE NUMBER 



 PROFESSIONAL LIABILITY INSURANCE CERTIFICATE 

SSeeccttiioonn  44  ––  CCiittyy  ssttaaffff  ttoo  sseelleecctt  tthhee  rreeqquuiirreedd  ##  ooff  ddaayyss  WWrriitttteenn  NNoottiiccee  bbeeffoorree  sseennddiinngg  oouutt  ffoorr  ccoommpplleettiioonn  
SSeeccttiioonn  22,,  33  &&  44––  ttoo  bbee  ccoommpplleetteedd  aanndd  eexxeeccuutteedd  bbyy  tthhee  IInnssuurreerr  oorr  iittss  AAuutthhoorriizzeedd  RReepprreesseennttaattiivvee  

1. THIS CERTIFICATE IS ISSUED TO: City of Vancouver, 453 W 12th Avenue, Vancouver, BC, V5Y 1V4
and certifies that the insurance policy as listed herein has been issued to the Named Insured(s) and is in full force and effect
as of the effective date of the agreement described below.

2. NAMED INSURED:  [must be the same name as the Permittee/Licensee or Party(ies) to Contract and is/are either an
individual(s) or a legally incorporated company(ies)] 

MAILING ADDRESS: 

LOCATION ADDRESS: 

DESCRIPTION OF OPERATION/CONTRACT: 

3. PROFESSIONAL LIABILITY INSURANCE

LIMITS OF LIABILITY: 

INSURER: Per occurrence/claim: $ 

POLICY NUMBER:      Aggregate: $ 

POLICY PERIOD: From  to       Deductible per occurrence/claim: $ 

If the policy is in a “CLAIMS MADE” form, please specify the applicable Retroactive Date: 

4. POLICY PROVISIONS:

Where required by the governing contract, agreement, permit or license, it is understood and agreed that  SIXTY (60) days
written notice of cancellation or material change resulting in reduction of coverage with respect to the policy listed herein,
either in part or in whole, will be given by the Insurer to the Holder of this Certificate.  The exception is cancellation for non-
payment of premiums in which case the applicable statutory conditions will apply.

SIGNED BY THE INSURER OR ITS AUTHORIZED REPRESENTATIVE 

 Dated: 
PRINT NAME OF INSURER OR ITS AUTHORIZED REPRESENTATIVE, ADDRESS AND PHONE NUMBER 

____________ 
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SCHEDULE 8 
CITY PRE-CONTRACT HAZARD ASSESSMENT FORM 

SEE ATTACHED 

Contract Title ___________________________________________________ 

PROJECT MANAGER (City employee) __________________________________ 

Contract NAME & # (IF KNOWN) ______________________________________ 

Purpose 
This document shall be completed by the project manager, who shall list all the known worksite hazards 
and all the existing work process hazards that will be associated with the upcoming contract. The 
completed document shall then be provided to all potential contractors, as part of the tender package, so 
the project can be bid appropriately based on the known worksite hazards. 

Definitions 

Project Manager – the City employee designated to be the liaison with the contractor for the purpose of 
managing, overseeing, coordinating or in any other way administering the contract. 

Instructions for Completion 

The document must be completed in full. Choices for each entry are: 

Y – Yes - the known worksite hazard or existing work process hazard does exist 

N – No - the known worksite hazard or existing work process hazard does not exist*  

NA – Not Applicable - worksite hazard or existing work process is not applicable for this contract type 

TBD - a third party (environmental consultant) will address the issue (primarily for a hazardous materials 
assessment) 

*based on reasonable estimation from all input by persons with expertise or relevant knowledge and 
understanding 

Information from Hazardous Materials Assessments Provided by a Third Party 

A hazardous materials assessment may be completed prior to the Project Manager completing the 
Owners List of Known Workplace Hazards. Any such assessment should be referenced by the Project 
Manager in this document and provided with the tender package. Hazardous materials may include 
asbestos, lead, crystalline silica, ammonia, PCB’s, CFC’s, moulds, mercury, ozone depleting substances 
(ODS), radioactive substances. 

Assistance in Completing this Document 

If you have questions while completing this document, or are unsure if the listed hazards apply, please 
seek assistance from Health and Safety (604.871.6078 or healthandsafety@vancouver.ca). 

 

HAZARD OR ISSUE 
Project 

Manager 

1. Asbestos-containing Materials - disturbance or penetrations of flooring, walls, ceiling 
tiles, pipe lagging, ac pipe, transite siding, particularly in older facilities; e.g., 

Yes (Y) No 
(N) Not 

Applicable 



Print Form Reset Form

Owners List of Known Workplace Hazards

CONTRACT TITLE Hastings Library: Re-roof

PROJECT MANAGER (CITY EMPLOYEE) Jason Jotie

CONTRACT NAME & # (IF KNOWN)

Purpose

This document shall be completed by the project manager, who shall list all the known worksite
hazards and all the existing work process hazards that will be associated with the upcoming contract.
The completed document shall then be provided to all potential contractors, as part of the tender
package, so the project can be bid appropriately based on the known worksite hazards.

Definitions

Project Manager - the City employee designated to be the liaison with the contractor for the purpose
of managing, overseeing, coordinating or in any other way administering the contract.

Instructions for Completion

The document must be completed in full. Choices for each entry are:

Y - Yes - the known worksite hazard or existing work process hazard does exist

N - No - the known worksite hazard or existing work process hazard does not exist*, or, a third party
(environmental consultant) will address the issue (usually for a hazardous materials assessment)

*based on reasonable estimation from all input by persons with expertise or relevant knowledge and
understanding

NA - Not Applicable - the worksite hazard or existing work process is not applicable for this contract

type

Information from Hazardous Materials Assessments Provided by a Third Party

A hazardous materials assessment may be completed prior to the Project Manager completing the
Owners List of Known Workplace Hazards. Any such assessment should be referenced by the Project
Manager in this document and provided with the tender package. Hazardous materials may include
asbestos, lead, crystalline silica, ammonia, PCB's, CFC's, moulds, mercury, ozone depleting substances
(ODS), radioactive substances.

Assistance in Completing this Document

If you have questions while completing this document, or are unsure if the listed hazards apply, please
seek assistance from Health and Safety (604.871.6078 or healthandsafety@vancouver.ca).
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HAZARD OR ISSUE +-' <ulitld: S

1. ASBESTOS-CONTAINING MATERIALS - disturbance or penetrations of flooring, walls,
ceiling tiles, pipe lagging, ac pipe, transite siding, particularly in older facilities; e.g.,
furniture/fixture installation, carpeting/flooring services, and boiler repair/tune-up
services. Yes No N/A

a) Asbestos containing materials (ACM) will be encountered [3 D
b) A hazardous materials assessment for asbestos is provided in the tender package D
c) A hazardous materials assessment for asbestos is the responsibility of the contractor

2. LEAD-CONTAINING MATERIALS - disturbance of lead-based paint, particularly in older
facilities. Also present in certain electrical circuitry and metal alloys; .e.g., overhead
bridge crane maintenance/repair, high-voltage cable splicing services, boiler
repair/tune-up services, fixture installation services, and chiller maintenance/repair
services. Yes No N/A

a) Inorganic lead-containing materials may be encountered E D D

b) A hazardous materials assessment for lead is provided in the tender package [a D

c) A hazardous materials assessment for lead is the responsibility of the contractor D E

3. OTHER HAZARDOUS AAATERIALS - may include ammonia, pcb's, cfc's, moulds,
mercury, ozone depleting substances (ods), radioactive substances, sewage, unknown
contaminated materials, other: (list other here). Yes No N/A

a) A hazardous materials assessment for ammonia is provided in the tender package

b) A hazardous materials assessment for (list the specific hazardous material) will be
provided in the tender package D E D

c) A hazardous materials assessment for (list the specific hazardous materials) will be
the contractors responsibility [3 D

4. CONFINED SPACES -working in vaults, chambers, pits, tanks, etc.; e.g.,-construction,
inspection and testing services, water/fuel storage tank clean-out services, and utility
corrosion inspection services.

Yes No N/A

a) A hazard assessment (for entry and inspection only) from the City of Vancouver is
provided in the tender package

D t3 D

b) The City of Vancouver shall provide procedures to isolate adjacent piping, or to lock
out equipment (complicated systems only)

c) The contractor shall be responsible for isolation and lookout procedures

2011 06



5. LOCK OUT - industrial equipment maintenance, power machinery repair services, pump
maintenance/repair services, mechanical refrigeration systems, elevator repair,
overhead bridge crane maintenance/repair services, cathodic protection services,
hydraulic test systems repair/service, and air compressor rebuilding services. Yes No N/A

a) Lookout will be required to isolate or prevent the unexpected release of energy
(electrical, mechanical, hydraulic, chemical, thermal, kinetic, gravitational,
pneumatic) [3 D

b) Work will be performed on or near energized equipment, lines, or circuits [3 D D

If yes to a) or b) describe:
Roof top units

6. FALL PROTECTION - tree pruning, window and ledge cleaning, window replacement,
overhead bridge crane maintenance/repair services, roll-up door replacement, tent
installation, awning/canopy installation, overhead air exchange installation,
construction inspection and testing services. Yes No N/A

a) Workers wilt be exposed to a potential fall in excess of 3 m (10 feet), or to a fall of
less than 3 m which would likely result in a serious injury (ex. impalement on rebar) Dl

b) Scaffolding or ladders will be required to be secured to a building or structure ]. Dl

7. OVERHEAD AND UNDERGROUND UTILITIES - tree pruning services, tree removal, utility
relocation or replacement, underground utility identification (digging with powered
equipment), concrete sawing services, pole painting Yes No N/A

a) There will be electrical hazards associated with overhead power lines such as limits of
approach and contact D

b) Necessary assurances (in writing) have (or will be) obtained by the City, through the
utility company, for any work where minimum limits of approach cannot be
maintained (provide documentation and review at pre job meeting with the successful
contractor candidate)

D E

c) Necessary assurances must be obtained (in writing) by the successful contractor,
through the utility company, for any work where minimum limits of approach will not
be able to be maintained

d) Underground or hidden utilities are located on the job site and any excavation or
drilling work in proximity to an underground utility service must be undertaken in
conformity with the requirements of the owner of that utility service

D tZl

If yes to c), and the specific physical locations where minimum limits of approach will not be able to be
maintained are known, how will this information be provided to the contractor?

Will be advised at the mandatory tender site meeting.
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8. CONSTRUCTION, EXCAVATION, SHORING AND DEMOLITION Yes No N/A

a) As Prime Contractor, the City of Vancouver project manager will submit the Notice of
Project D E

b) Workers will be required to enter an excavation over 1.2m (4 ft) in depth D E

9. CHEMICALS, SOLVENTS, FUMES, VAPORS, AND/OR DUSTS (existing work processes or
known worksite hazard only) - ice rinks, swimming pools, cleaning solvents, adhesives,
paints, coatings, binders; e.g., storage tank clean-out services, countertop
installation (epoxies), and flooring Yes No N/A

a) The worksite has chemicals solvents, fumes, vapors or dusts that may affect the
contractor

D B

b) Material Safety Data Sheets for chemicals currently in use at the worksite will be
available, on request, to the contractor

El D

If yes to a), list the work processes and/or chemicals in use:

10. NOISE - (existing work processes only)

Yes No N/A

a) Employees will be exposed to noise levels above 85dbA B D

OTHER

a)

b)

c)

HAZARDS (NOT IDENTIFIED ABOVE)

KNOWN WORKPLACE HAZARDS LIST COMPLETED BY

Project Manager Name (print):

Jason Jotie

Project Manager Signature: Date:

Nov 14, 2018

Title: vl
v

Project Coordinator

Phone:

604-873-7083
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SCHEDULE 9 
CONTRACTOR PRE-CONTRACT HAZARD ASSESSMENT FORM 

TO BE COMPLETED BY SUCCESSFUL CONTRACTOR 

CONTRACT TITLE ____________________________________________________ 

PROJECT MANAGER (CITY EMPLOYEE) __________________________________ 

CONTRACTOR REPRESENTATIVE ________________________________________ 

CONTRACT NAME & # ________________________________________________ 

Purpose 

This document shall be completed by the contractor awarded the contract, who shall identify all the 
known and potential work process hazards associated with the contract. The contractor, who is 
responsible for all identified actions, shall provide a completed Contractors Pre-Work Hazard 
Identification (CHI) document to the Project Manager (City employee) for review and consultation before 
the contract work begins. 

Reference Material 

In order to complete this document, the contractor should reference a completed copy of the List of 
Known Workplace Hazards, initially provided with the tender package. The contractor is also 
responsible to reference any Hazardous Materials Assessments, provided by the City with the tender 
package, and possibly referenced in the List of Known Workplace Hazards document. 

Instructions for Completion 

The document must be completed in full. Choices for each entry are: 

Y – Yes – this work process or worksite hazard will exist for this contract and are the responsibility of the 
contractor 

N – No – Even though the work process or worksite hazard will exist, it will not be the responsibility of the 
contractor 

NA – Not Applicable - the work process or worksite hazard is not applicable for this contract 

TBD - a third party (environmental consultant) will address the issue (primarily for a hazardous materials 
assessment) 

Each grouping of safety hazards or issues in this document (bold text, capitalized) may list some 
examples of work tasks where this hazard may be encountered. These examples are not conclusive; 
there may be other examples of work tasks that create this hazard or issue. 

Documentation and Training Requirements 
 

During the contract term, the contractor may be requested by the City of Vancouver, and shall provide 

documented evidence for items identified with a (D) in this document. 
The summary table at the end of the document provides all potentially required documentation, and if 
applicable, the WCB OHS Regulation reference. 

For any identified hazard marked with a (T), the contractor is responsible to train their employees. 
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HAZARDOUS MATERIALS 

The contractor is responsible for providing additional information on hazardous materials which may be 
encountered as part of the work process, yet not identified in the List of Known Workplace Hazards. 
 

HAZARD OR ISSUE 
Contractor 

Confirmation 

1. ASBESTOS-CONTAINING MATERIALS - disturbance or penetrations of flooring, 
walls, ceiling tiles, pipe lagging, ac pipe, transite siding, particularly in older facilities; 
e.g., furniture/fixture installation, carpeting/flooring services, and boiler repair/tune-up 
services. 

Yes (Y) No (N) 
Not 

Applicable 
(NA) or To Be 
Determined 

(TBD) 

a) We have reviewed the hazardous materials assessment for asbestos provided by the 
City of Vancouver (or third party) in the tender package 

Y   N   NA 
TBD 

b) We will provide a written hazardous materials assessment for asbestos 
Y   N   NA 

TBD 

c) We have a written Asbestos Program (D) Y   N   NA 

d) As Prime Contractor, we will submit a Notice of Project Asbestos(NOP-A) to 
WorksafeBC at least 24 hours in advance of the project startup 

Y   N   NA 

 

2. LEAD-CONTAINING MATERIALS - disturbance of lead-based paint, particularly in 
older facilities. Also present in certain electrical circuitry and metal alloys; .e.g., 
overhead bridge crane maintenance/repair, high-voltage cable splicing services, boiler 
repair/tune-up services, fixture installation services, and chiller maintenance/repair 
services. 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We have reviewed the hazardous materials assessment for lead provided by the City of 
Vancouver (or third party) in the tender package 

Y   N   NA 
TBD 

b) We will provide a written hazardous materials assessment for lead 
Y   N   NA 

TBD 

c) We have a written exposure control program for Lead (D) Y   N   NA 

 

3. OTHER HAZARDOUS MATERIALS - may include PCBs, CFCs, molds, mercury, 
ozone depleting substances (ODS), radioactive substances, sewage and unidentified 
contaminated hazardous materials, other: (list other here) _______________________ 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We have reviewed the hazardous materials assessment for (insert hazardous material 
type here) provided by the City of Vancouver, or a third party, in the tender package  

Y   N   NA 
TBD 

b) We have reviewed the hazardous materials assessment for (insert hazardous material 
type here) provided by the City of Vancouver, or a third party, in the tender package 

Y   N   NA 
TBD 

c) We will provide a hazardous materials assessment for (insert hazardous material type 
here) 

Y   N   NA 
TBD 

d) We will provide a hazardous materials assessment for (insert hazardous material type 
here) 

Y   N   NA 
TBD 
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4. CONFINED SPACES - working in vaults, chambers, pits, tanks, etc.; e.g., construction, 
inspection and testing services, water/fuel storage tank clean-out services, and utility 
corrosion inspection services. 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We have reviewed the confined space hazard assessment provided by the City of 
Vancouver in the tender package 

Y   N   NA 
TBD 

b) We have a written confined space entry program (D) Y   N   NA 

c) Our employees have received confined space training (T) Y   N   NA 

d) We shall complete a confined space hazard assessment specific to the work to be 

performed (D) 
Y   N   NA 

e) We shall develop site specific written safe operating procedures (including evacuation 

and rescue components) prior to starting work (D) 
Y   N   NA 

f) We shall identify and record isolation points (D)  Y   N   NA 

g) We will develop alternate procedures (as per WCB OHS Regulation # 9.22) to be used 

to isolate adjacent piping containing harmful substances (D) 
Y   N   NA 

h) We will provide for the services of rescue persons Y   N   NA 

If yes to g), provide brief description: 

____________________________________________________________________________________

__________________________________________________________________________________ 

5. LOCK OUT - industrial equipment maintenance, power machinery repair services, 
pump maintenance/repair services, mechanical refrigeration systems, elevator repair, 
overhead bridge crane maintenance/repair services, cathodic protection services, 
hydraulic test systems repair/service, and air compressor rebuilding services. 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We will be required to lock out in order to isolate or prevent the unexpected release of 
energy (electrical, mechanical, hydraulic, chemical, thermal, kinetic, gravitational, 
pneumatic) 

Y   N   NA 

b) We will perform work on, or near, energized equipment, lines or circuits Y   N   NA 

Note: If yes to a) or b) above, no work may be performed until reviewed by City of Vancouver project 
manager or project manager designate. 
If yes to a) or b) describe: 

____________________________________________________________________________________

____________________________________________________________________________________

________________________________________________________________________________ 
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6A. FALL PROTECTION - tree pruning, window and ledge cleaning, window replacement, 
overhead bridge crane maintenance/repair services, roll-up door replacement, tent 
installation, awning/canopy installation, overhead air exchange installation, construction 
inspection and testing services. 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) Our employees will be exposed to a potential fall in excess of 3 m (10 feet), or to a fall of 
less than 3 m which would likely result in a serious injury (ex. impalement on rebar) 

Y   N   NA 

b) We will produce a written Fall Protection Plan for work that will occur more than 25 feet 
above grade, or, if written procedures (control zone) are to be used as the means of fall 

protection (D) 
Y   N   NA 

c) Our employees who will be required to use fall protection have received training (T) Y   N   NA 

If yes to a), describe: 

____________________________________________________________________________________

__________________________________________________________________________________ 

6B. SCAFFOLDING AND LADDERS - window replacement or cleaning, tree pruning, roll-
up door replacement, tent installation, and awning/canopy installation. 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) Our employees will use scaffolding or ladders for access to the work Y   N   NA 

b) The scaffolding or ladders will be exposed to wet and/or slippery conditions Y   N   NA 

c) We will ensure scaffolding or ladders are secured before accessing the worksite Y   N   NA 

d) Scaffolding will be erected and dismantled only by qualified workers Y   N   NA 

 

7. OVERHEAD POWER LINES AND UNDERGROUND UTILITIES - tree pruning 
services, tree removal, utility relocation or replacement, underground utility 
identification services, concrete sawing services, pole painting 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) There are electrical hazards associated with overhead power lines such as limits of 
approach and contact 

Y   N   NA 

b) We will obtain necessary assurances, in writing, through the utility company, for any 
work where minimum limits of approach cannot be maintained 

Y   N   NA 

c) Underground or hidden utilities may be on the job site and we shall contact the Project 
Manager and BC OneCall at least four business days prior to the start of any excavation 
work 

Y   N   NA 

d) In the event of an inadvertent utility strike, we will have a written procedure for 

immediate notification of both the utility company and WorkSafeBC (D) 
Y   N   NA 
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8. CONSTRUCTION, EXCAVATION, SHORING AND DEMOLITION 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) As Prime Contractor, we will submit a Notice of Project (NOP) to WorksafeBC at least 
24 hours in advance of the project startup date 

Y   N   NA 

b) Workers may be required to enter an excavation over 1.2m (4 ft) in depth Y   N   NA 

c) We will develop site specific written safe operating procedures, including evacuation 

and rescue components, prior to starting any excavation work (D) 
Y   N   NA 

d) Shoring will be installed in accordance with Part 20 of the WorkSafeBC OH&S 
Regulation 

Y   N   NA 

e) We will provide safe means of entry and exit for excavations Y   N   NA 

f) We will provide for the services of rescue persons and equipment (excavation rescue) Y   N   NA 

g) We will develop a demolition/salvage plan (D) Y   N   NA 

h) We will evaluate the demolition materials for reuse or recycling Y   N   NA 

i) We will protect passers-by from potential hazards Y   N   NA 

 

9. CHEMICALS, SOLVENTS, FUMES, VAPORS, AND DUSTS - cleaning solvents, 
adhesives, paints, coatings, binders; e.g., storage tank clean-out services, countertop 
installation (epoxies), and flooring 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We will complete a hazard assessment for chemicals we will use in our work, and if 
chemicals already exist at the workplace, our assessment will identify possible results of 
any reactions between our chemicals and those of the Citys operations 

Y   N   NA 

 

10. NOISE AND VIBRATION - includes installations and heavy equipment operation. 
Noise examples for 85 – 90 dbA (at noise source) include forklift, smoke alarm, table 
saw. Whole body vibration examples include truck or equipment operator and 
jackhammer operation 

Yes (Y) No 
(N)  or Not 
Applicable 

(NA) 

a) Our employees will be exposed to noise levels above 85dbA Y   N   NA 

b) We have a written hearing conservation program (D) Y   N   NA 

c) Our employees will be exposed to excessive levels of whole body vibration (WBV)  Y   N   NA 

 

11. OCCUPATIONAL HEALTH AND SAFETY PROGRAM 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We have a written Safety Program (D) Y   N   NA 
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b) We will make regular inspections of all workplaces Y   N   NA 

c) We will immediately investigate any reported unsafe conditions and correct as required Y   N   NA 

d) We will investigate all incidents and provide written incident reports to the Project 
Manager 

Y   N   NA 

e) We will develop a written plan (D) identifying how risk to the public and workers will be 
minimized (may include the use of barriers and safe entry/exit points from the worksite) 

Y   N   NA 

 

12. FIRST AID 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) First aid equipment, supplies, facilities and services will be readily accessible during 
working hours 

Y   N   NA 

b) We will complete a first aid assessment (D) Y   N   NA 

c) We will post site drawings and signs indicating the location of, and how to summon, first 
aid 

Y   N   NA 

d) We will develop an effective means of communication between the first aid attendant 
and the work areas 

Y   N   NA 

 

13. FIRE PROTECTION - solvents, fuels, soldering, torch cutting, or heating devices; e.g., 
gasoline and diesel fuel delivery services, flooring services, fire suppression service, 
and water pipe repair services 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We will weld, solder, or cut with a torch Y   N   NA 

b) We will use or store flammable/combustible liquids Y   N   NA 

c) We will use temporary heating devices Y   N   NA 

d) We will provide water and/or fire extinguishers on the job site Y   N   NA 

 

14. PERSONAL PROTECTIVE EQUIPMENT (PPE) 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We will ensure our workers have appropriate personal protective clothing and 
equipment (e.g., safety footwear, hi-vis vests, hardhats, eye protection, face protection, 
hearing protection, chemical gloves/clothing) 

Y   N   NA 

b) We have a written PPE program (D) Y   N   NA 
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15. RESPIRATORY PROTECTION 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) The work will involve materials or processes requiring respiratory protection Y   N   NA 

b) We have a written respiratory protection program (D) Y   N   NA 

 

16. TOOLS MACHINERY AND EQUIPMENT 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We will use powder-actuated tools. Y   N   NA 

b) Our employees who operate equipment have been trained and are qualified in use of 

that equipment. (T) 
Y   N   NA 

If yes to a), describe: 

____________________________________________________________________________________

__________________________________________________________________________________ 

17. CRANES, FORKLIFTS, AND MANLIFTS - heavy or oversized goods delivery, tree 
pruning, overhead bridge crane maintenance/repair, and roll-up door replacement. 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We will use a crane, forklift, manlift or other lifting equipment Y   N   NA 

b) Our lifting and rigging equipment is certified where applicable, and inspected on a 
regular basis 

Y   N   NA 

c) Our operators shall have a valid operators certificate (mobile crane or tower crane) or 

have received training (boom lift, scissor lift or forklift) (T) 
Y   N   NA 

d) Only lifting attachments approved for use by the forklift manufacturer will be used  Y   N   NA 

 

18. RIGGING 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We will lift or sling loads overhead Y   N   NA 

b) We will inspect ropes, hooks and slings before use on each shift Y   N   NA 
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19. MOTOR VEHICLES AND HEAVY EQUIPMENT - goods delivery, personnel 
transportation services, trailer relocation services, oil/water pumpout and recycling 
services, asphalt grinding and asphalt sealing services,  weed/brush abatement and 
mowing services, landscape hydroseed services, tree stump grinding, and concrete 
sawing and removal 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) We will use  motor vehicles or heavy equipment at the work location  Y   N   NA 

b) All operators have a valid provincial driver's license Y   N   NA 

c) We will inspect vehicles, including safety features (e.g., ROPS) Y   N   NA 

 

20. TRAFFIC CONTROL 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) There will be uncontrolled movement of vehicular traffic at the worksite Y   N   NA 

b) We will develop a written traffic control plan (D) Y   N   NA 

c) We will put in place any required traffic control devices Y   N   NA 

d) The traffic control devices conform to the Ministry of Transportation and Infrastructure 
(MoTI) “Traffic Control Manual for Work on Roadways” 

Y   N   NA 

e) We will provide Traffic Control Persons (TCP’s) as required by law Y   N   NA 

 

21. CRYSTALLINE SILICA DUST 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

a) Our work will involve jackhammering, rotohammering, drilling, grinding or other 
disturbance of concrete or stone, creating potential exposure to silica dust 

Y   N   NA 

 

22. Additional Concerns 

Yes (Y) No 
(N) or Not 
Applicable 

(NA) 

We foresee additional health and safety concerns associated with the work Y   N   NA 

If yes, describe: 

a) ________________________________________________________________________________ 

b) ________________________________________________________________________________ 

c) ________________________________________________________________________________ 

d) ________________________________________________________________________________ 

e) ________________________________________________________________________________ 

f) ________________________________________________________________________________ 
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Describe the control measures each of the concerns listed above: 

a) ________________________________________________________________________________ 

b) ________________________________________________________________________________ 

c) ________________________________________________________________________________ 

d) ________________________________________________________________________________ 

e) ________________________________________________________________________________ 

f) ________________________________________________________________________________ 

 
 

PRE CONTRACT HAZARD ASSESSMENT COMPLETED BY 

Contractor’s Representative Name (print): 

 

Contractor's Representative Signature: 

 

Date: 

Title: 

 

Phone: 

 

CONTRACTOR'S DESIGNATE RESPONSIBLE FOR ONSITE SAFETY 
Name (print): 

Title: 

 

Phone: 

 

SUMMARY OF DOCUMENTATION (D) TO BE PROVIDED BY THE CONTRACTOR upon 
request by the City of Vancouver  
(documentation required as per Workers Compensation Board Occupational Health and 
Safety (WCB OHS) Regulation, the Workers’ Compensation Act (WCA) or the City of 
Vancouver) 

Yes (Y) or 
Not 

Applicable 
(NA) 

a) Safety Program (WCB OHS Regulation Parts 3.1-3.3)  

b) Asbestos Exposure Control Plan (WCB OHS Regulation Part 6.3)  

c) Lead (Pb) Exposure Control Plan (WCB OHS Regulation Part 6.60)  

d) Respiratory Protection Program (WCB OHS Regulation Part 8.5)    

e) Confined Space Entry Program (WCB OHS Regulation Parts 9.5 and 9.6)  

f) Plan for minimizing risk to public and to workers (City of Vancouver)  

g) Personal Protective Equipment (PPE) Program (WCB OHS Regulation Part 8.5)  

h) Hearing Conservation Program (WCB OHS Regulation Part 7.5)      
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i) Confined Space Hazard Assessment (WCB OHS Regulation Part 9.9)  

j) Work Procedure, including evacuation and rescue, for confined space (WCB OHS 
Regulation Part 9.10 and 9.11) 

 

k) Identification of Isolation Points (confined space) (WCB OHS Regulation Part 9.19)  

l) Alternate procedures to isolate adjacent piping (confined space) (WCB OHS Regulation 
Part 9.22) 

 

m) Fall Protection Plan (WCB OHS Regulation Part 11.3)   

n) Traffic Control Plan (Ministry of Transportation and Infrastructure (MOTI) manual, as 
referenced in WCB OHS Regulation Part 18.3) 

 

o) In the event of a utility strike, a written procedure for notification of Utility Provider (WCB 
OHS Regulation Part 4.18) and WorksafeBC (Workers’ Compensation Act Part 3, Division 
10, Sec. 172 (1)(c)) 

 

p) Work Procedure (including evacuation and rescue) for excavations (City of Vancouver)  

q) Demolition/Salvage Plan (City of Vancouver in reference to WCB OHS Regulation Part 
20.112)  

 

r) First Aid Assessment (WCB OHS Regulation Part 3.16 (2))  

 

SUMMARY OF TRAINING REQUIREMENTS (T) OF CONTRACTOR EMPLOYEES (for 
any persons completing this type of work throughout the duration of the contract)    

Yes (Y) or 
Not 

Applicable 
(NA) 

a) Confined Space Entry (WCB OHS Regulation Part 9.8)  

b) Fall Protection (WCB OHS Regulation Part 11.2 (6))  

c) Equipment Operation (WCB OHS Regulation Part 4.3 (1) (b)(i) (ii))  

d) Mobile Equipment (ex. boom lift, scissor lift, forklift) (WCB OHS Regulation Part 16.4)  
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SCHEDULE 10 
FORCE ACCOUNT LABOUR AND CONSTRUCTION EQUIPMENT RATES 

[TO BE COMPLETED BASED ON THE AWARDED TENDER] 
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