EN _.

RE|

9l

GREEN INSULATED
NO. 12 TW75

WHITE

>
}TO COBRAHEAD LUMINARE 5

WHITE

RED/BLACK INSULATED
NO. 12 RW9O

IN-LINE FUSE
(5 AMPS c/w BOOTS)

BOLT w/ RING—TYPE CONNECTOR
TO CLEAR 3/8 S/S BOLT \
(SEE EDS 18 SHEET 1/1 REV.0)

8

IDEAL #412 CRIMP CONNECTOR c/w—3
IDEAL WRAP CAP INSULATOR #417
(OR TAPED—COVERED)

GREEN INSULATED Cu #8

BARE Cu #6 AWG

HANDHOLE COVER

—— RED/BLACK
I—WH ITE (NEUTRAL)

N e
LGREEN (BOND)

(INSTALL GREEN BOND
CONDUCTORS ALL THE WAY
TO THE SERVICE PANEL)

STREET LIGHTING U/G CONDUIT
—— RED/BLACK
I—WHITE (NEUTRAL)
oo ouT
= >
L GREEN (BOND)

GALVANIZED GROUND PLATE

NOT REQUIRED IF BONDING CONDUCTOR
XIST AND CONNECTED ALL THE WAY
BACK TO THE SERVICE PANEL)
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1 | INSTALLATION OF BONDING CONDUCTOR OR GALVANIZED GROUND PLATE PROCEDURE MCM| GB |JUL'06
ELECTRICAL DESIGN -— CITY OF VANCOUVER
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